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PREFACE 


The complete documentation package for the MC68060, MC68LC060, and MC68EC060 
(collectively called M68060) consists of the M68060UM/AD, M68060 User's Manual, and 
the M68000PM/AD, M68000 Family Programmer's Reference Manual. The M68060 User's 
A/fani/aZ describes the capabilities, operation, and programming of the I\/I68060 superscalar 
32-bit microprocessors. The M68000 Family Programmer's Reference Manual contains the 
complete instruction set for the M68000 family. 

The introduction of this manual includes general information concerning the MC68060 and 
summarizes the differences among the M68060 family devices. Additionally, appendices 
provide detailed information on how these M68060 derivatives operate differently from the 
MC68060. 

When reading this manual, disregard information concerning the floating-point unit in refer¬ 
ence to the MC68LC060, and disregard information concerning the floating-point unit and 
memory management unit in reference to the MC68EC060. 

The organization of this manual Is as follows: 


Section 1 

Introduction 

Section 2 

Signal Description 

Section 3 

Integer Unit 

Section 4 

Memory Management Unit 

Section 5 

Caches 

Section 6 

Floating-Point Unit 

Section 7 

Bus Operation 

Section 8 

Exception Processing 

Section 9 

IEEE 1149.1 Test (JTAG) and Debug Pipe Control Modes 

Section 10 

Instruction Timings 

Section 11 

Applications 

Section 12 

Electrical and Thermal Characteristics 

Section 13 

Ordering Information and Mechanical Data 

Appendix A 

MC68LC060 

Appendix B 

MC68EC060 

Appendix C 

MC68060 Software Package 

Appendix D 

M68060 Instructions 


M68060 USER’S MANUAL 


MOTOROLA 


V 



M68060 USER’S MANUAL 


MOTOROLA 



MC68060 ACRONYM LIST 


AGU—address generation unit 

ALU—arithmetic logic unit 

ATC—address translation cache 

BUSCR—bus control register 

CACR—cache control register 

CCR—condition code register 

CM—cache mode 

CPU—central processing unit 

DFC—destination function code 

DTTx—data transparent translation register 

DRAM—dynamic random access memory 

FPIAR—floating-point instruction address register 

FPCR—^floating-point control register 

FPSP—floating-point software package 

FPSR—^floating-point status register 

FPU—floating-point unit 

FP7-FP0—^floating-point data registers 7-0 

FSLW—^fault status long word 

lEE—integer execute unit 

IFP—instruction fetch pipeline 

IFU—instruction fetch unit 

IPU—instruction pipe unit 

ISP—interrupt stack pointer 

ITTR—instruction transparent translation register 

lU—integer unit 

JTAG—Joint Test Action Group 
MMU—memory management unit 
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MC68060 Acronym List 


MMUSR—memory management unit status register 

M68060SP—M68060 software package 

NANs—not-a-numbers 

NOP—no operation 

OEP—operand execution pipeline 

OPU—operand pipe unit 

PC—program counter 

PCR—processor configuration register 

PGI—page index field 

PI—pointer index field 

PLL—phase-locked loop 

pOEP—primary operand execution pipeline 

Rl—root index field 

SFC—source function code 

SNAN—signaling not-a-number 

sOEP—secondary operand execution pipeline 

SP—stack pointer 

SR—status register 

SRP—supervisor root pointer register 

SSP—supervisor stack pointer 

TAP—^test access port 

TCR—^translation control register 

TTL—transistor-transistor logic 

TTR—transparent translation register 

UPA—user page attribute 

URP—user root pointer register 

USP—user stack pointer 

VBR—vector base register 

VLSI—very large-scale integration 
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SECTION 1 
INTRODUCTION 


The superscalar MC68060 represents a new line of Motorola microprocessor products. The 
first generation of the M68060 product line consists of the MC68060, MC68LC060, and 
MC68EC060. All three microprocessors offer superscalar integer performance of over 100 
MIPS at 66 MHz. The MC68060 comes fully equipped with both a floating-point unit (FPU) 
and a memory management unit (MMU) for high-performance embedded control and desk¬ 
top applications. For cost-sensitive embedded control and desktop applications where an 
MMU is required, but the additional cost of a FPU is not justified, the MC68LC060 offers 
high-performance at a low cost. Specifically designed for low-cost embedded control appli¬ 
cations, the MC68EC060 eliminates both the FPU and MMU, permitting designers to lever¬ 
age MC68060 performance while avoiding the cost of unnecessary features. Throughout 
this product brief, all references to the MC68060 also refer to the MC68LC060 and the 
MC68EC060, unless otherwise noted. 

Leveraging many of the same performance enhancements used by RISC designs as well 
as providing innovative architectural techniques, the MC68060 harnesses new levels of per¬ 
formance for the M68000 family. Incorporating 2.5 million transistors on a single piece of sil¬ 
icon, the MC68060 employs a deep pipeline, dual issue superscalar execution, a branch 
cache, a high-performance floating-point unit (MC68060 only), eight Kbytes each of on-chip 
instruction and data caches, and dual on-chip demand paging MMUs (MC68060 and 
MC68LC060 only). The MC68060 allows simultaneous execution of two integer instructions 
(or ah integer and a float instruction) and one branch instruction during each clock. 

The MC68060 features a full internal Harvard architecture. The instruction and data caches 
are designed to support concurrent instruction fetch, operand read and operand write refer¬ 
ences on every clock. Separate 8-Kbyte Instruction and 8-Kbyte data caches can be frozen 
to prevent allocation over time-critical code or data. The independent nature of the caches 
allows instruction stream fetches, data-stream fetches, and external accesses to occur 
simultaneously with instruction execution. The operand data cache is four-way banked to 
permit simultaneous read and write access each clock. 

A very high bandwidth internal memory system coupled with the compact nature of the 
M68000 family code allows the MC68060 to achieve extremely high levels of performance, 
even when operating from low-cost memory such as a 32-bit wide dynamic random access 
memory system. 

Instructions are fetched from the internal cache or external memory by a four-stage instruc¬ 
tion fetch pipeline. The MC68060 variable-length instruction system is internally decoded 
Into a fixed-length representation and channeled into an instruction buffer. The instruction 
buffer acts as a FIFO which provides a decoupling mechanism between the instruction fetch 
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unit and the operand execution units. Fixed format instructions are dispatched to dual four- 
stage pipelined RISC operand execution engines where they are then executed. 

The branch cache also plays a major role in achieving the high performance levels of the 
MC68060. It has been implemented such that most branches are executed in zero cycles. 
Using a technique known as branch folding, the branch cache allows the instruction fetch 
pipeline to detect and change the instruction prefetch stream before the change of flow 
affects the instruction execution engines, minimizing the need for pipeline refill. 

In addition to substantial cost and performance benefits, the MC68060 also offers advan¬ 
tages in power consumption and power management. The MC68060 automatically mini¬ 
mizes power dissipation by using a fully-static design, dynamic power management, and 
low-voltage operation. It automatically powers-down internal functional blocks that are not 
needed on a clock-by-clock basis. Explicitly the MC68060 power consumption can be con¬ 
trolled from the operating system. Although the MC68060 operates at a lower operating volt¬ 
age, it directly interfaces to both 3-V and S-V peripherals and logic. 

Complete code compatibility with the M68000 family allows the designer to draw on existing 
code and past experience to bring products to market quickly. There is also a broad base of 
established development tools, including real-time kernels, operating systems, languages, 
and applications, to assist in product design. The functionality provided by the MC68060 
makes it the ideal choice for a range of high-performance embedded applications and com¬ 
puting applications. With M68000 family code compatibility, the MC68060 provides a range 
of upgrade opportunities to virtually any existing MC68040 application. 
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1.1 DIFFERENCES AMONG M68060 FAMILY MEMBERS 

Because the functionality of individual M68060 family members are similar, this manual is 
organized so that the reader will take the following differences into account while reading 
the rest of this manual. Unless otherwise noted, all references to MC68060, with the excep¬ 
tion of the differences outlined below, will apply to the l\/IC68060, MC68LC060, and 
MC68EC060. The following paragraphs describe how the MC68LC060 and the 
MC68EC060 differ from the MC68060. 

1.1.1 MC68LC060 

The MC68LC060 is a derivative of the MC68060. The MC68LC060 has the same execution 
unit and MMU as the MC68060, but has no FPU. The MC68LC060 is 100% pin compatible 
with the MC68060. Disregard all information concerning the FPU when reading this manual. 
The following difference exists between the MC68LC060 and the l\/IC68060: 

• The MC68LC060 does not contain an FPU. When floating-point instructions are 
encountered, a floating-point disabled exception is taken. 

1.1.2 MC68EC060 

The MC68EC060 is a derivative of the MC68060. The MC68EC060 has the same execution 
unit as the MC68060, but has no FPU or paged MMU, which embedded control applications 
generally do not require. Disregard information concerning the FPU and MMU when reading 
this manual. The MC68EC060 is pin compatible with the MC68060. The following differ¬ 
ences exist between the MC68EC060 and the MC68060: 

• The MC68EC060 does not contain an FPU. When floating-point instructions are 
encountered, a floating-point disabled exception is taken. 

• The MDIS pin name has been changed to the JSO pin and is included for boundary scan 
purposes only. 

1.1.2.1 ADDRESS TRANSLATION DIFFERENCES. Although the MC68EC060 has no 
paged MMU, the four transparent translation registers (ITTO, ITT1, DTTO, and DTT1) and 
the default transparent translation (defined by certain bits in the translation control register 
(TCR)) operate normally and can still be used to assign cache modes and supervisor and 
write protection for given address ranges. All addresses can be mapped by the four trans¬ 
parent translation registers (TTRs) and the default transparent translation. 

1.1.2.2 INSTRUCTION DIFFERENCES. The PFLUSH and PLPA instructions, the supervi¬ 
sor root pointer (SRP) and user root pointer (URP) registers, and the E- and P-bits of the 
TCR are not supported by the MC68EC060 and must not be used. Use of these instructions 
and registers in the MC68EC060 exhibits poor programming practice since no useful results 
can be achieved. Any functional anomalies that may result from their use will require system 
software modification (to remove offending instructions) to achieve proper operation. 

The PLPA instruction operates normally except that when an address misses in the four 
TTRs, instead of performing a table search operation, the access cache mode and write pro¬ 
tection properties are defined by the default transparent translation bits in the TCR. The 
address register contents are never changed since all addresses are always transparently 
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translated. The PLPA instruction can only generate an access error exception only on super¬ 
visor or write protection violation cases. The PFLUSH instruction operates as a virtual NOP 
instruction. 

When the MOVEC instruction is used to access the SRP and URP registers and the E- and 
P-bits in the TCR, no exceptions are reported. However, those bits are undefined for the 
MC68EC060 and must not be used. 

1.2 FEATURES 

The main features of the MC68060 are as follows: 

• 1.6-1.7 Times the MC68040 Performance at the Same Clock Rate with Existing Com- 
pliers. 3.2-3.4 Times the Performance of a 25 MHZ MC68040. 

• Harvard Architecture with independent, Decoupled Fetch and Execution Pipelines. 

• Branch Prediction Logic with a 256-Entry, 4-Way Set-Associative, Virtual-Mapped 
Branch Cache for Improved Branch Instruction Performance. 

• A Superscalar Pipeline and Dual Integer Execution Units Achieving Simultaneous, but 
not Out-of-Order Instruction Execution. 

• An IEEE Standard, MC68040- and MC68881-/MC68882-Compatible FPU. 

• An MC68040-Compatible Paged Memory Management Unit with Dual 64-Entry 
Address Translation Caches 

• Dual 8-Kbyte Caches (Instruction Cache and Data Cache) 

• A Flexible, High-Bandwidth Synchronous Bus Interface 

• User Object-Code Compatible with All Earlier M68000 Microprocessors 

1.3 ARCHITECTURE 

The instruction fetch unit (IFU) is a four-stage pipeline for prefetching instructions. The dual 
operand execution pipelines (OEPs) (named primary” (pOEP) and secondary (sOEP)) are 
four-stage pipelines for decoding the instructions, fetching the required operand(s), and then 
performing the actual execution of the instructions. Since the IFU and OEP are decoupled 
by a first-in-first-out (FIFO) instruction buffer, the IFU is able to prefetch instructions in 
advance of their actual use by the OEPs. 

The MC68060 is designed to maximize the OEP’s efficiency through the use of a supersca¬ 
lar pipeline architecture. This architectural advance improves processor performance dra¬ 
matically by exploiting instruction-level parallelism. The term superscalar denotes the ability 
to detect, dispatch, execute, and return results from more than one instruction during each 
machine cycle from an otherwise conventional instruction stream. 

As a result, multiple instructions may be executed In a single machine cycle. Since the dual 
OEPs perform in a lock-step mode of operation, the multiple Instruction execution is per¬ 
formed simultaneously, but not out-of-order. The net effect is a software-invisible pipeline 
architecture capable of sustained execution rates of < 1 machine cycle per instruction of the 
M68000 instruction set. 
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Architectural highlights of the MC68060 include: 

• Four-Stage Instruction Fetch Unit (IFU) 

— 64-Entry Instruction Address Translation Cache (ATC), Organized as 4-Way Set- 
Associative, for Fast Virtual-to-Physical Address Translations 

— 8- Kbyte, 4-Way Set-Associative, Physically-Mapped Instruction Cache 

—256-Entry, 4-Way Set-Associative, Virtually-Mapped Branch Cache, Which Predicts 
the Direction of Branches Based on Their Past Execution History 

—96-Byte FIFO Instruction Buffer to Allow Decoupling of the IFP and OEPs 

• Four-Stage Execution Pipelines Featuring Primary Pipeline (pOEP), Secondary Pipe¬ 
line (sOEP), and Register File (RGF) Containing Program-Visible General Registers 

— 64-Entry Operand Data ATC, Organized as 4-Way Set-Associative, for Fast Virtual- 
to-Physical Address Translations 

— 8- Kbyte, 4-Way Set-Associative, Physically-Mapped Operand Data Cache 

— The Operand Data Cache Is Organized in a Banked Structure to Allow Simultaneous 
ReadA/Vrite Accesses 

— Integer Execute Engines Optimized to Perform Most Instruction Executions in a 
Single Machine Cycle 

—Floating-Point Execute Engine, with Floating-Point Register File, Optimized for Per¬ 
formance with Extended-Precision-Wide Internal Datapaths. 

—Four-Entry Store Buffer and One-Entry Push Buffer That Provide the Performance 
Feature of Decoupling the Processor Pipeline from External Memory for Certain 
Cache Modes of Operation. 

This pipeline architecture supports extremely high data transfer rates within the MC68060 
processor. The on-chip instruction and operand data caches provide 600 MBytes/sec @ 50 
MHz to the pipelines, while the integer execute engines can support sustained transfer rates 
of 1.2 GBytes/sec. 

1.4 PROCESSOR OVERVIEW 

The following paragraphs provide a general description of the MC68060. 

1.4.1 Functional Blocks 

Figure 1-1 illustrates a simplified block diagram of the MC68060. 
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The architecture of the MC68060 processor is implemented in the following major blocks: 

• Execution Unit 

—Instruction Fetch Unit 
—Integer Unit 
—FPU 

• Memory Units 

—Instruction Memory Unit 

• Instruction ATC 

• Instruction Cache 

• instruction Cache Controller 
—Data Memory Unit 

• Data ATC 

• Data Cache 

• Data Cache Controller 

• Bus Controller 

These major units execute concurrently to maximize sustained performance. Note that the 
caches reside on separate buses allowing concurrent instruction fetch, data read, and data 
write operations (internal Harvard architecture). 
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Figure 1-1. MC68060 Block Diagram 
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The integer unit implements a subset of the MC68040 instruction set. The FPU implements 
a subset of the MC68881/2 coprocessor instruction set. The instruction and data memory 
units manage the ATCs and the instruction and data caches. The ATCs provide on-chip stor¬ 
age for the paged MMU’s most recently used address translations. The data and instruction 
caches include the logic necessary to read, write, update, invalidate, and flush the caches. 
The bus controller manages the interface between the MMUs and the external bus. Snoop 
invalidation is supported to maintain cache consistency by monitoring the external bus when 
the processor is not the current master. 

1.4.2 Integer Unit 

The MC68060’s integer unit carries out logical and arithmetic operations. The integer unit 
contains an instruction fetch controller, an instruction execution controller, and a branch tar¬ 
get cache. The superscalar design of the MC68060 provides dual execution pipelines in the 
instruction execution controller, providing simultaneous execution. 

The superscalar operation of the integer unit can be disabled in software, turning off the sec¬ 
ond execution pipeline for debugging. Disabling the superscalar operation also lowers per¬ 
formance and power consumption. 

1.4.2.1 INSTRUCTION FETCH UNIT. The instruction fetch unit contains an instruction 
fetch pipeline and the logic that interfaces to the branch cache. The instruction fetch pipeline 
consists of four stages, providing the ability to prefetch instructions in advance of their actual 
use in the instruction execution controller. The continuous fetching of instructions keeps the 
instruction execution controller busy for the greatest possible performance. Every instruction 
passes through each of the four stages before entering the instruction execution controller. 
The four stages in the instruction fetch pipeline are: 

1. Instruction Address Calculation (lAG)—The virtual address of the instruction is deter¬ 
mined. 

2. Instruction Fetch (IC)—The instruction is fetched from memory. 

3. Early Decode (lED)—^The instruction is pre-decoded for pipeline control information. 

4. Instruction Buffer (IB)—^The instruction and its pipeline control information are buffered 
until the integer execution pipeline is ready to process the instruction. 

The branch cache plays a major role in achieving the performance levels of the MC68060. 
The concept of the branch cache is to provide a mechanism that allows the instruction fetch 
pipeline to detect and change the instruction stream before the change of flow affects the 
instruction execution controller. 

The branch cache is examined for a valid branch entry after each instruction fetch address 
is generated in the instruction fetch pipeline. If a hit does not occur in the branch target 
cache, the instruction fetch pipeline continues to fetch instructions sequentially. If a hit 
occurs in the branch cache, indicating a branch taken instruction, the current instruction 
stream is discarded and a new instruction stream is fetched starting at the location indicated 
by the branch cache. 
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1.4.2.2 INTEGER UNIT. The integer unit contains dual integer execution pipelines, inter¬ 
face logic to the FPU, and control logic for data written to the data cache and MMU. The 
superscalar design of the dual integer execution pipelines provide for simultaneous instruc¬ 
tion execution, which allows for processing more than one instruction during each machine 
clock cycle. The net effect of this is a software invisible pipeline capable of sustained exe¬ 
cution rates of less than one machine clock cycle per instruction for the M68000 instruction 
set. 

The integer unit’s control logic pulls an instruction pair from the instruction buffer every 
machine clock cycle, stopping only if the instruction information is not available or if an inte¬ 
ger execution pipeline hold condition exists. The six stages in the dual integer execution 
pipelines are: 

1. Decode (DS)—The instruction is fully decoded. 

2. Effective Address Calculation (AG)—If the instruction calls for data from memory, the 
location of the data is calculated. 

3. Effective Address Fetch (OC)—Data is fetched from the memory location. 

4. Integer Execution (EX)—^The data is manipulated during execution. 

5. Data Available (DA)—The result is available. 

6. Write-Back (WB)—^The resulting data is written back to on-chip caches or external 
memory. 

The MC68060 is optimized for most integer instructions to execute in one machine clock 
cycle. If during the instruction decode stage, the instruction is determined to be a floating¬ 
point instruction, it will be passed to the FPU after the effective address calculate stage. If 
data is to be written to either the on-chip caches or external memory after instruction execu¬ 
tion, the write-back stage holds the data until memory is ready to receive it. 

1.4.2.3 FLOATING-POINT UNIT. Floating-point math is distinguished from integer math, 
which deals only with whole numbers and fixed decimal point locations. The IEEE-compat¬ 
ible MC68060's FPU computes numeric calculations with a variable decimal point location. 
Consolidating the FPU on-chip speeds up overall processing and eliminates the interfacing 
overhead associated with external accelerators. The MC68060's FPU operates in parallel 
with the integer unit. The FPU performs numeric calculations while the integer unit continues 
integer processing. 

The FPU has been optimized for the most frequently used instructions and data types to pro¬ 
vide the highest possible performance. The FPU can also be disabled in software to reduce 
system power consumption. 
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The MC68060 is compatible with the ANSI/IEEE Standard 754 for Binary Floating-Point 
Arithmetic. The MC68060’s FPU has been optimized to execute the most commonly used 
subset of the MC68881/MC68882 instruction sets. Software emulates floating-point instruc¬ 
tions not directly supported in hardware. Refer to Appendix C MC68060 Software Pack¬ 
age for details on software emulation. The MC68060FPSP provides the following features: 

• Arithmetic and Transcendental Instructions 

• IEEE-Compliant Exception Handlers 

• Unimplemented Data Type and Data Format Handlers 

1.4.2.4 MEMORY UNITS. The MC68060 contains independent instruction and data mem¬ 
ory units. Each memory unit consists of an 8-Kbyte cache, a cache controller, and an ATC. 
The full addressing range of the MC68060 is 4 Gbytes. Even though most MC68060 sys¬ 
tems implement a much smaller physical memory, by using virtual memory techniques, the 
system can appear to have a full 4 Gbytes of memory available to each user program. Each 
MMU fully supports demand-paged virtual-memory operating systems with either 4- or 8- 
Kbyte page sizes. Each MMU protects supervisor areas from accesses by user programs 
and provides write protection on a page-by-page basis. For maximum efficiency, each MMU 
operates in parallel with other processor activities. The MMUs can be disabled for emulator 
and debugging support. 

1.4.2.5 ADDRESS TRANSLATION CACHES. The 64-entry, four-way, set-associative 
ATCs store recently used logical-to-physical address translation information as page 
descriptors for instruction and data accesses. Each MMU Initiates address translation by 
searching for a descriptor containing the address translation information in the ATC. If the 
descriptor does not reside in the ATC, the MMU performs external bus cycles through the 
bus controller to search the translation tables In physical memory. After being located, the 
page descriptor is loaded into the ATC, and the address is correctly translated for the 
access. 

1.4.2.6 INSTRUCTION AND DATA CACHES. Studies have shown that typical programs 
spend much of their execution time In a few main routines or tight loops. Earlier members of 
the M68000 family took advantage of this locallty-of-reference phenomenon to varying 
degrees. The MC68060 takes further advantage of cache technology with its two, indepen¬ 
dent, on-chip physical caches, one for Instructions and one for data. The caches reduce the 
processor's external bus activity and increase CPU throughput by lowering the effective 
memory access time. For a typical system design, the large caches of the MC68060 yield a 
very high hit rate, providing a substantial increase in system performance. 

The autonomous nature of the caches allows instruction-stream fetches, data-stream 
fetches, and external accesses to occur simultaneously with instruction execution. For 
example, if the MC68060 requires both an instruction access and an external peripheral 
access and If the instruction is resident in the on-chip cache, the peripheral access proceeds 
unimpeded rather than being queued behind the instruction fetch. If a data operand Is also 
required and It is resident in the data cache. It can be accessed without hindering either the 
Instruction access or the external peripheral access. The parallelism inherent In the 
MC68060 also allows multiple instructions that do not require any external accesses to exe- 
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cute concurrently while the processor is performing an external access for a previous 
instruction. 

Each MC68060 cache is 8 Kbytes, accessed by physical addresses. The data cache can be 
configured as write-through or deferred copyback on a page basis. This choice allows for 
optimizing the system design for high performance if deferred copyback is used. 

Cachability of data in each memory page is controlled by two bits in the page descriptor. 
Cachable pages can be either write-through or copyback, with no write-allocate for misses 
to write-through pages. 

The MC68060 implements a four-entry store buffer that maximizes system performance by 
decoupling the integer pipeline from the external system bus. When needed, the store buffer 
allows the pipeline to generate writes every clock cycle until full, even if the system bus runs 
at a slower speed than the processor. 

1.4.2.6.1 Cache Organization. The instruction and data caches are each organized as 
four-way set associative, with 16-byte lines. Each line of data has associated with it an 
address tag and state information that shows the line’s validity. In the data cache, the state 
information indicates whether the line is invalid, valid, or dirty. 

1.4.2.6.2 Cache Coherency. The MC68060 has the ability to watch or snoop the external 
bus during accesses by other bus masters, maintaining coherency between the MC68060's 
caches and external memory systems. External bus cycles can be flagged on the bus as 
snoopable or nonsnoopable. When an external cycle is marked as snoopable, the bus 
snooper checks the caches and invalidates the matching data. Although the integer execu¬ 
tion units and the bus snooper circuit have access to the on-chip caches, the snooper has 
priority over the execution units. 

1.4.3 Bus Controller 

The bus is implemented as a nonmultiplexed, fully synchronous protocol that is clocked off 
the rising edge of the input clock. The bus controller operates concurrently with all other 
functional units of the MC68060 to maximize system throughput. The timing of the bus is 
fully configurable to match external memory requirements. 

1.5 PROCESSING STATES 

The processor is always in one of three states: normal processing, exception processing, or 
halted. It is in the normal processing state when executing instructions, fetching instructions 
and operands, and storing instruction results. 

Exception processing is the transition from program processing to system, interrupt, and 
exception handling. Exception processing includes fetching the exception vector, stacking 
operations, and refilling the instruction pipe caused after an exception. The processor enters 
exception processing when an exceptional internal condition arises such as tracing an 
instruction, an instruction results in a trap, or executing specific instructions. External condi¬ 
tions, such as interrupts and access errors, also cause exceptions. Exception processing 
ends when the first instruction of the exception handler begins to execute. 
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The processor halts when it receives an access error or generates an address error while in 
the exception processing state. For example, if during exception processing of one access 
error another access error occurs, the MC68060 is unable to complete the transition to nor¬ 
mal processing and cannot save the internal state of the machine. The processor assumes 
that the system is not operational and halts. Only an external reset can restart a halted pro¬ 
cessor. Note that when the processor executes a STOP or LPSTOP instruction, it is in a spe¬ 
cial type of normal processing state, one without bus cycles. The processor stops, but it 
does not halt and can be restored by an interrupt or reset. 

1.6 PROGRAMMING MODEL 

The MC68060 programming model is separated into two privilege modes: supervisor and 
user. The integer unit identifies a logical address by accessing either the supervisor or user 
address space, maintaining the differentiation between supervisor and user modes. The 
MMUs use the indicated privilege mode to control and translate memory accesses, protect¬ 
ing supervisor code, data, and resources from user program accesses. Refer to 1.1.2.1 
Address Translation Differences for details concerning the MC68EC060 address transla¬ 
tion. 

Programs access registers based on the indicated mode. User programs can only access 
registers specific to the user mode; whereas, system software executing in the supervisor 
mode can access all registers, using the control registers to perform supervisory functions. 
User programs are thus restricted from accessing privileged information, and the operating 
system performs management and service tasks for the user programs by coordinating their 
activities. This difference allows the supervisor mode to protect system resources from 
uncontrolled accesses. 

Most instructions execute in either mode, but some instructions that have important system 
effects are privileged and can only execute in the supervisor mode. For instance, user pro¬ 
grams cannot execute the STOP or RESET instructions. To prevent a user program from 
entering the supervisor mode, except in a controlled manner, instructions that can alter the 
S-bit in the status register (SR) are privileged. The TRAP instructions provide controlled 
access to operating system services for user programs. 

If the S-bit in the SR is set, the processor executes instructions in the supervisor mode. 
Because the processor performs all exception processing in the supervisor mode, all bus 
cycles generated during exception processing are supervisor references, and all stack 
accesses use the active supervisor stack pointer. If the S-bit of the SR is clear, the processor 
executes instructions in the user mode. The bus cycles for an instruction executed in the 
user mode are user references. The values on the transfer modifier pins indicate either 
supervisor or user accesses. 

The processor utilizes the user mode and the user programming model when it is in normal 
processing. During exception processing, the processor changes from user to supervisor 
mode. Exception processing saves the current value of the SR on the active supervisor 
stack and then sets the S-bit, forcing the processor into the supervisor mode. To return to 
the user mode, a system routine must execute one of the following instructions: MOVE to 
SR, ANDI to SR, EORl to SR, ORl to SR, or RTE, which execute in the supervisor mode. 
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modifying the S-bit of the SR. After these instructions execute, the instruction pipeline is 
flushed and is refilled from the appropriate address space. 

The MC68060 integrates the functions of the integer unit, FPU, and MMU. The registers 
depicted in the programming model (see Figure 1-2) provide operand storage and control 
for these three units. The registers are partitioned into two levels of privilege modes: user 
and supervisor. The user programming model Is the same as the user programming model 
of the MC68040, which consists of 16 general-purpose 32-bit registers, two control regis¬ 
ters, eight 80-bit floating-point data registers, a floating-point control register, a floating-point 
status register, and a floating-point instruction address register. 
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Only system programmers can use the supervisor programming model to Implement oper¬ 
ating system functions, I/O control, and memory management subsystems. This supervisor/ 
user distinction in the M68000 family architecture allows for the writing of application soft- 
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ware that executes in the user mode and migrates to the MC68060 from any M68000 family 
platform without modification. The supervisor programming model contains the control fea¬ 
tures that system designers need to modify system software when porting to a new design. 
For example, only the supervisor software can read or write to the TTRs of the MC68060. 
The existence of the TTRs does not affect the programming resources of user application 
programs. 

The user programming model Includes eight data registers, seven address registers, and a 
stack pointer register. The address registers and stack pointer can be used as base address 
registers or software stack pointers, and any of the 16 registers can be used as index reg¬ 
isters. Two control registers are available in the user mode—the program counter (PC), 
which usually contains the address of the instruction that the MC68060 is executing, and the 
lower byte of the SR, which is accessible as the condition code register (CCR). The CCR 
contains the condition codes that reflect the results of a previous operation and can be used 
for conditional instruction execution in a program. 

The supervisor programming model includes the upper byte of the SR, which contains oper¬ 
ation control information. The vector base register (VBR) contains the base address of the 
exception vector table, which is used in exception processing. The source function code 
(SFC) and destination function code (DFC) registers contain 3-bit function codes. These 
function codes can be considered extensions to the 32-bit logical address. The processor 
automatically generates function codes to select address spaces for data and program 
accesses in the user and supervisor modes. Some instructions use the alternate function 
code registers to specify the function codes for various operations. 

The processor configuration register (PCR) contains bits which control the internal pipelines 
of the MC68060 design. 

The bus control register (BUSCR) is used to control software emulation of locked bus trans¬ 
actions. 

The cache control register (CACR) controls enabling of the on-chip instruction and data 
caches of the MC68060. The supervisor root pointer (SRP) and user root pointer (URP) reg¬ 
isters point to the root of the address translation table tree to be used for supervisor and user 
mode accesses. 

The translation control register (TCR) enables logical-to-physical address translation and 
selects either 4- or 8-Kbyte page sizes. There are four TTRs, two for instruction accesses 
and two for data accesses. These registers allow portions of the logical address space to be 
transparently mapped and accessed without the use of resident descriptors in an ATC. 

The user programming model can also access the entire floating-point programming model. 
The eight 80-bit floating-point data registers are analogous to the integer data registers. A 
32-bit floating-point control register (FPCR) contains an exception enable byte that enables 
and disables traps for each class of floating-point exceptions and a mode byte that sets the 
user-selectable rounding and precision modes. A floating-point status register (FPSR) con¬ 
tains a condition code byte, quotient byte, exception status byte, and accrued exception 
byte. A floating-point exception handler can use the address in the 32-bit floating-point 
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instruction address register (FPIAR) to locate the floating-point instruction that has caused 
an exception. Instructions that do not modify the FPIAR can be used to read the FPIAR in 
the exception handler without changing the previous value. 

1.7 DATA FORMAT SUMMARY 

The MC68060 supports the basic data formats of the M68000 family. Some data formats 
apply only to the integer unit, some only to the FPU, and some to both. In addition, the 
instruction set supports operations on other data formats such as memory addresses. 

The operand data formats supported by the integer unit are the standard twos-complement 
data formats defined in the M68000 family architecture plus a new data format (16-byte 
block) for the MOVE16 instruction. Registers, memory, or instructions themselves can con¬ 
tain integer unit operands. The operand size for each instruction is either explicitly encoded 
in the instruction or implicitly defined by the instruction operation. 

Whenever an integer is used in a floating-point operation, the FPU automatically converts it 
to an extended-precision floating-point number before using the integer. The FPU imple¬ 
ments single-, double-, and extended-precision floating-point data formats as defined by the 
IEEE 754 standard. The FPU does not directly support packed decimal real format. How¬ 
ever, software emulation supports this format via the unimplemented data format vector. 
Additionally, each data format has a special encoding that represents one of five data types: 
normalized numbers, denormalized numbers, zeros, infinities, and not-a-numbers (NANs). 
Table 1-1 lists the data formats for both the integer unit and the FPU. Refer to M68000PM/ 
AD, M68000 Family Programmer’s Reference Manual, for details on data format organiza¬ 
tion in registers and memory. 


Table 1-1. Data Formats 


Operand Data Format 

Size 

Supported In 

Notes 

Bit 

1 Bit 

Integer Unit 

— 

Bit Field 



Field of Consecutive Bits 

Binary-Coded Decimal (BCD) 

8 Bits 

Integer Unit 

Packed: 2 Digits/Byte; Unpacked: 1 Digit/Byte 

Byte Integer 


Integer Unit, FPU 

— 

Word Integer 

16 Bits 

Integer Unit, FPU 

— 

Long-Word Integer 

32 Bits 

Integer Unit, FPU 

— 

16-Byte 

128 Bits 

Integer Unit 

Memory Only, Aligned to 16-Byte Boundary 

Single-Precision Real 

32 Bits 

FPU 

1-Bit Sign, 8-Bit Exponent, 23-Bit Fraction 

Double-Precision Real 

64 Bits 

FPU 

1-Bit Sign, 11-Bit Exponent, 52-Bit Fraction 

Extended-Precision Real 


FPU 

1-Bit Sign, 15-Bit Exponent, 64-Bit Mantissa 


1.8 ADDRESSING CAPABILITIES SUMMARY 

The MC68060 supports the basic addressing modes of the M68000 family. The register indi¬ 
rect addressing modes support postincrement, predecrement, offset, and indexing, which 
are particularly useful for handling data structures common to sophisticated applications and 
high-level languages. The program counter indirect mode also has indexing and offset capa¬ 
bilities. This addressing mode is typically required to support position-independent software. 
Besides these addressing modes, the MC68060 provides index sizing and scaling features. 
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An instruction’s addressing mode can specify the value of an operand, a register containing 
the operand, or how to derive the effective address of an operand in memory. Each address¬ 
ing mode has an assembler syntax. Some instructions imply the addressing mode for an 
operand. These instructions include the appropriate fields for operands that use only one 
addressing mode. Table 1-2 lists a summary of the effective addressing modes for the 
MC68060. Refer to M68000PM/AD, M68000 Family Programmer’s Reference Manual, for 
details on instruction format and addressing modes. 


Table 1-2. Effective Addressing Modes 


Addressing Modes 

Syntax 

Register Direct 

Data 

Address 

Dn 

An 

Register Indirect 

Address 

Address with Postincrement 
Address with Predecrement 
Address with Displacement 

(An) 

{An)-f- 

Vn) 

(die, An) 

Address Roister Indirect with Index 
8-Bit Displacement 

Base Displacement 

{d3,An,Xn) 

(bd,An,Xn) 

Memory Indirect 

Postindexed 

Preindexed 

([bd,An].Xn,od) 

([bd,An;Xn],od) 

Program Counter Indirect 
with Displacement 

(die.PC) 

Program Counter Indirect with Index 
8-Bit Displacement 

Base Displacement 

(d8,PC,Xn) 

(bd,PC,Xn) 

Program Counter Memory Indirect 
Postindexed 

Preindexed 

([bd,PC].Xn,od) 

([bd,PC;kn],od) 

Absolute Data Addressing 

Short 

Long 

(xxx).W 

(xxx).L 

Immediate 

#<xxx> 


1.9 INSTRUCTION SET OVERVIEW 

The instruction set is tailored to support high-level languages and is optimized for those 
instructions most commonly executed. The floating-point instructions for the MC68060 are 
a commonly used subset of the MC68881/MC68882 instruction set with new arithmetic 
instructions to explicitly select single- or double-precision rounding. The remaining unimple¬ 
mented instructions are less frequently used and are efficiently emulated in the 
MC68060FPSP, maintaining compatibility with the MC68881/MC68882 floating-point copro¬ 
cessors. The MC68060 instruction set includes MOVE16 which allows high-speed transfers 
of 16-byte blocks between external devices such as memory to memory or coprocessor to 
memory. Table 1-3 provides an alphabetized listing of the MC68060 instruction set’s 
opcode, operation, and syntax. Refer to Table 1-4 for notations used in Table 1-3. The left 
operand in the syntax is always the source operand, and the right operand is the destination 
operand. Refer to M68000PM/AD, M68000 Family Programmer’s Reference Manual, for 
details on instructions used by the MC68060. 
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Table 1-3. Instruction Set Summary 



Operation 

Syntax 


BCD Source + BCD Destination + X ^ Destination 

ABCD Dy.Dx 

ABCD -(Ay)-(Ax) 

ADD 

Source + Destination ^ Destination 

ADD <ea>,Dn 

ADD Dn,<ea> 

ADDA 

Source + Destination ^ Destination 

ADDA <ea>,An 

ADDI 

Immediate Data + Destination ^ Destination 

ADDI #<data>,<ea> 

ADDQ 

Immediate Data + Destination ^ Destination 

ADDQ #<data>,<ea> 

ADDX 

Source + Destination + X ^ Destination 

ADDX Dy,Dx 

ADDX-(Ay)-(Ax) 

AND 

Source A Destination ^ Destination 

AND <ea>,Dn 

AND Dn,<ea> 

ANDl 

Immediate Data A Destination ^ Destination 

ANDl #<data>,<ea> 

ANDI to CCR 

Source A CCR ^ CCR 

ANDl #<data>,CCR 

ANDl to SR 

If supervisor state 

then Source A SR ^ SR 
else TRAP 

ANDl #<data>,SR 

ASL, ASR 

Destination Shifted by count ^ Destination 

ASd Dx.Dy’ 

ASd #<data>,Dy 

ASd <ea> 

Bcc 

If condition true 

then PC + dn ^ PC 

Bcc <label> 

BCHG 

-(bit number of Destination) ^ Z; 

-(bit number of Destination) (bit number) of Destination 

BCHG Dn,<ea> 

BCHG #<data>,<ea> 

BCLR 

-(bit number of Destination) Z; 

0 ^ bit number of Destination 

BCLR Dn,<ea> 

BCLR #<data>,<ea> 

BFCHG 

-(bit field of Destination) ^ bit field of Destination 

BFCHG <ea>{offset:width} 

BFCLR 

0 ^ bit field of Destination 

BFCLR <ea>{offset:width} 

BFEXTS 

bit field of Source ^ Dn 

BFEXTS <ea>{offset:width},Dn 

BFEXTU 

bit offset of Source ^ Dn 

BFEXTU <ea>{offset:width},Dn 

BFFFO 

bit offset of Source Bit Scan ^ Dn 

BFFFO <ea>{offset:width},Dn 

BFINS 

Dn ^ bit field of Destination 

BFINS Dn,<ea>{offset:width) 

BFSET 

1s bit field of Destination 

BFSET <ea>{offset:width} 

BFTST 

bit field of Destination 

BFTST <ea>{offset:width} 

BKPT 

Run breakpoint acknowledge cycle; 

TRAP as illegal instruction 

BKPT #<data> 

BRA 

PC + dn ^ PC 

BRA <label> 

BSET 

-(bit number of Destination) Z; 

1 ^ bit number of Destination 

BSET Dn,<ea> 

BSET #<data>,<ea> 

BSR 

SP-4^SP; PC^(SP); PC + dp ^ PC 

BSR <label> 

BIST 

-(bit number of Destination) ^ Z; 

BTST Dn,<ea> 

BTST #<data>,<ea> 

CAS® 

CAS Destination - Compare Operand cc; 
if Z, Update Operand ^ Destination 
else Destination ^ Compare Operand 

CAS Dc,Du,<ea> 

CAS22 

CAS2 Destination 1 - Compare 1 ^ cc; 
if Z, Destination 2 - Compare ^ cc; 
if Z, Update 1 ^ Destination 1; 

Update 2 ♦ Destination 2 
else Destination 1 ^ Compare 1; 

Destination 2 ^ Compare 2 

CAS2 Dc1-Dc2,Du1-Du2,(Rn1)- 
(Rn2) 

CHK 

if Dn < 0 or Dn > Source 
then TRAP 

CHK <ea>,Dn 

CHKa^ 

If Rn < LB or If Rn > UB 
then TRAP 

CHK2 <ea>,Rn 

CINV 

if supervisor state 

then invalidate selected cache lines 
else TRAP 

CINVL <caches>, (An) 

CINVP <caches>, (An) 

CINVA <caches> 

CLR 

0 Destination 

CLR <ea> 
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Table 1-3, Instruction Set Summary (Continued) 


Opcode 

Operation 

Syntax 

CMP 

Destination - Source ^ cc 

CMP <ea>,Dn 

CMPA 

Destination - Source 

CMPA <ea>,An 

CMPI 

Destination - Immediate Data 

CMPI #<data>,<ea> 

CMPM 

Destination - Source ^ cc 

CMPM (Ay)+,(Ax)+ 

CMPa^ 

Compare Rn < LB or Rn > UB 

and Set Condition Codes 

CMP2 <ea>,Rn 

CPUSH 

If supervisor state 

then if data cache push selected dirty data 
cache lines; invalidate selected cache lines 
else TRAP 

CPUSHL <caches>, (An) 

CPUSHP <caches>, (An) 

CPUSHA <caches> 

DBcc 

If condition false 

then (Dn-1 Dn; 

If Dn 9^-1 

then PC + dn ♦ PC) 

DBcc Dn,<label> 

DIVS, DIVSL 

Destination h- Source ^ Destination 

DIVS.W <ea>JDn32 - 16 ^ 16r:16q 
DIVS.L <ea>,Dq32 -f- 32 ^ 32q 

DIVS.L <ea>,Dr:Dq64- 3232r:32q2 
DIVSLL <ea>,Dr:Dq 32 - 32 

32r:32q 

DIVU, DIVUL 

Destination Source ^ Destination 

DIVU.W <ea>JDn32 - 16 ^ 16r:16q 
DIVU.L <ea>,Dq32 - 32 ^ 32q 

DIVU.L <ea>,Dr:Dq64- 32^32r:32q^ 
DIVUL.L <ea>,Dr:Dq32 - 32 ^ 

32r:32q 

EOR 

Source © Destination Destination 

EOR Dn,<ea> 

EORI 

Immediate Data © Destination Destination 

EORI #<data>,<ea> 

EORI to CCR 

Source © CCR ^ CCR 

EORI #<data>,CCR 

EORI to SR 

If supervisor state 

then Source © SR ^ SR 
else TRAP 

EORI #<data>,SR 

EXG 

Rx^^Ry 

EXG Dx,Dy 

EXG Ax, Ay 

EXG Dx,Ay 

EXG Ay,Dx 

EXT 

EXTB 

Destination Sign - Extended ^ Destination 

EXT.W Dnextend byte to word 

EXT.L L Dnextend word to long word 
EXTB.L Dn extend byte to long word 

FABS 

Absolute Value of Source ^ FPn 

FABS.<fmt> <ea>,FPn 

FABS.X FPm,FPn 

FABS.X FPn 

FrABS.<fmt> <ea>,FPn^ 

FrABS.X FPm,FPn3 

FrABS.X FPn3 

FADD 

Source + FPn ♦ FPn 

FADD.<fmt> <ea>,FPn 

FADD.X FPm.FPn 

FrADD.<fmt> <ea>,FPn^ 

FrADD.X FPm,FPn3 

FBcc 

If condition true 

then PC + dp ^ PC 

FBcc.SIZE <label> 

FCMP 

FPn - Source 

FCMP.<fmt> <ea>,FPn 

FCMP.X FPm,FPn 

FDBcc2 

If condition true 

then no operation 
else Dn - 1 Dn 
if Dn ^ -1 

then PC + dp ^ PC 
else execute next instruction 

FDBcc Dn,<label> 

FDIV 

FPn - Source ♦ FPn 

FDIV.<fmt> <ea>,FPn 

FDIV.X FPm.FPn 

FrDIV.<fmt> <ea>,FPn^ 

FrDIV.X FPm.FPn^ 


MOTOROLA 


M68060 USER’S MANUAL 


1-17 



Introduction 


Table 1-3. Instruction Set Summary (Continued) 


Opcode 

Operation 

Syntax 

PINT 

Floating-Point Integer Part 

PINT. <fmt><ea>, FPn 

FINT.X FPm,FPn 

FINT.X FPn 

FINTRZ 

Floating-Point Integer Part, Round-to-Zero 

FINTRZ.<fmt><ea>,FPn 

FINTRZ.XFPm,FPn 

FINTRZ.X FPn 

FMOVE 

Source ^ Destination 

FMOVE.<fmt> <ea>,FPn 

FMOVE.<fmt> FPm,<ea> 

FMOVE.P FPm,<ea>{Dn} 

FMOVE.P FPm,<ea>{#k} 
FrMOVE.<fmt> <ea>,FPn® 

FMOVE 

Source ^ Destination 

FMOVE.L<ea>,FPcr 

FMOVE.L FPcr,<ea> 

FMOVEM® 

Register List ^ Destination 

Source ^ Register List 

FMOVEM.X <list>,<ea>'' 
FMOVEM.XDn,<ea> 

FMOVEM.X <ea>,<list>'' 

FMOVEM.X <ea>,Dn 

FMOVEM® 

Register List ^ Destination 

Source ^ Register List 

FMOVEM.L <list>,<ea>® 

FMOVEM.L <ea>,<list>® 

FMUL 

Source x FPn ^ FPn 

FMUL,<fmt> <ea>,FPn 

FMULX FPm,FPn 

FrMUL<fmt> <ea>,FPn^ 

FrMULX FPm.FPn^ 

FNEG 

-(Source) ^ FPn 

FNEG.<fmt> <ea>,FPn 

FNEG.X FPm,FPn 

FNEG.X FPn 

FrNEG.<fmt> <ea>,FPn^ 

FrNEG.X FPm.FPn® 

FrNEG.X FPn® 

FNOP 

None 

FNOP 

FRESTORE 

If in supervisor state 

then FPU State Frame ^ Internal State 
else TRAP 

FRESTORE <ea> 

. . 

FSAVE 

If in supervisor state 

then FPU Internal State State Frame 
else TRAP 

FSAVE <ea> 

FScc2 

If condition true 

then 1s ^ Destination 
else Os ^ Destination 

FScc.SIZE <ea> 

FSGLDIV 

FPn Source ^ FPn 

FSGLDIV.<fmt> <ea>,FPn 

FSGLDIV.X FPm,FPn 

FSGLMUL 

Source x FPn ^ FPn 

FSGMUL.<fmt> <ea>,FPn 
FSGLMUL.X FPm, Fl^n 

FSQRT 

Square Root of Source ^ FPn 

■ 

FSQRT.<fmt> <ea>,FPn 

FSQRT.X FPm,FPn 

FSQRT.X FPn 

FrSQRT.<fmt> <ea>,FPn^ 

FrSQRT FPm,FPn3 

FrSQRT FPn3 

FSUB 

FPn - Source ^ FPn 

FSUB.<fmt> <ea>,FPn 

FSUB.X FPm,FPn 

FrSUB.<fmt> <ea>,FPn^ 
FrSUB.XFPm,FPn3 

FTRAPcc2 

If condition true 

then TRAP 

FTRAPcc 

FTRAPcc.W #<data> 
FTRAPcc.L#<data> 

FTST 

Condition Codes for Operand ^ FPCC 

FTST.<fmt> <ea> 

FTST.X FPm 

ILLEGAL 

SSP - 2 ^ SSP; Vector Offset ^ (SSP); 

SSP - 4 ♦ SSP; PC ^ (SSP); 

SSp - 2 ^ SSP; SR ^ (SSP); 

Illegal Instruction Vector Address ♦ PC 

ILLEGAL 

JMP 

Destination Address ^ PC 

JMP <ea> 
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Table 1-3. Instruction Set Summary (Continued) 


Opcode 

Operation 

Syntax 

JSR 

SP-4^SP; PC^(SP) 

Destination Address ^ PC 

JSR <ea> 

LEA 

<ea> ^ An 

LEA <ea>,An 

LINK 

SP-4^SP; An^(SP) 

SP ^ An, SP+d ^ SP 

LINK An,dn 

LPSTOP 

If supervisor state 

immediate data ^ SR 

SR ^ broadcast cycle 

STOP 
else TRAP 

LPSTOP #<data> 

LSL, LSR 

Destination Shifted by count ^ Destination 

LSd Dx,Dy1 

LSd #<daTa>,Dy1 

LSd <ea>1 


Source ^ Destination 

MOVE <ea>,<ea> 


Source ♦ Destination 

MOVEA <ea>,An 

MOVE 
from CCR 

CCR ^ Destination 

MOVE CCR,<ea> 

MOVE to 
CCR 

Source^ CCR 

MOVE <ea>,CCR 

MOVE from 
SR 

If supervisor state 

then SR ^ Destination 
else TRAP 

MOVESR,<ea> 

MOVE to SR 

If supervisor state 

then Source ^ SR 
else TRAP 

MOVE <ea>,SR 

MOVE USP 

If supervisor state 

then USP ^ An or An ^ USP 
else TRAP 

MOVE USP,An 

MOVE An, JSP 

MOVE16 

Source blocks Destination block 

MOVE16 (Ax)+, (Ay)+® 

MOVE16 (xxx).L, (An) 

MOVE16 An) (xxx).L 
MOVEl6(An)+;(xxx).L 


If supervisor state 

then Rc^ Rn or Rn^ Rc 
else TRAP 

MOVEC Rc,Rn 

MOVEC Rn,Rc 

MOVEM 

Registers ^ Destination 

Source Registers 

MOVEM <list>,<ea>‘* 

MOVEM <ea>,<list>4 

MOVEP^ 

Source ^ Destination 

MOVEP Dx,(dn,Ay) 

MOVEP (dn.Ay),Dx 

MOVEQ 

Immediate Data Destination 

MOVEQ #<data>,Dn 

MOVES 

If supervisor state 

then Rn ^ Destination [DFC] or 

Source [SFC] ^ Rn 
else TRAP 

MOVES Rn,<ea> 

MOVES <ea>,Rn 


Source x Destination ^ Destination 

MULS.W <ea>JDn 16 x 16 ^ 32 
MULS.L <ea>,DI 32 x 32 ^ 32 

MULS.L <ea>,Dh-DI 32 x 32 ^ 64^ 

MULU 

Source x Destination ^ Destination 

MULU.W <ea>J)n 16x16^32 
MULU.L <ea>,DI 32 x 32 32 

MULU.L <ea>,Dh-DI 32 x 32 ^ 64^ 

NBCD 

0 - (Destination! o) “ X ^ Destination 

NBCD <ea> 

NEG 

0 - (Destination) ♦ Destination 

NEG <ea> 

NEGX 

0 - (Destination) - X ^ Destination 

NEGX <ea> 

NOP 

None 

NOP 

NOT 

~ Destination ^ Destination 

NOT <ea> 

OR 

Source V Destination ^ Destination 

OR <ea>,Dn 

OR Dn,<ea> 

ORI 

Immediate Data V Destination ♦ Destination 

ORI #<data>,<ea> 

ORI to CCR 

Source V CCR ^ CCR 

ORI #<data>,CCR 
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Table 1-3. Instruction Set Summary (Continued) 


Opcode 

Operation 

Syntax 

ORI to SR 

If supervisor state 

then Source V SR ^ SR 
else TRAP 

ORI #<data>,SR 

PACK 

Source (Unpacked BCD) + adjustment ^ 

Destination (Packed BCD) 

PACK -(A^,-(Ay),#(adjustment) 

PACK Dx.Dy,#(adjustment) 

PEA 

SP-4^SP;<ea>^(SP) 

PEA <ea> 

PFLUSH^ 

If supervisor state 

then invalidate instruction and data ATC entries 
for destination address 
else TRAP 

PFLUSH (An) 

PFLUSHN (An) 

PFLUSHA 

PFLUSHAN 

PLPA 

If supervisor state 

then logical address translate to physical 
address ^ An 
else TRAP 

PLPAR (An) 

PLPAW(An) 

RESET 

If supervisor state 

then Assert RSTO Line 
else TRAP 

RESET 

ROL, ROR 

Destination Rotated by count ^ Destination 

ROd Rx,Dy1 

ROXL, ROXR 

Destination Rotated with X by count ^ Destination 

ROXd Dx.Dyi 

ROXd #<data>,Dy’ 

ROXd <ea>’ 

RTD 

(SP)^PC; SP + 4 + dn^SP 

RTD #(dn) 

RTE 

If supervisor state 

then (SP) ^ SR; SP + 2 ^ SP; (SP) ^ PC; 

SP + 4 ^ SP; restore state and deallocate 
stack according to (SP) 
else TRAP 

RTE 

RTR 

(SP)*CCR:SP + 2»SP; 

(SP) ♦ PC; Sp + 4 * SP 

RTR 

RTS 

(SP)^PC;SP + 4^SP 

RTS 

SBCD 

Destination-io - Source-io - X ^ Destination 

SBCD Dx,Dy 

SBCD -(Ax),-(Ay) 

See 

If condition true 

then 1s^ Destination 
else Os ^ Destination 

See <ea> 

STOP 

If supervisor state 

then Immediate Data ^ SR; STOP 
else TRAP 

STOP #<data> 

SUB 

Destination - Source ^ Destination 

SUB <ea>,Dn 

SUB Dn,<ea> 

SUBA 

Destination - Source ^ Destination 

SUBA <ea>,An 

SUBI 

Destination - Immediate Data ^ Destination 

SUBI #<data>,<ea> 

SUBQ 

Destination - Immediate Data ^ Destination 

SUBQ #<data>,<ea> 

SUBX 

Destination - Source - X ^ Destination 

SUBX Dx,Dy 

SUBX-(Ax)V(Ay) 

SWAP 

Register 31-16“^ Register 15-0 

SWAP Dn 

TAS 

Destination Tested ^ Condition Codes; 

1 ^ bit 7 of Destination 

TAS <ea> 

TRAP 

SSP - 2 ^ SSP; Format -s- Offset ^ (SSP): 

SSP - 4 ^ SSP; PC ^ (SSP); SSP - 2 ^ SSP; 

SR ^ (SSP); Vector Address ^ PC 

TRAP #<vector> 

TRAPcc 

If cc 

then TRAP 

TRAPcc 

TRAPcc.W #<data> 

TRAPcc. L #<data> 

TRAPV 

If V 

then TRAP 

TRAPV 

TST 

Destination Tested Condition Codes 

TST <ea> 


An'^SP;(SP)^An;SP + 4^SP 

UNLK An 


Sggee (Packed BCD) + adjustment ^ Destination (Unpacked 

UNPACK -(Ax)-(Ay),#(adjustment) 
UNPACK Dx,Dy,#(adjustment) 
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Table 1-3. Instruction Set Summary (Continued) 

Opcode I Operation \ Syntax 

NOTES: 

1. Where d is direction, left or right. 

2. Emulation support only, not supported in hardware. 

3. Where r is rounding precision, single or double precision. 

4. List refers to register. 

5. List refers to control registers only. 

6. MOVE16 (ax)+,(ay)+ is functionally the same as MOVE16 (ax),(ay)+ when ax = ay. The address register is 
only incremented once, and the line is copied over itself rather than to the next line. 

7. Not available for the MC68EC060. 

8. Emulation support for misaligned operands. 

9. Emulation support for FMCVEM with dynamic register list. 



1.10 NOTATIONAL CONVENTIONS 


Table 1-4 lists the notation conventions used throughout this manual. 

Table 1-4. Notationat Conventions 


1 Single- And Double-Operand Operations | 

+ 

Arithmetic addition or postincrement indicator. 

- 

Arithmetic subtraction or predecrement indicator. 

X 

Arithmetic multiplication. 

- 

Arithmetic division or conjunction symbol. 

~ 

Invert; operand is logically complemented. 

• 

Logical AND 

-1- 

Logical OR 


Logical exclusive OR 


Source operand is moved to destination operand. 


Two operands are exchanged. 

<op> 

Any double-operand operation. 

<operand>tested 

Operand is compared to zero and the condition codes are set appropriately. 

sign-extended 

All bits of the upper portion are made equal to the high-order bit of the lower portion. 

Other Operations | 

TRAP 

Equivalent to Format ^ Offset Word 4 (SSP); SSP - 2 4 SSP; PC 4 (SSP); SSP - 4 4 SSP; SR 4 
(SSP); SSP - 2 4 SSP; (Vector) 4 PC 

STOP 

Enter the stopped state, waiting for interrupts. 

<operand>-|o 

The operand is BCD; operations are performed In decimal. 

If <condition> 
then <operations> 
else <operations> 

Test the condition. If true, the operations after “then” are performed. If the condition is false and 
the optional “else” clause Is present, the operations after “else” are performed. If the condition 
is false and else is omitted, the instruction performs no operation. Ffefer to the Bcc instruction 
description as an example. 

Register Specification | 

An 

Any Address Register n (example: A3 Is address register 3) 

Ax, Ay 

Source and destination address registers, respectively. 

BR 

Base Register—^An, PC, or suppressed. 

Dc 

Data register D7-D0, used during compare. 

Dh, Dl 

Data registers high- or low-order 32 bits of product. 

Dn 

Any Data Register n (example: D5 is data register 5) 

Dr, Dq 

Data register’s remainder or quotient of divide. 

Du 

Data register D7-D0, used during update. 

Dx, Dy 

Source and destination data registers, respectively. 

MRn 

Any Memory Register n. 
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Table 1-4. Notational Conventions (Continued) 


Rn 

Any Address or Data Register 

Rx, Ry 

Any source and destination registers, respectively. 

Xn 

Index Register—An, Dn, or suppressed. 

I Data Format and Type | 

+ inf 

Positive Infinity 

<fmt> 

Operand Data Format: Byte (B), Word (W), Long (L), Single (S), Double (D), Extended (X), or 
Packed (P). 

B, W, L 

Specifies a signed integer data type (twos complement) of byte, word, or long word. 

D 

Double-precision real data format (64 bits). 

k 

A twos complement signed integer (-64 to +17) specifying a number’s format to be stored in the 
packed decimal formal 

P 

Packed BCD real data format (96 bits, 12 bytes). 

S 

Single-precision real data format (32 bits). 

X 

Extended-precision real data format (96 bits, 16 bits unused). 

- inf 

Negative Infinity 

I Subfieids and Qualifiers | 

#<xxx> or #<data> 

Immediate data following the Instruction word(s). 

0 

Identifies an indirect address in a register. 

I] 

Identifies an indirect address in memory. 

bd 

Base Displacement 

dn 

Displacement Value, n Bits Wide (example: d-ie is a 16-bit displacement). 

LSB 

Least Significant Bit 

LSW 

Least Significant Word 

MSB 

Most Significant Bit 

MSW 

Most Significant Word 

od 

Outer Displacement 

SCALE 

A scale factor (1, 2, 4, or 8, for no-word, word, long-word, or quad-word scaling, respectively). 

SIZE 

The index register’s size (W for word, L for long word). 

{offsetiwidth} 

Bit field selection. 

Register Codes | 

* 

General Case. 

C 

Carry Bit in CCR 

cc 

Condition Codes from CCR 

FC 

Function Code 

N 

Negative Bit in CCR 

U 

Undefined, Reserved for Motorola Use. 

V 

Overflow Bit in CCR 

X 

Extend Bit in CCR 

z 

Zero Bit in CCR 

— 

Not Affected or Applicable. 

Miscellaneous | 

<ea> 

Effective Address 

<label> 

Assemble Program Label 

<list> 

List of registers, for example D3-D0. 

LB 

Lower Bound 

m 

Bit m of an Operand 

m-n 

Bits m through n of Operand 

UB 

Upper Bound 
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SECTION 2 

SIGNAL DESCRIPTION 


This section contains brief descriptions of the MC68060 signals in their functional groups 
(see Figure 2-1). Each signal’s function is briefly explained, referencing other sections con¬ 
taining detailed information about the signal and related operations. Table 2-1 lists the 
MCeSOeo signal names, mnemonics, and functional descriptions of the signals. Timing 
specifications for these signals can be found in Section 12 Electrical and Thermal Char¬ 
acteristics. 


NOTE 

Assertion and negation are used to specify forcing a signal to a 
particular state. Assertion and assert refer to a signal that is ac¬ 
tive or true. Negation and negate refer to a signal that is inactive 
or false. These terms are used independently of the voltage level 
(high or low) that they represent. 


Table 2-1. Signal Index 


Signal Name 

Mnemonic 

Function 

Address Bus 

A31-A0 

32-bit address bus used to address any of 4-Gbytes. 

Cycle Long-Word Ad¬ 
dress 

CLA 

Controls the operation of A3 and A2 during bus cycles. 

Data Bus 

D31-D0 

32-bit data bus used to transfer up to 32 bits of data per bus transfer. 

Transfer Type 

TT1,TT0 

Indicates the general transfer type: normal, MOVE16, alternate logical function 
code, and acknowledge. 

Transfer Modifier 

TM2-TM0 

Indicates supplemental information about the access. 

Transfer Line Number 

TLNULNO 

Indicates which cache line in a set is being pushed or loaded by the current line 
transfer cycle. 

User-Programmable 

Attributes 

UPAI.UPAO 

User-defined signals, controlled by the corresponding user attribute bits from the 
address translation entry. 

Read/Write 

R/W 

Identifies the transfer as a read or write. 

Transfer Size 

SIZ1,S1Z0 

Indicates the data transfer size. These signals, together wi^ AO and A1, 
define the active sections of the data bus. Alternately, BS3-BS0 can be used for 
this function. 

Bus Lock 

EC5CK 

Indicates a bus cycle is part of a read-modify-write operation and that the 
sequence of bus cycles should not be interrupted. 

Bus Lock End 

LOCKE 

Indicates the current bus cycle is the last in a locked sequence of bus cycles. 

Cache Inhibit Out 

CIOUT 

Indicates the processor will not cache the current bus transfer information. 

Byte Select 

BS3-nso 

Indicate which bytes within a long word are selected and which data bus bytes 
are valid. 

Transfer Start 

IS 

Indicates the beginning of a bus cycle. 

Transfer in Progress 

TFF 

Asserted for the duration of a bus cycle. 

Starting Termination Ac¬ 
knowledge Signal Sam¬ 
pling 


Indicates the MC68060 will begin sampling the termination acknowledge signals. 

Transfer Acknowledge 

ta 

Asserted to acknowledge a bus transfer. 
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Table 2-1. Signal Index (Continued) 


Signal Name 

Mnemonic 

Function 

Transfer Retry Acknowl- 
edge 

TRS 

Indicates the need to rerun the bus cycle. 

Transfer Error Acknowl¬ 
edge 


Indicates an error condition exists for a bus transfer. 

Transfer Cycle Burst In¬ 
hibit 

TBT 

Indicates the slave cannot handle a line burst access. 

Transfer Cache Inhibit 

TUI 

Indicates the current bus transfer should not be cached. 

Snoop Control 


Indicates the MC68060 should snoop bus activity while it is not the bus master. 

Bus Request 

m 

Asserted by the processor to request bus mastership. 

Bus Grant 

ws 

Asserted by an arbiter to grant bus mastership privileges to the processor. 

Bus Grant Relinquish 
Control 


Qualifies BUby indicating the degree of necessity for relinquishing bus owner¬ 
ship when bG is negated. 

Bus Tenure Termination 

BTT 

Indicates the MC68060 has relinquished the bus in response to the external ar¬ 
biter’s negation of BG. 

Bus Busy 

m 

Asserted by the current bus master to indicate it has assumed ownership of the 
bus. 

Cache Disable 

GDIS 

Dynamically disables the internal caches to assist emulator support. 

MMU Disable 

mDi6 

Disables the translation mechanism of the MMUs. 

Reset In 

nSTT 

Processor reset. 

Reset Out 

nuTU 

Asserted during execution of a RESET instruction to reset external devices. 

Interrupt Priority Level 

Tpn-inio 

Provides an encoded interrupt level to the processor. 

Interrupt Pending 

TPEM5 

Indicates an interrupt is pending. 

Autovector 

WEC 

Used during an interrupt acknowledge transfer to request internal generation of 
the vector number. 

Processor Status 

PST4-PST0 

Indicates internal processor status. 

Processor Clock 

CLK 

Clock input used for all internal logic timing. 

Clock Enable 

CLREN 

Defines the speed of the system bus clock to be full, 1/2, or 1/4 the speed of the 
processor clock. 

JTAG Enable 


Selects between IEEE 1149.1 compliance operation and emulation mode oper¬ 
ation. 

Test Clock 


Clock signal for the IEEE Pi 149.1 test access port (TAP). 

Test Mode Select 

TMS 

Selects the principal operations of the test-support circuitry. 

Test Data Input 

TDI 

Serial data input for the TAP. 

Test Data Output 

TDO 

Serial data output for the TAP. 

Test Reset 

TRST 

Provides an asynchronous reset of the TAP controller. 

Thermal Resistor Con¬ 
nections 

THERM1, 

THERMO 

Provides thermal sensing information. 

Power Supply 

< 

o 

o 

Power supply. 

Ground 

GND 

Ground connection. 
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Signal Description 



2.1 ADDRESS AND CONTROL SIGNALS 

The following paragraphs describe the MC68060 address and control signals. 

2.1.1 Address Bus (A31-A0) 

These three-state bidirectional signals provide the address of the first item of a bus transfer 
(except for interrupt acknowledge transfers) when the MC6 8060 is th e bus master. When an 
alternate bus master is controlling the bus and asserts the SNOOP signal, the address sig¬ 
nals are examined to determine whether the processor should invalidate matching cache 
entries to maintain cache coherency. 
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2.1.2 Cycle Long-Word Address (CLA) 

This active-low input signal controls the opera tion of A3 and A2 during bus cycles. Following 
each clock-enabled clock edge in which CLA is asserted, the long-word address for each of 
the f our transfers encoded on A3 and A2 will increment in a circular wraparound fashion. If 
CLA is negated during a clock-ena bled clock edge, the values on A3 and A2 will not change. 
It is not necessary to synchronize CLA with TA. 

2.2 DATA BUS (D31-D0) 

These three-state bidirectional signals provide the general-purpose data path between the 
MC68060 and all other devices. The data bus can transfer 8, 16, or 32 bits of data per bus 
transfer. During a burst bus cycle, the 128 bits of line information are transferred using four 
32-bit transfers. 

2.3 TRANSFER ATTRIBUTE SIGNALS 

The following paragraphs describe the transfer attribute signals, which provide additional 
information about the bus transfer cycle. Refer to Section 7 Bus Operation for detailed 
information about the relationship of the transfer attribute signals to bus operation. 

2.3.1 Transfer Cycle Type (TT1, TTO) 

The processor drives these three-state signals to indicate the type of access for the current 
bus cycle. During bus cycle transfers by an alternate bus master when the processor is 
allowed to snoop bus transactions, TT1 is sampled. Only normal and MOVE16 accesses 
can be snooped. Table 2-2 lists the definition of the TTx encoding. The acknowledge access 
(TT1 = 1 and TTO = 1) is used for interrupt acknowledge, breakpoint acknowledge, and low- 
power stop broadcast bus cycles. 


Table 2-2. Transfer-Type Encoding 


TT1 

TTO 

Transfer Type 

0 

0 

Normal Access 

0 

1 

MOVE16 Access 

1 

0 

Alternate Logical Function Code Access, De¬ 
bug Access 

1 

1 

Acknowledge Access, Low-Power Stop 
Broadcast 


2.3.2 Transfer Cycle Modifier (TM2-TM0) 

These three-state outputs provide supplemental information for each transfer cycle type. 
Table 2-3 lists the encoding for normal (TTx = 00) and MOVE16 (TTx = 01) transfers, and 
Table 2-4 lists the encoding for alternate access transfers (TTx =10). For interrupt acknowl¬ 
edge transfers, the TMx signals carry the interrupt level being acknowledged. For breakpoint 
acknowledge transfers and low-power stop broadcast cycles, the TMx signals are negated. 
When the MC68060 is not the bus master, the TMx signals are in a high-impedance state. 
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Table 2-3. Normal and MOVE16 Access TMx Encoding 


TM2 

TM1 

TMO 

Transfer Modifier 

0 

0 

0 

Data Cache Push Access 

0 

0 

1 

User Data Access* 

0 

1 

0 

User Code Access 

0 

1 

1 

MMU Table Search Data Access 

1 

0 

0 

MMU Table Search Code Access 

1 

0 

1 

Supervisor Data Access* 

1 

1 

0 

Supervisor Code Access 

1 

1 

1 

Reserved 


*MOVE16 accesses use only these encodings. 


Table 2-4. Alternate Access TMx Encoding 


TM2 



Transfer Modifier 

0 

0 

0 

Logical Function Code 0 

0 

0 

1 

Debug Access 

0 

1 

0 

Reserved 

0 

1 

1 

Logical Function Code 3 

1 

0 

0 

Logical Function Code 4 

1 

0 

1 

Debug Pipe Control Mode Access 

1 

1 

0 

Debug Pipe Control Mode Access 

1 

1 

1 

Logical Function Code 7 


2.3.3 Transfer Line Number (TLN1, TLNO) 

These three-state outputs indicate which line in the set of four data or instruction cache lines 
is being accessed for normal push and line data read accesses. TLNx signais are undefined 
for all other accesses and are placed in a high-impedance state when the processor is not 
the bus master. 

The TLNx signals can be used In high-performance systems to build an external snoop filter 
with a duplicate set of cache tags. The TLNx signals and address bus provide a direct Indi¬ 
cation of the state of the data caches and can be used to help maintain the duplicate tag 
store. The TLNx signals do not indicate the correct TLN number when an instruction cache 
burst fill occurs. 

2.3.4 User-Programmable Page Attributes (UPA1, UPAO) 

The UPAx signals are three-state outputs. These signals are only valid for normal code, 
data, and MOVE16 accesses. For all other accesses (Including table search and cache line 
push accesses), the UPAx signals are low. When the MC68060 is not the bus master, these 
signals are placed In a high-impedance state. 

During normal and MOVE 16 accesses, if a transparent translation register (TTR) is enabled 
and the address and attributes match the TTR values, the UPAx signals are defined by the 
logical values of the U1 and UO bits the TTR. If the MMU is enabled via the translation control 
register (TOR) and the address and attributes result in an address translation cache (ATC) 
hit, the UPAx signals are defined by the logical values of the U1 and UO bits in the ATC entry. 
If a given logical address is not mapped by the TTRs and if address translation is disabled. 
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then the MC68060 invokes default transparent translation. The cache mode, user page 
attributes, and other TTR fields for the default translation are defined by the contents of the 
TCR. For more information about the UPAx signals, refer to Section 4 Memory Manage¬ 
ment Unit. 

2.3.5 Read/Write (R/W) 

This three-state output signal defines the data transfer direction for the current bus cycle. A 
high (logic one) level indicates a read cycle, and a low (logic zero) level indicates a write 
cycle. This signal is placed in a high-impedance state when the MC68060 is not the bus 
master. 

2.3.6 Transfer Size (SIZ1, SIZO) 

These three-state output signals indicate the data size for the bus cycle. These signals are 
placed in a high-impedance state when the MC68060 is not the bus master. Table 2-5 
shows the definitions of the SIZx encoding. 


Table 2-5. SIZx Encoding 


SIZ1 

SIZO 

Transfer Size 

0 

0 

Long Word (4 Bytes) 

0 

1 

Byte 

1 

0 

Word (2 Bytes) 

1 

1 

Line (16 Bytes) 


2.3.7 Bus Lock (LOCK) 

This three-state output indicates that th e curre nt bus cycle is part of a sequence of locked 
bus cycles. An external arbiter can use LOCK with its control of an alternate bus master’s 
BG to prevent an alternate bus master from gaining control of the bus and accessing the 
same operand between processor accesses for the locked sequence of transfers. Although 
LOCK indicates that the processor requests that the bus be l ocked , the processor will relin¬ 
quish the bus if the external arbiter negates BG and asserts BGR. 

When the MC68060 is not the bus master, the LO CK signal is set to a high-impedance state. 
If the MC68060 relinquishes the bus while LOCK is asserted, LOCK will be negated for one 
full clock-enabled cloc k cycle and then three-stated one clock-enabled clock cycle after the 
address bus is idled. If LOCK was already negated in the clock cycle in which the MC68060 
relinquishes the bus, it will be three-stated in the same ciock cycle the address bus is idled. 

Refer to Section 7 Bus Operation for information on locked transfers. 

2.3.8 Bus Lock End (LOCKE) 

This three-state output indicates that the current bus cycle is the last in a sequence of locked 
bus cycles (except in the case in which a retry termination is indicated on the last write of a 
read-modify-write sequence). 

When the MC68060 is not the bus master, the LOCKE signal is set to a high-impedance 
state. If the MC68060 relinquishes the bus while LOCKE is asserted, LOCKE will be negated 
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fo r one ful l BCLK cycle and then three-stated one BCLK cycle after the address bus is idled. 
If LOCKE was already negated in the BCLK cycle in which the MC68060 relinquishes the 
bus, it will be three-stated in the same BCLK cycle the address bus is idled. 

LOCKE is provided to help make the MC68060 bus compatible with the MC68040-style bus 
protocol; however, for new designs, external bus arbitration logic can be simplified with the 
use of BGR instead of LOCKE. 


Do not use LOCKE. The LOCKE protocol breaks the integrity of the locked read-modify- 
write sequence if it is possi ble to retry the last write of a read-modify-write operation. The 
reason is that when LOCKE is asserted, a bus arbiter can grant the bus to an alternate mas¬ 
ter when the current bus cycle is finished (before the retry is attempted). The bus is arbi¬ 
trated away, the last write’s retry is deferred until the bus is returned to the processor. In the 
meantime, the alternate master can access the same location where the write should have 
taken place. Hence, the integrity of the locked read-modify-write sequence is compromised 
in this situation. 


2.3.9 Cache Inhibit Out (CIOUT) 

When asserted, this three-state output indicates that the MC68060 will not cache the current 
bus information in its internal caches. Refer to Section 4 Memory Management Unit for 
more information on CIOUT function. When the MC68060 is not the bus master, the CIOUT 
signal is placed in a high-impedance state. 


2.3.10 Byte Select Lines (BS3-BS0) 

These three-state outputs indicate which bytes within a long-word tran sfer are being 
selec ted a nd which bytes of t he da ta bus will be used for the t ransfer. BSO refers to D31- 
D24, BS1 refers to D23-D16, BS2 refers to D15-D8, and BS3 refers to D7-D0. These sig¬ 
nals are generated to provide byte data select signals which are decoded from the SIZx, A1, 
and AO signals as shown in Table 2-6. These signals are placed in a high-impedance state 
when the MC68060 is not the bus master. 


Table 2-6. Data Bus Byte Select Signals 







BSO 


BS2 

BS3 





Byte 

0 

1 

0 

0 



mu 

1 

Byte 


1 

0 

bdi 




1 

Byte 

0 

1 

1 

0 

1 

1 

0 

1 

Byte 

0 

1 

1 

1 

1 

1 

1 

0 

Word 

1 

0 

0 

0 

0 

0 

1 

1 

Word 

1 

0 

1 

0 

1 

1 

0 

0 

Long Word 

0 

0 

X 

X 

0 

0 

0 

0 

Line 

1 

1 

X 

X 

0 

0 

0 

0 


2.4 MASTER TRANSFER CONTROL SIGNALS 

The following signals provide control functions for bus cycles when the MC68060 is the bus 
master. Refer to Section 7 Bus Operation for detailed information about the relationship 
of the bus cycle control signals to bus operation. 
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2.4.1 Transfer Start (TS) 

The processor asserts this three-state bidirectional signal for one clock-enabled clock period 
to indicat^e st art of eac h bus cycle. During alternate bus master accesses, the processor 
monitors TS and SNOOP to detect the start of each bus cycle which is to be snooped. TS 
is placed in a high-impedance state when the MC68060 is not the bus master. To properly 
maintain internal state information, all masters on the bus must have their TS signals tied 
together. 

2.4.2 Transfer in Progress (TTP) 

This three-state output is asserted to indicate that a bus cycle is_in^progress and is negated 
during idle bus cycles if the bus is still granted to the processor. TIP remains asserted during 
the time between back-to-back bus cycles. 

If the MC68060 relinquishes the bus while TIP is asserted, TIP will be negated for one clock 
period after completion of the final transfer and then goes to a high-impedance state one 
clock period after the address is idled. Note that this one clock period in which TIP is driven 
negated refers to an MC68060 processor clock period, not a full clock-enabled clock period. 
If TIP was already negated in the clock period in which the MC68060 relinquishes the bus, 
it will be placed in a high-impedance state in the same clock period that the address bus 
becomes idle. 


2.4.3 Starting Termination Acknowiedge Signai Sampiing (SAS) 

This three-state output is asserte d for one c l ock-enab l ed cloc k period to indicate that the 
MC68060 will begin sampling TA, TEA, TRA, TBI, TCI, A VEC , and spurious interrupt indi¬ 
cation on the next rising edge of the clock-enabled clock. SAS is negated at all oth er tim es 
while the MC68060 is the bus master. When the MC68060 relinquishes the bus, SAS is 
driven negated for one clock-enabled clock period and then three-stated one clock-enabled 
clock period after the address bus is idled. When the M C68060 n ewly gains bus ownership 
and immediately starts a bus cycle with the assertion of TS, SAS remains three-stated until 
the clock-enabled clock period after TS is asserted. 

2.5 SLAVE TRANSFER CONTROL SIGNALS 

The following signals provide control functions for bus transfers when the MC68060 is not 
the bus master. Refer to Section 7 Bus Operation for detailed information about the rela¬ 
tionship of the bus cycle control signals to bus operation. 

2.5.1 Transfer Acknowledge (TA) 

This input indicates the compietion of a requested data transfer operation. During transfers 
by the MC68060, TA is an input signal from the referenced slave device indicating comple¬ 
tion of the tra nsfer. For the M C68060 to accept the transfer as successful with a transfer 
acknowledge, TRA and TEA must be negated when TA is asserted. 

2.5.2 Transfer Retry Acknowledge (TRA) 

For native-MC68060-style (non-MC68040-style) acknowledge termination, this input signal 
may be asserted by the current slave on the first transfer of a bus cycle to indicate the need 
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to rerun the current bus cycle. The a ssertion of TRA on any transfer other than the first trans¬ 
fer is igno red. The assertion of TRA has precedence over TA, but does not have precedence 
over TEA. 

If the MC68060 processor is to be used w ith M C68040-style acknowledge termin^ion, then 
TRA must be held neg ated. In tfiis^case, TEA does not have precedence over TA and the 
slave must assert both TEA and TA on th e first transfer of a bus cycle to cause a retry of the 
current bus cycle. The assertion of TE A and TA on any transfer other than the first will be 
interpreted by the MC68060 as if only TEA had been asserted, which immediately termi¬ 
nates the bus cycle with a bus error indication. 


2.5.3 Transfer Error Acknowledge (TEA) 

The current slave asserts this input signal to indicate an error condition for the current trans¬ 
fer to immediately terminate the bus cycle. The assertion of TEA has precedence over TRA 
and TA for native-MC68060-style acknowledgment termination. 

For MC68040-style acknowledge termination, TEA must be asserted with TA negated to 
cause the current bus cycle to immedi ately terminate with a bus error indication. For 
MC68040-style acknowledge termination, TRA must be held negated. 

2.5.4 Transfer Burst Inhibit (TBI) 

This input signal indicates to the processor that the device cannot support burst mode 
accesses and that the requested line transfer cycle should be divided into Individual long- 
word bus cycles. Asserting TBI with TA terminates the first data transfer of a line access, 
causing the processor to terminate the burst bus cycle and access the remaining data for 
the line as three successive long-word transfer cycles. 

2.5.5 Transfer Cache Inhibit (TCI) 

This input signal inhibits line read data from being loaded into the MC68060 instruction or 
data caches. TCI is ignored during all writes and after the first data transfer for both burst 
line reads and burst-inhibited line reads. TCI is also ignored during all alternate bus master 
transfers. 


2.6 SNOOP CONTROL (SNOOP) 

This input signal controls the operation of the MC68060 internal snoop logic. The MC68060 
examines SNOOP when TS is asserted by an alternate master controlling the bus. If snoop¬ 
ing is disabled (i.e., SNOOP negated) during the clock when TS is ass erted, the MC68060 
will not snoop the bus transaction. If snooping is enabled (i.e., SNOOP asserted) during the 
clock when TS is asserted, the MC68060 will snoop the access and Invalidate matching 
cache lines for either read or write bus cycles without any external indication that a cache 
entry has been invalidated upon cache snoop hits. 


Section 5 Caches provides information about the relation ship of SN OOP to the caches, 
and Section 7 Bus Operation discusses the relationship of SNOOP to bus operation. 
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2.7 ARBITRATION SIGNALS 

The following control signals support bus mastership control by an external arbiter over the 
MC68060. Refer to Section 7 Bus Operation for detailed information about the relationship 
of the arbitration signals to bus operation. 

2.7.1 Bus Request (BR) 

This output signal indicates to an external arbiter that the processor needs to become bus 
master for one or more bus cycles. BR is negated when the MC68060 begins an access to 
the external bus with no other internal accesses pending, and BR remains negated until 
another internal request occurs. The assertion and negation of BR are independent of bus 
activity and there are some situations in which the MC68060 asserts BR and then negates 
it without having run a bus cycle; this is a disregard request condition. Refer to Section 7 
Bus Operation for details about this state. 

2.7.2 Bus Grant (BG) 

This input signal from an external arbiter indicates that the bus is available to the MC68060 
as soon as the current bus cycle completes. The MC68060 assumes bus ownership when 
BG is asse rted a nd BB is negated, when BG is asserted and a TS-BTT pair (TS asserted, 
followed by BTT asserted) has occurred in the past without another assertion of TS, or when 
BG and BTT are asserted and TS is negated. The MC68060 indicates its ownership of the 
bus by asserting BB. When the external arbiter negates BG, the MC68060 relinquishes the 
bus as soon as the cu rrent bus cycle is complete unless a locked sequence of bus cycles is 
in progress with BGR negated. In this case, the MC68060 will complete the entire seque nce 
of locked bus cycles and then indicate that it is relinquishing the bus by asserting BTT and 
negating BB. 

2.7.3 Bus Grant Relinquish Control (BGR) 

This input signal is a qualifierfor BG and indicates to the MC68060 the degre e of n ecessity 
for relinquishing bus ownership when BG is negated by an external arbiter. BGR c ontrols 
MC68060 behavior when BG is negated during sequences of locked bus cycles (LOCK 
asserted). When t he external arbiter negates BG during a series of locked bus cycles, the 
assertion of BGR will cause the MC68060 to relinquish the bus on the last transfer of the 
current bus cycle, even though the MC68060 had intended the series to be locked. If BGR 
remains negated when BG is negated during locked transfers, then the MC68060 will not 
relinquish the bus until the series of locked bus cycles is complete. 


2.7.4 Bus Tenure Termination (BTT) 

This three-state bidirectional signal is asserted for one clock-enabled clock period and 
negated for one clock-enabled clock period to indicate that the MC68060 has relinq uishe d 
its bus tenure following the negation of BG by an external arbiter. At all other times, BTT is 
in a high -impe dance state. When an alternate master is controlling the bus, the MC68060 
samples BTT as an input to maintain internal state information and to monitor when the 
MC68060 may become the bus master. To properly maintain this internal state information, 
all masters on the bus must have their TS signals tied together and their BTT signals tied 
together so the MC68060 can keep track of TS-BTT pairs. 
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The MC68060 provide s the BB signal and protocol to provide compatibility with MC68040- 
style buses. Either the BTT signal and pro tocol or the BB signal and protocol (but not both) 
should be used. The unused s igna l, either BTT or BB, must be pulled up with a pullup resis¬ 
tor and tied to Vqc- Use of the BTT signal and protocol yields higher performance at full bus 
speed and high operating frequencies. The use of BB and its associated protocol is not rec¬ 
ommended at full bus speeds. The BTT protocol is discussed In detail in Section 7 Bus Op¬ 
eration. 

2.7.5 Bus Busy (BB) 

This three-state bidirectional signal indicates that the bus is currently owned. BB is moni¬ 
tored as a processor input to determine when an alternate bus master has released control 
of the bus. The MC68060 samples bus availability on each clock-enabled clock edge. BG 
must be asserted and_^th TS and BB must be negated (indicating the bus is free) before 
the MC68060 asserts BB (with the first assertion of TS) as an output to assume ownership 
of the bus. The processor keeps BB asserted until the external arbiter negates BG and the 
processor completes the bus cycle in progress. When releasing the bus, the processor 
negates BB for one clock period, then places it in a high-impedance state and begins to 
sample It as an Input. Note that the one clock period in which BB is negated is one MC68060 
processor clock period, not a full clock-enabled clock period. 

The MC68060 provide s the BB signal and protocol to support compatibility with MC68040- 
style buses. Either the BTT signal and prot ocol o r the BB signal and protocol (but not both) 
should be used. The unused sign al, eit her BTT or BB, must be pulled up through a pullup 
resistor and tied to Vcc- Use of the BTT signal and protocol yields higher performance at full 
bus speed and high operating frequen cies. The use of BB and its associated protocol is not 
recommended at full bus speeds. The BTT protocol is discussed In detail in Section 7 Bus 
Operation. 

2.8 PROCESSOR CONTROL SIGNALS 

The following signals control the caches and MMUs and support processor and external 
device initialization. 

2.8.1 Cache Disable (GDIS) 

When asserted, this input signal dynamically disables the on-chip caches on the n ext int er- 
nal cache access boundary. The caches are enabled on the next boundary after GDIS is 
negated. 

GDIS does not flush th e data and instruction caches. Gache entries remain unaltered and 
become available after GDIS is negated, unless one of the cache invalidate instructions 
(GINVA, GINVP, GINVL) are executed. The execution of one of the cache invalidate instruc¬ 
tions may i nvalida te entries even if the caches have been disabled with this signal. The 
assertion of GDIS does not affect snooping. 

Refer to Section 5 Caches for information about the caches. 
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2.8.2 MMU Disable (MDIS) 

When asserted, this input signal dynamically disables the MC68060 interna l operand data 
and instruction MMUs on the next internal access boundary. While MDIS is asserted, all 
accesses bypass the MMU ATCs, and thus translate transparently. The execution of one of 
the MMU flush instructions (PFLUSHA, PFLUSHAN, PFLUSH, PFLUSHN) may cause the 
deletion of the MMU entries, even if th e MMU has been disabled by this signal. The MMUs 
are enabled on the next boundary after MDIS is negated. Refer to Section 4 Memory Man¬ 
agement Unit for a description of address translation. 


2.8.3 Reset In (RSTI) 

The asser tion of this input signal causes the MC68060 to enter reset exception processing. 
The RSTI signal is an asynchronous input that is internally synchronized to the next rising 
clock-enabled clock (C LK) e dge. All three-state signals will eventu ally be set to the high- 
impedance state when RSTI is recognized. The assertion of RSTI does not affect the test 
pins. Refer to Section 7 Bus Operation for a description of reset operation and to Section 
8 Exception Processing for information about the reset exception. 


2.8.4 Reset Out (RSTO) 

The MC68060 asserts this output during execution of the RESET instruction to initialize 
externa l devices. All bus cycles by the MC68060 are suspended prior to the assertion of 
RSTO, but bus arbitration and snooping still function. Refer to Section 7 Bus Operation for 
a description of reset out bus operation. 

2.9 INTERRUPT CONTROL SIGNALS 

The following signals control the interrupt functions. 

2.9.1 Interrupt Priority Level (IPL2-IPL0) 

These input signals provide an indication of an interrupt cond ition with the interrupt level 
from a peripheral or external prioritizing c ircuit ry encoded. 1PL2 is th e most signif icant bit of 
the level number. For example, since the IPLx signals are active l ow, I PI-2-IPL0 = 101 cor¬ 
responds to an interrupt request at interrupt priority level 2. IPL2-IPL0 = 000 (level 7) is the 
highest priority interrupt and canno t be internally masked. IPL2-IPL0 = 111 (level 0) indi¬ 
cates no interrupt is requested. The IPLx signals are asynchronous inputs that are internally 
synchronized to rising clock (CLK) edges. 

During a processor reset, the levels on the IPLx lines are registered and used to configure 
the various operating modes for the MC68060 bus. Refer to Section 7 Bus Operation for 
more information on bus operating modes and Section 8 Exception Processing for infor¬ 
mation on interrupts. 

2.9.2 Interrupt Pending Status (IPEND) 

This output signal indicates that an interrupt request has been recognized internally by the 
processor and exceeds the current interr upt prio rity mask in the status register (SR). Exter¬ 
nal devices (other bus masters ) can use IPEND to predict processor operation on the next 
instruction boundaries. IPEND is not intended for use as an interrupt acknowledge to exter- 
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nal peripheral devices. Refer to Section 7 Bus Operation for bus information related to 
interrupts and to Section 8 Exception Processing for interrupt information. 

2.9.3 Autovector (AVEC) 

This input signal is asserted with TA during an interrupt acknowledge bus cycle to request 
internal generation of the vector number. Refer to Section 7 Bus Operation for more infor¬ 
mation about automatic vectors. 

2.10 STATUS AND CLOCK SIGNALS 

The following paragraphs describe the signals that provide timing and the internal processor 
status. 

2.10.1 Processor Status (PST4-PST0) 

These outputs indicate the internal execution unit status. The timing is synchronous with the 
MC68060 processor clock (CLK), and the status may have nothing to do with the current 
bus transfer. Table 2-7 lists the definition of the PSTx encodings. 

The encodings $16, $17, and $1C indicate the present status and do not reflect a specific 
stage of the pipe. These encodings persist as long as the processor stays in the indicated 
state. The default encoding $00 is indicated if none of the above conditions apply. Most 
other encodings indicate that the instruction is in its last instruction execution stage. These 
encodings exist for only one CLK period per instruction and are mutually exclusive. 

In general, the PSTx bits indicate the following information: 

PST4 = Supervisor Mode 
PST3 = Branch Instruction 
PST2 = Taken Branch Instruction 

PST 1, PSTO = Number of Instructions Completed that Cycle 
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Table 2-7. PSTx Encoding 


Hex 

PST4 

PST3 

PST2 

PST1 

PSTO 

Internal Processor Status 

$00 

0 

0 

0 

0 

0 

Continue Execution in User Mode 

BSQi 


0 

0 

0 

1 

Complete 1 Instruction in User Mode 



0 

0 

1 

0 

Complete 2 Instructions in User Mode 



0 

0 

1 

1 

— 



0 

1 

0 

0 

— 


0 

0 

1 

0 

1 

— 


0 

mm 

1 

1 

0 

— 


0 

■□n 

1 

1 

1 

— 


0 

1 

0 

0 

0 

Emulator Mode Entry Exception Processing 

■Ml 

0 

1 

0 

0 

1 

Complete Not Taken Branch in User Mode 

$0A 

0 

1 

0 

1 

0 

Complete Not Taken Branch Plus 1 Instruction in User Mode 

$08 

0 

mm 

0 

1 

1 

lED Cycle of Branch to Vector, Emulator Entry Exception 

$oc 

0 

Si 

1 

0 

0 

— 

$0D 

0 

1 

1 

0 

1 

Complete Taken Branch in User Mode 

$0E 

0 

1 

1 

1 

0 

Complete Taken Branch Plus 1 Instruction in User Mode 

$0F 

0 

1 

1 

1 

1 

Complete Taken Branch Plus 2 Instructions in User Mode 

■3BM 

1 

0 

0 

0 

0 

Continue Execution in Supervisor Mode 

mil 

1 

0 

0 

0 

1 

Complete 1 Instruction in Supervisor Mode 

■la 

1 

0 

0 

1 

0 

Complete 2 Instructions in Supervisor Mode 

1 $13 

1 

0 

0 

1 

1 

— 

mm 

1 

0 

1 

0 

0 

, 

$15 

1 

0 

1 

0 

1 

Complete RTE Instruction in Supervisor Mode 


1 

0 

1 

1 

0 

Low-Power Stopped State; Waiting for an Interrupt or Reset 


1 

0 

1 

1 

1 

MC68060 Is Stopped Waiting for an Interrupt 

■!£■ 

1 

1 

0 

0 

0 

MC68060 Is Processing an Exception 

$19 

1 

1 

0 

0 

1 

Complete Not Taken Branch in Supervisor Mode 

$1A 

1 

1 

0 

1 

0 

Complete Not Taken Branch Plus 1 Instruction in Supervisor Mode 

$18 

1 

1 

0 

1 

1 

lED Cycle of Branch to Vector, Exception Processing 

$1C 

1 

1 

1 

0 

0 

MC68060 Is Halted 

$1D 

1 

1 

MM 

0 

1 

Complete Taken Branch in Supervisor Mode 


1 

1 

Bii 

1 

0 

Complete Taken Branch Plus 1 Instruction in Supervisor Mode 

■IB 

1 

1 

1 

1 

1 

Complete Taken Branch Plus 2 Instructions in Supervisor Mode 


2.10.2 MC68060 Processor Clock (CLK) 

CLK is the synchronous clock of the MC68060. This signal is used internally to clock or 
sequence the internal logic of the MC68060 processor and is qualified with CLKEN to clock 
all external bus signals. 

Since the MC68060 is designed for static operation, CLK can be gated off to lower power 
dissipation (e.g., during low-power stopped states). Refer to Section 7 Bus Operation for 
more information on low-power stopped states. 

2.10.3 Clock Enable (CLKEN) 

This input signal is a qualifier for the MC68060 processor clock (CLK) and is provided to sup¬ 
port lower bus frequency MC68060 designs. The internal MC68060 bus interface controller 
will sample, assert, negate, or three-state signals (except for BB and TIP which can three- 
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State on the rising edge of CLK regardless of the sta te of the CLKEN) only on those rising 
edges of CLK which are spanned by the assertion of CLKEN. 


CLKEN may be used to allow the external bus to run at 1/2 or 1/4 the speed of the MC68060 
processor clock which controls all internal operations. The MC68060 bus interface controlle r 
will not detect those rising edges of CLK which are spanne d with th e negation of CLKEN. 
To operate the external bus at 1/2 or 1/4 the speed of CLK, CLKEN must be asserted and 
stable during the rising edges of CLK which coincid e with th e system clock running at 1/2 or 
1/4 the frequency of the MC68060 processor clock. CLKEN must be negated and stable dur¬ 
ing all other rising CLK edges. 


For fuli speed operation of the MC68060 processor, CLKEN must be continuously asserted. 

Refer to Section 7 Bus Operation for more information on the MC68060 bus interface and 
controller. Refer to S ection 12 Electrical and Thermal Characteristics for the timing spec¬ 
ifications of CLK and CLKEN. 

2.11 TEST SIGNALS 

The MC68060 includes dedicated user-accessible test logic that is fully compatible with the 
IEEE 1149.1 Standard Test Access Port and Boundary Scan Architecture. Problems asso¬ 
ciated with testing high-density circuit boards have led to the development of this standard 
under the IEEE Test Technology Committee and Joint Test Action Group (JTAG) sponsor¬ 
ship. The MC68060 implementation supports circuit board test strategies based on this 
standard. However, the JTAG interface is not intended to provide an in-circuit test to verify 
MC68060 operations: therefore, it is impossible to test MC68060 operations using this inter¬ 
face. Section 9 IEEE 1149.1 Test (JTAG) and Debug Pipe Control Modes describes the 
MC68060 implementation of IEEE 1149.1 and is intended to be used with the supporting 
IEEE document. 


2.11.1 JTAG Enable (JTAG) 

This input signal is used to select between 1149.1 operation and debug emulation mode. 
The 1149.1 test access port (TAP) pins are rem apped to emulation mode functions when 
this pin is negated. For normal 1149.1 operation, JTAG should be grounded. 

2.11.2 Test Clock (TCK) 

This input signal is used as a dedicated clock for the test logic. Since clocking of the test 
logic is independent of the normal operation of the MC68060, several other components on 
a board can share a common test clock with the processor even though each component 
may operate from a different system clock. The design of the test logic allows the test clock 
to run at low frequencies, or to be gated off entirely as required for test purposes. TCK 
should be grounded if it is not used and emulation mode is not to be used. 

2.11.3 Test Mode Select (TMS) 

This input signal is decoded by the TAP controller and distinguishes the principal operations 
of the test support circuitry. TMS should be tied to Vcc if it is not used and emulation mode 
is not to be used. 
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2.11.4 Test Data In (TDI) 

This input signal provides a serial data input to the TAP. TDI should be tied to Vcc it is not 
used and emulation mode is not to be used. 

2.11.5 Test Data Out (TDO) 

This three-state output signal provides a serial data output from the TAP. The TDO output 
can be placed in a high-impedance mode to allow parallel connection to board-level test 
data paths. 


2.11.6 Test Reset (TRST) 

This input signal provides an asynchronous reset of the TAP controller. TRST should be 
grounded if 1149.1 operation is not to be used. 

2.12 THERMAL SENSING PINS (THERM1, THERMO) 

THERM1 and THERMO are connected to an internal thermal resistor and provide informa¬ 
tion about the average temperature of the die. The resistance across these two pins is pro¬ 
portional to the average temperature of the die. The temperature coefficient of the resistor 
is approximately 1.2 QJ°C with a nominal resistance of 400il at 25°C. 

2.13 POWER SUPPLY CONNECTIONS 

The MC68060 requires connection to a Vcc power supply, positive with respect to ground. 
The Vcc 3od ground connections are grouped to supply adequate current to the various 
sections of the processor. Section 13 Ordering Information and Mechanical Data 
describes the groupings of the Vcc and ground connections. 

2.14 SIGNAL SUMMARY 

Table 2-8 provides a summary of the electrical characteristics of the MC68060 signals. 
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Table 2-8. Signal Summary 


Signal Name 

Mnemonic 

input/ 

Output 

Active 

state 

Three-State 

Reset 

State 

Address Bus 

A31-A0 

Input/Output 

High 

Yes 

Three-Stated 

Cycle Long-Word Address 

UCa 

Input 

Low 

— 

— 

Data Bus 

D31-D0 

Input/Output 

High 

Yes 

Three-Stated 

Transfer Type 1 

TT1 

Input/Output 

High 

Yes 

Three-Stated 

Transfer Type 0 

TTO 

Output 

High 

Yes 


Transfer Modifier 

TM2-TM0 

Output 

High 

Yes 

Three-Stated 

Transfer Line Number 

TLNIJLNO 

Output 

High 

Yes 

Three-Stated 

User-Programmable Attributes 

UPA1,UPA0 

Output 

High 

Yes 

Three-Stated 

Read/Write 

R/W 


High/Low 


Three-Stated 

Transfer Size 

SIZ1,SIZ0 



Yes 

Three-Stated 

Bus Lock 

EOCK 



Yes 


Bus Lock End 


Output 

Low 

Yes 

Three-Stated 

Cache Inhibit Out 

CIOUT 

Output 

Low 

Yes 

Three-Stated 

Byte Select 

BS3^-BS0 

Output 

Low 

Yes 

Three-Stated 

Transfer Start 

TS 

Input/Output 

Low 

Yes 

Three-Stated 

Transfer in Progress 

TTP 

Output 

Low 

Yes 

Three-Stated 

Starting Termination Acknowledge Signal Sampling 

^A^ 

Output 

Low 

Yes 

Three-Stated 

Transfer Acknowledge 

TA 


Low 

— 

— 

Transfer Retry Acknowledge 

TRA 

Input 

Low 

— 

— 

Transfer Error Acknowledge 

tea 

Input 


— 

— 

Transfer Burst Inhibit 

TBT 

Input 


— 

— 

Transfer Cache Inhibit 

TUT 

Input 


— 

— 

Snoop Control 


Input 

Low 

— 

— 

Bus Request 

m 

Output 

Low 

No 

Negated 

Bus Grant 


Input 

Low 

— 

— 

Bus Grant Relinquish Control 

BSR 

Input 

Low 

— 

— 

Bus Busy 

BH 

Input/Output 

Low 

Yes 

Three-Stated 

Bus Tenure Termination 

BTT 

Input/Output 

Low 

Yes 

Three-Stated 

Cache Disable 

CDiS 

Input 

Low 

— 

— 

MMU Disable 

MDIS 



— 


Reset In 

nSTF 

Input 

Low 

— 

— 

Reset Out 

R5TO 

Output 

Low 

No 

Negated 

Interrupt Priority Level 

TPE 2 -IPEO 

Input 

Low 

— 

— 

Interrupt Pending 

I'PEND 

Output 

Low 

No 

Negated 

Autovector 

AVEC 

Input 

Low 

— 

— 

Processor Status 

PST4-PST0 

Output 

High 

No 

10000 

Processor Clock 

CLK 

Input 

— 

— 

— 

Clock Enable 



Low 

— 

— 

JTAG Enable 

JTA(5 


Low 

— 


Test Clock 

TCK 


— 

— 

— 





— 

I 

Test Data Input 

TDI 

Input 

High 

— 

— 

Test Data Output 

TDO 

Output 

High 

Yes 


Test Reset 

TR5T 

Input 

Low 

— 

— 

Thermal Resistor Connections 

THERM1, 

THERMO 

— 

— 

— 

— 

Power Supply 

0 


— 

; — 

— 

Ground 

GND 


— 

— 

— 
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SECTION 3 
INTEGER UNIT 


This section describes the organization of the MC68060 integer unit and presents a brief 
description of the associated registers. Refer to Section 4 Memory Management Unit for 
details concerning the paged memory management unit (MMU) programming model and to 
Section 6 Fioating-Point Unit for details concerning the floating-point unit (FPU) program¬ 
ming model. 

3.1 INTEGER UNIT EXECUTION PIPELINES 

The MC68060 integer unit execution pipelines are four-stage pipelines which perform final 
instruction decode, effective address calculation, and execution or integer operations. The 
operand execution pipelines (OEPs) are referred to individually as the primary OEP (pOEP) 
and the secondary OEP (sOEP). Figure 3-1 shows the integer unit of the MC68060. 
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Figure 3-1. MC68060 Integer Unit Pipeline 
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The operation of the instruction fetch unit (IFU) and the OEPs are decoupled by a 96-byte 
FIFO instruction buffer. The IFU prefetches instructions every processor clock cycle, stop¬ 
ping only If the instruction buffer is full or encountering a wait condition due to instruction 
fetch address translation or cache miss. The OEPs attempt to read instructions from the 
instruction buffer and execute them every clock cycle, stopping only if full Instruction Infor¬ 
mation is not present In the buffer or due to operand pipeline wait conditions. 

3.2 INTEGER UNIT REGISTER DESCRIPTION 

The following paragraphs describe the integer unit registers In the user and supervisor pro¬ 
gramming models. Refer to Section 4 Memory Management Unit for details on the MMU 
programming model and Section 6 Floating-Point Unit for details on the FPU program¬ 
ming model. 

3.2.1 Integer Unit User Programming Model 

Figure 3-2 Illustrates the integer unit portion of the user programming model. The model Is 
the same as for previous M68000 family microprocessors, consisting of the following regis¬ 
ters: 

• 16 General-Purpose 32-Bit Registers (D7-D0, A7-A0) 

• 32-Bit Program Counter (PC) 

• 8-Blt Condition Code Register (CCR) 

3.2.1.1 DATA REGISTERS (D7-D0). Registers D7-D0 are used as data registers for bit 
and bit field (1- to 32-bit), byte (8-blt), word (16-bit), long-word (32-bit), and quad-word (64- 
bit) operations. These registers may also be used as Index registers. 


3.2.1.2 ADDRESS REGISTERS (A6-A0). These registers can be used as software stack 
pointers, index registers, or base address registers. The address registers may be used for 
word and long-word operations. 
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Figure 3-2. Integer Unit User Programming Model 


3.2.1.3 USER STACK POINTER (A7). A7 is used as a hardware stack pointer during 
Implicit or explicit stacking for subroutine calls and exception handling. The register desig¬ 
nation A7 refers to the user stack pointer (USP) in the user programming model and to the 
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supervisor stack pointer (SSP) in the supervisor programming model. When the S-bit in the 
status register (SR) is clear, the USP is the active stack pointer. 

A subroutine call saves the program counter (PC) on the active system stack, and the return 
restores the PC from the active system stack. Both the PC and the SR are saved on the 
supervisor stack during the processing of exceptions and interrupts. Thus, the execution of 
supervisor level code is independent of user code and the condition of the user stack. Con¬ 
versely, user programs use the USP independently of supervisor stack requirements. 

3.2.1.4 PROGRAM COUNTER. The PC contains the address of the currently executing 
instruction. During instruction execution and exception processing, the processor automat¬ 
ically increments the contents of the PC or places a new value in the PC, as appropriate. 
For some addressing modes, the PC can be used as a pointer for PC-relative addressing. 

3.2.1.5 CONDITION CODE REGISTER. The CCR is the least significant byte of the proces¬ 
sor SR. Bits 3-0 represent a condition of a result generated by a processor operation. Bit 4, 
the extend bit (X-bit), is an operand for multiprecision computations. The carry bit (C-bit) and 
the X-bit are separate in the M68000 family to simplify programming techniques that use 
them. 

3.2.2 Integer Unit Supervisor Programming Model 

Only system programmers use the supervisor programming model (see Figure 3-3) to imple¬ 
ment sensitive operating system functions, I/O control, and MMU subsystems. All accesses 
that affect the control features of the MCesoeo are in the supervisor programming model. 
Thus, all application software is written to run in the user mode and migrates to the 
MC68060 from any M68000 platform without modification. 
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Figure 3*3. Integer Unit Supervisor Programming Modei 
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The supervisor programming model consists of the registers available to the user as well as 
the following control registers: 

• 32-Bit Supervisor Stack Pointer (SSP, A7) 

• 16-Bit Status Register (SR) 

• 32-Bit Vector Base Register (VBR) 

• Two 32-Bit Alternate Function Code Registers: Source Function Code (SFC) and Des¬ 
tination Function Code (DFC) 

• 32-Bit Processor Configuration Register (PCR) 

The following paragraphs describe the supervisor programming model registers. Additional 
information on the SSP, SR, and VBR registers can be found in Section 8 Exception Pro¬ 
cessing. 

3.2.2.1 SUPERVISOR STACK POINTER. When the MC68060 is operating at the supervi¬ 
sor level, instructions that use the system stack implicitly, or access address register A7 
explicitly, use the SSP. The SSP is a general-purpose register and can be used as a soft¬ 
ware stack pointer, index register, or base address register. The SSP can be used for word 
and long-word operations. The initial value of the SSP is loaded from the reset exception 
vector, address offset 0. 

3.2.2.2 STATUS REGISTER. The SR (see Figure 3-4) stores the processor status and 
includes the CCR, the interrupt priority mask, and other control bits. In the supervisor mode, 
software can access the entire SR. The control bits indicate the following states for the pro¬ 
cessor: trace mode (T-bit), supervisor or user mode (S-bit), and master or interrupt state (M). 
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Figure 3-4. Status Register 

3.2.2.3 VECTOR BASE REGISTER. The VBR contains the base address of the exception 
vector table in memory. The displacement of an exception vector is added to the value in 
this register to access the vector table. Refer to Section 8 Exception Processing for infor¬ 
mation on exception vectors. 
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3.2.2.4 ALTERNATE FUNCTION CODE REGISTERS. The alternate function code regis¬ 
ters contain 3-bit function codes. Function codes can be considered extensions of the 32-bit 
logical address that optionally provides as many as eight 4-Gbyte address spaces. The pro¬ 
cessor automatically generates function codes to select address spaces for data and pro¬ 
grams at the user and supervisor modes. Certain instructions use the SFC and DFC 
registers to specify the function codes for operations. 

3.2.2.5 PROCESSOR CONFIGURATION REGISTER. The PCR is an 32-bit register which 
controls the operations of the l\/IC68060 internal pipelines and contains a software readable 
revision number. The PCR is shown In Figure 3-5. 

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 _ 8 7 6 _ 2 1 0 

|~0 ] 0 [ 0 I 0 I 0 I 1 I 0 I 0 I 0 I 0 I 1 I 1 I 0 I 0 I 0 I 0 I Revision Number | EDEBUG | Reserved | DFP| ESS| 

Figure 3-5. Processor Configuration Register 

Bits 31-16—Identification 

These bits are configured with the value which identifies this device as an MC68060. 
These bits are ignored when writing to the PCR. 

See Appendix A MC68LC060 and Appendix B MC68EC060 for MC68LC060 and 
MC68EC060, respectively, identification field values. 

Bits 15-8—Revision Number 

Bits 15-8 contain the 8-blt device revision number. The first revision is 00000000. These 
bits are ignored when writing to the PCR. 

EDEBUG—Enable Debug Features 

When this bit is set, the MC68060 outputs internal control Information on the address bus 
(A31-A0) and data bus (D31-D0) during idle bus cycles. This capability is implemented 
to support debug of designs that Include the MC68060. When this bit is cleared, operation 
proceeds in a normal manner and no internal Information is output on idle bus cycles. This 
bit is cleared at reset. 

Bits 6-2—Reserved by Motorola for future use and must always be zero. 

DFP—Disable Floating-Point Unit 

When this bit is set, the on-chip FPU Is disabled and any attempt to execute a floating¬ 
point Instruction generates a line F emulator exception. When this bit is cleared, the FPU 
executes all floating-point Instructions. This bit is cleared at reset. Note that before this bit 
is set via the MOVEC Instruction, an FNOP must be executed to ensure that all floating¬ 
point exceptions are caught and handled. This would prevent unexpected floating-point 
related exceptions to be reported when the FPU is re-enabled at a later time. 

ESS—Enable Superscalar Dispatch 

When this bit is set, the ability of the MC68060 to execute multiple Instructions per 
machine cycle is enabled. When this bit is cleared, the ability to execute multiple instruc¬ 
tions per cycle Is disabled and the MC68060 operates at a slower rate with lower perfor¬ 
mance. This bit Is cleared at reset. 
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SECTION 4 

MEMORY MANAGEMENT UNIT 

NOTE 

This section does not apply to the MC68EC060. Refer to 
Appendix B MC68EC060 for details. 

The MC68060 supports a demand-paged virtual memory environment. Demand means that 
programs request permission to use memory area by accessing logical addresses, and 
paged means that memory is divided into blocks of equal size, called page frames. Each 
page frame is divided into pages of the same size. The operating system assigns pages to 
page frames as they are required to meet the needs of the program. 

The MC68060 memory management includes the following features; 

• Independent Instruction and Data Memory Management Units (MMUs) 

• 32-Bit Logical Address Translation to 32-Bit Physical Address 

• User-Defined 2-Bit Physical Address Extension 

• Addresses Translated in Parallel with Indexing into Data or Instruction Cache 

• 64-Entry Four-Way Set-Associative Address Translation Cache (ATC) for Each MMU 
(128 Total Entries) 

• Global Bit Allowing Flushes of All Nonglobal Entries from ATCs 

• Selectable 4- or 8-Kbyte Page Size 

• Separate Supervisor and User Translation Tables 

• Two Independent Blocks for Each MMU Can Be Defined as Transparent (Untranslated) 

• Three-Level Translation Tables with Optional Indirection 

• Supervisor and Write Protections 

• History Bits Automatically Maintained in Descriptors 

• External Translation Disable Input Signal (MDlS) for Emulator Support 

• Caching Mode Selected on Page Basis 

• Default Transparent Translation 

• Default Cache Mode and User Attributes 

The MMUs completely overlap address translation time with other processing activities 
when the translation is resident in the corresponding ATC. ATC acces ses op erate in parallel 
with indexing into the on-chip instruction and data caches. The MMU MDIS signal dynami¬ 
cally disables address translation for emulation and diagnostic support. 
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Figure 4-1 illustrates the MMUs contained in the two memory units, one for instructions (sup¬ 
porting instruction prefetches) and one for data (supporting all other accesses). Each MMU 
contains a 64-entry ATC, two transparent translation registers (TTRs), and control logic. The 
ATCs hold recently used logical to physical address translations, cache mode and protec¬ 
tion information, and whether or not the page has been written. The TTRs are used for defin¬ 
ing the cache modes, enabling protection modes and defining user page attributes for large 
regions of untranslated address space. Each MMU also allows enabling a default cache 
mode, protection, and user page attributes for address regions not covered by the ATC or 
TTRs. 
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Figure 4-1. Memory Management Unit 
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One of the principal functions of the MMU is to provide logical to physical address translation 
using translation tables stored in memory. As an MMU receives a request from the corre¬ 
sponding pipe unit, its ATC is searched for the translation, using the upper logical address 
bits as a tag. If the translation is resident (or one of the TTRs hit causing transparent trans¬ 
lation), the MMU provides the physical address for the corresponding cache lookup. If the 
translation is not in the ATC (and the TTRs miss), then a table search is done using trans¬ 
lation tables stored in memory. When the translation is obtained, it is used for the cache 
lookup, and is placed in the ATC for future use. The table search is performed automatically 
by the MC68060 using on-chip logic. 
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4.1 MEMORY MANAGEMENT PROGRAMMING MODEL 

The memory management programming model is part of the supervisor programming model 
for the MC68060. The seven registers that control and provide status information for 
address translation in the MC68060 are: the user root pointer register (URP), the supervisor 
root pointer register (SRP), the translation control register (TCR), and four independent 
transparent translation registers (ITTRO, ITTR1, DTTRO, and DTTR1). Only programs that 
execute in the supervisor mode can directly access these registers. Figure 4-2 illustrates the 
memory management programming model. 

y USER ROOT POINTER REGISTER 
y SUPERVISOR ROOT POINTER REGISTER 
TRANSUTION CONTROL REGISTER 
y DATA TRANSPARENT TRANSLATION REGISTER 0 

y DATA TRANSPARENT TRANSLATION REGISTER 1 

-|_ INSTRUCTION TRANSPARENT TRANSLATION 
-T REGISTER 0 

-I INSTRUCTION TRANSPARENT TRANSLATION 
-T REGISTER 1 

Figure 4-2. Memory Management Programming Modei 

4.1.1 User and Supervisor Root Pointer Registers 

The SRP and URP registers each contain the physical address of the translation table’s root, 
which the MMU uses for supervisor and user accesses, respectively. The URP points to the 
translation table for the current user task. When a new task begins execution, the operating 
system typically writes a new root pointer to the URP. A new translation table address 
implies that the contents of the ATCs may no longer be valid. Writing a root pointer register 
does not affect the contents of the ATCs. A PFLUSH instruction should be executed to flush 
the ATCs before loading a new root pointer value, if necessary. Figure 4-3 illustrates the for¬ 
mat of the 32-bit URP and SRP registers. Bits 8-0 of an address loaded into the URP or the 
SRP must be zero. Transfers of data to and from these 32-bit registers are long-word trans¬ 
fers. 
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Figure 4-3. URP and SRP Register Formats 


MOTOROLA 


M68060 USER’S MANUAL 


4-3 






Memory Management Unit 


4.1.2 Translation Control Register 

The 32-bit TCR contains controi bits which select translation properties. The operating sys¬ 
tem must flush the ATCs before enabling address translation since the TCR accesses and 
reset do not flush the ATCs. All unimplemented bits of this register are read as zeros and 
must always be written as zeros. The MC68060 always uses long-word transfers to access 
this 32-bit register. All bits are cieared by reset. Figure 4-4 illustrates the TCR. 

31 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

I 0 |0|0|0|0|0|0|0|0|0|0|0|0|0|0| 0 I E I P I NAD |NAI| FOTC | FITC | DCO | DUO | DWO | PCI | DUI | 01 

Figure 4-4. Translation Control Register Format 

Bits 31-16—Reserved by Motoroia. Aiways read as zero. 

E—Enable 

This bit enables and disables paged address translation. 

0 = Disable 
1 = Enable 

A reset operation clears this bit. When translation is disabled, logical addresses are used 
as physical addresses. The MMU instruction, PFLUSH, can be executed successfuliy 
despite the state of the E-bit. If translation is disabied and an access does not match a 
transparent transiation register (TTR), the defauit attributes for the access on the TTR is 
defined by the DCO, DUO, DCI, DWO, DUI (default TTR) bits in TCR. 

P—Page Size 

This bit seiects the memory page size. 

0 = 4 Kbytes 
1=8 Kbytes 

NAD—No Allocate Mode (Data ATC) 

This bit freezes the data ATC in the current state, by enforcing a no-allocate policy for aii 
accesses. Accesses can stiil hit, misses will cause a table search. A write access which 
finds a corresponding vaiid read wiil update the M-bit and the entry remains valid. 

0 = Disabled 
1 = Enable 

NAI—No Allocate Mode (Instruction ATC) 

This bit freezes the instruction ATC in the current state, by enforcing a no-aliocate policy 
for all accesses. Accesses can still hit, misses wili cause a tabie search. 

0 = Disabled 
1 = Enable 

FOTC—1/2-Cache Mode (Data ATC) 

0 = The data ATC operates with 64 entries. 

1 = The data ATC operates with 32 entries. 
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FITC—1/2-Cache Mode (Instruction ATC) 

0 = The instruction ATC operates with 64 entries. 

I = The instruction ATC operates with 32 entries. 

DCO—Default Cache Mode (Data Cache) 

00 = Writethrough, cachable 

01 = Copyback, cachable 

10 = Cache-inhibited, precise exception model 

II = Cache-inhibited, imprecise exception model 

DUO—Default UPA bits (Data Cache) 

These bits are two user-defined bits for operand accesses (see 4.2.2.3 Descriptor Field 
Definitions). 

DWO—Default Write Protect (Data Cache) 

0 = Reads and writes are allowed. 

I = Reads are allowed, writes cause a protection exception. 

DCI—Default Cache Mode (Instruction Cache) 

00 = Writethrough, cachable 

01 = Copyback, cachable 

10 = Cache-inhibited, precise exception model 

II = Cache-inhibited, imprecise exception model 

DUI—Default UPA Bits (Instruction Cache) 

These bits are two user-defined bits for instruction prefetch bus cycles (see 4.2.2.3 
Descriptor Field Definitions) 

Bit 0—Reserved by Motorola. Always read as zero. 
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4.1.3 Transparent Translation Registers 

The data transparent translation registers (DTTRO and DTTR1) and instruction transparent 
translation registers (ITTRO and ITTR1) are 32-bit registers that define blocks of logical 
address space that are untranslated by the MMU (the logical address is the physical 
address). The TTRs operate independently of the E-bit in the TCR and the state of the MDIS 
signal. Data transfers to and from these registers are long-word transfers. The TTR fields 
are defined following Figure 4-5, which illustrates TTR format. Bits 12-10, 7, 4, 3, 1, and 0 
always read as zero. 

31 24 23 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

I LOGICALADDRESSBASE | LOGICALADDRESSMASK | E |S-FIELD| 0 | 0 | 0 | U1 | UO | 0 | CM | 0 | 0 [ W | 0 | 0 | 

Figure 4-5. Transparent Translation Register Format 

Bits 31-24—Logical Address Base 

This 8-bit field is compared with address bits A31-A24. Addresses that match in this com¬ 
parison (and are otherwise eligible) are transparently translated. 

Bits 23-16—Logical Address Mask 

Since this 8-bit field contains a mask for the Logical Address Mask field, setting a bit in 
this field causes the corresponding bit in the Logical Address Base field to be ignored. 
Blocks of memory larger than 16 Mbytes can be transparently translated by setting some 
of the logical address mask bits to ones. The low-order bits of this field can be set to define 
contiguous blocks larger than 16 Mbytes. The mask can be used to define multiple non¬ 
contiguous blocks of addresses. 

E—Enable 

This bit enables or disables transparent translation of the block defined by this register; 

0 = Transparent translation disabled 
1 = Transparent translation enabled 

S—Supervisor Mode 

This field specifies the way FC2 is used in matching an address: 

00 = Match only if FC2 = 0 (user mode access) 

01 = Match only if FC2 = 1 (supervisor mode access) 

IX = Ignore FC2 when matching 

UO, U1—User Page Attributes 

The user defines these bits, and the MC68060 does not interpret them. UO and U1 are 
echoed to the UPAO and UPA1 signals, respectively, if an external bus transfer results 
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from an access. These bits can be programmed by the user to support external address¬ 
ing, bus snooping, or other applications. 

CM—Cache Mode 

This field selects the cache mode and access precision as follows: 

00 = Cachable, Writethrough 
01 = Cachable, Copyback 

10 = Cache-Inhibited, Precise Exception Model 

11 = Cache-Inhibited, Imprecise Exception Model 

Section 5 Caches provides detailed information on caching modes. 

W—Write Protect 

This bit indicates the write privilege of the TTR block. 

0 = Read and write accesses permitted 
1 = Write accesses not permitted 

Bits 4,3,1,0—Reserved by Motorola. 

4.2 LOGICAL ADDRESS TRANSLATION 

The primary function of the MMUs is to translate logical addresses to physical addresses. 
The MMUs perform translations according to control information in translation tables. The 
operating system creates these translation tables and stores them in memory. The proces¬ 
sor then searches through a translation table as needed and stores the resulting translation 
in an ATC. 

4.2.1 Translation Tables 

Both instruction and data access use the same translation tree. Separate translations trees 
are available for user and supervisor accesses. 

Figure 4-6 Illustrates the three-level tree structure of a general translation table supported 
by the MC68060. The root- and pointer-level tables contain the base addresses of the tables 
at the next level. The page-level tables contain either the physical address for the translation 
or a pointer to the memory location containing the physical address. Only a portion of the 
translation table for the entire logical address space Is required to be resident in memory at 
any time—specifically, only the portion of the table that translates the logical addresses of 
the currently executing process. Portions of translation tables can be dynamically allocated 
as the process requires additional memory. 

The current privilege mode determines the use of the URP or SRP for translation of the 
access. The root pointer contains the base address of the translation table’s root-level table. 
The translation table consists of several linked tables of descriptors. The table descriptors 
of the root- and pointer-levels can have resident or invalid descriptor types. The page 
descriptors of the page-level table have resident, indirect, or Invalid descriptor types. The 
page descriptors of the page-level table can be resident, indirect, or invalid. A page descrip¬ 
tor defines the physical address of a page frame in memory that corresponds to the logical 
address of a page. An Indirect descriptor, which contains a pointer to the actual page 
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Figure 4-6. Translation Table Structure 

descriptor, can be used when two or more logical addresses access a single page descrip¬ 
tor. 

The table search uses logical addresses to access the translation tables. Figure 4-7 illus¬ 
trates a logical address format, which is segmented into four fields: root index (Rl), pointer 
Index (PI), page Index (PGI), and page offset. The first three fields extracted from the logical 
address Index the base address for each table level. The seven bits of the logical address 
Rl field are multiplied by 4 or shifted to the left by two bits. This sum is concatenated with 
the upper 23 bits of the appropriate root pointer (URP or SRP) to yield the physical address 
of a root-level table descriptor. Each of the 128 root-level table descriptors corresponds to 
a 32-Mbyte block of memory and points to the base of a pointer-level table. 
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Figure 4-7. Logical Address Format 

The seven bits of a logical address PI field are multiplied by 4 (shifted to the left by two bits) 
and concatenated with the fetched root-level descriptor’s upper 23 bits to produce the phys¬ 
ical address of the pointer-level table descriptor. Each of the 128 pointer-level table descrip¬ 
tors corresponds to a 256-Kbyte block of memory. 
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For 8-Kbyte pages, the five bits of the PGI field are multiplied by 4 (shifted to the left by two 
bits) and concatenated with the fetched pointer-level descriptor’s upper 25 bits to produce 
the physical address of the 8-Kbyte page descriptor. The upper 19 bits of the page descrip¬ 
tor are the page frame’s physical address. There are 32 8-Kbyte page descriptors in a page- 
level table. 

Similarly, for 4-Kbyte pages, the six bits of the PGI field are multiplied by 4 (shifted to the left 
by two bits) and concatenated with the fetched pointer-level descriptor’s upper 24 bits to pro¬ 
duce the physical address of the 4-Kbyte page descriptor. The upper 20 bits of the page 
descriptor are the page frame’s physical address. There are 64 4-Kbyte page descriptors in 
a page-level table. 

Write-protect status is accumulated from each level’s descriptor and combined with the sta¬ 
tus from the page descriptor to form the ATC entry status. The MC68060 creates the ATC 
entry from the page frame address and the associated status bits and uses this address and 
attributes to generate a bus access. Refer to 4.3 Address Translation Caches for details 
on ATC entries. 

If the descriptor from a page table is an indirect descriptor, the page descriptor pointed to by 
this descriptor is fetched. Invalid descriptors can be used at any level of the tree except the 
root. When a table search for a normal translation encounters an invalid descriptor, the pro¬ 
cessor takes an access error exception. The invalid descriptor can be used to identify either 
a page or branch of the tree that has been stored on an external device and is not resident 
in memory or a portion of the translation table that has not yet been defined. In these two 
cases, the exception routine can either restore the page from disk or add to the translation 
table. Figure 4-8 and Figure 4-9 illustrate detailed flowcharts of table search and descriptor 
fetch operations. 

A table search terminates successfully when a page descriptor is encountered. The occur¬ 
rence of an invalid descriptor or a transfer error acknowledge also terminates a table search, 
and the MC68060 takes an access error exception immediately on the data access and is 
delayed for instruction fetches until the instruction is ready to be executed. The exception 
handler should distinguish between anticipated conditions and true error conditions. The 
exception handler can correct an invalid descriptor that indicates a nonresident page or one 
that identifies a portion of the translation table yet to be allocated. An access error due to a 
system malfunction can require the exception handler to write an error message and termi¬ 
nate the task. The fault status long word (FSLW) of the access error stack frame provides 
detailed information regarding the cause of the exception. Refer to Section 8 Exception 
Processing for more information on exception handling. 

The processor does not use the data cache when performing a table search. Therefore, 
translation tables must not be placed in copyback space, since the normal accesses which 
build the translation tables would be cached and not written to external memory, but the pro¬ 
cessor only uses tables in external memory. This is a functional difference between the 
MC68060 and the MC68040. 

Table and page descriptors must not be left in a state that is incoherent to the processor. 
Violation of this restriction can result in an undefined operation. Page descriptors must not 
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Figure 4-8. Detailed Flowchart of Table Search Operation 
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Figure 4-9. Detailed Flowchart of Descriptor Fetch Operation 
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have an encoding of U-bit = 0, M-bit = 1, and PDT field = 01 or 11. This encoding indicates 
that the page descriptor is resident, not used, and modified. The processor’s table search 
algorithm never leaves a descriptor in this state. This state is possible through direct manip¬ 
ulation by the operating system for this specific instance. 

4.2.2 Descriptors 

There are three types of descriptors used in the translation tables, root, pointer, and page. 
Root table descriptors are used in root-level tables and pointer table descriptors are used in 
pointer-level tables. Descriptors in the page-level tables contain either a page descriptor for 
the translation or an indirect descriptor that points to a memory location containing the page 
descriptor. The P-bit in the TCR selects the page size as either 4 or 8 Kbytes. 

4.2.2.1 TABLE DESCRIPTORS. Figure 4-10 illustrates the formats of the root and pointer 
table descriptors. 
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Figure 4-10. Table Descriptor Formats 


4.2.2.2 PAGE DESCRIPTORS. Figure 4-11 illustrates the page descriptors for both 
4-Kbyte and 8-Kbyte page sizes. Refer to Section 5 Caches for details concerning caching 
page descriptors. 
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Figure 4-11. Page Descriptor Formats 
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4.2.2.3 DESCRIPTOR FIELD DEFINITIONS. The field definitions for the table- and page- 
level descriptors are listed in alphabetical order: 

CM—Cache Mode 

This field selects the cache mode and accesses serialization as follows: 

00 = Cachable, Writethrough 
01 = Cachable, Copyback 

10 = Cache-Inhibited, Precise exception model 

11 = Cache-Inhibited, Imprecise exception model 

Section 5 Caches provides detailed Information on caching modes. 

Descriptor Address 

This 30-bit field, which contains the physical address of a page descriptor, is only used in 
indirect descriptors. 

G—Global 

When this bit is set, it indicates the entry is global which gives the user the option of group¬ 
ing entries as global or nonglobal for use when PFLUSHing the ATC, and has no other 
meaning. PFLUSH instruction variants that specify nonglobal entries do not invalidate glo¬ 
bal entries, even when all other selection criteria are satisfied. If these PFLUSH variants 
are not used, then system software can use this bit. 

M—Modified 

This bit identifies a page which has been written to by the processor. The MC68060 sets 
the M-bit in the corresponding page descriptor before a write operation to a page for which 
the M-bit is clear, except for write-protect or supervisor violations in which case the M-bit 
is not set. The read portion of a locked read-modify-write access is considered a write for 
updating purposes. The MC68060 never clears this bit. 

PDT—Page Descriptor Type 

This field identifies the descriptor as an invalid descriptor, a page descriptor for a resident 
page, or an indirect pointer to another page descriptor. 

00 = Invalid 

This code indicates that the descriptor is invalid. An invalid descriptor can repre¬ 
sent a nonresident page or a logical address range that is out of bounds. All other 
bits in the descriptor are ignored. When an invalid descriptor is encountered, an 
ATC entry is not created. 

01 or 11 = Resident 

These codes indicate that the page is resident. 

10 = Indirect 

This code indicates that the descriptor is an indirect descriptor. Bits 31-2 contain 
the physical address of the page descriptor. This encoding is invalid for a page 
descriptor pointed to by an indirect descriptor (that is, only one level of indirection 
is allowed). 
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Physical Address— 

This 20-bit field contains the physical base address of a page in memory. The logical 
address supplies the low-order bits of the address required to index into the page. When 
the page size is 8-Kbyte, the least significant bit of this field is not used. 

S—Supervisor Protected 

This bit identifies a page as supervisor only. Only programs operating in the supervisor 
mode are allowed to access the portion of the logical address space mapped by this 
descriptor when the S-bit is set. If the bit is clear, both supervisor and user accesses are 
allowed. 

Page Table Address 

This field contains the physical base address of a table of page descriptors. The low-order 
bits of the address required to index into the page table are supplied by the logical 
address. 

U—Used 

The processor automatically sets this bit when a descriptor is accessed in which the U-bit 
is clear. In a page descriptor table, this bit is set to indicate that the page corresponding 
to the descriptor has been accessed. In a pointer table, this bit is set to indicate that the 
pointer has been accessed by the MC68060 as part of a table search. The U-bit is 
updated before the MC68060 allows a page to be accessed. The processor never clears 
this bit. 

UO, U1—User Page Attributes 

These bits are user defined and the processor does not interpret them. UO and U1 are 
echoed to the UPAO and UPA1 signals, respectively, if an external bus transfer results 
from the access. Applications for these bits include extended addressing and snoop pro¬ 
tocol selection. 

UDT—Upper Level Descriptor Type 
These bits indicate whether the next level table descriptor is resident. 

00 or 01 = Invalid 

These codes indicate that the table at the next level is not resident or that the log¬ 
ical address is out of bounds. All other bits in the descriptor are ignored. When an 
invalid descriptor is encountered, an ATC entry is not created. 

10 or 11 =Resident 

These codes indicate that the page is resident. 

UR—User Resen/ed 

These single bit fields are reserved for use by the user. 

W—Write Protected 

Setting the W-bit in a table descriptor write protects all pages accessed with that descrip¬ 
tor. When the W-bit is set, a write access or a locked read-modify-write access to the log¬ 
ical address corresponding to this entry causes an access error exception to be taken. 
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X—Motorola Reserved 

These bit fields are reserved for future use by Motorola. 

4.2.3 Translation Table Example 

Figure 4-12 illustrates an access example to the logical address $76543210 while in the 
supervisor mode with an 8-Kbyte memory page size. The Rl field of the logical address, $3B, 
Is mapped into bits 8-2 of the SRP value to select a 32-bit root table descriptor at a root- 
level table. The selected root table descriptor points to the base of a pointer-level table, and 
the PI field of the logical address, $15, is mapped into bits 8-2 of this base address to select 
a pointer descriptor within the table. This pointer table descriptor points to the base of a 
page-level table, and the PGI field of the logical address, $1, is mapped into bits 6-2 of this 
base address to select a page descriptor within the table. 

LOGICAL ADDRESS 

ROOT INDEX POINTER INDEX PAGE INDEX PAGE OFFSET 

$76543210 = 

TABLE ENTRY # = 

ADDRESS OFFSET = $EC $54 $04 


01 1 ioii|ooioioi|ooooi|xxxxxxxxxxxxx 

$3B $15 $01 


table$00 TABLE$00 TABLE$00 



ROOT LEVEL 
TABLES 


POINTER LEVEL 
TABLES 


PAGE LEVEL 
TABLES 


Figure 4-12. Example Translation Table 
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4.2.4 Variations in Translation Table Structure 

Several aspects of the MMU translation table structure are software configurable, allowing 
the system designer flexibility to optimize the performance of the MMUs for a particular sys¬ 
tem. The following paragraphs discuss the variations of the translation table structure. 

4.2.4.1 INDIRECT ACTION. The l\/IC68060 provides the ability to replace an entry In a page 
table with a pointer to an alternate entry. The Indirection capability allows multiple tasks to 
share a physical page while maintaining only a single set of history information for the page 
(I.e., the modified Indication Is maintained only in the single descriptor). The indirection 
capability also allows the page frame to appear at arbitrarily different addresses In the logical 
address spaces of each task. 

Using the Indirection capability, single entries or entire tables can be shared between multi¬ 
ple tasks. Figure 4-13 illustrates two tasks sharing a page using indirect descriptors. 

LOGICAL ADDRESS 

ROOT INDEX POINTER INDEX PAGE INDEX PAGE OFFSET 

$76543210 = 

TABLE ENTRY # = 

ADDRESS OFFSET = SEC $54 $04 


01 1 1 0 1 1|00 1 01 0 i|oooo l|XXXXXXXXXXXXX 
$3B $15 $01 


TASK A 


TASKS 


table $00 TABLE $00 TABLE $00 



ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL 

TABLES TABLES TABLES 


Figure 4-13. Translation Table Using Indirect Descriptors 
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When the MC68060 has completed a normal table search, it examines the PDT field of the 
last entry fetched from the page tables. If the PDT field contains an indirect ($2) encoding, 
it indicates that the address contained in the highest order 30 bits of the descriptor is a 
pointer to the page descriptor that is to be used to map the logical address. The processor 
then fetches the page descriptor from this address and uses the physical address field of 
the page descriptor as the physical mapping for the logical address. 

The page descriptor located at the address given by the indirect descriptor must not have a 
PDT field with an indirect encoding (it must be either a resident descriptor or invalid). Oth¬ 
erwise, the descriptor is treated as invalid, and the MC68060 takes an access error excep¬ 
tion. 

4.2.4.2 TABLE SHARING BETWEEN TASKS. More than one task can share a pointer- or 
page-level table by placing a pointer to a shared table in the address translation tables. The 
upper (nonshared) tables can contain different write-protected settings, allowing different 
tasks to use the memory areas with different write permissions. In Figure 4-14, two tasks 
share the memory translated by the table at the pointer table level. Task A cannot write to 
the shared area; task B, however, has the W-bit clear in its pointer to the shared table so 
that it can read and write the shared area. Also, the shared area appears at different logical 
addresses for each task. Figure 4-14 illustrates shared tables In a translation table structure. 

4.2.4.3 TABLE PAGING. The entire translation table for an active task need not be resident 
in main memory. In the same way that only the working set of pages must be allocated in 
main memory, only the tables that describe the resident set of pages need be available. 
Placing the invalid code ($0 or $1) in the UDT field of the table descriptor that points to the 
absent table(s) implements this paging of tables. When a task attempts to use an address 
that an absent table would translate, the MC68060 is unable to locate a translation and takes 
an access error exception when the access is needed (immediately for operand accesses 
and when the instruction is needed for instructions). 

The operating system determines that the invalid code in the descriptor corresponds to non¬ 
resident tables. This determination can be facilitated by using the unused bits in the descrip¬ 
tor to store status Information concerning the Invalid encoding. The MC68060 does not 
interpret or modify an invalid descriptor’s fields except for the UDT field. This interpretation 
allows the operating system to store system-defined Information In the remaining bits. Infor¬ 
mation typically stored includes the reason for the invalid encoding (tables paged out, region 
unallocated, etc.) and possibly the disk address for nonresident tables. Figure 4-15 illus¬ 
trates an address translation table in which only a single page table (table $15) is resident; 
all other page tables are not resident. 

4.2.4.4 DYNAMICALLY ALLOCATED TABLES. Similar to paged tables, a complete trans¬ 
lation table need not exist for an active task. The operating system can dynamically allocate 
the translation table based on requests for access to particular areas. 

Since it is difficult and less efficient to predict and reserve memory in advance for a task, an 
operating system may choose to allocate no memory for a task until a demand is made 
requesting access. This access may be to a previously unused area or for data that is no 
longer resident in memory. If the access error handler adds to and updates the translation 
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LOGICAL ADDRESS 

ROOT INDEX POINTER INDEX PAGE INDEX _ PAGE OFFSET _ 

$76543210= 01 1 1011001010100001XXXXXXXXXXXXX 
TABLE ENTRY #= $3B $15 $01 

ADDRESS OFFSET = $EC $54 $04 


TASK A 


TASKS 


TABLE $00 TABLE $00 TABLE $00 



ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL 

TABLES TABLES TABLES 


* PAGE FRAME ADDRESS SHARED BY TASK A AND B; WRITE PROTECTED FROM TASK A. 

Figure 4-14. Translation Table Using Shared Tables 

table for each demand, then the process of making such demands builds the translation 
table. 

For example, consider an operating system that is preparing the system to execute a previ¬ 
ously unexecuted task that has no translation table. Rather than guessing what the memory- 
usage requirements of the task are, the operating system creates a translation table for the 
task that maps one page corresponding to the initial value of the program counter (PC) for 
that task and one page corresponding to the initial stack pointer of the task, leaving the other 
branches with invalid descriptors. All other branches of the translation table for this task 
remain unallocated until the task requests access to the areas mapped by these branches. 
This technique allows the operating system to construct a minimal translation table for each 
task, conserving physical memory utilization and minimizing operating system overhead. 
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LOGICAL ADDRESS 

ROOT INDEX POINTER INDEX PAGE INDEX _ PAGE OFFSET _ 

$76543210= 01 1 1011001Q10100001XXXXXXXXXXXXX 

TABLE ENTRY #= $3B $15 $01 

ADDRESS OFFSET = $EC $54 $04 


SUPERVISOR 

TABLE $00 TABLE $00 TABLE $00 



ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL 

TABLES TABLES TABLES 


Figure 4-15. Translation Table with Nonresident Tables 
4.2.5 Table Search Accesses 

Table search accesses bypass the data cache. No allocation is done and no cache search 
is performed. Translation tables must not be placed in copyback space, since the normal 
accesses which build the translation tables would be cached and not written to external 
memory, but the processor only uses tables in external memory. 

During a table search, the U- and M-bits of the table descriptors are examined. For any 
access, if the U-bi t is no t set, the pro cessor sets it using a complete read-modify-write 
sequence with the LOCK pin asserted. LOCK is asserted in this case to avoid loss of the 
status in certain multiprocessor applications which share translation tables. For a write 
access, if the M-bit in the page descriptor is not set, and if the page is not write-protected 
(W = 0) and the access is not a supervisor violation (for user accesses, the S-bit of the page 
descriptor must be clear), then the M-bit is set using a simple write. The U- and M-bits are 
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updated before the MC68060 allows a page to be accessed. Table 4-1 lists the page 
descriptor update operations for each combination of U-bit, M-bit, write-protected, and read 
or write access type. 


Table 4-1. Updating U-Bit and M-Bit for Page Descriptors 


1 Previous Status 

WP Bit 

Access 

Type 

Page Descriptor 

Update Operation 

New Status 

U-Bit 

M-Bit 

U-Bit 

M-Bit 

0 

0 

X 

Read 

Locked RMW Access to Set U 

1 

0 

0 

1 

Locked RMW Access to Set U 

1 

1 

1 

0 

None 

1 

0 

1 

1 

None 

1 

1 

0 

0 

0 

Write 

Write to Set U and M 

1 

1 

0 

1 

Write to Set U 

1 

1 

1 

0 

Write to Set M 

1 

1 

1 

1 

None 

1 

1 

0 

0 

1 

None 

0 

0 

0 

1 

None 

0 

1 

1 

0 

None 

1 

0 

1 

1 

None 

1 

1 


NOTE; WP indicates the accumuiated write-protect status. 


An alternate address space access is a special case that is immediately used as a physical 
address without translation. Because the MC68060 implements a merged instruction and 
data space, instruction address spaces (SFC/DFC = $6 or $2) using the MOVES instruction 
are converted into data references (SFC/DFC = $5 or $1). The data memory unit handles 
these translated accesses as normal data accesses. If the access fails due to an ATC fault 
or a physical bus error, the resulting access error stack frame contains the converted func¬ 
tion code in the TM field for the faulted access. If the MOVES instruction is used to write 
instruction address space, then to maintain cache coherency, the corresponding addresses 
must be invalidated in the instruction cache. The SFC and DFC values and results for nor¬ 
mal (TT = 0) and for MOVES (TT = 10) accesses are listed in Table 4-2. 


Table 4-2. SFC and DFC Values 


SFC/DFC Value 

Results 1 

TT 

TM 

000 

10 

000 

001 

00 

001 

010 

00 

001 

oil 

10 

oil 

100 

10 

100 

101 

00 

101 

110 

00 

101 

111 

10 

111 


4.2.6 Address Translation Protection 

The MC68060 MMUs provide separate translation tables for supervisor and user address 
spaces. The translation tables contain both mapping and protection information. Each table 
and page descriptor includes a write-protect (W) bit that can be set to provide write protec- 
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tion at any level. Page descriptors also contain a supervisor-only (S) bit that can limit access 
to programs operating at the supervisor privilege level. 

The protection mechanisms can be used individually or in any combination to protect: 

• Supervisor address space from accesses by user programs. 

• User address space from accesses by other user programs. 

• Supervisor and user program spaces from write accesses (implicitly supported by 
designating ail memory pages used for program storage as write protected). 

• One or more pages of memory from write accesses. 

4.2.6.1 SUPERVISOR AND USER TRANSLATION TABLES. One way of protecting 
supervisor and user address spaces from unauthorized accesses is to use separate super¬ 
visor and user translation tables. Separate trees protect supervisor programs and data from 
accesses by user programs and user programs and data from access by supervisor pro¬ 
grams. Supervisor programs may access user space through the MOVES instruction. With 
a user-space SFC/DFC, the MOVES access will be translated according to the user-mode 
translation tables. This translation table can be common to all tasks. Figure 4-16 illustrates 
separate translation tables for supervisor accesses and for two user tasks that share the 
common supervisor space. Each user task has a translation table with unique mappings for 
the logical addresses in its user address space. 



TRANSLATION 
TABLE FOR 
TASK 'A' 


TRANSLATION 
TABLE FOR 
TASK B' 


TRANSLATION 
TABLE FOR 
ALL SUPERVISOR 
ACCESSES 


Figure 4-16. Translation Table Structure for Two Tasks 
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4.2.6.2 SUPERVISOR ONLY. A second mechanism protects supervisor programs and data 
without requiring segmenting of the logical address space into supervisor and user address 
spaces. Page descriptors contain S-bits to protect areas of memory from access by user 
programs. When a table search for a user access encounters an S-bit set in a page descrip¬ 
tor, the table search ends, and an access error exception is taken immediately for data 
accesses, or when the instruction is needed for instruction accesses. The S-bit can be used 
to protect one or more pages from user program access. Supervisor and user mode 
accesses can share descriptors by using indirect descriptors or by sharing tables. The entire 
user and supervisor address spaces can be mapped together by loading the same root 
pointer address into both the SRP and URP registers. 

4.2.6.3 WRITE PROTECT. The MC68060 provides write protection independent of other 
protection mechanisms. All table and page descriptors contain W-bits to protect areas of 
memory from write accesses of any kind, including supervisor writes. On a read-only 
access, if the ATC misses, and a W-bit (write-protect) is set in one or more of the table 
descriptors, the table search completes normally and the ATC is loaded with the internal W- 
bit set. Subsequent read-only accesses are allowed, but a subsequent write or read-modify- 
write access to that address will immediately take the access error exception as a write-pro¬ 
tect violation. The ATC entry and the related translation table entries are unchanged. On a 
write or read-modify-write access, if the ATC misses and a W-bit is found set in any table 
descriptor, the table search will terminate immediately and the access error exception is 
taken. In this case the ATC is not loaded, and the translation table history bits (U and M) for 
that descriptor are not updated. The W-bit can be used to protect the entire area of memory 
defined by a branch of the translation table or protect only one or more pages from write 
accesses. Figure 4-17 illustrates a memory map of the logical address space organized to 
use supervisor-only and write-protect bits for protection. Figure 4-18 illustrates an example 
translation table for this technique. 


SUPERVISOR ANDUSER SPACE 
THIS AREAISSUPERVISOR ONLY, READ-ONLY 
THIS AREAISSUPERVISOR ONLY,READ/WRITE 
THIS AREA ISSUPERVISORORUSER, READ-ONLY 
_ THIS AREAISSUPERVISOR OR USER,READAVRITE _ 

Figure 4-17. Logical Address Map with Shared 
Supervisor and User Address Spaces 
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THIS PAGE 
SUPERVISOR ONLY, 
READ ONLY 


PRIVILEGE 

MODE 



ROOT-LEVEL POINTER-LEVEL 

TABLE TABLE 


PAGE-LEVEL 

TABLE 


NOTE: X = DONT CARE 


Figure 4-18. Translation Table Using S-Bit and W-Bit To Set Protection 
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4.3 ADDRESS TRANSLATION CACHES 

The ATCs in the MMUs are four-way set-associative caches that each store 64 logical-to- 
physical address translations and associated page information similar in form to the corre¬ 
sponding page descriptors in memory. The purpose of the ATC is to provide a fast mecha¬ 
nism for address translation by avoiding the overhead associated with a table search of the 
logical-to-physical mapping of recently used logical addresses. Figure 4-19 illustrates the 
organization of the ATC. 



Figure 4-19. ATC Organization 


Each ATC entry consists of a physical address, attribute information from a corresponding 
page descriptor, and a tag that contains a logical address and status information. Figure 4- 
20, which illustrates the entry and tag fields, is followed by field definitions listed in alphabet¬ 
ical order. 
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I \J] \ UO I CM \ M I W I PHYSICAL ADDRESS* 

ENTRY 

I V I G I FC2 I LOGICAL ADDRESS* 

TAG 

*FOR4-KBYTEPAGESIZESJHISFIELDUSESADDRESSBITS31-12:FOR8-KBYTEPAGESIZES,BITS31-13. 

Figure 4-20. ATC Entry and Tag Fields 


CM—Cache Mode 

This field selects the cache mode and accesses serialization as follows: 

00 = Cachable, Writethrough 
01 = Cachable, Copyback 
10= Noncachable, Precise 
11 = Noncachable, Imprecise 

Section 5 Caches provides detailed Information on caching modes. 

FC2—Function Code Bit 2 (Supervisor/User) 

This bit contains the function code corresponding to the logical address in this entry. FC2 
Is set for supervisor mode accesses and cleared for user mode accesses. 

G—Global 

When set, this bit indicates the entry is global. Global entries are not invalidated by the 
PFLUSH instruction variants that specify nonglobal entries, even when all other selection 
criteria are satisfied. 

Logical Address 

This 16-blt field contains the most significant logical address bits for this entry. All 16 bits 
of this field are used in the comparison of this entry to an Incoming logical address when 
the page size is 4 Kbytes. For 8-Kbytes pages, the least significant bit of this field is 
ignored. 

M—Modified 

The modified bit is set when a valid write access to the logical address corresponding to 
the entry occurs. If the M-bit is clear and a write access to this logical address is 
attempted, the MC68060 suspends the access, initiates a table search to set the M-bit in 
the page descriptor, and writes over the old ATC entry with the current page descriptor 
information. The MMU then allows the original write access to be performed. This proce¬ 
dure ensures that the first write operation to a page sets the M-bIt in both the ATC and the 
page descriptor in the translation tables, even when a previous read operation to the page 
had created an entry for that page in the ATC with the M-bIt clear. 

Physical Address 

The upper bits of the translated physical address are contained In this field. 
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UO, U1—User Page Attributes 

These user-defined bits are not interpreted by the MC68060. UO and U1 are echoed to 
the UPAO and UPA1 signals, respectively, if an external bus transfer results from the 
access. 

V—Valid 

When set, this bit indicates that the entry is valid. This bit is set when the MC68060 loads 
an entry. A flush operation by a PFLUSH or PFLUSHA instruction that selects this entry 
clears the bit. 

W—Write Protected 

This write-protect bit is set when a W-bit is set in any of the descriptors encountered dur¬ 
ing the table search for this entry. Setting a W-bit in a table descriptor write protects all 
pages accessed with that descriptor. When the W-bit is set, a write access or a locked 
read-modify-write access to the logical address corresponding to this entry causes an 
access error exception to be taken immediately. 

For each access to a memory unit, the MMU uses the four bits of the logical address located 
just above the page offset (LA16-LA13 for 8K pages, LA15-1-A12 for 4K pages) to index 
into the ATC. The tags are compared with the remaining upper bits of the logical address 
and FC2. If one of the tags matches and is valid, then the multiplexer chooses the corre¬ 
sponding entry to produce the physical address and status information. The ATC outputs 
the corresponding physical address to the cache controller, which accesses the data within 
the cache and/or requests an external bus cycle. Each ATC entry contains a logical address, 
a physical address, and status bits. 

When the ATC does not contain the translation for a logical address, a miss occurs. The 
MMU aborts the current access and searches the translation tables in memory for the cor¬ 
rect translation. If the table search completes without any errors, the MMU stores the trans¬ 
lation in the ATC and provides the physical address and attributes for the access. Otherwise, 
if any bus errors (TEA asserted) or invalid descriptors are encountered, the ATC is not mod¬ 
ified and an access error exception is taken. The MC68040 differs from the MC68060 in that 
the MC68040 ATC contains an R-bit. An R-bit is not needed on the MC68060 because the 
ATC is not updated when an access error occurs and therefore all ATC entries represent 
usable translations. 

There are some variations in the logical-to-physical mapping because of the two page sizes. 
If the page size is 4 Kbytes, then logical address bit 12 is used to access the ATC's memory, 
the tag comparators use bit 16, and physical address bit 12 is an ATC output. If the page 
size is 8 Kbytes, then logical address bit 16 is used to access the ATC’s memory, and phys¬ 
ical address bit 12 is driven by logical address bit 12. It is advisable that a translation always 
be disabled before changing size and that the ATCs are flushed before enabling translation 
again. 

The MMU is organized such that other operations always completely overlap the translation 
time of the ATCs; thus, no performance penalty is associated with ATC searches. The 
address translation occurs in parallel with indexing into the on-chip instruction and data 
caches. 
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The MMU replaces an invalid entry when the ATC stores a new address translation. When 
all entries in an ATC set are valid, the ATC selects a valid entry to be replaced, using a 
pseudo round robin replacement algorithm. A 2-bit counter, which is incremented for each 
ATC access, points to the entry to replace when an access misses in the ATC. ATC hit rates 
are application and page-size dependent, but hit rates ranging from 98% to greater than 
99% can be expected. These high rates are achieved because the ATCs are relatively large 
(64 entries) and utilization efficiency is high with 8-Kbyte and 4-Kbyte page sizes. 

4.4 TRANSPARENT TRANSLATION 

Four independent TTRs (DTTO and DTT1 in the data MMU, ITTO and ITT 1 in the instruction 
MMU) define four blocks of logical address space to be translated to physical address 
space. These logical address spaces must be at least 16 Mbytes and can overlap or be sep¬ 
arate. Each TTR can be disabled and completely ignored. The following description 
assumes that the TTRs are enabled. 

When an MMU receives an address to be translated, the privilege mode and the eight high- 
order bits of the address are compared to the logical address spaces defined by the two 
TTRs for the corresponding MMU. The logical address space for each TTR is defined by an 
S-field, logical base address field, and logical address mask field. The S-fleld allows match¬ 
ing either user or supervisor accesses or both accesses. When a bit in the logical address 
mask field Is set, the corresponding bit of the logical base address is ignored in the address 
comparison. Setting successively higher order bits in the address mask Increases the size 
of the physical address space. 

The address for the current bus cycle and a TTR address match when the privilege mode 
and logical base address bits are equal. Each TTR can specify write protection for the block. 
When write protection is enabled for a block, write or locked read-modify-write accesses to 
the block are aborted. 

By appropriately configuring a TTR, flexible transparent mappings can be specified (refer to 
4.1.3 Transparent Translation Registers for field identification). For instance, to transpar¬ 
ently translate the user address space, the S-field is set to $0, and the logical address mask 
is set to $FF in both an Instruction and data TTR. To transparently translate supervisor 
accesses of addresses $00000000-$0FFFFFFF with write protection, the logical base 
address field is set to $0x, the logical address mask is set to $0F, the W-bit is set to one, 
and the S-field is set to $1. It is not necessary for the mask field to specify a contiguous block 
of memory. The inclusion of independent TTRs In both the instruction and data MMUs pro¬ 
vides an exception to the merged instruction and data address space, allowing different 
translations for instruction and operand accesses. Also, since the Instruction memory unit is 
only used for Instruction prefetches, different instruction and data TTRs can cause PC rela¬ 
tive operand fetches to be translated differently from instruction prefetches. 

If either of the TTRs matched during an access to a memory unit (either instruction or data), 
the access is transparently translated. If both registers match, the TTO status bits are used 
for the access. Transparent translation can also be implemented by the translation tables of 
the translation tables If the physical addresses of pages are set equal to their logical 
addresses. 
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If the paged MMU is disabled (the E-bit in the TCR register is clear) and the TTRs are dis¬ 
abled or do not match, then the status and protection attributes are defined by the default 
translation bits (DCO, DUO, DWO, DCI, and DUI) in the TCR. 

4.5 ADDRESS TRANSLATION SUMMARY 

If the paged MMU is enabled (the E-bit in the TCR is set), the instruction and data MMUs 
process translations by first comparing the logical address and privilege mode with the 
parameters of the TTRs if they are enabled. If there is a match, the MMU uses the logical 
address as a physical address for the access. If there Is no match, the MMU compares the 
logical address and privilege mode with the tag portions of the entries in the ATC and uses 
the corresponding physical address for the access when a match occurs. When neither a 
TTR nor a valid ATC entry matches, the MMU initiates a table search operation to obtain the 
corresponding physical address from the translation table. When a table search is required, 
the processor suspends instruction execution activity and, at the end of a successful table 
search, stores the address mapping in the appropriate ATC and retries the access. The 
MMU creates a valid ATC entry for the logical address. If the table search encounters an 
Invalid descriptor, or a write-protect for a write, or is a user access and encounters a super¬ 
visor-only flag, then the access error exception is taken whenever the access is needed 
(immediately for operands and deferred for instruction fetches). 

If a write or locked read-modify-write access results In an ATC hit but the page is write pro¬ 
tected, the access is aborted, and an access error exception is taken. If the page is not write 
protected and the modified bit of the ATC entry is clear, a table search proceeds to set the 
modified bit in both the page descriptor in memory and in the ATC; the access is retried. The 
ATC provides the address translation for the access if the modified bit of the ATC entry is 
set for a write or locked read-modify-write access to an unprotected page and if none of the 
TTRs (instruction or data, as appropriate) match. 

Figure 4-21 illustrates a general flowchart for address translation. The top branch of the flow¬ 
chart applies to transparent translation. The bottom three branches apply to ATC translation. 


4.6 RSTI AND MDIS EFFECT ON THE MMU 

The following paragraph describes how the MMU is affected by the RSTI and MDIS pins. 


4.6.1 Effect of RSTI on the MMUs 

When the MC68060 is reset by the assertion of the reset input signal, the E-bits of the TCR 
and TTRs are cleared, disabling address translation. This reset causes logical addresses to 
be passed through as physical addresses, allowing an operating system to set up the trans¬ 
lation tables and MMU registers as required. After the translation tables and registers are 
initialized, the E-bit of the TCR can be set, enabling paged address translation. While 
address translation is disabled, the default TTR is used. T he def ault TTR attribute bits are 
cleared upon reset, so that immediately after assertion of RSTI the attributes will specify 
write-through cachable mode, no write protection, user page attribute bits cleared, and 1/2- 
cache mode disabled. 

A reset of the processor does not invalidate any entries in the ATCs page size. A PFLUSH 
instruction must be executed to flush all existing valid entries from the ATCs after a reset 
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* Refers to either instruction or data transparent translation register. 

Figure 4-21. Address Translation Flowchart 


operation and before translation is enabled. PFLUSH can be executed even if the E-bit is 
cleared. 
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4.6.2 Effect of MDIS on Address Translation 

The assertion of MDIS prevents the MMUs from performing ATC searches and the execu¬ 
tion unit from performing table searches. With address translation disabled, logical 
addresses are used as physical addresses. MDIS disables the MMUs on the next internal 
access boundary when asserted and enables the MMUs on the next boundary after the sig¬ 
nal is negated. The assertion of this signal does not affect the operation of the transparent 
translation registers or execution of the PFLUSH instruction. 

4.7 MMU INSTRUCTIONS 

The MC68060 instruction set includes three privileged instructions that perform MMU oper¬ 
ations. The following paragraphs briefly describe each of these instructions. For detailed 
descriptions of these instructions, refer to M68000PR/AD, M68000 Family Programmer's 
Reference Manual. 

4.7.1 MOVEC 

The MOVEC instruction transfers data between an integer data register and any of the 
MC68060 control and status registers. The operating system uses the MOVEC instruction 
to control and monitor MMU operation by manipulating and reading the seven MMU regis¬ 
ters. 

4.7.2 PFLUSH 

The PFLUSH instruction invalidates (flushes) address translation descriptors in the speci¬ 
fied ATC(s). PFLUSH A, a version of the PFLUSH instruction, flushes all entries. The 
PFLUSH instruction flushes a user or supervisor entry with a specified logical address. The 
PFLUSHAN and PFLUSHN instruction variants qualify entry selection further by flushing 
only entries that are nonglobal, indicated by a cleared G-bit in the entry. 

4.7.3 PLPA 

The PLPA instruction ensures that an ATC is loaded with a valid translation, and returns the 
related physical address. If there is a hit in the ATC, and the access has write and supervisor 
privilege as specified, the PLPA returns the related physical address. If the PLPA misses in 
the ATC, a table search is performed. A successful table search results in the ATC being 
loaded with a valid translation; a table search which encounters an invalid descriptor, write- 
protection violation, bus error or a supervisor violation will cause the access error exception 
to be taken. There are two variants of PLPA, which are PLPAR and PLPAW, which check 
the privilege and set the table and ATC history bits as if a read or write access, respectively, 
were being performed. 
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The MC68060 contains two independent 8-Kbyte, on-chip caches which can be accessed 
simultaneously for instruction and operand data. The caches improve system performance 
by providing low latency data to the MC68060 instruction and data pipes. This decouples 
processor performance from system memory performance and increases bus availability for 
alternate bus masters. 

As shown in Figure 5-1, the instruction and data caches are contained in the Instruction and 
data memory units. The appropriate memory unit independently services instruction 
prefetch from the Instruction fetch unit (IFU) and data requests from the operand pipe unit 
(OPU). The memory units translate the logical address in parallel with indexing into the 
cache. If the translated (physical) address matches one of the cache entries, the access hits 
In the cache. For a read operation, the memory unit supplies the data to the IPU instruction 
buffer or the OPU, and for a write operation, the memory unit updates the cache. If the 
access does not match one of the cache entries (misses In the cache) or a write access must 
be written through to memory, the appropriate memory unit sends an external bus request 
to the bus controller. The bus controller then reads or writes the required data. In the event 
that the bus controller receives an external bus request from both memory units, the bus 
controller Invokes its priority scheme to choose between IPU and OPU requests. 

To maintain cache coherency, the MC68060 provides automatic snoop-invalidation when it 
is not the bus master. Unlike the MC68040, the MC68060 cannot not source or sink cache 
data during alternate bus master accesses. 

The MC68060 implements a bus snooper that maintains cache coherency by monitoring an 
alternate bus master access to memory and invalidating matching cache lines during the 
alternate bus master access. The MC68060 requires that memory pages shared with other 
bus masters be cache inhibited or marked cachable writethrough (Instead of copyback). 
When a processor writes to writethrough pages, external memory Is always updated through 
an external bus access after updating the cache, keeping memory and cached data consis¬ 
tent. 

5.1 CACHE OPERATION 

Both four-way set-associative caches have 128 sets of four 16-byte lines. Each set in both 
caches has a tag (consisting of the upper 21 bits of the physical address), status information, 
and four long words (128 bits) of data. The status information for the Instruction cache is a 
single valid bit for the line. The status information for the data cache is a valid bit and a dirty 
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Figure 5-1. MC68060 Instruction and Data Caches 

bit for the line. Note that only the data cache supports dirty cache lines. Figure 5-2 illustrates 
the instruction cache line format and Figure 5-3 illustrates the data cache line format. 

I TAG fv] \m I [W 2 I \m \ [wo I 
WHERE: 

TAG-21-BITPHYSICALADDRESSTAG 

V-VALIDBITFORLINE 

LWn-LONG WORD n (32-BIT) DATA ENTRY 

Figure 5-2. Instruction Cache Line Format 


I TaT I v| d| LW3 I [W 2 I LWi | LWO | 

WHERE: 

TAG-21-BITPHYSICALADDRESSTAG 

V-VALIDBITFORLINE 

D-DIRTYBITFORLINE 

LWn-LONG WORD n (32-BIT) DATA ENTRY 

Figure 5-3. Data Cache Line Format 

The cache stores an entire line, providing validity on a line-by-line basis. Only burst mode 
accesses that successfully read four long words can be cached. 

A cache line is always in one of three states: invalid, valid, or dirty. For invalid lines, the V- 
blt is clear, causing the cache line to be ignored during lookups. Valid lines have their V-bIt 
set and D-bit cleared, the line contains valid data consistent with memory. Dirty cache lines 
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have the V-bit and D-bit set, indicating that the line has valid entries that have not been writ¬ 
ten to memory. A cache line changes states from valid or dirty to invalid if the execution of 
the CINV or CRUSH instruction explicitly invalidates the cache line or If a snooped access 
hits the cache line. Both caches should be explicitly cleared using the CINVA instruction 
after a hardware reset of the processor since reset does not invalidate the cache lines. 

Figure 5-4 illustrates the general flow of a caching operation. The caches use the physical 
addresses, and to simplify the discussion, the discussion of the translation of logical to phys¬ 
ical addresses is omitted. 


PHYSICAL ADDRESS 



Figure 5-4. Caching Operation 


To determine if the physical address is already allocated In the cache, the lower physical 
address bits 10-4 are used to index into the cache and select 1 of 128 sets of cache lines. 
Physical address bits 31-11 are used as a tag reference or to update the cache line tag 
field. The four tags from the selected cache set are compared with the tag reference. If any 
one of the four tags matches the tag reference and the tag status is either valid or dirty, then 
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a cache hit has occurred. A cache hit indicates that the data entries (LW3-LW0) in that 
cache line contain valid data (for a read access) or is written with new data (for a write ac¬ 
cess). 

To allocate an entry into the cache, the physical address bits 10-4 are used to index into the 
cache and select one of the 128 sets of cache lines. The status of each of the four cache 
lines is examined. The cache control logic first looks for an invalid cache line to use for the 
new entry. If no invalid cache lines are available, then one of the four cache lines must be 
deallocated to host the new entry. The cache controller uses a pseudo round-robin replace¬ 
ment algorithm to determine which cache line will be deallocated and replaced. 

In the process of deallocation, a cache line that is valid and not dirty is invalidated. A dirty 
cache line is placed in a push buffer (to do an external cache line write push) before being 
invalidated. Once a cache line is invalidated, it is replaced with the new entry. 

When a cache line is selected to host a new cache entry, the new physical address bits 31- 
11 are written to the tag, the data bits LW3-LW0 are updated with the new memory data, 
and the cache line status is changed to a valid state. Allocating a new entry into the cache 
is always associated with a visible cache line read bus cycle externally. 

Read cycles that miss in the cache allocate normally as described in the previous para¬ 
graphs. Write cycles that miss in the cache do not allocate on a cachable writethrough page, 
but do allocate on a cachable copyback page. The allocation process initiates a line read to 
allocate a valid entry in the cache as previously described, and is immediately followed by 
a write to the newly allocated cache line changing the cache line status to dirty. No external 
write to memory occurs. 

Read hits do not change the cache status of the cache line that hit and no deallocation and 
replacement occurs. Write hits on cachable writethrough pages perform an external write 
bus cycle; write hits on cachable copyback pages do not perform an external bus cycle. 

If the instruction cache hits on an instruction fetch access, one long word is driven onto the 
internal instruction data bus. If the operand data cache hits on an operand read access, 32- 
bits or 64-bits (for double-precision floating-point accesses) are driven onto the internal op¬ 
erand data bus. If the data cache hits on a write access, the data is written to the appropriate 
portion of the accessed cache line. If the data access is misaligned, then the operand cache 
controller breaks up the access into a sequence of smaller aligned fetches to the data cache. 
Any misaligned operand reference generates at least two cache accesses. Since the entry 
validity is provided only on a line basis, the entire line must be loaded from system memory 
on a cache miss in order for a cache to be able to contain any valid information for that line 
address. 

Non-cachable addresses (i.e., those designated as cache inhibited by the memory manage¬ 
ment unit (MMU) page descriptor or transparent translation register) bypass the cache to al¬ 
low support for I/O, etc. Valid data cache entries that match during non-cachable address 
accesses are pushed and invalidated if dirty and are invalidated if not dirty. 

Operands of locked instructions (CAS and TAS) and operand references while the lock bit 
in the bus control register is set which miss in the data cache do not allocate for reads or 


5-4 


M68060 USER’S MANUAL 


MOTOROLA 


Caches 


writes regardless of the caching mode, and therefore will bypass the cache. Locked instruc¬ 
tions that hit in the data cache invalidate a matching valid entry or will push and invalidate a 
matching dirty entry. The locked operand access will then bypass the cache. 

5.2 CACHE CONTROL REGISTER 

The cache control register (CACR) is a 32-bit register which contains control information for 
the instruction and data caches. A MOVEC sets all of the bits in the CACR. A hardware reset 
clears the CACR, disabling both caches; however, reset does not affect the tags, state Infor¬ 
mation, and data within the caches. The CACR is illustrated In Figure 5-5. 

31 30 29 28 27 26 24 23 22 21 20 16 15 14 13 12 0 

I EDC I NAD I ESB | DPI | FOC | 0 | 0 1 0 [ EBC | CABC | CUBC | 0 | o| o| o| 0 | EIC | NAI | FIC | 0 | o|o| 0|o|o|o| o|o| o|o|q| o| 

Figure 5-5. Cache Control Register 


EDC—Enable Data Cache 
0 = Data cache is disabled. 

1 = Data cache is enabled. 

NAD—No Allocate Mode (Data Cache) 

0 = Read and write misses will allocate in the data cache. 

1 = Read and write misses will not allocate in the data cache. 

ESB—Enable Store Buffer 

0 = All writes to writethrough or cache-inhibited imprecise pages will bypass the store 
buffer and generate bus cycles directly. 

1 = The four entry first-ln-first-out (FIFO) store buffer to the MC68060 is enabled. This 
buffer is used to defer pending writes to writethrough or cache-inhibited imprecise 
pages to maximize performance. 

Locked write accesses and accesses to cache-inhibited precise pages always bypass the 
store buffer. 

DPI—Disable CRUSH Invalidation 

0 = Each cache line Is Invalidated as It is pushed. Affects only the data cache. 

1 = CPUSHed lines remain valid in the cache. 

FOC—1/2 Cache Operation Mode Enable (Data Cache) 

0 = The data cache operates in normal, full-cache mode. 

1 = The data cache operates in 1/2-cache mode. 

Bits 26-24—Reserved. 

EBC—Enable Branch Cache 

0 = The branch cache is disabled and branch cache information is not used in the 
branch prediction strategy. 

1 = The on-chip branch cache is enabled. Branches are cached. A predicted branch 
executes more quickly, and often can be folded onto another instruction. 
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CABC—Clear All Entries in the Branch Cache 
This bit is always read as zero. 

0 = No operation is done on the branch cache. 

1 = The entire content of the MC68060 branch cache is invalidated. 

CUBC—Clear All User Entries in the Branch Cache 
This bit is always read as zero. 

0 = No operation is performed on the branch cache. 

1 = All user-mode entries in the MC68060 branch cache are invailidated; supervisor¬ 
mode branch cache entries remain valid. 

Bits 20-16—Reserved. 

EIC—Enable Instruction Cache 

0 = Instruction cache is disabled. 

1 = Instruction cache is enabled. 

NAI—No Allocate Mode (Instruction Cache) 

0 = Accesses that miss in the instruction cache will allocate. 

1 = The instruction cache will continue to supply instructions to the processor, but an 
access that misses will not allocate. 

FIC—1/2 Cache Operation Mode Enable (Instruction Cache) 

0 = The instruction cache operates in normal, full-cache mode. 

1 = The instruction cache operates in 1/2-cache mode. 

Bits 13-0—Reserved. 

5.3 CACHE MANAGEMENT 

The caches are individually enabled and configured by using the MOVEC instruction to 
access the CACR. A hardware reset clears the CACR, disabling both caches and removing 
all configuration information; however, reset does not affect the tags, state information, and 
data within the caches. The CINV instruction must clear the caches before enabling them. 
The MC68060 cannot cache page descriptors. 


System hardware can assert the cache disable (GDIS) signal to dynamically disable the both 
the instruction and data caches, regardless of the state of the enable bits in the CACR. The 
caches are disabled immediately after the current access completes. If GDIS is asserted 
during the access for the first half of a misaligned operand spanning two cache lines, the 
data cache is disabled for the second half of the operand. Internal accesses always bypass 
the instruction and data caches while CPI S is re cognized, and the contents of the cache s 
are unchanged. Disabling the caches with CPIS does not affect snoop operations. CPIS is 
intended primarily for use by in-circuit emulators to allow swapping between the tags and 
emulator memories. 

The privileged CINV and CRUSH instructions support cache management, by selectively 
pushing and/or invalidating an individual cache line, a full page, or an entire cache, for either 
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or both instruction and data caches. CINV allows selective invalidation of cache entries. The 
CRUSH instruction will either push and invalidate all matching lines, or push and leave the 
line valid, depending on the state of the DPI bit of the CACR register. (Note that only CRUSH 
instructions which specify the data cache are affected by the DPI bit. Since the instruction 
cache cannot have dirty data, a CRUSH specifying the instruction cache is interpreted as a 
CINV instruction.) Because of the size of the caches, pushing pages or an entire cache may 
incur a significant time penalty. Therefore, th e CRU SH instruction may be interrupted to 
avoid large interrupt latencies. The state of the CDIS signal or the cache enable or no-allo- 
cate bits in the CACR does not affect the operation of CINV and CRUSH. 

5.4 CACHING MODES 

Every cache access has an associated caching mode from the MMU that determines how 
the cache handles the access. An access can be cachable in either the writethrough or 
copyback modes, or it can be cache inhibited in precise or imprecise modes. The CM field 
(from the transparent translation register (TTR) or MMU translation table page descriptor) 
corresponding to the logical address of the access normally specifies, on a page-by-page 
basis, one of these caching modes. When the cache is enabled and memory management 
is disabled, the default caching mode is writethrough. 

The MMU provides the cache mode user page attributes (UPAx) and write protection for 
each access. This information may come from a TTR which matches or from the MMU trans¬ 
lation tables via the ATC. If both the TTR and the ATC match the access, the TTR provides 
the information. If the paging MMU is disabled (TCR bit clear) and neither TTR matches, 
then the cache mode, UPAx, and write protection will be that which is specified in the default 
bits of the TCR. After reset, the defaults are writethrough cache mode, UPAx bits are zero, 
and all addresses may be written. 

The TTRs and MMUs allow the defaults to be overridden. In addition, some instructions and 
integer unit operations perform data accesses that have an implicit caching mode associ¬ 
ated with them. The following paragraphs discuss the different caching accesses and their 
related cache modes. 

5.4.1 Cachable Accesses 

If the CM field of a page descriptor, TTR, or default field of the TCR indicates writethrough 
or copyback, then the access is cachable. A read access to a writethrough or copyback page 
is read from the cache if matching data is found. Otherwise, the data is read from memory 
and used to update the cache. Since instruction cache accesses are always reads, the 
selection of writethrough or copyback modes do not affect them. The following paragraphs 
describe the writethrough and copyback modes in detail. 

5.4.1.1 WRITETHROUGH MODE. Accesses to pages specified as writethrough are always 
written to the external address, although the cycle can be buffered (depending on the state 
of the ESB bit in the CACR). Writes in writethrough mode are handled with a no-write-allo- 
cate policy—i.e., writes that miss in the data cache are written to memory or the write buffer, 
but do not cause the corresponding line in memory to be loaded into the cache. Write 
accesses that hit always write through to memory and update matching cache lines. Spec¬ 
ifying writethrough mode for the shared pages maintains cache coherency for shared mem- 
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ory areas in a multiprocessing environment. The cache supplies data to instruction or data 
read accesses that hit in the appropriate cache; misses cause a new cache line to be loaded 
into the cache, unless no-allocate mode is selected (NAD or NAI is set) via the CACR. 

5.4.1.2 COPYBACK MODE. Copyback pages are typically used for local data structures or 
stacks to minimize external bus usage and reduce write access latency. Write accesses to 
pages specified as copyback that hit in the data cache update the cache line and set the 
corresponding D-bit without an external bus access. The dirty cached data is only written to 
memory if the line is replaced due to a miss, or a writethrough or cache-inhibited access 
which hits the dirty line, or a CRUSH which pushes the line. If a write access misses in the 
cache, then the needed cache line is read from memory and the cache is updated if the NAD 
bit in the CACR is clear. If a write miss occurs when the NAD bit is set, the cache is not 
updated. When a miss causes a dirty cache line to be selected for replacement, the current 
cache line data is moved to the push buffer. The replacement line is read into the cache, and 
the push buffer contents are written to external memory. 

5.4.2 Cache-Inhibited Accesses 

Address space regions containing targets such as I/O devices and shared data structures 
in multiprocessing systems can be designated cache inhibited. If a page descriptor’s CM 
field indicates precise or imprecise, then the access is cache inhibited. The caching opera¬ 
tion is identical for both cache-inhibited modes. The difference between these inhibited 
cache modes has to do with recovery from an exception (either external bus error, or inter¬ 
rupt). 

If the CM field of a matching address indicates either precise or imprecise modes, the cache 
controller bypasses the cache and performs an external bus transfer. The data associated 
with the access is not cached internally, and the cache inhibited out (CIOUT) signal is 
asserted during the bus cycle to indicate to external memory that the access should not be 
cached. If the data cache line is already resident in an internal cache and the current cache 
mode for that page becomes cache inhibited, either through an operating system change, 
or due to a shared physical page, then the caches provide additional support for cache 
coherency, by pushing the line if dirty or invalidating the line if it is valid. 

If the CM field indicates precise mode, then the sequence of read and write accesses to the 
page is guaranteed to match the sequence of the instruction order. In imprecise mode, the 
operand pipeline allows read accesses that hit in the cache to occur before completion of a 
pending write from a previous instruction. Writes will not be deferred past operand read 
accesses that miss in the cache (i.e. that must be read from the bus). Precise operation 
forces operand read accesses for an instruction to occur only once by preventing the instruc¬ 
tion from being interrupted after the operand fetch stage. Otherwise, if not in precise mode 
and an exception occurs, the instruction is aborted, and the operand may be accessed again 
when the instruction is restarted. These guarantees apply only when the CM field indicates 
the precise mode and the accesses are aligned. Regardless of the selected cache mode, 
locked accesses are implicitly precise. Locked accesses are performed by the MC68060 for 
the operands of the TAS and CAS instructions, and for updating history information in the 
translation tables during table search operations. 
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5.4.3 Special Accesses 

Several other processor operations result in accesses that have special caching character¬ 
istics besides those with an implied cache-inhibited access in the precise mode. Exception 
stack accesses and exception vector fetches that miss in the cache do not allocate cache 
lines in the data cache, preventing replacement of a cache line. Cache hits by these 
accesses are handled in the normal manner according to the caching mode specified for the 
accessed address. 

MC68060-initiated MMU table searches bypass the cache. 

Accesses by the MOVE16 instruction also do not allocate cache lines in the data cache for 
either read or write misses. Read hits on either valid or dirty cache lines are read from the 
cache. Write hits invalidate a matching line and perform an external access. Interacting with 
the cache in this manner prevents a large block move or block initialization implemented with 
a MOVE16 from being cached, since the data may not be needed immediately. 

5.5 CACHE PROTOCOL 

The cache protocol for processor and snooped accesses is described in the following para¬ 
graphs. In all cases, an external bus transfer will cause a cache line st ate to ch ange only if 
the bus transfer is marked as snoopable on the bus by asserting the SNOOP signal. The 
protocols described in the following paragraphs assume that the data is cashable (i.e., 
writethrough and copyback). 

5.5.1 Read Miss 

A processor read that misses in the cache causes the cache controller to request a bus 
transaction that reads the needed line from memory and supplies the required data to the 
integer unit. The line is placed in the cache in the valid state, unless the no-allocate bit (NAD 
for the data cache or NAI for the instruction cache) for the corresponding cache in the CACR 
is set. Snooped external reads that miss in the cache have no affect on the cache. 

5.5.2 Write Miss 

The cache controller handles processor writes that miss in the cache differently for 
writethrough and copyback pages. Write misses to copyback pages cause a line read from 
the external bus to load the cache line (unless the corresponding no-allocate bit, NAD or 
NAI, in the CACR is set). The new cache line is then updated with the write data, and the D- 
bit for the line is set, leaving the cache line in the dirty state. Write misses to writethrough 
pages write directly to memory without loading the corresponding cache line in the cache. 
Snooped external writes that miss in the cache have no affect on the cache. 

5.5.3 Read Hit 

On a read hit, the appropriate cache provides the data to the requesting pipe unit. In most 
cases no bus transaction is performed, and the state of the cache line does not change. 
However, when a writethrough read hit to a line containing dirty data occurs, the dirty line is 
pushed and the cache line state changes to valid before the data is provided to the request¬ 
ing pipe unit. 
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A snooped external read hit invalidates the cache line that is hit. 

5.5.4 Write Hit 

The cache controller handles processor writes that hit in the cache differently for 
writethrough and copyback pages. For write hits to a writethrough page, the portions of the 
cache line(s) corresponding to the size of the access are updated with the data, and the data 
is also written to external memory. The cache line state does not change. A writethrough 
access to a line containing dirty data results In the dirty line being pushed and then witten to 
memory. If the access is copyback, the cache controller updates the cache line and sets the 
D-bit for the line. An external write is not performed, and the cache line state changes to, or 
remains in, the dirty state. 

An alternate bus master can assert the SNOOP signal for a write that it Initiates, which will 
Invalidate any corresponding entry In the internal cache. 

5.6 CACHE COHERENCY 

The MC68060 provides several different mechanisms to assist in maintaining cache coher¬ 
ency in multimaster systems. Both writethrough and copyback memory update techniques 
are supported to maintain coherency between the data cache and memory. 

Alternate bus master accesses can reference data that the MC68060 may have cached, 
causing coherency problems if the accesses are not h andled p roperly. The MC68060 
snoops the bus during alternate bus master transfers If SNOOP is asserted. Snoop hits 
invalidate the cache line In all cases (read, write, long word, word, byte) for MOVE16 and 
normal accesses. Since the processor may be accessing data in its caches even when it 
does not have the bus, a snoop has priority over the processor, to maintain cache coher¬ 
ency. 

The snooping protocol and caching mechanism supported by the MC68060 requires that 
pages shared with any other bus master be marked cachable writethrough or cache inhib¬ 
ited (either precise or imprecise). This procedure allows each processor to cache shared 
data for read access while forcing a processor write to shared data to appear as an external 
write to memory, which the other processors can snoop. If shared data is stored In copyback 
pages, cache coherency is not guaranteed. 

Coherency between the Instruction cache and the data cache must be maintained In soft¬ 
ware since the Instruction cache does not monitor data accesses. Processor writes that 
modify code segments (i.e., resulting from self-modifying code or from code executed to 
load a new page from disk) access memory through the data memory unit. Because the 
instruction cache does not monitor these data accesses, stale data occurs in the instruction 
cache if the corresponding data in memory Is modified. Invalidating instruction cache lines 
before writing to the corresponding memory lines can prevent this coherency problem, but 
only if the data cache line is in writethrough or cache-inhibited mode. A cache coherency 
problem could arise if the data cache line is configured as copyback. 

To fully support self-modifying code in any situation, it is Imperative that a CPUSHA instruc¬ 
tion specifying both caches be executed before the execution of the first self-modified 
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instruction. The CPUSHA instruction has the effect of ensuring that there is no stale data in 
memory, the pipeline is flushed, and instruction prefetches are repeated and taken from 
external memory. 

5.7 MEMORY ACCESSES FOR CACHE MAINTENANCE 

The cache controller in each memory unit performs all maintenance activities that supply 
data from the cache to the instruction and operand pipeline units. The activities include 
requesting accesses to the bus interface unit for reading new cache lines and writing dirty 
cache lines to memory. The following paragraphs describe the memory accesses resulting 
from cache fill operations (by both caches) and push operations (by the data cache). Refer 
to Section 7 Bus Operation for detailed information about the bus cycles required. 

5.7.1 Cache Filling 

When a new cache line is required, the cache controller requests a line read from the bus 
controller. The bus controller requests a burst read transfer by indicating a line access with 
the size signals (SIZ1, SIZO) and indicates which line in the set is being loaded with the 
transfer line number signals (TLN1, TLNO). TLN1 and TLNO are undefined for the instruction 
cache. These pins indicate the appropriate line numbers for cache transfers. Table 5-1 lists 
the definition of the TLNx encoding. 


Table 5-1. TLNx Encoding 


TLN1 

TLNO 

Line 

0 

0 

Zero 

0 

1 

One 

1 

0 

Two 

1 

1 

Three 


The responding device sequentially supplies four long words of data and can assert the 
transfer cache inhibit signal (TCI) if the line is not cachable. If the responding device does 
not support the burst mode, it should assert the TBI signal for the first long word of the line 
access. The bus controller responds by terminating the line access and completes the 
remainder of the line read as three, sequential, long-word reads. 

Bus controller line accesses implicitly request burst mode operations from external memory. 
To operate in the burst mode, the device or external hardware must be able to increment 
the low-order address bits as described in Section 7 Bus Operation. The device indicates 
its ability to support the burst access by acknowledging the initial long-word transfer with 
transfer acknowledge (TA) asserted and TBI negated. This procedure causes the processor 
to continue to drive the address and bus control signals and to latch a new data value for 
the cache line at the completion of each subsequent cycle (as defined by TA) for a total of 
four cycles. The bursting mechanism requires addresses to wrap around so that the entire 
four long words in the cache line are filled in a single operation. 

When a cache line read is initiated, the first cycle attempts to load the line entry correspond¬ 
ing to the address requested by the IFU. Subsequent transfers are for the remaining entries 
in the cache line. In the case of a misaligned access in which the operand spans two line 
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entries, the first cycle corresponds to the line entry containing the portion of the operand at 
the lower address. 

Line read data is handled differently by the Instruction cache and the data cache. In the 
Instruction cache, the first long word fetched Is Immediately available to the IFU. It is also 
put in a line read buffer. The data for the rest of the line Is also put in this buffer as it is 
received. If subsequent IFU requests are sequential and within the address range in the line 
read buffer, these requests hit in the Instruction read buffer as data becomes available. If 
subsequent IFU requests are not sequential, or are outside the address range In the read 
buffer, the IFU stalls until the line Is completely fetched. In the data cache, the first long word 
or first two long words are available to the integer or floating-point units. The amount of data 
which Is available Immediately depends on the size and alignment of the operation that ini¬ 
tiated the cache miss. These long words along with the remainder of the line fetch are also 
put in the data line read buffer. All subsequent data cache requests stall until the line Is com¬ 
pletely fetched. A misaligned access which spans two cache lines Is handled by the data 
cache unit as two separate accesses. 

The assertion of TcT during the first cycle of a burst read operation inhibits loading of the 
buffered line into the cache, but It does not cause the burst transfer (or pseudo-burst transfer 
if TBI is asserted with TCI) to be terminated early. If TCI Is asserted during the first data 
transfer cycle for a read operand, the initial bypass of data for both Instruction and data 
accesses takes place normally, as described above in the paragraph on line reads. The line 
read buffers in both caches are filled normally. The instruction cache unit will allow sequen¬ 
tial access in the address range of the line read buffer until the last long word of the burst Is 
transferred from the bus controller. No additional data from the line Is available from the data 
cache unit. When the line fetch is completed, the contents of both line buffers are discarded. 
No data is transferred to either cache memory. The assertion of TCI Is Ignored during the 
second, third, or fourth cycle of a burst operation and is Ignored for write operations. 

A bus error occurring during a burst operation causes the burst operation to abort. If the bus 
error occurs during the first cycle of a burst, the data from the bus is ignored. If the access 
is a data cycle, exception processing proceeds immediately. If the cycle is for an instruction 
prefetch, a bus error exception Is not taken immediately, but will be taken if the instruction 
flow subsequently causes the instruction to be attempted. Refer to Section 7 Bus Opera¬ 
tion for more information about pipeline operation. 

For either cache, when a bus error occurs on the second cycle or later, the burst operation 
is aborted and the line buffer is invalidated. The processor may or may not take an excep¬ 
tion, depending on the status of the pending data request. If the bus error cycle contains a 
portion of a data operand that the processor is specifically waiting for (e.g., the second half 
of a misaligned operand), the processor immediately takes an exception. Otherwise, no 
exception occurs, and the cache line fill is repeated the next time data within the line is 
required. In the case of an instruction cache line fill, the unneeded data from the aborted 
cycle Is completely ignored. 

The MC68060 supports native retry function ality using the TRA signal, as well as MC68040- 
compatible retry functionality using TA and TEA. The MC68040-compatlble retry functions 
as the 040. For either type, on the Initial access of a line read, a retry termination causes a 
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retry of the bus cycle. A MC68040-connpatible retry signaled during the remaining cycles of 
the line access (either burst or pseudo-burst) is recognized as a bus error, and the proces¬ 
sor handles it as described in the previous paragraphs. Assertion of the TRA signal (native 
retry) during the remaining cycles of the line access is ignored. 

5.7.2 Cache Pushes 

When the cache controller selects a dirty data cache line for replacement, memory must be 
updated with the dirty data before the line is replaced. Cache pushes occur for line replace¬ 
ment, as required for the execution of the CRUSH instruction, and when a writethrough or 
cache-inhibited access hits a dirty cache line. To reduce the requested data’s latency in the 
new line, the dirty line being replaced is temporarily placed In a push buffer while the new 
line is fetched from memory. When a line Is allocated to the push buffer, an alternate bus 
master can snoop it, but the execution units cannot access It. After the bus transfer for the 
new line successfully completes, the dirty cache line is copied back to memory, and the push 
buffer is invalidated. If the operation to access the replacement line is abnormally terminated 
or the external cache inhibit signal is asserted, the line in the push buffer is restored back 
into its original position in the cache and validated. 

A cache line is written to memory using a line push transfer if it is dirty. A push transfer is 
distinguished from a normal write transfer by an encoding of 000 on the transfer modifier sig¬ 
nals (TM2-TM0) for the push. Refer to Section 8 Exception Processing for Information on 
the case of a bus error terminating a push transfer. 

A dirty cache line hit by a cache-inhibited access is pushed before the external bus access 
occurs. 

5.8 PUSH BUFFER 

The MC68060 processor implements a push buffer to reduce latency for requested new data 
on a cache miss by temporarily putting displaced dirty data into the push buffer while the 
new data is fetched from memory. While the dirty line resides in the push buffer, it can be 
snooped by an external bus master. The push buffer contains 16 bytes of storage (one dis¬ 
placed cache line). 

If a data cache miss displaces a dirty line, the miss reference Is immediately placed on the 
system bus. While waiting for the response, the current contents of the data cache location 
are loaded into the push buffer. Once the bus transaction (burst read) completes, the 
MC68060 is able to generate the appropriate line write bus transaction to store the contents 
of the push buffer into memory. 

5.9 STORE BUFFER 

The MC68060 processor provides a four-entry store buffer (16 bytes maximum). This store 
buffer is a FIFO buffer that can be used for deferring pending writes to imprecise pages to 
maximize performance. 

For operand writes destined for the store buffer, the operand execution pipeline incurs no 
stalls. The store buffer effectively provides a measure of decoupling between the pipeline’s 
ability to generate writes (one write per cycle maximum) and the ability of the system bus to 
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retire those writes (one write per two cycles minimum). When writing to imprecise pages, 
only in the event the store buffer becomes full and there Is a write operation in the EX cycle 
of the operand execution pipeline will a stall be Incurred. 

If the store buffer is not utilized (store buffer disabled or cache inhibited, precise mode), sys¬ 
tem bus cycles are generated directly for each pipeline write operation. The instruction is 
held in the EX cycle of the operand execution pipeline (OEP) until bus transfer termination 
is received. This means each write operation Is stalled for a minimum of five cycles in the 
EX cycle when the store buffer is not utilized. 

A store buffer enable bit is contained in the CACR. This bit can be set and cleared via the 
MOVEC Instruction. Upon reset, this bit is cleared and all writes are precise. When the bit is 
set, the cache mode generated by the MMU is used. The store buffer is utilized by the cach- 
able/writethrough and the cache-InhIbIted/Imprecise modes. 

The store buffer can queue data up to four bytes in width per entry. Each entry matches a 
corresponding bus cycle It will generate; therefore, a misaligned long-word write to a 
writethrough page will create two entries If the address Is to an odd word boundary, three 
entries if to an odd byte boundary—one per bus cycle. 

A misaligned write access which straddles a precise/imprecise page boundary will use the 
store buffer for the imprecise portion of the write. 

5.10 PUSH BUFFER AND STORE BUFFER BUS OPERATION 

Once either the store buffer or the push buffer has valid data, the MC68060 bus controller 
uses the next available bus cycle to generate the appropriate write cycles. In the event that 
during the continued instruction execution by the processor pipeline another system bus 
cycle is required (e.g., data cache miss to process, address translation cache (ATC) 
tablesearch to perform), the pipeline will stall until both push and store buffers are empty 
before generating the required system bus transaction. 

Certain Instructions and exception processing which synchronize the MC68060 processor 
pipeline guarantee both push and store buffers are empty before proceeding. 

5.11 BRANCH CACHE 

The branch cache plays a major role in achieving the performance levels of the MC68060 
processor. The branch cache provides a table associating branch program counter values 
with the corresponding branch target virtual addresses. The fundamental concept is to pro¬ 
vide a mechanism that allows the instruction fetch pipeline to detect and change Instruction 
streams before the change-of-flow instructions enter an operand execution pipeline. 

The branch cache implementation is made up of a five-state prediction model based on past 
execution history, in addition to the current program counter/branch target virtual address 
association logic. 

For each instruction fetch address generated, the branch cache is examined to see if a valid 
branch entry is present. If there is not a branch cache hit, the Instruction fetch unit continues 
to fetch instructions sequentially. If a branch cache hit occurs indicating a “taken branch”. 
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the instruction fetch unit discards the current instruction steam and begins fetching at the 
location indicated by the branch target address. As long as the branch cache prediction is 
correct, which happens a very significant percentage of the time, the change-of-flow of the 
instruction stream is “invisible” to the OEP and performance is maximized. If the branch 
cache prediction is wrong, the internal pipelines are “cancelled” and the correct instruction 
flow is established. 

The branch cache must be cleared by the operating system on all context switches (using 
the MOVEC to CACR instruction), because it is virtually-mapped. 

The branch cache is automatically cleared by the hardware as part of any cache invalidate 
(CINV) or any cache push and invalidate (CPUSH) instruction operating on the instruction 
cache. 

Programs that use the TRAPP instruction extension word as a possible branch target desti¬ 
nation intefere with proper operation of the branch target cache, resulting in an access error 
exception. This condition is indicated by the BPE bit in the FSLW of the access error stack. 

5.12 CACHE OPERATION SUMMARY 

The instruction and data caches function independently when servicing access requests 
from the integer unit. The following paragraphs discuss the operational details for the caches 
and present state diagrams depicting the cache line state transitions. 

5.12.1 Instruction Cache 

The integer unit uses the instruction cache to store instruction prefetches as it requests 
them. Instruction prefetches are normally requested from sequential memory locations 
except when a change of program flow occurs (e.g., a branch taken) or when an instruction 
that can modify the status register (SR) is executed, in which case the instruction pipe is 
automatically flushed and refilled. The instruction cache supports a line-based protocol that 
allows individual cache lines to be in either the invalid or valid states. 

For instruction prefetch requests that hit in the cache, the long word containing the instruc¬ 
tion is places onto the internal instruction data bus. When an access misses in the cache, 
the cache controller requests the line containing the required data from memory and places 
it in the cache. If available, an invalid line is selected and updated with the tag and data from 
memory. The line state then changes from invalid to valid by setting the V-bit. If all lines in 
the set are already valid, a pseudo round-robin replacement algorithm is used to select one 
of the four cache lines replacing the tag and data contents of the iine with the new line infor¬ 
mation. Figure 5-6 illustrates the instruction-cache line state transitions resulting from pro¬ 
cessor and snoop controller accesses. Transitions are labeled with a capital letter, indicating 
the previous state, followed by a number indicating the specific case listed in Table 5-2. 
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Table 5-2. Instruction Cache Line State Transitions 


Cache Operation 

Current State | 

Invalid Cases 

Valid Cases 

IPU Read Miss 

11 

Read line from memory; supply data to 
IPU and update cache; go to valid state. 

VI 

Read line from memory: supply data to 
IPU and update cache (replacing old 
line); remain in current state. 

IPU Read Hit 

12 

Not Possible. 

V2 

Suppply data to IPU; remain in current 
state. 

Cache Invalidate or Push 
(CINV or CPUSH) 

13 

No action; remain in current state. 

V3 

No action; go to invalid state. 

Alternate Master Snoop Hit 
(Read or Write) 

14 

Not possible. 

V4 

No action; go to invalid state. 


15 

Not possible. 

pa 

No action; remain in current state. 

TCI Asserted on Read Miss 
(during the First Access) 

16 

Read line for memory; Supply data to 
the IPU; remain in current state. 

V6 

Not Possible. 


V1-IPU READ MISS 

15- ONV/CPUSH V2-1PU READ HIT 

16- TCI ASSERTED V5-SN00P MISS 



Figure 5-6. Instruction Cache Line State Diagram 
5.12.2 Data Cache 

The integer unit uses the data cache to store operand data as it requires or generates the 
data. The data cache supports a line-based protocol allowing individual cache lines to be in 
one of three states: invalid, valid, or dirty. To maintain coherency with memory, the data 
cache supports both writethrough and copyback modes, specified by the CM field for the 
page. 
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Read misses and write misses to copyback pages cause the cache controller to read a new 
cache line from memory into the cache. If available, an invalid line in the selected set is 
updated with the tag and data from memory. The line state then changes from invalid to valid 
by setting the V-bit for the line. If all lines in the set are already valid or dirty, the pseudo 
round-robin replacement algorithm is used to select one of the four lines and replace the tag 
and data contents of the line with the new line information. Before replacement, dirty lines 
are temporarily buffered and later copied back to memory after the new line has been read 
from memory. Snoops always check both the push buffer and the cache. Figure 5-7 illus¬ 
trates the three possible states for a data cache line, with the possible transitions caused by 
either the processor or snooped accesses. Transitions are labeled with a capital letter, indi¬ 
cating the previous state, followed by a number Indicating the specific case listed in Table 
5-3. 


CI5- CINV CV1-CPU READ MISS 

CI6- CRUSH CV2-CPU READ HIT 



CD4-CPU WRITE HIT 


COPYBACK CACHING MODE 


WI3-CPU WRITE MISS 

WI5-CINV 

WI6-CPUSH 



WI1-CPU READ MISS 


WV5-CINV 
WV6-CRUSH 
WV7-SNOOP HIT 


WV1-CPU READ MISS 
WV2-CPU READ HIT 
WV3-CPU WRITE MISS 
WV4-CPU WRITE HIT 



WRITETHROUGH CACHING MODE 

Figure 5-7. Data Cache Line State Diagrams 
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Table 5-3. Data Cache Line State Transitions 


Cache 

Operation 

Current State | 

Invalid Cases 

Valid Cases 

Dirty Cases 

OPU Read 
Miss 

(C,W)I1 

Read line from memory 
and update cache: Sup¬ 
ply data to OPU; Go to 
valid state. 




Push dirty cache line to 

push buffer; Read new 
line from memory and up¬ 
date cache; Supply data 
to OPU; Write push buffer 
contents to memory; Go 
to valid state. 

OPU Read 
Hit 

(C,W)I2 

Not possible. 

(C,W)V2 

Supply data to OPU; Re¬ 
main in current state. 

CD2 

Supply data to OPU; Re¬ 
main in current state. 

OPU Write 
Miss 

(Copyback 

Mode) 

CIS 

Read line from memory 
and update cache; Write 
data to cache; Go to dirty 
state. 

CVS 

Read new line from mem¬ 
ory and update cach^ 
Write data to cache; Go 
to dirty state. 


Push dirty cache line to 

push buffer; Read new 
line from memory and up¬ 
date cache; Write push 
buffer contents to memo¬ 
ry; Remain in current 
state. 

OPU Write 
Miss 

(Writethrou 
gh Mode) 


Write data to memory; 
Remain in current state. 


Write data to memory; 
Remain in current state. 

WD 

S 

Write data to memory; 
Remain in current state. 

OPU Write 
Hit (Copy- 
back Mode) 

CI4 

Not possible. 

CV$ 

Write data to cache; Go 
to dirty state. 

CD4 

Write data to cache; Re¬ 
main in current state. 

OPU Write 
Hit 

(Writethrou 
gh Mode) 


Not possible. 


Write data to memory 
and to cache; Remain in 
current state. 

WD 

4 

Push dirty cache line to 
memory; write data to 
memory and to cache; 

Go to valid state. 



No action; Remain in cur¬ 
rent state. 

(C,W)V5 

No action; Go to invalid 
state. 

CD5 

No action (dirty data lost); 
Go to invalid state. 

Cache 

Push 

(C,W)I6 

No action; Remain in cur¬ 
rent state. 

(C,W)V6 

No action; Go to invalid 
state. 

CD6 

Push dirty cache line to 
memory; Go to invalid 
state or remain in current 
state, depending on the 
DPI bit thetheCACR. 

Alternate 
Master 
Snoop Hit 



(C,W)V7 

No action; Go to invalid 
state. 

CD7 

No action (dirty data lost); 
Go to invalid state. 
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SECTION 6 

FLOATING-POINT UNIT 


NOTE 

This section does not apply to the MC68LC060 or MC68EC060. 

Refer to Appendix A MC68LC060 and Appendix B 

MC68EC060 for details. 

Floating-point math refers to numeric calculations with a variable decimal point location. It 
is distinguished from integer math, which deals only with whole numbers and fixed decimal 
point locations. Historically, general-purpose microprocessors have had to depend on add¬ 
on coprocessors and accelerators such as the MC68881/MC68882 for fast floating-point 
capabilities. The MC68060 features a built-in floating-point unit (FPU). Consolidating this 
important function on chip speeds up the overall processing and eliminates interfacing over¬ 
head required for external accelerators. The MC68060 FPU operates in parallel with the 
integer unit. The FPU does the numeric calculation while the integer unit performs other 
tasks. When used with Motorola-supplied emulation software, the M68060 software pack¬ 
age (M68060SP), the MC68060 FPU is fully compliant with the ANSI/IEEE 754-1985 Stan¬ 
dard for Binary Floating-Point Arithmetic. 

The on-chip FPU (shown in Figure 6-1) consists of four functional units: FPADD, FPMUL, 
FPDIV, and FPMISC. These functional units exist in parallel with the integer unit. The 
decode of floating-point operations is done in the same pipeline stage as integer instruc¬ 
tions, and operands are fetched by the same logic which feeds the integer unit. The floating¬ 
point functional units are located in the primary pipeline of the integer unit. Only one floating¬ 
point functional unit at a time can be active. The FPU allows no concurrency between float¬ 
ing-point instructions to achieve a streamlined floating-point exception model. 

The FPADD unit performs floating-point addition and subtraction, compare, absolute value, 
negate, floating-point to integer and integer to floating-point conversions, and move-in and 
move-out of floating-point data when the precision and destination are not single, double, or 
extended precision. Results produced in this unit are rounded to the desired precision and 
rounding mode. The FPMUL unit performs floating-point multiply and rounding to desired 
precision and rounding mode. The FPDIV unit performs floating-point divide, square root, 
and move-in and move-out of floating-point data when the precision and destination are sin¬ 
gle, double, or extended precision. Results produced in the FDIV unit are rounded to the 
desired precision and rounding mode. The FPMISC unit handles the remaining functions 
within the FPU. This includes logic for FSAVE and FRESTORE, logic for FMOVEM, and 
exception logic. The floating-point control register (FPCR) and floating-point status register 
(FPSR) reside within this block. All of these functional units access the floating-point register 
file, which contains the program-visible register set. 
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Figure 6-1. Floating-Point Unit Block Diagram 

The MC68060 FPU has been optimized for the most frequently used instructions and data 
types. The MC68060 fully conforms to the ANSI/IEEE 754-1985 Standard for Binary Float¬ 
ing-Point Arithmetic. In addition, the MC68060 processor maintains compatibility with the 
Motorola extended-precision architecture and is user object code compatible with the 
MC68881/MC68882 floating-point coprocessors and the MC68040 microprocessor FPU. 
With the inclusion of the M68060SP, the MC68060 provides MC68881/MC68882-compati- 
ble software functions. Details on the M68060SP are provided in Appendix C MC68060 
Software Package. 

6.1 FLOATING-POINT USER PROGRAMMING MODEL 

Figure 6-2 illustrates the floating-point portion of the user programming model. The following 
paragraphs describe the FPU portion of the user programming model for the MC68060. The 
model, which is identical to the programming model for the MC68881/MC68882 floating¬ 
point coprocessors, consists of the following registers: 

• Eight 80-Bit Floating-Point Data Registers (FP7-FP0) 

• 16-Bit Floating-Point Control Register (FPCR) 

• 32-Bit Floating-Point Status Register (FPSR) 

• 32-Bit Floating-Point Instruction Address Register (FPIAR) 
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Figure 6-2. Floating-Point User Programming Model 

6.1.1 Floating-Point Data Registers (FP7-FP0) 

The floating-point data registers are analogous to the integer data registers of the M68000 
family. The floating-point data registers always contain extended-precision numbers. All 
external operands, regardless of the data format, are converted to extended-precision val¬ 
ues before being used in any calculation or stored in a floating-point data register. A reset 
or a restore operation of the null state sets FP7-FP0 to positive, nonsignaling not-a-num- 
bers (NANs). 

6.1.2 Floating-Point Control Register (FPCR) 

The FPCR (see Figure 6-3) contains an exception enable (ENABLE) byte that enables or 
disables traps for each class of floating-point exceptions and a mode control (MODE) byte 
that sets the user-selectable modes. The user can read or write to the FPCR. Motorola 
reserves bits 31-16 for future definition; these bits are always read as zero and are ignored 
during write operations. The reset function or a restore operation of the null state clears the 
FPCR. When cleared, this register provides the IEEE 754 standard defaults. 

6.1.2.1 EXCEPTION ENABLE BYTE. Each bit of the ENABLE byte (see Figure 6-3) corre¬ 
sponds to a floating-point exception class. The user can separately enable traps for each 
class of floating-point exceptions. 

6.1.2.2 MODE CONTROL BYTE. The MODE byte (see Figure 6-3) controls the user- 
selectable rounding modes and precisions. Zeros in this byte select the IEEE 754 standard 
defaults. The rounding mode field (RND) specifies how inexact results are rounded, and the 
rounding precision field (PREC) selects the boundary for rounding the mantissa. 
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Floating-Point Unit 
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Figure 6-3. Floating-Point Control Register Format 

The processor supports four rounding modes specified by the IEEE 754 standard. These 
modes are round to nearest (RN), round toward zero (RZ), round toward plus infinity (RP), 
and round toward minus infinity (RM). The RP and RM modes are directed rounding modes 
that are useful in interval arithmetic. Rounding Is accomplished through the intermediate 
result. Single-precision results are rounded to a 24-bit boundary; double-precision results 
are rounded to a 53-bit boundary; and extended-precision results are rounded to a 64-bit 
boundary. Table 6-1 lists the encoding for the rounding mode. Table 6-2 lists the encoding 
for rounding precision. 


Table 6-1. RND Encoding 


Encoding 

Rounding Mode 

0 

0 

To Nearest (RN) 

0 

1 

Toward Zero (RZ) 

1 

0 

Toward Minus Infinity (RM) 

1 

1 

Toward Plus Infinity (RP) 


Table 6-2. PREC Encoding 


Encoding 

Rounding Precision 

0 

0 

Extend (X) 

0 

1 

Single (S) 

1 

0 

Double (D) 

1 

1 

Undefined 


6.1.3 Floating-Point Status Register (FPSR) 

The FPSR (see Figure 6-2) contains a floating-point condition code byte (FPCC), a quotient 
byte, a floating-point exception status byte (EXC), and a floating-point accrued exception 
byte (AEXC). The user can read or write to all defined bits In the FPSR. Execution of most 
floating-point Instructions modifies this register. The reset function or a restore operation of 
the null state clears the FPSR. Floating-point conditional operations are not guaranteed if 
the FPSR is written directly, because the FPSR is only valid as a result of a floating-point 
instruction. 
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6.1.3.1 FLOATING-POINT CONDITION CODE BYTE. The FPCC byte (see Figure 6-4) 
contains four condition code bits that are set at the end of all arithmetic instructions involving 
the floating-point data registers. These bits are sign of mantissa (N), zero (Z), infinity (I), and 
NAN. The FMOVE FPm,<ea>, FMOVEM FPm, and FMOVE FPCR instructions do not affect 
the FPCC. 


31 30 29 28 27 26 25 24 



NOT-A-NUMBER OR UNORDERED 

INFINITY 

ZERO 

NEGATIVE 


Figure 6-4. Floating-Point Condition Code (FPSR) 


To aid programmers of floating-point subroutine libraries, the MC68060 implements the four 
FPCC bits in hardware instead of only Implementing the four IEEE conditions. An instruction 
derives the IEEE conditions when needed. For example, the programmers of a complex 
arithmetic multiply subroutine usually prefer to handle special data types, such as zeros, 
infinities, or NANs, separately from normal data types. The floating-point condition codes 
allow users to efficiently detect and handle these special values. 


6.1.3.2 QUOTIENT BYTE. The quotient byte (see Figure 6-5) provides compatibility with 
the MC68881/MC68882. This byte is set at the completion of the modulo (FMOD) or IEEE 
remainder (FREM) instruction, and contains the seven least significant bits of the unsigned 
quotient as well as the sign of the entire quotient. 

The quotient bits can be used in argument reduction for transcendentals and other functions. 
For example, seven bits are more than enough to determine the quadrant of a circle in which 
an operand resides. The quotient field (bits 22-16) remains set until the user clears it. 


23_ 22 21 20 _ 19 18 _17_1^ 

S QUOTIENT 


I _ SEVEN LEAST SIGNIFICANT 

BITS OF QUOTIENT 

-- SIGN OF QUOTIENT 

Figure 6-5. Floating-Point Quotient Byte (FPSR) 


6.1. 3.3 EXCEPTION STATUS BYTE. The EXC byte (see Figure 6-6) contains a bit for each 
floating-point exception that can occur during the most recent arithmetic Instruction or move 
operation. The start of most operations clears this byte; however, operations that cannot 
generate floating-point exceptions (the FMOVEM and FMOVE control register instructions) 
do not clear this byte. An exception handler can use this byte to determine which floating¬ 
point exception(s) caused a trap. 
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INEXACT DECIMAL 
INPUT 

INEXACT OPERATION 

DIVIDE-BY-ZERO 

UNDERFLOW 


Figure 6-6. Floating-Point Exception Status Byte (FPSR) 


6.1.3.4 ACCRUED EXCEPTION BYTE. The AEXC byte contains five exception bits (see 
Figure 6-7) that the IEEE 754 standard requires for exception-disabled operations. These 
exceptions are logical combinations of the bits In the EXC byte. The AEXC byte contains the 
history of all floating-point exceptions that have occurred since the user last cleared the 
AEXC byte. In normal operations, only the user clears this byte by writing to the FPSR; how¬ 
ever, a reset or a restore operation of the null state can also clear the AEXC byte. 


7 

6 

5 

4 

3 

2 0 

lOP 

OVFL 

UNFL 

DZ 

INEX 

RESERVED 


INEXACT 
DIVIDE-BY-ZERO 
UNDERFLOW 
OVERFLOW 
INVALID OPERATION 


Figure 6-7. Floating-Point Accrued Exception Byte (FPSR) 


Many users elect to disable traps for all or part of the floating-point exception classes. The 
AEXC byte makes it unnecessary to poll the EXC byte after each floating-point Instruction. 
At the end of most operations (FMOVEM and FMOVE excluded), the bits in the EXC byte 
are logically combined to form an AEXC value that is logically ORed into the existing AEXC 
byte. This operation creates sticky floating-point exception bits In the AEXC byte that the 
user needs to poll only once (i.e., at the end of a series of floating-point operations). A sticky 
bit is one that remains set until the user clears it. 


Setting or clearing the AEXC bits neither causes nor prevents an exception. The following 
equations show the comparative relationship between the EXC byte and AEXC byte. Com¬ 
paring the current value in the AEXC bit with a combination of bits In the EXC byte derives 
a hew value in the corresponding AEXC bit. These equations apply to setting the AEXC bits 
at the end of each operation affecting the AEXC byte: 
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New AEXC Bit 

= Old AEXC Bit 

+ 

EXC Bits 

lOP 

= lOP 

+ 

(BSUN + SNAN-fOPERR) 

OVFL 

= OVFL 

+ 

(OVFL) 

UNFL 

= UNFL 

+ 

(UNFL-INEX2) 

DZ 

= DZ 

+ 

(DZ) 

INEX 

= 1NEX 

+ 

(INEX1 + 1NEX2 + OVFL) 


6.1.4 Floating-Point Instruction Address Register (FPIAR) 

For the subset of the floating-point instructions that generate exception traps, the FPU loads 
the 32-bit FPIAR with the logical address of the instruction before executing the instruction. 
Because the integer unit can execute instructions while the FPU executes floating-point 
instructions, the program counter (PC) value stacked by the MC68060 in response to a float¬ 
ing-point exception handler may not point to the offending instruction. Therefore, a floating¬ 
point exception handler uses the address in the FPIAR to locate a floating-point instruction 
that has caused an exception. Since the FMOVE to/from the FPCR, FPSR, or FPIAR and 
FMOVEM instructions cannot generate floating-point exceptions, these instructions do not 
modify the FPIAR. However, they can be used to read the FPIAR in an exception handler 
without changing the previous value. A reset or a restore operation of the null state clears 
the FPIAR. 

6.2 FLOATING-POINT DATA FORMATS AND DATA TYPES 

The M68000 floating-point model (MC68881, MC68882, MC68040, and MC68060) supports 
the following floating-point data formats: single precision, double precision, extended 
precision, and packed decimal. The M68000 floating-point model supports the following 
data types: normalized, zeros, infinities, unnormalized numbers, denormalized numbers, 
and NANs. The MC68060 supports part of the M68000 floating-point model in hardware. 
Table 6-3 lists the floating-point data formats and data types supported by the MC68060. 
Table 6-4 through Table 6-7 summarize the floating-point data formats and data types 
details. 


Table 6-3. MC68060 FPU Data Formats and Data Types 


Number Types 

Data Formats | 

Single- 

Precision 

Real 

Double- 

Precision 

Real 

Extended- 

Precision 

Real 

Packed- 

Decimal 

Real 

Byte 

Integer 

Word 

Integer 

Long-Word 

integer 

Normalized 

* 

* 

* 

t 

* 

* 

* 

Zero 

* 

* 

* 

t 

* 

* 

* 


HHHH 

HHH 

HHHH 

HDHH 

— 

— 

— 


HHm 

HHHIi 

HHHHIi 

HBfll 

— 

— 

— 


t 

t 

t 

t 

— 

— 

— 

Unnormalized 

— 

__ 

t 

t 

— 

— 

— 


Data Format/Type Supported by On-Chip MC68060 FPU Hardware 
^ Data Format/Type Supported by Software (M68060SP) 
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Table 6-4. Single-Precision Real Format Summary 


Data Format 

31 30 23 22 0 

M 1 e 1 ( -1 

Field Size In Bits 

Sign (s) 

1 

Biased Exponent (e) 

8 

Fraction (f) 

23 

Total 

32 

1 Interpretation of Sign | 

Positive Fraction 

s = 0 

Negative Fraction 

s = 1 

Normalized Numbers | 

Bias of Biased Exponent 

+127 ($7F) 

Range of Biased Exponent 

0 < e < 255 ($FF) 

Range of Fraction 

Zero or Nonzero 

Fraction 

l.f 

Relation to Representation of Real Numbers 

(-1)Sx2®“'>27xl.f 

Denormaiized Numbers | 

Biased Exponent Format Minimum 

0 ($00) 

Bias of Biased Exponent 

+126 ($7E) 

Range of Fraction 

Nonzero 

Fraction 

O.f 

Relation to Representation of Real Numbers 

(-1)®x 2-126x0,1 

Signed Zeros | 

Biased Exponent Format Minimum 

0 ($00) 

Fraction 

o.f = 0.0 

Signed Infinities | 

Biased Exponent Format Maximum 

255 ($FF) 

Fraction 

O.f = 0.0 

NANs 1 

Sign 

Don’t Care 

Biased Exponent Format Maximum 

255 ($FF) 

Fraction 

Nonzero 

Representation of Fraction 

Nonsignaling 

Signaling 

Nonzero Bit Pattern Created by User 
Fraction When Created by FPU 

1XXXX...XXXX 

0XXXX...XXXX 

XXXXX...XXXX 

11111...1111 

Approximate Ranges | 

Maximum Positive Normalized 

3.4x10^8 

Minimum Positive Normalized 

1.2x10’-88 

Minimum Positive Denormaiized 

1.4x10”45 
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Table 6-5. Double-Precision Real Format Summary 


Data Format 

63 62 52 51 0 

I s'l e I f I 

Field Size (in Bits) 

Sign (s) 

1 

Biased Exponent (e) 

11 

Fraction (f) 

52 

Total 

64 

I Interpretation of Sign | 

Positive Fraction 

s = 0 

Negative Fraction 

s = 1 

I Normalized Numbers | 

Bias of Biased Exponent 

+1023 {$3FF) 

Range of Biased Exponent 

0 < e < 2047 ($7FF) 

Range of Fraction 

Zero or Nonzero 

Fraction 

l.f 

Relation to Representation of Real Numbers 

(_1 )Sx 26-1023 f 

I Denormalized Numbers | 

Biased Exponent Format Minimum 

0 ($000) 

Bias of Biased Exponent 

+1022($3FE) 

Range of Fraction 

Nonzero 

Fraction 

O.f 

Relation to Representation of Real Numbers 

(-1)®x2-''022x0.f 

Signed Zeros | 

Biased Exponent Format Minimum 

0 ($00) 1 

Fraction (Mantissa/Significand) 

p 

II 

p 

b 

Signed Infinities | 

Biased Exponent Format Maximum 

2047 ($7FF) 1 

Fraction 

p 

II 

o 

b 

NANs I 

Sign 

0 or 1 

Biased Exponent Format Maximum 

2047 ($7FF) 

Fraction 

Nonzero 

Representation of Fraction 

Nonsignaling 

Signaling 

Nonzero Bit Pattern Created by User 
Fraction When Created by FPU 

.1XXXX...XXXX 
.0XXXX...XXXX 
.XXXXX...XXXX 
.11111...1111 

Approximate Ranges | 

Maximum Positive Normalized 

1.8x10308 

Minimum Positive Normalized 

2.2X10-308 

Minimum Positive Denormalized 

4.9x10-324 
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Table 6-6. Extended-Precision Real Format Summary 


Data Format 

95 94 80 79 64 63 62 0 

I n e I u , I i I f _ ZD 

Field Size (in Bits) 

Sign (s) 

1 

Biased Exponent (e) 

15 

Zero, Reserved (u) 

16 

Explicit Integer Bit (j) 

1 

Mantissa (f) 

63 

Total 

96 

I Interpretation of Unused Bits | 

Input 

Don’t Care 

Output 

All Zeros 

I interpretation of Sign | 

Positive Mantissa 

s=0 

Negative Mantissa 

s = 1 

Normalized Numbers | 

Bias of Biased Exponent 

+16383($3FFF) 

Range of Biased Exponent 

0<=e< 32767 ($7FFF) 

Explicit Integer Bit 

1 

Range of Mantissa 

Zero or Nonzero 

Mantissa (Explicit Integer Bit and Fraction) 

l.f 

Relation to Representation of Real Numbers 

(_1)Sx 26-16383 

Denormalized Numbers | 

Biased Exponent Format Minimum 

0($0000) 

Bias of Biased Exponent 

+16383($3FFF) 

Explicit Integer Bit 

0 

Range of Mantissa 

Nonzero 

Mantissa (Explicit Integer Bit and Fraction) 

O.f 

Relation to Representation of Real Numbers 

(_1)Sx2-l6383xo.f 

Signed Zeros | 

Biased Exponent Format Minimum 

0($0000) 

Mantissa (Explicit Integer Bit and Fraction) 

0.0 

Signed infinities | 

Biased Exponent Format Maximum 

32767 ($7FFF) 

Explicit Integer Bit 

Don’t Care 

Mantissa (Explicit Integer Bit and Fraction) 

X.000...0000 

NANs I 

Sign 

Don’t Care 

Explicit Integer Bit 

Don’t Care 

Biased Exponent Format Maximum 

32767($7FFF) 

Mantissa 

Nonzero 

Representation of Mantissa 

Nonsignaling 

Signaling 

Nonzero Bit Pattern Created by User 
Mantissa When Created by FPU 

X.1XXXX...XXXX 

X.0XXXX...XXXX 

X.XXXXX...XXXX 

1.11111...1111 
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Table 6-6. Extended-Precision Real Format Summary (Continued) 


Approximate Ranges | 

Maximum Positive Normalized 

1.2 X 10^932 

Minimum Positive Normalized 

1.7 X 10-^932 

Minimum Positive Denormalized 

1.7 X 10-4951 


Tabie 6-7. Packed Decimal Real Format Summary 


95 






64 

|sm|se|YY| EXP2 1 EXP1 1 EXPO | (EXP3) | 

XXXX 1 XXXX 1 INTEGErI 

63 






32 


FRAC15 

1 FRACul FRAC13| FRAC12 | FRACll| 

FRAC10| FRAC9 | FRAC8 | 

31 






0 


FRAC7 

1 FRAC6 1 FRAC5 | FRAC4 | FRAC3 | 

FRAC2 1 FRAC1 | FRACO | 

J 

Data Type 

SM 

SE 

Y 

Y 

3-Digit 

Exponent 

1-Digit 
Integer 

16-Digit Fraction 

iinfinity 

0/1 

1 

1 

1 

$FFF 

$XXXX 

$00...00 

±NAN 

0/1 

1 

1 

1 

$FFF 

$XXXX 

Nonzero 

+SNAN 

0/1 

1 

1 

1 

$FFF 

$XXXX 

Nonzero 

+Zero 

0 

0/1 

X 

X 

$000-$999 

$XXX0 

$00... 00 

-Zero 

1 

0/1 

X 

X 

$000-$999 

$XXX0 

o 

o 

d 

o 

+ln-Range 

0 

0/1 

X 

X 

$000-$999 

$XXX0-$XXX9 

$00...01-$99...99 

-In-Range 

1 

0/1 

X 

X 

$000-$999 

$XXX0-$XXX9 

$00...01-$99...99 


NOTE: EXP3 is generated only during an FMOVE OUT if the source is too large to be represented 
with ?. three-digit exponent. Otherwise, it is a don’t care. 


6.3 COMPUTATIONAL ACCURACY 

Whenever an attempt is made to represent a real number in a binary format of finite preci¬ 
sion, there is a possibility that the number can not be represented exactly. This is commonly 
referred to as a round-off error. Furthermore, when two inexact numbers are used in a cal¬ 
culation, the error present in each number is reflected, and possibly aggravated, in the 
result. All FPU calculations use an intermediate result. When the MC68060 performs an 
operation, the calculation is carried out using extended-precision inputs, and the intermedi¬ 
ate result is calculated as if to produce infinite precision. After the calculation is complete, 
the intermediate result is rounded to the selected precision and stored in the destination. 

The FPCR RND and PREC encodings (see Table 6-1 and Table 6-2) provide emulation for 
devices that only support single and double precision. By setting the rounding precision to 
single, the MC68060 will perform all calculations as if only 24 bits of precision were available 
for the result. Setting the rounding precision to double does the same to 53 bits of precision. 
The execution speed of all instructions is the same whether using single- or double-precision 
rounding. When using these two forced rounding precisions, the MC68060 produces the 
same results as any other device that conforms to the IEEE 754 standard, but does not sup¬ 
port extended precision. The results are the same when performing the same operation in 
extended precision and storing the results in single- or double-precision format. 
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The FPU performs all floating-point internal operations in extended precision. It supports 
mixed-mode arithmetic by converting single- and double-precision operands to extended- 
precision values before performing the specified operation. The FPU converts all memory 
data formats to extended precision before using it in a floating-point operation or loading it 
in a floating-point data register. The FPU also converts extended-precision data formats in 
a floating-point data register to any data format and either stores it in a memory destination 
or in an integer data register. 

If the external operand is a denormalized number or unnormalized number, the number is 
normalized before an operation is performed. However, an external denormalized number 
moved into a floating-point data register is stored as a denormalized number. 

If an external operand is an unnormalized number, the number is normalized before it is 
used in an arithmetic operation. If the external operand Is an unnormalized zero (i.e., with a 
mantissa of all zeros), the number Is converted to a normalized zero before the specified 
operation is performed. The regular use of unnormalized Inputs not only defeats the purpose 
of the IEEE 754 standard, but also can produce gross inaccuracies in the results. 

6.3.1 Intermediate Result 

Figure 6-8 Illustrates the Intermediate result format. The Intermediate result’s exponent for 
some dyadic operations (e.g., multiply and divide) can easily overflow or underflow the 15- 
bit exponent of the destination floating-point register. To simplify the overflow and underflow 
detection, intermediate results in the FPU maintain a 16-blt, twos-complement Integer expo¬ 
nent. Detection of an overflow or underflow intermediate result always converts the 16-blt 
exponent into a 15-bit biased exponent before being stored in a floating-point data register. 
The FPU internally maintains the 67-bit mantissa for rounding purposes. The mantissa is 
always rounded to 64 bits (or less, depending on the selected rounding precision) before it 
is stored In a floating-point data register. 



n 

16-BlT EXPONENT 

nn TTT 

! ! 63-BIT FRACTION j I I 

LJ 


_ 

LSB OF FRACTION — 

-INTEGER BIT GUARD BIT 

-OVERFLOW BIT BIT 

STICKY BIT- 

- 



Figure 6-8. Intermediate Result Format 


If the destination Is a floating-point data register, the result is in the extended-precision for¬ 
mat and Is rounded to the precision specified by the FPCR PREC bits before being stored. 
All mantissa bits beyond the selected precision are zero. If the single- or double-precision 
mode is selected, the exponent value Is in the correct range even If it is stored in extended- 
precision format. If the destination Is a memory location, the FPCR PREC bits are ignored. 
In this case, a number in the extended-precision format is taken from the source floating¬ 
point data register, rounded to the destination format precision, and then written to memory. 
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Depending on the selected rounding mode or destination data format in effect, the location 
of the least significant bit of the mantissa and the locations of the guard, round, and sticky 
bits in the 67-bit intermediate result mantissa varies. The guard and round bits are always 
calculated exactly. The sticky bit is used to create the illusion of an infinitely wide intermedi¬ 
ate result. As the arrow illustrates in Figure 6-8, the sticky bit is the logical OR of all the bits 
in the infinitely precise result to the right of the round bit. During the calculation stage of an 
arithmetic operation, any nonzero bits generated that are to the right of the round bit set the 
sticky bit to one. Because of the sticky bit, the rounded intermediate result for all required 
IEEE arithmetic operations in the RN mode is in error by no more than one-half unit in the 
last place. 

6.3.2 Rounding the Result 

Range control is the process of rounding the mantissa of the intermediate result to the spec¬ 
ified precision and checking the 16-bit intermediate exponent to ensure that it is within the 
representable range of the selected rounding-precision format. Range control ensures cor¬ 
rect emulation of a device that only supports single- or double-precision arithmetic. If the 
intermediate result’s exponent exceeds the range of the selected precision, the exponent 
value appropriate for an underflow or overflow is stored as the result In the 16-bit extended- 
precision format exponent. For example. If the data format and rounding mode is single-pre¬ 
cision RM and the result of an arithmetic operation overflows the magnitude of the single- 
precision format, the largest normalized single-precision value is stored as an extended-pre¬ 
cision number In the destination floating-point data register (i.e., an unbiased 15-bit expo¬ 
nent of $00FF and a mantissa of $FFFFFF0000000000). If an infinity is the appropriate 
result for an underflow or overflow, the infinity value for the destination data format is stored 
as the result (i.e., an exponent with the maximum value and a mantissa of zero). 

Figure 6-9 illustrates the algorithm that is used to round an intermediate result to the 
selected rounding precision and destination data format. If the destination is a floating-point 
data register, either the selected rounding precision specified by the FPCR PREC bits or by 
the instruction Itself determines the rounding boundary. For example, FSADD and FDADD 
specify single- and double-precision rounding regardless of the precision specified in the 
FPCR PREC bits. If the destination Is external memory or an integer data register, the des¬ 
tination data format determines the rounding boundary. If the rounded result of an operation 
is not exact, then the INEX2 bit is set In the FPSR EXC byte. 

The three additional bits beyond the extended-precision format allow the FPU to perform all 
calculations as though it were performing calculations using a float engine with infinite bit 
precision. The result is always correct for the specified destination’s data format before per¬ 
forming rounding (unless an overflow or underflow error occurs). The specified rounding 
operation then produces a number that is as close as possible to the infinitely precise inter¬ 
mediate value and still representable In the selected precision. The following tie-case exam¬ 
ple illustrates how the 67-bit mantissa allows the FPU to meet the error bound of the IEEE 
specification: 

The least significant bit of the rounded result does not increment even though the guard bit 
is set in the intermediate result. The IEEE 754 standard specifies that tie cases should be 
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handled in this manner. If the destination data format is extended and there is a difference 
between the infinitely precise intermediate result and the round-to-nearest result, the rela¬ 
tive difference is 2-^4 (the value of the guard bit). This error is equal to one-half of the least 
significant bit’s value and is the worst case error that can be introduced when using the RN 
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mode. Thus, the term one-half unit in the last place correctly Identifies the error bound for 
this operation. This error specification is the relative error present In the result; the absolute 
error bound is equal to x 2 “^^. The following example Illustrates the error bound 

for the other rounding modes: 


Result 

Integer 

63-Bit Fraction 

Guard 

Round 

Sticky 

Intermediate 

X 

XXX... xOO 

1 

1 

1 

Rounded-to-Zero 

X 

XXX... xOO 

0 

0 

0 


The difference between the Infinitely precise result and the rounded result is + 2-65 + 
2 - 66 ^ which is slightly less than 2 -^^ (the value of the least significant bit). Thus, the error 
bound for this operation is not more than one unit in the last place. For all arithmetic opera¬ 
tions, the FPU meets these error bounds, providing accurate and repeatable results. 

6.4 POSTPROCESSING OPERATION 

Most operations end with a postprocessing step. The FPU provides two steps in postpro¬ 
cessing. First, the condition code bits in the FPSR are set or cleared at the end of each arith¬ 
metic operation or move operation to a single floating-point data register. The condition code 
bits are consistently set based on the result of the operation. Second, the FPU supports 32 
conditional tests that allow floating-point conditional instructions to test floating-point condi¬ 
tions in exactly the same way as the integer conditional instructions test the integer condition 
codes. The combination of consistently set condition code bits and the simple programming 
of conditional instructions gives the MC68060 a very flexible, high-performance method of 
altering program flow based on floating-point results. While reading the summary for each 
Instruction, it should be assumed that an Instruction performs postprocessing unless the 
summary specifically states that the instruction does not do so. The following paragraphs 
describe postprocessing in detail. 

6.4.1 Underflow, Round, and Overflow 

During the calculation of an arithmetic result, the FPU arithmetic logic unit (ALU) has more 
precision and range than the 80-blt extended-precision format. However, the final result of 
these operations is an extended-precision floating-point value. In some cases, an interme¬ 
diate result becomes either smaller or larger than can be represented In extended precision. 
Also, the operation can generate a larger exponent or more bits of precision than can be rep¬ 
resented In the chosen rounding precision. For these reasons, every arithmetic instruction 
ends by rounding the result and checking for overflow and underflow. 

At the completion of an arithmetic operation, the intermediate result is checked to see If It is 
too small to be represented as a normalized number in the selected precision. If so, the 
UNFL bit is set in the FPSR EXC byte. The MC68060 then takes a nonmaskable underflow 
exception and executes the M68060SP underflow exception handler, denormalizing the 
result. Denormalizing a number causes a loss of accuracy, but a zero is not returned unless 
a gross underflow occurs. If a number has grossly underflowed, the MC68060 takes a non¬ 
maskable underflow exception, and the M68060SP returns a zero or the smallest denormal- 
Ized number with the correct sign, depending on the rounding mode in effect. 
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If no underflow occurs, the intermediate result is rounded according to the user-selected 
rounding precision and rounding mode. After rounding, the INEX2 bit of the FPSR EXC byte 
is set accordingly. Finally, the magnitude of the result is checked to see if it is too large to 
be represented in the current rounding precision. If so, the OVFL bit of the FPSR EXC byte 
is set, and the MC68060 takes a nonmaskable overflow exception and executes the 
M68060SP overflow exception handler. The M68060SP returns a correctly signed infinity or 
a correctly signed largest normalized number, depending on the rounding mode in effect. 

6.4.2 Conditional Testing 

Unlike the integer arithmetic condition codes, an instruction either always sets the floating¬ 
point condition codes in the same way or it does not change them at all. Therefore, the 
instruction descriptions do not include floating-point condition code settings. The following 
paragraphs describe how floating-point condition codes are set for all instructions that mod¬ 
ify condition codes. Refer to 6.1.3.1 Floating-Point Condition Code Byte for a description 
of the FPCC byte. 

The data type of the operation’s result determines how the four condition code bits are set. 
Table 6-8 lists the condition code bit setting for each data type. The MC68060 generates 
only eight of the 16 possible combinations. Loading the FPCC with one of the other combi¬ 
nations and executing a conditional instruction can produce an unexpected branch condi¬ 
tion. 


Table 6-8. Floating-Point Condition Code Encoding 


Data Type 

N 

z 

1 

NAN 

+ Normalized or Denormalized 

0 

0 

0 

0 

- Normalized or Denormalized 

1 

0 

0 

0 

+ 0 

0 

1 

0 

0 

-0 

1 

1 

0 

0 

+ Infinity 

0 

0 

1 

0 

- Infinity 

1 

0 

1 

0 

+ NAN 

0 

0 

0 

1 

-NAN 

1 

0 

0 

1 


The inclusion of the NAN data type in the IEEE floating-point number system requires each 
conditional test to include the NAN condition code bit in its Boolean equation. Because a 
comparison of a NAN with any other data type is unordered (i.e., it is impossible to determine 
if a NAN is bigger or smaller than an in-range number), the compare instruction sets the 
NAN condition code bit when an unordered compare is attempted. All arithmetic instructions 
also set the FPCC NAN bit if the result of an operation is a NAN. The conditional instructions 
interpret the NAN condition code bit equal to one as the unordered condition. 

The IEEE 754 standard defines four conditions: equal to (EQ), greater than (GT), less than 
(LT), and unordered (UN). In addition, the standard only requires the generation of the con¬ 
dition codes as a result of a floating-point compare operation. The FPU tests for these con¬ 
ditions and 28 others at the end of any operation affecting the condition codes. For purposes 
of the floating-point conditional branch, set byte on condition, decrement and branch on con¬ 
dition, and trap on condition instructions, the MC68060 logically combines the four FPCC 
bits to form 32 conditional tests. The 32 conditional tests are separated into two groups—16 
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tests that set the BSUN bit in the FPSR status byte if an unordered condition is present when 
the conditional test is attempted (IEEE nonaware tests), and 16 tests that do not cause the 
BSUN bit in the FPSR status byte (IEEE aware tests). The set of IEEE nonaware tests Is 
best used; 

• When porting a program from a system that does not support the IEEE 754 standard to 
a conforming system, or 

• When generating high-level language code that does not support IEEE floating-point 
concepts (i.e., the unordered condition). 

An unordered condition occurs when one or both of the operands in a floating-point compare 
operation is a NAN. The inclusion of the unordered condition In floating-point branches 
destroys the familiar trichotomy relationship (greater than, equal, less than) that exists for 
integers. For example, the opposite of floating-point branch greater than (FBGT) is not float¬ 
ing-point branch less than or equal (FBLE). Rather, the opposite condition is floating-point 
branch not greater than (FBNGT). If the result of the previous instruction was unordered, 
FBNGT is true; whereas, both FBGT and FBLE would be false since unordered fails both of 
these tests. Compiler programmers should be particularly careful of the lack of trichotomy in 
the floating-point branches since it is common for compilers to invert the sense of conditions. 

When using the IEEE nonaware tests, the BSUN bit and the NAN bit are set in the FPSR, 
unless the branch is an FBEQ or an FBNE. If the BSUN exception is enabled in the FPCR, 
an exception is taken. Therefore, the IEEE nonaware program may be interrupted if an 
unexpected condition occurs. 

Compilers and programmers who are knowledgeable of the IEEE 754 standard should use 
the IEEE aware tests In programs that contain ordered and unordered conditions. Since the 
ordered or unordered attribute Is explicitly included in the conditional test, the BSUN bit is 
not set in the FPSR EXC byte when the unordered condition occurs. 

Table 6-9 summarizes the conditional mnemonics, definitions, equations, predicates, and 
whether the BSUN bit is set In the FPSR EXC byte for the 32 floating-point conditional tests. 
The equation column lists the combination of FPCC bits for each test in the form of an equa¬ 
tion. 
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Table 6-9. Floating-Point Conditional Tests 


I Mnemonic 

Definition 

Equation 

Predicate 

BSUN Bit Set 

I IEEE Nonaware Tests | 

EQ 

Equal 

Z 

000001 

No 

NE 

Not Equal 

z 

001110 

No 

GT 

Greater Than 

mm +N 

010010 

Yes 

NGT 

Not Greater Than 

NAN + Z + N 

011101 

Yes 

GE 

Greater Than or Equal 

z + (Man + N) 

010011 

Yes 

NGE 

Not Greater Than or Equal 

NAN + (N»Z) 

011100 

Yes 

LT 

Less Than 

N • (NaN + Z) 

010100 

Yes 

NLT 

Not Less Than 

nan+it+tJ) 

011011 

Yes 

LE 

Less Than or Equal 

Z + (N*FIOT) 

010101 

Yes 

NLE 

Not Less Than or Equal 

NAN + (fIT7) 

011010 

Yes 

GL 

Greater or Less Than 

NANVZ 

010110 

Yes 

NGL 

Not Greater or Less Than 

NAN + Z ' 

011001 

Yes 

GLE 

Greater, Less, or Equal 

Ran 

010111 

Yes 

NGLE 

Not Greater, Less, or Equal 

NAN 

011000 

Yes 

I IEEE Aware Tests | 

EQ 

Equal 

z 

000001 

No 

NE 

Not Equal 

z 

001110 

No 

OGT 

Ordered Greater Than 

NAN-fZ + N 

000010 

No 

ULE 

Unordered or Less or Equal 

NAN + Z + N 

001101 

No 

OGE 

Ordered Greater Than or Equal 

Z + (R/^ + R) 

000011 

No 

ULT 

Unordered or Less Than 

NAN + (N*Z) 

001100 

No 

OLT 

Ordered Less Than 

N • (NAN + Z) 

000100 

No 

UGE 

Unordered or Greater or Equal 

NAN + (Z + R) 

001011 

No 

OLE 

Ordered Less Than or Equal 

Z + (N • NaN) 

000101 

No 

UGT 

Unordered or Greater Than 

NAN + (I^TTZ) 

001010 

No 

OGL 

Ordered Greater or Less Than 

NANn-Z 

000110 

No 

UEQ 

Unordered or Equal 

NAN + Z 

001001 

No 

OR 

Ordered 

NaFI 

000111 

No 

UN 

Unordered 

NAN 

001000 

No 

Miscellaneous Tests | 

F 

False 

False 

000000 

No 

T 

True 

True 

001111 

No 

SF 

Signaling False 

False 

010000 

Yes 

ST 

Signaling True 

True 

011111 

Yes 

SEQ 

Signaling Equal 

Z 

010001 

Yes 

SNE 

Signaling Not Equal 

z 

011110 

Yes 


NOTE: All condition codes with an overbar indicate cleared bits; all other bits are set. 
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6.5 FLOATING-POINT EXCEPTIONS 

There are two classes of floating-point-related exceptions: nonarithmetic floating-point 
exceptions and arithmetic floating-point exceptions. The latter relates to the handling of 
arithmetic exceptions caused by floating-point activity, and the former includes unimple¬ 
mented floating-point instructions, unsupported data types and unimplemented effective 
addresses not related to the handling of arithmetic exceptions. The floating-point format 
error exception is considered an integer unit exception (see Section 8 Exception Process¬ 
ing). The following paragraphs detail floating-point exceptions and how the MC68060 and 
M68060SP handle them. Table 6-10 lists the vector numbers related to floating-point excep¬ 
tions. 


Table 6-10. Floating-Point Exception Vectors 


Vector 

Number 

Vector Offset 
(Hex) 

Frame 

Format 

Program 

Counter 

Assignment 

11 

02C 

2 

next 

Floating-Point Unimplemented Instruction Exception 

55 

ODC 

0,2,3 

next 

Floating-Point Unimplemented Data Type 

60 

0F4 

0 

fault 

Unimplemented Effective Address Exception 

48 

OCO 

0 

fault 

Floating-Point Branch or Set on Unordered Condition 

49 

0C4 

0,3 

next 

Floating-Point Inexact Result 

50 

0C8 

0 

next 

Floating-Point Divide-by-Zero 

51 

OCC 

0,3 

next 

Floating-Point Underflow 

52 

ODO 

0,3 

next 

Floating-Point Operand Error 

53 

0D4 

0,3 

next 

Floating-Point Overflow 

54 

0D8 

0,3 

next 

Floating-Point SNAN 


For floating-point pre-instruction exceptions, the PC points to the next floating-point instruction and the stack frame of for¬ 
mat 0 is generated. For post-instruction exceptions, ihe PC points to the next instruction and the frame of format 3 is gen¬ 
erated. 


The following paragraphs detail nonarithmetic floating-point exceptions. 

6.5.1 Unimplemented Floating-Point Instructions 

Table 6-11 lists the floating-point instructions which are unimplemented on the MC68060. 
Refer to 8.2.4 Illegal Instruction and Unimplemented Instruction Exceptions for back¬ 
ground material. Motorola provides the M68060SP, a software package that Includes float¬ 
ing-point emulation for the MC68060. Refer to Appendix C for software porting information. 
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Table 6-11. Unimplemented Instructions 


1 Monadic Operations | 

FACOS 

FLOGN 

FASIN 

FLOGNP1 

FATAN 

FMOVECR 

FATANH 

FSIN 

FCOS 

FSINCOS 

FCOSH 

FSINH 

FETOX 

FTAN 

FETOXM1 

FTANH 

FGETEXP 

FTENTOX 

FGETMAN 

FTWOTOX 

FLOG 10 

FLOG2 

Dyadic Operations | 

FMOD 

FREM 

FSCALE 

— 

Miscellaneous | 

FTRAPcc 

FDBcc 

FScc 

— 

Unimplemented Effective Address | 

FMOVEM.X (dynamic register list) 

FMOVEM.L #immediate, list 
of 2 or 3 control registers 

F<op>.X #immediate,FPn 

F<op>.P #immediate,FPn 


A floating-point unimplemented instruction exception occurs when the processor attempts 
to execute an instruction word pattern that begins with $F, the processor recognizes this bit 
pattern as an MC68881 instruction, the FPU is enabled via the processor control register 
(PCR), but the floating-point instruction is not implemented in the MC68060 FPU. This 
exception corresponds to vector number 11 and shares this vector with the floating-point dis¬ 
abled and the unimplemented F-line exceptions. A stack frame of type 2 is generated when 
this exception is reported. The stacked PC points to the logical address of the next instruc¬ 
tion after the floating-point instruction. In addition, the effective address of the floating-point 
operand in memory (if any) is calculated and stored in the effective address field. 

When an unimplemented floating-point instruction is encountered, the processor waits for 
all previous floating-point instructions to complete execution. Pending exceptions are taken 
and handled prior to the execution of the unimplemented instruction. 

The processor begins exception processing for the unimplemented floating-point instruction 
by making an internal copy of the current status register (SR). The processor then enters 
the supervisor mode and clears the trace bit. The processor creates a format $2 stack frame 
and saves the vector offset, PC, internal copy of the SR, and calculated effective address in 
the stack frame. The saved PC value is the logical address of the instruction that follows the 
unimplemented floating-point instruction. The processor generates exception vector num¬ 
ber 11 for the unimplemented F-line instruction exception vector, fetches the address of the 
F-iine exception handler from the processor’s exception vector table, pushes the format $2 
stack frame on the system stack, and begins execution of the exception handler after 
prefetching instructions to fill the pipeline. 
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The M68060SP emulates the unimplemented floating-point instruction in software, main¬ 
taining user-object-code compatibility. Refer to Section 8 Exception Processing for details 
about exception vectors and format $2 stack frames. 

The M68060SP uses the FPIAR to determine the instruction needing emulation and uses 
the effective address field to fetch the memory operand, if any. Once the instruction has 
been emulated and the result is reached, the M68060SP moves the result into the appropri¬ 
ate destination floating-point data register or memory location and returns to normal instruc¬ 
tion flow using the RTE instruction. 

The M68060SP not only emulates the instruction, but in addition, it ensures that if any float¬ 
ing-point arithmetic exceptional conditions arise from the emulation of the unimplemented 
instruction and if the corresponding floating-point arithmetic exception is enabled, the 
M68060SP restores the floating-point state frame back into the FPU in the desired excep¬ 
tional state. This effectively imitates the action of the MC68060-implemented instructions. 

6.5.2 Unsupported Floating-Point Data Types 

An unsupported data type exception occurs when either operand to an implemented float¬ 
ing-point instruction is denormalized (for single-, double-, and extended-precision oper¬ 
ands), unnormalized (for extended-precision operands), or either the source or destination 
data format is packed decimal real. These data types are unimplemented in the MC68060 
and must be emulated in software. 


NOTE 

In this manual, all references to the unsupported floating-point 
data types also refer to the unimplemented data types. 

When the processor encounters an unsupported data type, the procedure taken is identical 
to that used when an unimplemented instruction is taken. Unsupported data types with oper¬ 
ands for register-to-register or memory-to-register instructions cause a pre-instruction 
exception. When an unsupported data type is detected for an FMOVE OUT instruction, a 
post-instruction exception is generated immediately. A format $0 (for the pre-instruction 
exception caused by unnormalized or denormalized operands), format $3 (for the post¬ 
instruction exception caused by unnormalized or denormalized operands), or format $2 
(caused by packed decimal real) stack frame is saved, and vector number 55 is fetched. 
Note that a denormalized value generated as the result of a floating-point operation gener¬ 
ates a nonmaskable underflow exception instead of an unsupported data type exception. 

Figure 6-10 lists the floating-point state frame fields for unsupported data type exceptions. 

The M68060SP uses the FPIAR to determine the instruction that caused the exception. The 
effective address field of the stack frame format $2 points to the offending source operand 
in memory (if any). The effective address field of the stack frame format $3 points to the des¬ 
tination operand in memory (if any). The M68060SP provides the routines needed to com¬ 
plete the instruction and stores the result to the proper destination, whether it be in a floating¬ 
point data register, integer data register, or external memory. Once the destination is written. 
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the floating-point state frame is discarded, and normal execution is resumed by using the 
RTE instruction. 

The M68060SP not only emulates the instruction, but in addition, it ensures that if any float¬ 
ing-point arithmetic exceptional conditions arise from the instruction emulation with the 
unsupported data type instruction and if the corresponding floating-point arithmetic excep¬ 
tion is enabled, the M68060SP restores the floating-point state frame back into the FPU in 
the desired exceptional state. This effectively imitates the action of the MC68060-imple- 
mented instructions. 

6.5.3 Unimplemented Effective Address Exception 

The unimplemented effective address exception corresponds to vector number 60, and 
occurs when the processor attempts to execute a floating-point instruction that contains an 
extended-precision or packed BCD immediate operand, or when the processor attempts to 
execute an FMOVEM.L instruction with an immediate addressing mode to more than one 
floating-point control register (FPCR, FPSR, FPIAR), or when the processor attempts an 
FMOVEM.X instruction using a dynamic register list. The stack frame of type $0 is generated 
when this exception is reported. The stacked PC points to the logical address of the instruc¬ 
tion that caused the exception. 

The M68060SP uses the stacked PC to point to the instruction that needs to be emulated. 
The M68060SP emulates the instruction, increments the stacked PC and returns to the nor¬ 
mal program flow. 

The M68060SP not only emulates the instruction, but in addition, it ensures that if any float¬ 
ing-point arithmetic exceptional conditions arise from the instruction emulation including the 
unimpiemented effective address and if the corresponding floating-point arithmetic excep¬ 
tion is enabled, the M68060SP restores the floating-point state frame back into the FPU in 
the desired exceptional state. This effectively imitates the action of the MC68060 imple¬ 
mented instructions. 

6.6 FLOATING-POINT ARITHMETIC EXCEPTIONS 

The MC68060, with the aid of the M68060SP, provides the full MC68881 instruction set, 
effective address, data type, and exception handling compatibility. From the perspective of 
the user-supplied exception handlers, the information provided by the MC68060 or the 
MC68060/M68060SP combination are consistent in that no distinction needs to be made by 
the user handler between native MC68060 instructions and non-native instructions or data 
types. This section discusses the operation of the MC68060, with the aid of the M68060SP, 
and how information is perceived and used by the user-supplied exception handler. It is 
assumed in this section that the M68060SP is already ported properly to the MC68060 sys¬ 
tem. 
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The following eight user floating-point arithmetic exceptions are listed in order of priority. 

• Branch/Set on Unordered (BSUN) 

• Signaling Not-A-Number (SNAN) 

• Operand Error (OPERR) 

• Overflow (OVFL) 

• Underflow (UNFL) 

• DIvIde-by-Zero (DZ) 

• Inexact 2 (INEX2) 

• Inexact 1 (INEX1) 

INEX1 exception is the condition that exists when a packed decimal operand cannot be con¬ 
verted exactly to the extended-precision format in the current rounding mode. Since the 
MC68060 does not directly support packed decimal real operands, the processor never sets 
INEX1 bit in the FPSR EXC byte, but provides it as a latch so that the M68060SP (emulation 
software) can report the exception. 

The processor takes a floating-point arithmetic exception in one of two situations. The first 
situation occurs when the user program enables an arithmetic exception by setting a bit in 
the FPCR ENABLE byte and the corresponding bit in the FPSR EXC byte matches the bit 
in the FPCR ENABLE byte as a result of program execution. This is referred to as a 
maskable exception condition since it is possible to prevent an exception from occurring. All 
exceptions except the OVFL and UNFL are maskable. For the SNAN, OPERR, DZ, and 
INEX enabled exception cases, some assistance from the M68060SP is required to provide 
MC68881-compatible operation. Therefore, the M68060SP supervisor exception handler is 
executed before handing control over to the user-supplied exception handler. 

Note that a user write operation to the FPSR, which sets a bit in the EXC byte, does not 
cause an exception to be taken, regardless of the value in the ENABLE byte. When a user 
writes to the ENABLE byte that enables a class of floating-point exceptions, a previously 
generated floating-point exception does not cause an exception to be taken, regardless of 
the value in the FPSR EXC byte. The user can clear a bit in the FPCR ENABLE byte, dis¬ 
abling each corresponding exception. 

The second situation that will cause the processor to take a floating-point arithmetic excep¬ 
tion occurs when the processor encounters an OVFL or UNFL condition. These exceptional 
conditions are non-maskable, requiring the M68060SP to correct a defaulting result gener¬ 
ated by the MC68060 that is different from the result generated by an MC68881/MC68882 
executing the same code. After correcting the result, the M68060SP exception handler 
hands control over to a user-defined exception handler if the exception has been enabled in 
the FPCR ENABLE byte or returns to the main program flow if the exception is disabled. 

As outlined in 6.5.1 Unimplemented Floating-Point Instructions to 6.5.3 Unimple¬ 
mented Effective Address Exception, there are certain conditions such that the 
M68060SP reports floating-point arithmetic exceptions as part of handling an unimple¬ 
mented floating-point instruction, unimplemented effective address, or unsupported data 
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type exception. The M68060SP passes control over to the user-supplied exception handler, 
if needed. 

A single instruction execution can generate multiple exceptions. When multiple exceptions 
occur with exceptions enabled for more than one exception class, the highest priority excep¬ 
tion is reported: the lower priority exceptions are never reported or taken. The previous list 
of arithmetic floating-point exceptions is in order of priority. The bits of the ENABLE byte are 
organized in decreasing priority, with bit 15 being the highest and bit 8 the lowest. The ex¬ 
ception handler must check for multiple exceptions. The address of the exception handler is 
derived from the vector number corresponding to the exception. The following is a list of mul¬ 
tiple instruction exceptions that can occur: 

• SNANandINEXI 

• OPERR and INEX2 

• OPERR and INEX1 

• OVFL and INEX2 and/or INEX1 

• UNFL and INEX2 and/or INEX1 

• INEX2 and INEX1 

6.6.1 Branch/Set on Unordered (BSUN) 

The BSUN exception is the result of performing an IEEE nonaware conditional test associ¬ 
ated with the FBcc, FDBcc, FTRAPcc, and FScc instructions when an unordered condition 
is present. Refer to 6.4.2 Conditional Testing for information on conditional tests. 

If a floating-point exception is pending from a previous floating-point instruction, a pre¬ 
instruction exception is taken to handle that exception. After the appropriate exception han¬ 
dler is executed, the conditional instruction is restarted. When the previous floating-point 
instruction has completed including related exception handling, the conditional predicate is 
evaluated and checked for a BSUN exception before executing the conditional instruction. 
A BSUN exception is generated in hardware through the FBcc instruction only. All other 
BSUN-generating instructions (FDBcc, FTRAPcc, and FScc) are emulated via the 
M68060SP. No M68060SP BSUN handler is provided since the processor already provides 
MC68881-compatible operation when reporting a BSUN exception. 

A BSUN exception occurs if the conditional predicate is one of the IEEE nonaware branches 
and the FPCC NAN bit is set. When this condition is detected, the BSUN bit in the FPSR 
EXC byte is set. 

6.6.1.1 TRAP DISABLED RESULTS (FPCR BSUN BIT CLEARED). The floating-point 
condition is evaluated as if it were the equivalent IEEE aware conditional predicate. No 
exceptions are taken. 

6.6.1.2 TRAP ENABLED RESULTS (FPCR BSUN BIT SET). The processor takes a float¬ 
ing-point pre-instruction exception. A $0 stack frame is saved, and vector number 48 is gen¬ 
erated to access the BSUN exception vector. The BSUN entry in the processor’s vector 
table points to the user BSUN exception handler. 
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The user BSUN exception handler must execute an FSAVE as its first floating-point instruc¬ 
tion. FSAVE allows other floating-point instructions to execute without reporting the BSUN 
exception again, although none of the state frame values are useful In the execution of the 
user BSUN exception handler. The BSUN exception is unique in that the exception is taken 
before the conditional predicate is evaluated. If the user BSUN exception handler does not 
set the PC to the instruction following the one that caused BSUN exception when returning, 
the exception Is executed again. Therefore, It is the responsibility of the user BSUN excep¬ 
tion handler to prevent the conditional instruction from taking the BSUN exception again. 
There are four ways to prevent taking the exception again; 

1. Incrementing the stored PC in the stack bypasses the conditional instruction. This 
technique applies to situations where a fall-through is desired. Note that accurate cal¬ 
culation of the PC increment requires detailed knowledge of the size of the conditional 
instruction being bypassed. 

2. Clearing the NAN bit prevents the exception from being taken again. However, this 
alone cannot deterministically control the result’s indication (true or false) that would 
be returned when the conditional instruction re-executes. 

3. Disabling the BSUN bit also prevents the exception from being taken again. Like the 
second method, this method cannot control the result Indication (true or false) that 
would be returned when the conditional instruction re-executes. 

4. Examining the conditional predicate and setting the FPCC NAN bit accordingly pre¬ 
vents the exception from being taken again. This technique gives the most control 
since It Is possible to predetermine the direction of program flow. Bit 7 of the F-line op¬ 
eration word Indicates where the conditional predicate is located. If bit 7 is set, the con¬ 
ditional predicate Is the lower six bits of the F-line operation word. Otherwise, the 
conditional predicate is the lower six bits of the instruction word, which immediately fol¬ 
lows the F-line operation word. Using the conditional predicate and the table for IEEE 
nonaware test in 6.4.2 Conditional Testing, the condition codes can be set to return 
a known result indication when the conditional Instruction is re-executed. 

Prior to exiting the user BSUN exception handler, the user exception handler discards the 
floating-point state frame before executing the RTE to return to normal program flow. 

6.6.2 Signaling Not-a-Number (SNAN) 

An SNAN Is used as an escape mechanism for a user-defined, non-IEEE data type. The pro¬ 
cessor never creates an SNAN as a result of an operation; a NAN created by an operand 
error exception is always a nonsignaling NAN. When an operand is an SNAN involved in an 
arithmetic Instruction, the SNAN bit is set in the FPSR EXC byte. Since the FMOVEM, 
FMOVE FPCR, and FSAVE Instructions do not modify the status bits, they cannot generate 
exceptions. Therefore, these instructions are useful for manipulating SNANs. 

6.6.2.1 TRAP DISABLED RESULTS (FPCR SNAN BIT CLEARED). If the destination 
data format is S, D, X, or P, then the most significant bit of the fraction is set to one and the 
resulting nonsignaling NAN is transferred to the destination. No bits other than the SNAN bit 
of the NAN are modified, although the Input NAN is truncated if necessary. If the destination 
data format is B, W, or L, then the 8, 16, or 32 most significant bits of the SNAN significand, 
with the SNAN bit set, are written to the destination. 
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6.6.2.2 TRAP ENABLED RESULTS (FPCRSNAN BIT SET). If the destination is not a 
floating-point data register (FMOVE OUT instruction), the destination (memory or integer 
data register) is written with the same data as though the trap were disabied (FPCR SNAN 
bit clear), and then control is passed to the user SNAN handler as a post-instruction excep¬ 
tion. If desired, the user SNAN handler can overwrite the result. 

For floating-point data register destinations, the source (if register-to-register instruction) 
and destination floating-point data registers are not modified. Control is passed to the user 
SNAN handler as a pre-instruction exception when the next floating-point instruction is 
encountered. In this case, the SNAN user handler should supply the result. 

The SNAN user handler must execute an FSAVE instruction as the first floating-point 
instruction to prevent the FPU from taking more exceptions. The FSAVE frame generates a 
floating-point frame that contains the source operand that has been converted to extended 
precision. If the destination is a floating-point data register, it contains the original value. The 
FPIAR points to the floating-point instruction that caused the exception. In addition, if the 
offending instruction is FMOVE OUT, an integer stack frame format $3 is created as a result 
of a post-instruction exception, the effective address of the destination memory operand is 
provided. The effective address field is undefined if the destination is an integer data regis¬ 
ter. 

The user SNAN exception handler may discard the floating-point state frame once the han¬ 
dler has completed. The RTE instruction must be executed to return to normal instruction 
flow. 

6.6.3 Operand Error 

The operand error exception encompasses problems arising in a variety of operations, 
including those errors not frequent or important enough to merit a specific exceptional con¬ 
dition. Basically, an operand error occurs when an operation has no mathematical interpre¬ 
tation for the given operands. Table 6-12 lists the possible operand errors, both native and 
non-native to the MC68060, which the M68060SP unimplemented instruction exception 
handler can report. When an operand error occurs, the OPERR bit is set in the FPSR EXC 
byte. 
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Table 6-12. Possible Operand Errors Exceptions 


1 Instruction 

Condition Causing Operand Error | 

1 Native to MC68060 | 

FADD 

[(+oo) + (—)] or[(-oo) + (+c.)] 

FDIV 

(0 -r 0) or (oo -i- oo) 

FMOVE to B,W,or L 

Integer overflow, source is nonsignaling NAN or ± 0 ° 

FMUL 

One operand is 0 and other is +~> 

FSQRT 

(Source < 0) or (-«>=) 

FSUB 

[{+-)-(+-)] or [(- 00 )-(- 00 )] 

1 Non-Native to MC68060 | 

FACOS 

Source is ± 00 , > +1, or < -1 

FASIN 

Source is ±«>, > +1, or < -1 

FATANH 

Source is ±«>, > +1, or < -1 

FCOS 

Source is ±00 

FGETEXP 

Source is ± 0 ° 

FGETMAN 

Source is ± 0 ° 

FLOG 10 

Source is < 0 or -<>0 

FLOG2 

Source is < 0 or -00 

FLOGN 

Source is < 0 or -00 

FLOGNP1 

Source is < 1 or 

FMOD 

Floating-point data register is ±00 or source is 0, other operand is not a NAN 

FMOVE to P 

Source exponent > 999 (decimal) or k-factor > 17 

FREM 

Floating-point data register is ± 0 ® or source is 0, other operand is not a NAN 

FSCALE 

Source is ± 00 , other operand not a NAN 

FSGLDIV 

(0 -j- 0) or(oo 00 ) 

FSGLMUL 

One operand is 0, other operand is «> 

FSIN 

Source is ±«> 

FSINCOS 

Source is ±<^ 

FTAN 

Source is ±°o 


6.6.3.1 TRAP DISABLED RESULTS (FPCR OPERR BIT CLEARED). For an FMOVE 
OUT instruction with the format S, D, or X, an OPERR is impossible. For an FMOVE OUT 
instruction with the format B, W, or L, an OPERR is possible only on an integer overflow, if 
the source is an infinity, or if the source is a NAN. On the integer overflow and infinity source 
cases, the largest positive or negative integer that can fit in the specified destination size (B, 
W, or L) is stored. On the NAN source case, the 8, 16, or 32 most significant bits of the NAN 
significand is stored In the B, W, or L destination. 

For FMOVE OUT with the format P (packed decimal), if the k-factor is greater than +17, the 
result returned is a packed decimal string that assumes a k-factor equal to +17. For packed 
decimal results where the absolute value of the exponent is greater than 999, the decimal 
string is returned with the three least significant exponent digits in EXP2, EXP1, and EXPO. 
The fourth digit, EXP3, is supplied in the most significant four bits of the third byte in the 
string. 

For all other OPERR cases, the destination is a floating-point data register. An extended- 
precision non-signaling NAN is stored in the destination. 

6.6.3.2 TRAP ENABLED RESULTS (FPCR OPERR BIT SET). For the FMOVE OUT 
cases, the destination is written as if the trap were disabled, and then control is passed to 
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the user OPERR handler, as a post-instruction exception. If desired, the user OPERR han¬ 
dler can overwrite the default result. 

If the destination Is a floating-point data register, the register is not modified. Control Is 
passed to the user OPERR handler as a pre-instruction exception when the next floating¬ 
point instruction Is encountered. In this case, the user OPERR handler should generate the 
appropriate result. 

The OPERR user handler must execute an FSAVE instruction as the first floating-point 
Instruction to prevent the FPU from taking more exceptions. The FSAVE frame generates a 
floating-point frame that contains the source operand that has been converted to extended 
precision. If the destination Is a floating-point data register, the register contains the original, 
unmodified value. The FPIAR points to the floating-point instruction that caused the excep¬ 
tion. In addition, if the offending instruction is an FMOVE OUT, an integer stack frame format 
$3 Is created as a result of a post-instruction exception, the effective address of the desti¬ 
nation memory operand Is provided. The effective address field is undefined if the destina¬ 
tion is an Integer data register. 

The user OPERR exception handler may discard the floating-point state frame once the 
handler has completed. The RTE instruction must be executed to return to normal Instruc¬ 
tion flow. 

6.6.4 Overflow 

An overflow exception is detected for arithmetic operations in which the destination is a float¬ 
ing-point data register or memory when the Intermediate result’s exponent Is greater than or 
equal to the maximum exponent value of the selected rounding precision. Overflow can only 
occur when the destination Is in the S-, D-, or X-precIslon format; all other data format over¬ 
flows are handled as operand errors. At the end of any operation that could potentially over¬ 
flow, the intermediate result is checked for underflow, rounded, and then checked for 
overflow before it is stored to the destination. If overflow occurs, the OVFL bit is set in the 
FPSR EXC byte. 

Even if the intermediate result is small enough to be represented as an extended-precision 
number, an overflow can occur. The intermediate result Is rounded to the selected precision, 
and the rounded result Is stored in the extended-precision format. If the magnitude of the 
intermediate result exceeds the range of the selected rounding precision format, an overflow 
occurs. 

The MC68060 is implemented such that when the OVFL bit Is set in the FPSR EXC byte as 
a result of a floating-point instruction, the processor always takes a nonmaskable overflow 
exception. If the destination is a floating-point data register, then the register Is not affected, 
and a pre-instruction exception is reported. If the destination is a memory or Integer data 
register, an undefined result Is stored, and a post-instruction exception is taken Immediately. 
Execution begins at the M68060SP OVFL exception handler to provide MC68881-compat¬ 
ible operation. The M68060SP then determines whether or not control Is passed back to nor¬ 
mal Instruction flow (the OVFL bit In the FPCR exception enable byte is cleared), to the user 
OVFL handler (the OVFL bit in the FPCR exception enable byte is set), or to the user INEX 
handler (the OVFL bit in the FPCR exception enable byte is cleared, but the INEX bit in the 
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FPCR exception enable byte is set and the corresponding INEX bit in the FPSR EXC byte 
is also set). 

6.6.4.1 TRAP DISABLED RESULTS (FPCR OVFL BIT CLEARED). The values defined 
in Table 6-13 are stored in the destination based on the rounding mode defined in the FPCR 
MODE byte. The result is rounded according to the rounding precision defined in the FPCR 
MODE byte if the destination is a floating-point data register. If the destination is in memory 
or an integer data register, then the rounding precision in the FPCR MODE byte is ignored, 
and the given destination format defines the rounding precision. If the instruction has a 
forced rounding precision (e.g., FSADD, FDMUL), the instruction defines the rounding pre¬ 
cision. 


Table 6-13. Overflow Rounding Mode Values 


Rounding Mode 

Result 

RN 

Infinity, with the sign of the intermediate result. 

RZ 

Largest magnitude number, with the sign of the intermediate result. 

RM 

For positive overflow, largest positive number; for negative overflow, - infinity. 

RP 

For positive overflow, + infinity; for negative overflow, largest negative number. 


6.6.4.2 TRAP ENABLED RESULTS (FPCR OVFL BIT SET). The result stored in the des¬ 
tination is the same as the result stored when the trap is disabled before control is passed 
to the user OVFL handler. For an FMOVE OUT instruction, the operand is stored in memory 
or integer data register, and then control is passed to the user OVFL handler as a post¬ 
instruction exception. If the destination is a floating-point data register, control is passed to 
the user OVFL handler as a pre-instruction exception when the next floating-point operation 
is encountered. 

The user OVFL handler m ust execute an FSAVE instruction as the first floating-point instruc¬ 
tion to prevent further exceptions from being taken. The address of the instruction that 
causes the overflow is available to the user OVFL handler in the FPIAR. By examining the 
instruction, the user OVFL handler can determine the arithmetic operation type and destina¬ 
tion location. The exception operand is stored in the floating-point state frame (generated by 
the FSAVE). When an overflow occurs, the exception operand is defined differently for var¬ 
ious destination types; 

1. FMOVE OUT instruction (memory or integer data register destination)—^the value in 
the exception operand is the intermediate result mantissa rounded to the destination 
precision, with a 15-bit exponent biased as a normal extended-precision number. In 
the case of a memory destination, the evaluated effective address of the operand is 
available in the integer stack frame format $3. This allows the user OVFL handler to 
overwrite the default result, if necessary, without recalculating the effective address. 

2. Floating-point data register destination—the value in the exception operand is the in¬ 
termediate result rounded to extended precision, with an exponent bias of $3FFF- 
$6000 rather than $3FFF. The additional bias of -$6000 is used so that it is possible 
to represent the larger exponent in a 15-bit format. 

In addition to normal overflow, the exponential instructions (e’', lO’', 2^ SINH, COSH, and 
FSCALE) may generate results that grossly overflow the 16-bit exponent of the internal 
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intermediate result format. When such an overflow occurs (called a catastrophic overflow), 
the exception operand exponent value is set to $0000. This value is easily distinguished 
from the exception operand exponent values produced by normal overflow processing. 

If an INEX2 or INEX1 exceptional condition exists and the INEX exception is enabled, it is 
the responsibility of the user OVFL handler to handle the lower priority Inexact exception. 
The user OVFL exception handler may discard the floating-point state frame once the han¬ 
dler has completed. The RTE instruction must be executed to return to normal Instruction 
flow. 

6.6.5 Underflow 

An underflow exception occurs when the intermediate result of an arithmetic operation Is too 
small to be represented as a normalized number in a floating-point data register or memory 
using the selected rounding precision. An arithmetic operation is too small when the inter¬ 
mediate result exponent is less than or equal to the minimum exponent value of the selected 
rounding precision. Underflow is not detected for intermediate result exponents that are 
equal to the extended-precision minimum exponent since the explicit Integer part bit permits 
representation of normalized numbers with a minimum extended-precision exponent. 
Underflow can only occur when the destination format is single, double, or extended preci¬ 
sion. When the destination format is byte, word, or long word, the conversion underflows to 
zero without causing either an underflow or an operand error. At the end of any operation 
that could potentially underflow, the Intermediate result is checked for underflow, rounded, 
and checked for overflow before It Is stored at the destination. If an underflow occurs, the 
UNFL bit is set in the FPSR EXC byte. 

Even if the intermediate result is large enough to be represented as an extended-precision 
number, an underflow can occur. The intermediate result is rounded to the selected preci¬ 
sion, and the rounded result Is stored in extended-precision format. If the magnitude of the 
Intermediate result Is too small to be represented in the selected rounding precision, an 
underflow occurs. 

The IEEE 754 standard defines two causes of an underflow: 1) when the absolute value of 
the number is less than the minimum number that can be represented by a normalized num¬ 
ber In a specific data format, or 2) when loss of accuracy occurs while attempting to calculate 
such a number (a loss of accuracy also causes an inexact exception). The IEEE 754 stan¬ 
dard specifies that if the underflow exception is disabled, an underflow should only be sig¬ 
naled when both of these cases are satisfied (i.e., the result is too small to be represented 
with a given format and there is a loss of accuracy during calculation of the final result). If 
the exception is enabled, the underflow should be signaled any time a very small result is 
produced, regardless of whether accuracy Is lost in calculating It. 

The processor UNFL bit In the FPSR AEXC byte implements the IEEE exception disabled 
definition since It is only set when a very small number is generated and accuracy has been 
lost when calculating that number. The UNFL bit in the FPSR EXC byte implements the 
IEEE exception enabled definition since it is set any time a tiny number is generated. 

The MC68060 is implemented such that when the UNFL bit of the FPCR Is set, the proces¬ 
sor always takes an exception regardless of whether or not the user UNFL exception han- 
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dier is enabled. If the destination is a floating-point data register, the register is not affected, 
and a pre-instruction exception is reported. If the destination is a memory or integer data 
register, then an undefined result is stored, and a post-instruction exception is taken imme¬ 
diately. In addition, the processor incorrectly reports an underflow exception if the result of 
a floating-point multiply is a normalized number with an exponent of $0000. Exception pro¬ 
cessing begins with the M68060SP UNFL exception handler to provide MC68881-compati¬ 
ble operation. The M68060SP then determines whether or not control is passed back to 
normal instruction flow (the OVFL bit in the FPCR exception enable byte is cleared), to the 
user OVFL handler (the OVFL bit in the FPCR exception enable byte is set) or the user INEX 
handler (the OVFL bit in the FPCR exception enable byte is cleared, but the INEX bit in the 
FPCR exception enable byte is set and the corresponding INEX bit in the FPSR EXC byte 
is also set). 

6.6.5.1 TRAP DISABLED RESULTS (FPCR UNFL BIT CLEARED). The result that is 
stored in the destination is either a denormalized number or zero. Denormalization is accom¬ 
plished by shifting the mantissa of the intermediate result to the right while incrementing the 
exponent until it is equal to the denormalized exponent value for the destination format. The 
denormalized intermediate result is rounded to the selected rounding precision or destina¬ 
tion format. 

If, in the process of denormalizing the intermediate result, all of the significant bits are shifted 
off to the right, the selected rounding mode determines the value to be stored at the desti¬ 
nation, as shown in Table 6-14. 


Table 6-14. Underflow Rounding Mode Values 


Rounding Mode 

Result 

RN 

Zero, with the sign of the intermediate result. 

RZ 

Zero, with the sign of the intermediate result. 

RM 

For positive overflow, + zero; for negative underflow, smallest denormalized neg¬ 
ative number. 

RP 

For positive overflow, smallest denormalized positive number; for negative under¬ 
flow, -zero. 


6.6.5.2 TRAP ENABLED RESULTS (FPCR UNFL BIT SET). The result stored in the des¬ 
tination is the same as the result stored when traps are disabled. For an FMOVE OUT, the 
operand is stored in the destination memory or integer data register before control is passed 
to the user UNFL handler as a post-instruction exception. Otherwise, if the destination is a 
floating-point data register, control is passed to the user UNFL handler as a pre-instruction 
exception when the next floating-point instruction is encountered. 
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The user UNFL handler must execute an FSAVE instruction as the first floating-point instruc¬ 
tion to prevent further exceptions from reporting. The address of the instruction that causes 
the overflow is available to the user UNFL handler in the FPIAR. By examining the instruc¬ 
tion, the user UNFL handler can determine the arithmetic operation type and destination 
location. The exception operand is stored in the floating-point state frame (generated by the 
FSAVE). When an underflow occurs, the exception operand is defined differently for various 
destination types: 

1. FMOVE OUT (memory or integer data register destination)—the value in the excep¬ 
tion operand is the intermediate result mantissa rounded to the destination precision, 
with a 15-bit exponent biased as a normal extended-precision number. In the case of 
a memory destination, the evaluated effective address of the operand is available in 
the stack frame format $3. This allows the user UNFL handler to overwrite the default 
result, if necessary, without recalculating the effective address. 

2. Fioating-point data register destination—the value in the exception operand is the in¬ 
termediate result mantissa rounded to extended precision, with an exponent bias of 
$3FFF + $6000 rather than $3FFF. The additional bias of +$6000 is used so that it is 
possible to represent the smaller exponent in a 15-bit format. 

In addition to normai underflow, the exponential instructions (e^ 10’', 2’', SINH, COSH, and 
FSCALE) may generate resuits that grossly underflow the 16-bit exponent of the internal in¬ 
termediate format. When such an underflow occurs (called a catastrophic underflow), the 
exception operand exponent value is set to $0000. This value is easily distinguished from 
the exception operand exponent values produced by normal underflow processing. 

If an INEX2 or INEX1 exceptional condition exists and the user INEX exception is enabled, 
it is the responsibility of the user UNFL exception handler to handle this lower priority inexact 
exception. The user UNFL exception handler may discard the fioating-point state frame 
once the handler has completed. The RTE instruction must be executed to return to normal 
instruction flow. 

6.6.6 Divide-by-Zero 

This exception happens when a zero divisor occurs for a divide instruction or when a tran¬ 
scendental function is asymptotic with infinity as the asymptote. Table 6-15 lists the instruc¬ 
tions that can cause the divide-by-zero exception. Note that only the FDIV and FSGLDIV 
instructions are native to the MC68060. The other conditions occur only if the M68060SP is 
used. When a divide-by-zero is detected, the DZ bit is set in the FPSR EXC byte. The divide- 
by-zero exception only has maskable exceptional conditions. An exception is taken only if 
the DZ bit is set in FPSR EXC byte and the corresponding bit in the FPCR exception enable 
byte is set. 
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Table 6-15. Possible Divide-by-Zero Exceptions 


Instruction 

Operand Value 

FDIV 

Source operand = 0 and floating-point data register is not a NAN, oo, or zero 

FLOG 10 

Source operand = 0 

FLOG2 

Source operand = 0 

FLOGN 

Source operand = 0 

FTAN 

Source operand is an odd multiple of ±7t ^ 2 

FSGLDIV 

Source operand = 0 and floating-point data register is not a NAN, or zero 

FATANH 

Source operand = ±1 

FLOGNP1 

Source operand = -1 


6.6.6.1 TRAP DISABLED RESULTS (FPCR DZ BIT CLEARED). The destination floating¬ 
point data register is written with a result that is dependent on the instruction that caused the 
DZ exception. 

1. For the FDIV and FSGLDIV instructions, an infinity with the sign set to the exclusive 
OR of the signs of the input operands is stored in the destination. 

2. For the FLOGx instructions, a ^ is stored in the destination. 

3. For the FATANFI instruction, a +- is stored in the destination if the source operand is 
a -1, otherwise, a -- is stored in the destination if the source operand is +1. 

6.6.6.2 TRAP ENABLED RESULTS (FPCR DZ BIT SET). The destination floating-point 
data register is not modified. Control is passed to the user DZ handler as a pre-instruction 
exception when the next floating-point instruction is encountered. The user DZ handler must 
generate a result to store in the destination. 

The user DZ handler must execute an FSAVE instruction as the first floating-point instruction 
to prevent further exceptions from reporting. The address of the instruction that causes the 
overflow is available to the user DZ handler in the FPIAR. By examining the instruction, the 
user DZ handler can determine the arithmetic operation type and destination location. The 
exception operand is stored in the floating-point state frame (generated by the FSAVE). The 
exception operand contains the source operand converted to the extended-precision format. 
When the user DZ exception handler has completed, the floating-point frame may be dis¬ 
carded. The RTE instruction must be executed to return to normal instruction flow. 

6.6.7 Inexact Result 

The processor provides two inexact bits in the FPSR EXC byte to help distinguish between 
inexact results generated by emulated decimal input (INEX1 exceptions) and other inexact 
results (INEX2 exceptions). These two bits are useful in instructions where both types of 
inexact results can occur (e.g., FDIV.P #7E-1,FP3). In this case, the packed decimal to 
extended-precision conversion of the immediate source operand causes an inexact error to 
occur that is signaled as INEX1 exception. Furthermore, the subsequent divide could also 
produce an inexact result and cause INEX2 to be set in the FPCR EXC byte. Note that only 
one inexact exception vector number is generated by the processor. If either of the two inex¬ 
act exceptions is enabled, the processor fetches the inexact exception vector, and the user 
INEX exception handler is initiated. INEX refers to both exceptions in the following para¬ 
graphs. 
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The INEX2 exception is the condition that exists when any operation, except the input of a 
packed decimal number, creates a floating-point intermediate result whose infinitely precise 
mantissa has too many significant bits to be represented exactly in the selected rounding 
precision or in the destination data format. If this condition occurs, the INEX2 bit is set in the 
FPSR EXC byte, and the infinitely precise result is rounded. Table 6-16 lists these rounding 
mode values. 


Table 6-16. Rounding Mode Values 


Rounding Mode 

Result 

RN 

The representable value nearest to the infinitely precise intermediate value is the 
result. If the two nearest representable values are equally near (a tie), then the one 
with the least significant bit equal to zero (even) is the result. This is sometimes 
referred to as “round to nearest, even.” 

RZ 

The result is the value closest to and no greater in magnitude than the infinitely 
precise intermediate result. This is sometimes referred to as the “chop mode,” 
since the effect is to clear the bits to the right of the rounding point. 

RM 

The result is the value closest to and no greater than the infinitely precise interme¬ 
diate result (possibly minus infinity). 

RP 

The result is the value closest to and no less than the infinitely precise intermedi¬ 
ate result (possibly plus infinity). 


The INEX1 and INEX2 exceptions are always maskable. Therefore, any INEX exception 
goes directly to the user INEX exception handler. When an INEX2 or INEX1 bit in the FPSR 
EXC byte is set, the rounded result (listed in Table 6-16), is written to the destination. The 
FPCR MODE bits determine the rounding mode. The PREC bits in the FPCR determine the 
rounding precision if the destination is a floating-point data register; otherwise, if the desti¬ 
nation is memory or an integer data register, the destination format determines the rounding 
precision. If one of the instructions has a forced precision, the instruction determines the 
rounding precision. If the INEX2 or INEX1 condition exists and if the corresponding INEX bit 
in the FPCR exception enable byte is set, then the user INEX exception handler is taken. 

6.6.7.1 TRAP DISABLED RESULTS (FPCR INEX1 BIT AND INEX2 BIT CLEARED. The 

result is rounded and then written to the destination. 

6.6.7.2 TRAP ENABLED RESULTS (EITHER FPCR INEX1 BIT OR INEX2 BIT SET). 

The result is rounded and then written to the destination as in the trap disabled case. For an 
FMOVE OUT instruction, control is passed to the user INEX handler as a post-instruction 
exception. Otherwise, for other floating-point instructions that have floating-point data regis¬ 
ter destinations, control is passed to the user INEX handler as a pre-instruction exception 
when the next floating-point instruction is encountered. 

The user INEX exception handler must execute an FSAVE as its first floating-point instruc¬ 
tion. At this point, the destination contains the rounding mode values as listed in Table 6-16, 
and the user INEX exception handler can choose to modify these values. If the inexact con¬ 
version is the only exception that occurs during the execution of an instruction, the value of 
the exception operand is invalid. If multiple exceptions occur during an instruction, the 
exception operand value is related to a higher priority exception. The FPIAR points to the 
instruction that caused the exception. If the instruction is an FMOVE OUT, the integer stack 
frame format $3 contains the effective address of the destination memory operand. If the 
destination is an integer data register, the effective address field is undefined. 
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When the user INEX exception handler has completed, the floating-point frame may be dis¬ 
carded. The RTE instruction must be executed to return to normal instruction flow. 

NOTE 

The IEEE 754 standard specifies that inexactness should be sig¬ 
naled on overflow as well as for rounding. The processor imple¬ 
ments this via the INEX bit in the FPSR AEXC byte. However, 
the standard also Indicates that the inexact exception should be 
taken if an overflow occurs with the OVFL bit disabled and the 
INEX bit enabled in the FPSR AEXC byte. Therefore, the pro¬ 
cessor takes the Inexact exception If this combination of condi¬ 
tions occurs, even though the INEX1 or INEX2 bit may not be set 
in the FPSR EXC byte. In this case, the INEX bit is set in the 
FPSR AEXC byte, and the OVFL bit is set in both the FPSR EXC 
and AEXC bytes. 

6.7 FLOATING-POINT STATE FRAMES 

All floating-point arithmetic exception handlers must have FSAVE as the first floating-point 
Instruction; any other floating-point instruction causes another exception to be reported. 
Once the FSAVE instruction has executed, the exception handler should use only the 
FMOVEM instruction to read or write to the floating-point data registers since FMOVEM can¬ 
not generate further exceptions or change the FPCR. 

An FSAVE instruction is executed to save the current floating-point Internal state for context 
switches and floating-point exception handling. When an FSAVE is executed, the processor 
waits until the FPU either completes the instruction or Is unable to perform further process¬ 
ing due to a pending exception that must be serviced. 

FSAVE operations always write a floating-point state frame containing three long words. 
The exception operand, is part of the EXCP frame. This exception operand retains its value 
when FRESTOREd as an EXCP frame into the processor and then FSAVEd at a later time. 
The FSAVE frame contents are shown in Figure 6-10 and the status word contents are 
shown in Figure 6-11. 


31 


16 15 


0 


EXCP Operand Exponent 


Status Word 


EXCP Operand Upper 32 bits 


EXCP Operand Lower 32 bits 


Figure 6-10. Floating-Point State Frame 

Bits 15-8 of the first long word of the floating-point frame define the frame format. The legal 
formats for the MC68060 are; 

$00 Null Frame (NULL) 

$60 Idle Frame (IDLE) 

$E0 Exception Frame (EXCP) 
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Frame Format 
$00—Null Frame 
$60—Idle Frame 
$E0—Exception Frame 

V2-V0—Exception Vector 
000-BSUN 
001-INEX21INEX1 
010-DZ 
011-UNFL 

100- OPERR 

101- OVFL 

110- SNAN 

111- UNSUP 


Figure &-11. Status Word Contents 

FSAVE on the MC68060 only generates one size frame (three long words), which creates a 
significant performance benefit, and one of these three frame types. An attempt to 
FRESTORE a frame format other than $00, $60, or $E0 results in a format error exception. 

The format of the first long word of the MC68060 floating-point frame has changed from 
that of previous M68000 microprocessors. The MC68060 frame format (bits 15-8) is a 
consolidation of the version number and size format information (bits 31-16) on previous 
parts. In addition, on the MC68060, this information resides in the lower word of the long 
word while the upper word is used for the exception operand exponent in EXCP frames. 
Therefore, FRESTORE of a frame on an MC68060 created by FSAVE on a non-MC68060 
microprocessor and FRESTORE of a frame on a non-MC68060 microprocessor created by 
FSAVE on an l\/IC68060 will not guarantee a format error exception will be detected and 
thus must never be attempted. 

When an FSAVE is executed, the floating-point frame reflects the state of the FPU at the 
time of the FSAVE. Internally, the FPU can be in the NULL, IDLE or EXCP states. Upon 
reset, the FPU is in the NULL state. In the NULL state, all floating-point registers contain 
nonsignaling NANs and the FPCR, FPSR, and FPIAR contain zeroes. The FPU remains in 
this state until the execution of an implemented floating-point instruction (except FSAVE). 
At this point, the FPU transitions from a NULL state to an IDLE state. An FRESTORE of 
NULL returns the FPU to the NULL state. The EXCP state is entered as a result of either a 
floating-point exception or an unsupported data type exception. V2-V0 indicates the 
exception types that are associated with the EXCP state. 

An FSAVE instruction always clears the internal exception status bit at the completion of 
the FSAVE. An FRESTORE of EXCP may be used to place the FPU in the exception state. 

The FRESTORE of an EXCP state is used in the M68060SP to provide to the user 
exception handler the illusion that the M68060SP handler never existed at all. The user 
exception handler is entered with the FPU in the proper exception state. The user 
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exception handler then executes an FSAVE instruction to clear the internal exception 
status bit in the FPU. To return to normal operation, the user exception handler may either 
clear the most significant bit of the frame format (changing the frame format from $E0 to 
$60, creating an IDLE frame) prior to FRESTOREing the IDLE state frame, or discarding 
the floating-point frame before executing the RTE. Given that the state frames are of a 
fixed size (three long words). It is quicker to simply discard the state frame. 

The exception operand provided in the floating-point frame is dependent on the highest pri¬ 
ority exception that is reported. The exception operand as generated by the processor when 
the exception is first reported may be undefined. The M68060SP calculates the proper 
exception operand and executes an FRESTORE of the EXCP frame with the proper excep¬ 
tion operand value in the floating-point frame. When the user exception handler is entered, 
the required FSAVE inside the user exception handler generates the floating-point frame 
and retrieves the exception operand, as calculated by the M68060SP. 

The exception operand provided to the user exception handler Is defined as follows for the 
possible exceptions: 

BSUN User Handler—Undefined. 

SNAN, OPERR, DZ—Source operand in extended-precision format. 

OVFL—Intermediate result in extended-precision format, but with exponent bias of $3FFF-- 
$6000 instead of $3FFF. If catastrophic overflow, $0. 

UNFL—Intermediate result in extended-precision format but with exponent bias of 
$3FFF+$6000 Instead of $3FFF. If catastrophic underflow, $0. 

INEX—Undefined if INEX only. Otherwise If either SNAN, OPERR, UNFL, or OVFL also set 
in FPSR, use exception operand defined for either SNAN, OPERR, UNFL, or OVFL. 
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SECTION 7 
BUS OPERATION 


The MC68060 bus interface supports synchronous data transfers between the processor 
and other devices in the system. This section provides a functional description of the bus, 
the signals that control the bus, and the bus cycles provided for data transfer operations. 
Operation of the bus is defined for transfers initiated by the processor as a bus master and 
for transfers initiated by an alternate bus master which the processor snoops as a slave 
device. Descriptions of the error and halt conditions, bus arbitration, and the reset operation 
are also included. For timing specifications, refer to Section 12 Electrical and Thermal 
Characteristics. 

7.1 BUS CHARACTERISTICS 

The MC68060 uses the address bus (A31 AO) to specify the address for a data transfer and 
the data bus (D31-D0) to transfer the data. Control and attribute signals indicate the begin¬ 
ning and type of a bus cycle as well as the address space and size of the transfer. The 
selected device then controls the length of the cycle by terminating it using the control sig¬ 
nals. 


The MC68060 CLK is distributed internally to provide logic timing. CLKEN indicates impor¬ 
tant rising CLK edges for the bus interface controller but does not directly affect internal 
operatio n or timing of the MC68060. Its main purpose is to allow for easier system design. 
CLKEN makes possible full-, half-, and quarter-speed bus operation by providin g a signal to 
qualify valid rising CLK edges. In general, on rising CLK edges in which CLKEN is asserted, 
inputs are sampled and outputs begin to change. However, th ere are s ome inputs that are 
sampled and outputs that transition on rising CLK edges when CLKEN is negated. 


Inputs to the MC68060 (other than the IPLx and RSTI signals) are synchronously sampled 
and must be stable during the sample wind ow de fine d by ts u and thi (see Figure 7-1) to guar¬ 
antee proper operation. The asynchronous IPLx and RSTI signals are sampled on the rising 
edge of CLK, but are internally synchronized to resolve the input to a vaiid levei before being 
used. Since the timing specifications for the MC68060 are referenced to the rising edge of 
CLK, they are vaiid oniy for the specified operating frequency and must be scaled for lower 
operating frequencies. 


Outputs to the MC68060 begin to transition on rising CLK edges in which CLKEN is 
asserted. However, when BB and TIP transition from being asserted to being three-stated, 
they are driven negated for one CLK before they are three-stated. Refer to Figure 7-2, Fig¬ 
ure 7-3, and Figure 7-4 for an illustration. Furthermore, the processor status signais (PSTx), 
RSTO, and IPEND output signais are updated on rising edges of CLK regardless of the 
CLKEN input. 
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NOTES: 

1. td = Propagation delay of signal relative to CLK rising edge. 

2. *ho = Output hold time relative to CLK rising edge. 

3. tsu = Required input setup time relative to CLK rising edge. 

4. *hi = Required Input hold time relative to CLK rising edge. 


Figure 7-1. Signal Relationships to Clocks 



Figure 7-2. Full-Speed Clock 



BB or TIP 
THREE-STATING FROM 
ASSERTED STATE 



Figure 7-3. Half-Speed Clock 
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Figure 7-4. Quarter-Speed Clock 


7.2 FULL-, HALF-, AND QUARTER-SPEED BUS OPERATION AND BCLK 

To simplify the description of full-, half-, and quarter-speed bus operation, the term “bus 
clock” or “BCLK” is introduced to describe the effective frequency of bus operation. The bus 
clock is analogous to the MC68040 clock input called BCLK. The MC68040 BCLK defines 
when input sign als are sa mpled and when output signals begin to transition. Once the rela¬ 
tionship of CLK, CLKEN, and the virtual BCLK is established, it is possible to describe the 
MC68060 bus more easily, relative to BCLK. 


CLKEN allows the bus to synchronize to BCLK which is r unning a t half or quarter speed of 
the processor clock (CLK). On rising CLK edges in which CLKEN is asserted, inputs to the 
processor are recognized and outputs o f the pro cessor may begin to assert, negate, or 
three-state. On rising CLK edges in which CLKEN is negated, no inputs are recognized and 
no outputs begin to change (except BB and TIP). Figure 7-1 illustrates the general relation¬ 
ship between CLK, CLKEN, and most input and output signals. 

For brevity, the term “full-speed bus” is introduced to refer to systems in which BCLK is run¬ 
ning at the same frequency as CLK. The term “half-speed bus” refers to systems in which 
BCLK is running at half the frequency of CLK. For those familiar with the MC68040, the half- 
speed bus is analogous to the MC68040 implementation. The term “quarter-speed bus” 
refers to systems in which BCLK is running at one quarter the frequency of CLK. The 
MC68060 clocking mechanism is designed so that systems designed today can be 
upgraded with higher-frequency MC68060s, without forcing the rest of the system to operate 
at the same higher processor frequency. This flexibility also allows the MC68060 to be used 
in existing MC68040 system designs. 

A full-speed bus design is achieved by conti nuously a sserting CLKEN as shown in Figure 
7-2. A half speed bus is achieved by asserting CLKEN about every ot her rising edge of CLK. 
Figure 7-3 shows a timing diagram of the relationship between CLK, CL KEN, an d BCLK for 
half-speed bus operation. A quarter-speed bus is achieved by asserting CLKEN once about 
every four risi ng edge s of CLK. Figure 7-4 shows a timing diagram of the relationship 
between CLK, CLKEN, and BCLK for quarter-speed bus operation. 

Note that once BCLK has been established, inputs and outputs appear to be synchronized 
to this virtual BCLK. To simplify the description of MC68060 bus operation, the rising edges 


MOTOROLA 


M68060 USER’S MANUAL 


7-3 






Bus Operation 


of BCLK represent the rising edges of CLK in which CLKEN is asserted. However, there are 
cases in which the BCLK concept does not apply. 


The BCLK concept does not apply to the IPLx and R STI inp ut si gnals. T hese inputs are sam¬ 
pled every CLK edge. The processor status (PSTx), RSTO, and IPEND outputs do not follow 
the BC LK conce pt, either, since these outputs can change on any CLK rising edge, regard¬ 
less of CLKEN. The BB and TIP signals generally follow the BCLK concept except when 
these signals are already driven asserted by the processor and then three-stated. This 
occurs when the bus is arbitrated away from the processor immediately after an active bus 
cycle. These outputs are actively negated for one CLK period before three-stating. Figure 7- 
2, Figure 7-3, and Figure 7-4 illustrate the behavior of BB and TIP in the case mentioned. 
The BB signal is not recommended for us^ full-speed bus designs since bus contention 
is possible when tied to alternate masters’ BB pins. 


Other implementations of CLKEN are not supported. 

7.3 ACKNOWLEDGE TERMINATION IGNORE STATE CAPABILITY 

The MC68060 provides the capability to ignore termination acknowledgments to assist in 
system designs. Independent ignore state counters for read and write, primary (initial) trans¬ 
fer, and secondary (burst) transfer are used during bus cycles to determine which BCLK ris¬ 
ing edges transfer acknowledge termination signals should be ignored or sampled. 

This special mode is selected during a reset operation. Please refer to 7.14 Special Modes 
of Operation for details on how to enable this mode. 

7.4 BUS CONTROL REGISTER 

The bus control register (BUSCR) is accessed via the MOVEC instruction. Its main purpose 
is to provide a way to control the external LOCK and LOCKE signals in software. This fea¬ 
ture is essential in emulating the CAS2 instruction and in providing a means to control bus 
arbitration activity during critical code segments. Figure 7-5 shows the BUSCR format. 


31 

30 

29 

28 

27 

0 

□ 

SL 

LE 

SLE 

Reserved for Future Use 


Figure 7-5. Bus Control Register Format 


L—Lock Bit 

0 = Negate externa l LOCK signal. 

1 = Assert external LOCK signal. 

SL—Shadow Copy, Lock Bit 

0 = LOOk negated sequence at time of exception. 
1 = LOCK asserted at time of exception. 
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LE—Lock End Bit 

0 = Negate externa l LQCKE signal. 

1 = Assert external LOCKE signal. 

SLE—Shadow Copy, Lock End Bit 

0 = LOCKE asserted at time of exception. 
1 = LOCKE negated at time of exception. 


The external LOCK signal is asserted starting with the assertion of TS for the bus cycle of 
the next operand read or write after setting the L-bit in the BUSCR. The external LOCKE 
signal is asserted starting with the assertion of TS for the bus cycle of the next operand write 
after setting the LE bit in the BUSCR. Both the LOCK and LOCKE external sig nals are 
negated the cycle after the final TA assertion associated with the TS that asserted LOCKE. 
The final operand write cycle must not be misaligned. A final write to the BUSCR must be 
made in order to clear the L and LE bits even though the external signals have already 
negated. The L and LE bits are cleared when the processor is reset. 

The SL and SLE bits in the BUSCR are provided to retain a copy of the L and LE bits at the 
time of an exception. When an exception occurs, the MC6806 0 co pies the L and LE bits to 
the SL and SLE bits respectively, negates the external LOCK and LOCKE pins, and clears 
the L and LE bits. It is recommended that all interrupts be masked prior to the use of BUSCR. 
If the cause of the exception is an access error, a bit in the fault status long word (FSLW) in 
the access error frame is used to signify that a locked sequence was being executed at the 
time of the fault. 

7.5 DATA TRANSFER MECHANISM 

Figure 7-6 illustrates how the bus designates operands for transfers on a byte boundary sys¬ 
tem. The integer unit handles floating-point operands as a sequence of related long-word 
operands. These designations are used in the figures and descriptions that follow. 


31 24 23 16 16 8 7 0 


OPO 

0P1 

OP2 

OPS 




OP2 

OPS 


0P3 


LONG-WORD OPERAND 
WORD OPERAND 
BYTE OPERAND 


Figure 7-6. Internal Operand Representation 

Figure 7-7 illustrates general multiplexing between an internal register and the external bus. 
The internal register connects to the external data bus through the internal data bus and 
multiplexer. The data multiplexer establishes the necessary connections for different com¬ 
binations of address and data sizes. 

Unlike the MC68020 and MC68030 processors, the MC68060 does not support dynamic 
bus sizing and expects the referenced device to accept the requested access width. The 
MC68150 dynamic bus sizer is designed to allow the 32-bit MC68060 bus to communicate 
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31 24 23 16 15 8 7 0 



Figure 7-7. Data Multiplexing 

bidirectionally with 32-, 16-, or 8-bit peripherals and memories. It dynamically recognizes the 
size of the selected peripheral or memory device and then reads or writes the appropriate 
data from that location. Refer to MC68150/D, MC68150 Dynamic Bus Sizer, for information 
on this device. 

Blocks of memory that must be contiguous, such as for code storage or program stacks, 
must be 32 bits wide. Byte- and word-sized I/O ports that return an interrupt vector during 
interrupt acknowledge cycles must be mapped into the low-order 8 or 16 bits, respectively, 
of the data bus. 

The multiplexer takes the four bytes of a long-word transfer and routes them to their required 
positions. For example, OPO would normally be routed to D31-D24 on an aligned long-word 
transfer, but it can also be routed to any other byte position supporting a misaligned data 
transfer. The same is true for any of the other operand bytes. The transfer size (SIZO and 
SIZ1) and byte offset (A1 and A O) signals determine the positioning of the bytes ( see T able 
7-1) or alternatively, BS3-BS0 may be used instead of SIZx, A1, and AO. The BSx pins 
determine which byte sections are active. The size indicated on the SIZx signals corre¬ 
sponds to the size of the operand transfer for the entire bus cycle (except for burst-inhibited 
bus cycles). During an operand transfer, A31-A2 indicate the long-word base address for 
the first byte of the operand to be accessed; A1 and AO indicate the byte offset from the 
base. For long-word or line bus cycles, external logic must ignore address bits A1 and AO 
for proper operation. 
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Table 7-1. Data Bus Requirements for Read and Write Cycies 



Signal Encoding 

Active Data Bus Sections and Byte Enables | 

Transfer Size 

SIZ1 

SIZO 

A1 

AO 

D31-D24 

D23-D16 

D15-D8 

D7-D0 


BSo 

BsT 

e§2 

B§3 


0 

1 

0 

0 

OP3 

— 

_ 

_ 

Byte 

0 

1 

0 

1 

— 

OP3 

_ 

_ 

0 

1 

1 

0 

— 

— 

OP3 

— 


0 

1 

1 

1 

— 

— 

— 

OP3 

Word 

1 

0 

0 

0 

OP2 

OP3 

_ 

_ 

1 

0 

1 

0 



OP2 

OP3 

Long Word 

0 

0 

X 

X 

OPO 

OP1 

OP2 

OP3 

Line 

1 

1 

X 

X 

OPO 

OP1 

OP2 

OP3 


Table 7-1 lists the combinations of the SIZx, A1, and AO signals, collectively called byte 
enab le signals, that are used for each of the four sections of the data bus. Alternatively, the 
BSx signals may be used for byte selection. In Table 7-1, OPO-OP3 indicates the portion of 
the requested operand that is read or written during that bus transfer. For line and long-word 
transfers, all bytes are valid as listed and can correspond to portions of the requested oper¬ 
and or to data required to fill the remainder of the cache line. The bytes labeled with a dash 
are not required; they are ignored on read transfers and driven with undefined data on write 
transfers. Not selecting these bytes prevents incorrect accesses in sensitive areas such as 
I/O devices. Figure 7-8 illustrates a logic diagram for one method for generating byte select 
signals from SIZx, A1, and AO and the associated PAL equation. The logic shown in F igure 
7-8 is equivalent to the internal logic used to generate the external byte select signals (BSx) 
provided by the processor. By te en able signals derived from the SIZx, A1, and AO signals, 
or alternatively, the external BSx signals, can be combined with the address or other 
attributes signals to generate the decode logic of a system. 

The MC68060 provides BSx so that it is unnecessary to use the SIZx, A1, and AO signals to 
generate byte selects using external logic. This aids in high-speed system desi gn. F igure 7- 
7, Figure 7-8, and Table 7-1 show the relationship between SIZx, A1, AO, and BSx. 

A brief summary of the bus signal encoding for each access type is listed in Table 7-2. Addi¬ 
tional information on the encoding for the MC68060 signals can be found in Section 2 Sig¬ 
nal Description. 
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UPPER UPPER DATA SELECT 

^-D24 

BSO 


UPPER MIDDLE DATA SELECT 

D23-D16 

BS1 


LOWER MIDDLE DATA SELECT 

D16-D8 

BS2 


LOWER LOWER DATA SELECT 

P7::D0 

BS3 


PAL16L8 

U1 

MC68060 Byte Data Select Generation. 

AO A1 SIZO SIZl NC NC NC NC NC GND NC UUD UMD LMD LLD 
NC NC NC NC VCC 


/OUD = 

/UMD = 


/LMD = 


/LLD = 


/AO * /A1 

+ /SIZl * /SIZO 
+ SIZl * SIZO 
AO * /A1 

+ /A1 * /SIZl 
+ SIZl * SIZO 
+ /SIZl * /SIZO 
/AO * /A1 

+ /SIZl * /SIZO 
+ SIZl * SIZO 
AO * /hi 
+ /A1 * /SIZl 
+ SIZl * SIZO 
+ /SIZl * /SIZO 


directly addressed, any size 
enable every byte for long-word size 
enable every byte for line size 
directly addressed, any size 
word aligned, size is word or line 
enable every byte for long-word size 
enable every byte for line size 
directly addressed, any size 
enable every byte for long-word size 
enable every byte for line size 
directly addressed, any size 
word aligned, word or line size 
enable every byte for long-word size 
enable every byte for line size 


Figure 7-8. Byte Select Signal Generation and PAL Equation 
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Table 7-2. Summary of Access Types vs. Bus Signal Encoding 


Bus 

Signal 

Data 

Cache 

Push 

Access 

Normal 

Data/ 

Code 

Access 

Table 

Search 

Access 

MOVE16 

Access 

Alternate 

Access 

Interrupt 

Acknowledge 

— 

LPSTOP 

Broadcast 

Cycle 

Breakpoint 

Acknowledge 

A31-A0 

Access 

Address 

Access 

Address 

Entry 

Address 

Access 

Address 

Access 

Address 

SFFFFFFFF 

$FFFFFFFE 

$00000000 

UPA1, 

UPAO 

$0 

MMU 

Source^ 

$0 

MMU 

Source^ 

$0 

$0 

$0 

$0 

SIZI, 

SIZO 

L/Line 

B/W/OLine 

Long Word 

Line 

B/W/L 

Byte 

Word 

Byte 

TT1,TT0 

$0 

$0 

$0 

$1 

$2 

$3 

$3 

$3 

TM2- 

TMO 

$0 

$1,2,5, ore 

I 

$3 or 4 

$1 or 5 

Function 

Code=0,3, 

4,7 

Debug 

Access= 

1,5,6 

Int. Level $1-7 

$0 

$0 

TLN1, 

TLNO 

Cache Set 
Entry 

Cache Set 
Entry2 







R/W 

Write 

Read/Write 

Read/Write 

Read/Write 

Read/Write 

Read 

Write 

Read 

m 

Negated 

Asserted/ 

Negated^ 

Asserted/ 

Negated^ 

Negated 

Negated 

Negated 

Negated 

Negated 

CIOUT 

Negated 

MMU 

Source^ 

Negated 

MMU 

Source^ 

Asserted 

Negated 

Negated 

Negated 


NOTES 


1) The UPA1, UPAO, and CIOUT signals are determined by the U1, UO, and CM bitfields, respectively, 
corresponding to the access address. 

2) The TLNx signals are defined only for normal push accesses and normal data line read accesses. 

3) The LOCK signal is asserted during TAS and CAS operand accesses and for some table search update 
sequences. LOCKE is asserted for the last bus cycle of a locked sequence of bus cycles. LOCK and LOCKE 
may also be asserted after the execution of a MOVEC instruction that sets the L or LE bit, respectively, in the 
BUSCR (see 7.4 Bus Control Register). 

4) Refer to Section 2 Signal Description for definitions of the TMx signal encoding for normal, MOVE16, and 
alternate accesses. 


7.6 MISALIGNED OPERANDS 

All MC68060 data formats can be located in memory on any byte boundary. A byte operand 
is properly aligned at any address, a word operand is misaligned at an odd address, and a 
long word is misaligned at an address that is not evenly divisible by four. However, since 
operands can reside at any byte boundary, they can be misaligned. Although the MC68060 
does not enforce any alignment restrictions for data operands (including program counter 
(PC) relative data addressing), some performance degradation occurs when additional bus 
cycles are required for long-word or word operands that are misaligned. For maximum per¬ 
formance, data items should be aligned on their natural boundaries. All instruction words 
and extension words must reside on word boundaries. Attempting to prefetch an instruction 
word at an odd address causes an address error exception. Refer to Section 8 Exception 
Processing for details on address error exceptions. 

The MC68060 data memory unit converts misaligned operand accesses that are noncach- 
able to a sequence of aligned accesses. These aligned accesses are then sent to the bus 
controller for completion, always resulting in aligned bus transfers. Misaligned operand 
accesses that miss in the data cache are cachable and are not aligned before line filling. 
Refer to Section 5 Caches for details on line fill and the data cache. 
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Figure 7-9 illustrates the transfer of a long-word operand from an odd address requiring 
more than one bus cycle. For the first transfer or bus cycle, the SIZx signals specify a byte 
transfer, and the byte offset is $1. The slave device supplies the byte and acknowledges the 
data transfer. When the processor starts the second cycle, the SIZx signals specify a word 
transfer with a byte offset of $2. The next two bytes are transferred during this cycle. The 
processor then Initiates the third cycle, with the SIZx signals indicating a byte transfer. The 
byte offset Is now $0; the port supplies the final byte and the operation Is complete. This 
example Is similar to the one illustrated in Figure 7-10 except that the operand is word sized 
and the transfer requires only two bus cycles. Figure 7-11 illustrates a functional timing dia¬ 
gram for a misaligned long-word read transfer. 


MOVE! D0,$XXXXXXX1 


31 


REGISTER 

24 23 16 15 


8 7 


0 



TRANSFER 1 
TRANSFER 2 
TRANSFERS 


Figure 7-9. Example of a Misaligned Long-Word Transfer 


MOVE.W D0,$XXXXXXX3 


31 


Register 

24 23 16 15 


8 7 


0 


- 

- 

0P2 

OPS 


DATA BUS 

31 24 23 16 15 8 7 0 


- 

- 

- 

OP2 

OP3 

- 

- 

- 


MEMORY 

31 24 23 16 15 8 7 0 


XXX 

XXX 

XXX 

OP2 

OPS 

XXX 

XXX 

XXX 


TRANSFER 1 
TRANSFER 2 


Figure 7-10. Example of Misaligned Word Transfer 
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BCLK 

A31-A2 

MISCELLANEOUS 

ATTRIBUTES 

TS 

TIP 

R/W 

A1-A0 

SIZ1-SIZ0 

TA 

B^ 

BS2 

BS3 

D31-D24 

D23-D16 

D15-D8 

D7-D0 
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Figure 7-11. Misaligned Long-Word Read Bus Cycle Timing 


The combination of operand size and alignment determines the number of bus cycles 
required to perform a particular memory access. Table 7-3 lists the number of bus cycles 
required for different operand sizes with all possible alignment conditions for read and write 
cycles. The table confirms that alignment significantly affects bus cycle throughput for non- 
cachable accesses. For example, in Figure 7-9 the misaligned long-word operand took three 
bus cycles because the byte offset = $1. If the byte offset = $0, then it would have taken one 
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bus cycle. The MC68060 system designer and programmer should account tor these 
effects, particularly in time-critical applications. 


Table 7-3. Memory Alignment Influence on 
Noncachable and Writethrough Bus Cycles 


Transfer Size 

Number of Bus Cycles | 


$r 

$2* 

$3* 

Instruction 

1 

N/A 

N/A 

N/A 

Byte Operand 

1 

1 

1 

1 

Word Operand 

1 

2 

1 

2 

Long-Word Operand 

1 

3 

2 

3 


*Where the byte offset (A1 and AO) equals this encoding. 


7.7 PROCESSOR DATA TRANSFERS 

The transfer of data between the processor and other devices involves the address bus, 
data bus, and control and attribute signals. The address and data buses are normally par¬ 
allel, nonmultiplexed buses, supporting byte, word, long-word, and line (16-byte) bus cycles. 
Line transfers are normally performed using an efficient burst transfer, which provides an 
initial address and time-multiplexes the data bus to transfer four long words of information 
to or from the slave device. Slave devices that do not support bursting can burst-inhibit the 
first long word of a line transfer, forcing the bus master to complete the access using three 
additional long-word bus cycles. All bus input and output signals are synchronized with 
respect to the rising edge of the BCLK signal. The MC68060 moves data on the bus by issu¬ 
ing control signals and using a handshake protocol to ensure correct data movement. The 
following paragraphs describe the bus cycles for byte, word, long-word, and line read, write, 
and read-modify-write transfers. 

In general, the bus cycle protocol supported by the MC68060 processor is similar to that 
supported by the MC68040 processor. In addition to the basic MC68060 proto col, there are 
special modes that can be selected during reset by selectively setting the IPLx and data bus 
D15-D0. For the purpose of simplifying the description of the MC68060 bus, this sub-sec¬ 
tion, 7.7 Processor Data Transfers, describes the behavior of the MC68060 processor 
assuming that none of the special modes are selected during reset. For the description of 
the MC68060 bus cycle protocol when the special modes are enabled, refer to 7.14 Special 
Modes of Operation. 

7.7.1 Byte, Word, and Long-Word Read Transfer Cycles 

During a read transfer, the processor receives data from a memory or peripheral device. 
Since the data read for a byte, word, or long-word access is not placed in eithe r of the inter¬ 
nal caches by definition, the processor ignores the transfer cache inhibit (TCI) signal when 
registering the data. The bus controller performs byte, word, and long-word read transfers 
for the following cases: 

• Accesses to a disabled cache 

• Accesses to a memory page that is specified noncachable 

• Accesses that are implicitly noncachable (locked read-modify-write accesses, access¬ 
es to an alternate logical address space via the MOVES instruction, and table searches) 
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• Accesses that do not allocate in the data cache on a read miss (exception vector fetch¬ 
es, and exception stack deallocation for an RTE instruction) 

• The first transfer of a line read is terminated with transfer burst inhibit (TBI), forcing com¬ 
pletion of the line access using three additional long-word read transfers 

Figure 7-12 is a flowchart for byte, word, and long-word read transfers. Bus operations are 
similar for each case and vary only with the size indicated and the portion of the data bus 
used for the transfer. Figure 7-13 is a functional timing diagram for byte, word, and long- 
word read transfers. 


PROCESSOR SYSTEM 



Figure 7-12. Byte, Word, and Long-Word Read Cycle Flowchart 

Clock 1 (Cl) 

The read cycle starts in Cl. During Cl, the processor places valid values on the address 
bus and transfer attributes. For user and supervisor mode accesses, which the corre¬ 
sponding memory unit translates, the user-programmable attribute signals (UPAx) are 
driven with the values from the matching user bits (U1 and UO). The transfer type (Tlx) 
and transfer modifier (TMx) signals Identify the specific access t ype. The read/write (RA/V) 
signal is driven high for a read cycle. Cache inhibit out (CIOUT) is asserted since the ac¬ 
cess is identified as noncachable. Refer to Section 4 Memory Management Unit for In¬ 
formation on the MC68060 and MC68LC060 memory units and Appendix B MC68EC060 
for information on the MC68EC060 memory unit. 
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Figure 7-13. Byte, Word, and Long-Word Read Bus Cycle Timing 


The processor asserts transfer start (TS) during Cl to indicate the beginning of a bus cy¬ 
cle. If not already asserted from a previous bus cycle, the transfer in progress (TIP) signal 
is also asserted at this time to indicate that a bus cycle is active. 
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Clock 2 (C2) 

During C2, the proc essor negates T5. The selected peripheral device uses RA/V, SIZ1, 
SIZO, , and AO or BSx to place its information on the data bus. With the exception of 
the R/VJ signal, these signals also select any or all of the operand bytes (D31-D24, D23- 
D16, D15-D8, and D7-D0). If the first clock after Cl is not a wait state (CW), then the 
selected peripheral device asserts the transfer acknowledge (TA) signal. 

The MC68060 implements a special mode called the acknowledge termination ignore 
state capability to aid in high-frequency designs. In this mode, the processor begins sam¬ 
pling termination signal s suc h as TA after a user-programmed number of BCLK rising 
edges has expired. The SAS signal is provided as a status output to indicate which BCLK 
rising edge the processor begins to sample the termination signals. If this mode is dis¬ 
abled, SAS is asserted during C2 to indicate that the processor immediately begins sam¬ 
pling the termination signals. Refer to 7.14.1 Acknowledge Termination Ignore State 
Capabiiity for details on this special mode. 

Assuming that the acknowledge termination ignore state cap^lity is disabled, at the end 
of the first clock cycle C2, the processor samples the level of TA and if asserted, registers 
the current value on the data bus; the bus cycle terminates, and the data is passed to the 
processor’s appropriate memory unit. If TA is not recognized asserted at the end of the 
clock cycle, the processor ignores the data and inserts a wait state instead of terminating 
the transfer. The processor continues to sample TA on successive rising edges of BCLK 
until TA is recognized asserted. Only when TA is recognized asserted is data passed to 
the processor’s appropriate memory unit. 

When the processor recognizes Ta at the end of a clock cycle and terminates the bus cy¬ 
cle, TIP remains asserted if the processor is ready to begin another bus cycle. Otherwise, 
the processor negates TIP during the next clock. 

7.7.2 Line Read Transfer 

The processor uses line read transfers to access a 16-byte operand for a MOVE16 instruc¬ 
tion and to support cache line filling. A line read accesses a block of four long words, aligned 
to a 16-byte memory boundary, by supplying a starting address that points to one of the long 
words and requires the memory device to sequentially drive each long word on the data bus. 
The selected device must internally increment A3 and A2 of the sup plied address for each 
transfer, causing the address to wrap around at the end of the block if CLA is not used. Oth¬ 
erwise, the external device may r equest the processor to increment A3 and A2 in a circular 
wrap-around fashi on via the CLA input. Refer to 7.7.7 Using CLA to increment A3 and A2 
for details on CLA operation. The address and transfer attributes supplied by the processor 
remain stable during the transfers, and the selected device terminates each transfer by driv¬ 
ing the long word on the data bus and asserting TA. A line transfer performed in this manner 
with a single address is referred to as a line burst transfer. 

The MC68060 supports burst-inhibited line transfers for memory devices that are unable to 
support bursting. For this type of bus cycle, the selected device supplies the first]ong word 
pointed to by the processor address and asserts transfer burst inhibit (TBI) with TA for the 
first transfer of the line access. The processor responds by terminating the tine burst transfer 
and accessing the remainder of the line, using three long-word read bus cycles. Although 
the selected device can then treat the line bus cycle as four, independent, long-word bus 
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cycles, the bus controller still treats the four transfers as a single line bus cycle and does not 
allow other unrelated processor accesses or bus arbitration to intervene between the trans¬ 
fers. TBI is ignored after the first long-word transfer. 

Line reads to support cache line filling can be cache inhibited by asserting transfer cache 
inhibit (TCI) with TA for the first long-word transfer of the line. The assertion of TCI does not 
affect completion of the line transfer, but the bus controller registers and passes it to the 
memory controller for use. TCI is ignored after the first long-word transfer of a line burst bus 
cycle and during the three long-word bus cycles of a burst-inhibited line transfer. 

The address placed on the address bus by the processor for line bus cycle does not neces¬ 
sarily point to the most significant byte of each long word because A1 and AO are copied 
from the original operand address supplied to the memory unit by the integer unit for line 
reads. These two bits are also unchanged for the three long-word bus cycles of a burst- 
inhibited line transfer. The selected device should ignore A1 and AO for long-word and line 
read transfers. 

The address of an instruction fetch will always be aligned to a long-word boundary 
($xxxxxxxO, $xxxxxxx4, $xxxxxxx8, or $xxxxxxxC). This is unlike the MC68040 in which the 
prefetches occur on half-line boundaries. Therefore, compilers should attempt to locate 
branch targets on long-word boundaries to minimize branch stalls. For example, if the target 
of a branch is an instruction that starts at $1000000E, the following burst sequence will occur 
upon a cache miss: $1000000C, $10000000, $10000004, then $10000008. Figure 7-14 and 
Figure 7-15 illustrate a flowchart and functional timing diagram for a line read bus transfer. 

Clock 1 (Cl) 

The line read cycle starts in Cl. During Cl, the processor places valid values on the ad¬ 
dress bus and transfer attributes. For user and supervisor mode accesses that are trans¬ 
lated by the corresponding memory unit, the UPAx signals are driven with the values from 
the matching U1 and UO bits. The TTx and TMx signals identify the specific access type. 
The FIA/V sig nal is driven high for a read cycle, and the size signals (SIZx) Indicate line 
size. CIOUT is asserted for a MOVE16 operand read if the access is identified as non- 
cachable. Refer to Section 4 Memory Management Unit for information on the 
MC68060 and MC68LC060 memory units and Appendix B MC68EC060 for information 
on the MC68EC060 memory unit. 

The processor asserts T§ during Cl to indicate the beginning of a bus cycle. If not already 
asserted from a previous bus cycle, TIP is also asserted at this time to indicate that a bus 
cycle is active. 

Clock 2 (C2) 

During C2, the processor negates T5. The selected device uses R/W and SIZx to place 
the data on the data bus. (The first transfer must supply the long word at the correspond- 
ing_!ong-word boundary.) Concurrently, the selected device asserts TA and either negates 
TBI to indicate it can or asserts TBI to indicate it cannot support a burst transfer. 

The MC68060 implements a special mode called the acknowledge termination ignore 
state capability to aid in high-frequency designs. In this mode, the processor begins sam¬ 
pling termination signals such as TA after a user-programmed number of BCLK rising 
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Figure 7-14. Line Read Cycle Flowchart 

edges has expired. The signal SAS is provided as a status output to indicate which BCLK 
rising edge the processor begins to sample the termination signals. If this mode is dis- 
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NOTE: It is assumed that the acknowledge termination ignore state capability is disabled. 

Figure 7-15. Line Read Transfer Timing 


abled, SAS is asserted during C2 to indicate that the processor immediately begins sam¬ 
pling the terminations signals. Refer to 7.14.1 Acknowiedge Termination Ignore State 
Capability for details on this special mode. 

Assuming that the acknowledge termination ignore state capability is disabled, the pro¬ 
cessor samples the level of TA, TBI, and TCI and registers the current value on the data 
bus at the end of C2. If TA is asserted, the transfer terminates and the data is passed to 
the appropriate memory unit. If TA is not recognized asserted, the processor ignores the 
data and inserts wait states instead of terminating the transfer. The processor continues 
to sample TA, TBI, and TCI on successive rising edges of BCLK until TA is recognized 
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asserted. The registered data and the value of TCI are then passed to the appropriate 
memory unit. 

If TBI was negated with the assertion of Ta, the processor continues the cycle with C3. 
Otherwise, if TBI was asserted, the line transfer is burst inhibited, and the processor reads 
the remaining three long words using long-word read bus cycles. The processor incre¬ 
ments A3 and A2 for each read, and the new address is placed on the address bus for 
each bus cycle. Refer to 7.7.1 Byte, Word, and Long-Word Read Transfer Cycles for 
information on long-word reads. If no wait states are generated, a burst-inhibited line read 
completes in eight clocks instead of the five required for a burst read. 

Clock 3 (C3) 

The processor holds the address and transfer attribute signals constant during C3 if CLA 
is negated. The selected device must either increment A3 and ^to reference the next 
lon g wor d to transfer, place the data on the data bus, and assert TA, or alteratively assert 
the CLA input to request the processor t o inc rement A3 and A2. Refer to 7.7.7 Using CLA 
to Increment A3 and A2 for details on CLA operation. 

As in the description of C2, using acknowledge termination ignore state capability, the pro¬ 
cessor ignores any termination signal, such as TA, until a u ser-p rogrammable number of 
BCLK edges has expired. And, as in the description in C2, SAS indicates the first BCLK 
rising edge in which acknowledge termination signals become significant. If this mode is 
disabled, SAS stays asserted in C3 to indicate that the processor will sample TA immedi¬ 
ately. Refer to 7.14.1 Acknowledge Termination Ignore State Capability for details on 
this mode. 

Assuming that the acknowle^e termination ignore state capability is disabled, the pro¬ 
cessor samples the level of TA and registers the current value on the data bus at the end 
of C3. If TA is asserted, the transfer terminates and the second long word of data is 
passed to the appropriate memory unit. If TA is not recognized asserted at the end of C3, 
the processor ignores the latched data and inserts wait states instead of terminating the 
transfer. The processor continues to sample TA on successive rising edges of BCLK until 
it is recognized asserted. The registered data is then passed to the appropriate memory 
unit. 

Clock 4 (C4) 

This clock is identical to C3 except that once TA is recognized asserted, the registered 
value corresponds to the third long word of data for the burst. 

Clock 5 (C5) 

This clock is identical to C3 except that once “R is recognized, the registered value cor- 
responds to the fourth long word of data for the burst. After the processor recognizes the 
last TA assertion and terminates the line read bus cycle, TIP remains asserted if the pro¬ 
cessor is ready to begin another bus cycle. Otherwise, the processor negates TIP during 
the next clock. 

Figure 7-16 and Figure 7-17 illustrate a flowchart and functional timing diagram for a 
burst-inhibited line read bus cycle. 
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Figure 7-16. Burst-Inhibited Line Read Cycle Flowchart 
7.7.3 Byte, Word, and Long-Word Write Cycles 

During a write transfer, the processor transfers data to a memory or peripheral device. The 
level on the TCI signal is ignored by the processor during all write cycles. The bus controller 
performs byte, word, and long-word write transfers for the following cases: 

• Accesses to a disabled cache 

• Accesses to a memory page that is specified noncachable 

• Accesses that are implicitly noncachable (locked read-modify-write accesses, access¬ 
es to an alternate logical address space via the MOVES instruction, and table searches) 

• Writes to writethrough pages 

• Accesses that do not allocate in the data cache on a write miss (exception stacking) 

• The first transfer of a line write is terminated with TbT, forcing completion of the line ac¬ 
cess using three additional long-word write transfers 

• Cache line pushes for lines containing a single dirty long word. 

Figure 7-18 and Figure 7-19 illustrate a flowchart and functional timing diagram for byte, 
word, and long-word write bus transfers. 
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Figure 7-17. Burst-Inhibited Line Read Bus Cycle Timing 
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Figure 7-18. Byte, Word, and Long-Word Write Transfer Fiowchart 
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Figure 7-19. Long-Word Write Bus Cycie Timing 
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Clock 1 (C1) 

The write cycle starts in Cl. During C1, the processor places valid values on the address 
bus and transfer attributes. The processor asserts TS during Cl to indicate the beginning 
of a bus cycle. If not already asserted from a previous bus cycle, the TIP signal is also 
asserted at this time to indicate that a bus cycle is active. 

The processor pre-conditions the data bus during Cl to improve AC timing. The process 
of pre-conditioning involves reinforcing the logic level that is already at the data pin. If the 
voltage level is originally zero volts, nothing is done; if the voltage level is 3.3 V, that volt¬ 
age level is reinforced: however, if the voltage level is originally 5 V, the processor drives 
that data pin from 5 V down to 3.3 V. Note that no active logic change is done at this time. 
The actuai logic level change is done in C2. This pre-conditioning affects operation prima¬ 
rily when using the processor in a 5-V system. 

For user and supervisor mode accesses, which the corresponding memory unit trans¬ 
lates, the UPAx signals are driven with the values from the U1 an^UO bits for the area. 
The TTx and TMx signals identify the specific access type. The RA/V signal is driven low 
for a write cycle. CIOUT is asserted if the access is identified as noncachable or if the ac¬ 
cess references an alternate address space. Refer to Section 4 Memory Management 
Unit for information on the MC68060 and MC68LC060 memory units and Appendix B 
MC68EC060 for information on the MC68EC060 memory unit. 

Clock 2 (C2) 

During C2, the processor negates T5 and drives the appropriate bytes of the data bus with 
the data to b^written. All other bytes are driven with undefined values. The selected de¬ 
vice uses R/W, SIZ1, SIZO, A1, AO, or BS3-BS0, and CjOUT t o registe r only the required 
information from the data bus. With the exception of RAAf and CIOUT, these signals also 
select any or all of the bytes (D31-D24, D23-D16, D15-D8, and D7-D0). If C2 is not a 
wait state (CW), then the selected peripheral device asserts the TA signal. 

The MC68060 implements a special mode called the acknowledge termination ignore 
state capability to aid in high-frequency designs. In this mode, the processor begins the 
sampling of termination sign als su ch as TA after a user-programmed number of BCLK ris¬ 
ing edges has expired. The SAS signal is provided as a status output to indicate which 
BCLK risi ng ed ge the processor begins to sample the termination signals. If this mode is 
disabled, SAS is asserted during C2 to indicate that the processor immediately begins 
sampling the terminations signals. Refer to 7.14.1 Acknowledge Termination Ignore 
State Capability for details on this special mode. 

Assuming that the acknowledge termination ignore state capability is disabled, at the end 
of the C2, the processor samples the level of TA, terminating the bus cycle if TA is assert¬ 
ed. If TA is not recognized asserted at the end of the clock cycle, the processor ignores 
the data and inserts a wait state instead of terminating the transfer. The processor contin¬ 
ues to sample TA on successive rising edges of BCLK until TA is recognized asserted. 
The data bus then three-states and the bus cycle ends. 

When the processor recognizes TA at the rising BCLK edge and terminates the bus cycle, 
TIP remains asserted if the processor is ready to begin another bus cycle. Otherwise, the 
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processor negates TIP during the next clock. The processor also three-states the data bus 
during the next clock following termination of the write transfer. 

7.7.4 Line Write Cycles 

The processor uses line write bus cycles to access a 16-byte operand for a MOVEI6 instruc¬ 
tion and to support cache line pushes. Both burst and burst-inhibited transfers are sup¬ 
ported. Figure 7-20 and Figure 7-22 illustrate a flowchart and functional timing diagram for 
a line write bus cycle. 

Clock 1 (Cl) 

The line write cycle starts in Cl. During Cl, the processor places valid values on the ad¬ 
dress bus and transfer attributes. The processor asserts TS during Cl to indicate the be¬ 
ginning of a bus cycle. If not already asserted from a previous bus cycle, the TIP signal is 
also asserted at this time to indicate that a bus cycle is active. 

The processor pre-conditions the data bus during Cl to improve AC timing. The process 
of pre-conditioning involves reinforcing the logic level that is already at the data pin. If the 
voltage level is originally zero volts, nothing is done; if the voltage level is 3.3 V, that volt¬ 
age level is reinforced; however, if the voltage level is originally 5 V, the processor drives 
that data pin from 5 V down to 3.3 V. Note that no active logic change is done at this time. 
The actual logic level change is done in C2. This pre-conditioning affects operation prima¬ 
rily when using the processor in a 5-V system. 

For user and supervisor mode accesses that are translated by the corresponding memory 
unit, UPAx signals are driven with the values from the m^hing U1 and DO bits. The TTx 
and TMx signals identify the specific access type. The R/W signal is driven low for a write 
cycle, and the SIZx signals indicate line size. Refer to Section 4 Memory Management 
Unit for information on the MC68060 and MC68LC060 memory units and Appendix B 
MC68EC060 for information on the MC68EC060 memory unit. 

Clock 2 (C2) 

During C2, the processor nega^tes TS and driv es the data bus with the data to be written. 
The selected device uses RA/V, SIZ1, SIZO, or BSx to register the data on the data bus. 
Concurrently, the selected device asserts TA and either negates TBI to indicate it can or 
asserts TBI to indicate it cannot support a burst transfer. 

The MC68060 implements a special mode called the acknowledge termination ignore 
state capability to aid in high-frequency designs. In this mode, the processor begins sam¬ 
pling termination signal s suc h as TA after a user-programmed number of BCLK rising 
edges has expired. The SAS signal is provided as a status output to indicate which BCLK 
rising edge the processor begins to sample the termination signals. If this mode is dis¬ 
abled, SAS is asserted during C2 to indicate that the processor immediately begins sam¬ 
pling the terminations signals. Refer to 7.14.1 Acknowledge Termination Ignore State 
Capabiiity for details on this special mode. 

Assuming that the acknowledge termination ignore state capability is disabled, the pro¬ 
cessor samples the level of TA and TBI at end of C2. If TA is asserted, the transfer termi¬ 
nates. If TA is not recognized asserted, the processor inserts wait states instead of 
terminating the transfer. The processor continues to sample TA and TBI on successive 
rising edges of BCLK until TA is recognized asserted. If TBI was negated with the asser- 
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Figure 7*20. Line Write Cycle Flowchart 

tion of TS, the processor continues the cycle with C3. Otherwise, if TBI was asserted, the 
line transfer is burst inhibited and the processor writes the remaining three long words us¬ 
ing long-word write bus cycles. In this case, the processor increments A3 and A2 for each 
write, and the new address is placed on the address bus for each bus cycle. Refer to 7.7.3 
Byte, Word, and Long-Word Write Cycles for information on long-word writes. If no wait 
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Figure 7-21. Line Write Burst-Inhibited Cycie Fiowchart 

states are generated, a burst-inhibited line write completes in eight clocks instead of the 
five required for a burst write. 

Clock 3 (C3) 

The processor drives the second long word of data on the data bus and holds the address 
and transfer attribute signals constant during C3. The selected device either increments 
A3 and A2 to re ference the next long word, or requests the processor to increment A3 and 
A2 via the CLA input. 

The selected device then registers this data from the data bus and asserts TA. At the end 
of C3, assuming the acknowledge termination ignore state capability is disabled, the pro¬ 
cessor samples the level of TA; if TA is asserted, the transfer terminates. 

If TA is not recognized asserted at the end of C3, the processor inserts wait states instead 
of terminating the transfer. The processor continues to sample TA on successive rising 
edges of BCLK until TA is recognized asserted. 

Clock 4 (C4) 

This clock is identical to C3 except that the value driven on the data bus corresponds to 
the third long word of data for the burst. 

Clock 5 (C5) 

This clock is identical to C3 except that the value driven on the data bus correspc^s to 
the fourth long word of data for the burst. After the processor recognizes the last TA as- 
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NOTE: It is assumed that the acknowledge termination ignore state capability is disabled. 

Figure 7 - 22 . Line Write Bus Cycie Timing 

sertion and terminates the line write bus cycle, TiP remains asserted if the processor is 
ready to begin another bus cycle. Otherwise, the processor negates TIP during the next 
clock. The processor also three-states the data bus during the next clock following termi¬ 
nation of the write cycle. 

7.7.5 Locked Read-Modify-Write Cycles 

The locked read-modify-write sequence performs a read, conditionally modifies the data in 
the processor, and writes the data out to memory. In the MC68060, this operation can be 
indivisible, providing semaphore capabilities for multiprocessor systems. During the entire 
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read-modify-write sequence, the MC68060 as serts the LOCK signal to indicate that an indi¬ 
visible operation is occurring and asserts the LOCKE signal for the last write bus cycle to 
indicate com pletio n of the locked sequence. In addition to LOCK and LOCKE, the MC68060 
provides the BGR input to allow external arbiters to indicate to the processor whether or not 
to break a locked sequence. Refer to 7.11 Bus Arbitration for details on the bus arbitration 
protocol. 

The external arbiter can use the LOCK, LOCKE, and/or BGR to prevent a rbitration of the 
bus during locked processor sequences. External bus arbitrations can use LOCKE to sup¬ 
port bus arbitration between consecutive read-modify-write cycles. A read-modify-write 
operation is treated as noncachable. If the access hits in the data cache, it invalidates a 
matching valid entry and pushes a matching dirty entry. T he read -modify-write transfer 
begins after the line push (if required) is complete; however, LOCK may assert during the 
line push bus cycle. 

The TAS, CAS, and MOVEC of BUSCR instructions are the only MC68060 instructions that 
utilize read-modify-write transfers. Some page descriptor updates during translation table 
searches also use read-modify-write transfers. Refer to Section 4 Memory Management 
Unit for information about table searches. 

The read-modify-write transfer for the CAS instruction in the MC68060 is similar to that of 
the MC68040. If an operand does not match one of these instru ctions, th e MC68060 exe¬ 
cutes a single write transfer to terminate the locked sequence with LOCKE asserted. For the 
CAS instruction, the value read from memory is written back. Figure 7-23 illustrates a func¬ 
tional timing diagram for a TAS instruction read-modify-write bus transfer. 

Clock 1 (Cl) 

The read cycle starts in Cl. During Cl, the processor places valid values on the address 
bus and transfer attributes. LOCK is asserted to identify a locked read-modify-write bus 
cycle. For user and supervisor mode accesses, which the corresponding memory unit 
translates, the UPAx signals are driven with the values from th^atching U1 and UO bits. 
The T Tx and TMx signals identify the specific access type. R/W is driven high for a read 
cycle. CIOUT is asserted if the access is identified as noncachable. The processor asserts 
TS during Cl to indicate the beginning of a bus cycle. If not already asserted from a pre¬ 
vious bus cycle, the TIP signal is also asserted at this time to indicate that a bus cycle is 
active. Refer to Section 4 Memory Management Unit for information on the MC68060 
and MC68LC060 memory units and Appendix B MC68EC060 for information on the 
MC68EC060 memory unit. 

Clock 2 (C2) 

Durin g C2 , the processor negates TS. The selected device uses R/W, S1Z1, ^0, A1, and 
AO or BSx, to place its information on the data bus. With the exception of R/W, these sig¬ 
nals also select any or all of the data bus bytes (D24-D31, D16-D23, D15-D8, and D7- 
DO). 

Concurrently, the selected device asserts TA. At the end of the C2, assuming that the ac¬ 
knowledge termination ignore state capability is disabled, the processor samples the level 
of TA and registers the current value on the data bus. If TA is asserted, the read transfer 
terminates and the registered data is passed to the appropriate memory unit. If TA is not 
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Figure 7-23. Locked Bus Cycle for TAS Instruction Timing 

recognized asserted, the processor ignores the data and appends a wait state instead of 
terminating the transfer. The processor continues to sample TA on successive rising edg¬ 
es of BCLK until TA is recognized as asserted. The registered data is then passed to the 
appropriate memory unit. If more than one read cycle is required to read in the operand(s), 
C1 and C2 are repeated accordingly. 
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When the processor recognizes TA at the end of the last read transfer for the locked bus 
cycle, it negates TIP during the first half of the next clock. 

Clock Idle (Cl) 

The processor does not assert any new control signals during th^le clock states, but it 
may begin the modify portion of the sequence at this time. The R/W signal remains in the 
read mode until C3 to prevent bus conflicts with the preceding read portion of the cycle 
and the data bus is not driven until C4. 

Clock 3 (C3) 

During C3, the_processor places valid values on the address bus and transfer attributes 
and drives R/W low for a write cycle. The processor asserts TS to indicate the beginning 
of a bus cycle. The TIP signal is also asserted at this time to indicate that a bus cycle is 
active. LOCKE is asserted during C3 for the last write bus cycle of the locked sequence. 
If multip le write transfers are required for misaligned operands or multiple operands, 
LOCKE is asserted only for the final write transfer. 

The processor pre-conditions the data bus during C3 to improve AC timing. The process 
of pre-conditioning involves reinforcing the logic level that is already at the data pin. If the 
voltage level is originally zero volts, nothing is done; if the voltage level is 3.3 V, that volt¬ 
age level is reinforced: however, if the voltage level is originally 5 V, the processor drives 
that data pin from 5 V down to 3.3 V. Note that no active logic change is done at this time. 
The actual logic level change is done in C4. This pre-conditioning affects operation prima¬ 
rily when using the processor in a 5-V system. 

Clock 4 (C4) 

During C4, the processor negates TS and drives the appropriate bytes of the data bus with 
the data to written. All other bytes are drive n with undefined values. The selected de¬ 
vice uses R/W, SIZ1, SIZO, A1, and AO or BSx, to register the information on the data bus. 
Any or all of the data bus byt es (D 31-D24, D23-D16, D15-D8, and D7-D0) are selected 
by SIZ1, SIZO, A1, and AO or B$x. Concurrently, the selected device asserts TA. Assum¬ 
ing that the acknowledge termination ignore state capability is disabled, the processor 
samples the level of TA; if TA is asserted, the bus cycle terminates. If TA is not recognized 
asserted at the end of C4, the processor appends a wait state instead of terminating the 
transfer. The processor continues to sample the TA signal on successive rising edges of 
BCLK until it is recognized asserted. 

When the processor recognizes TA at the rising edge of BCLK, the bus cycle is terminat¬ 
ed, but TIP remains assertedJ^e processor is ready to begin another bus cycle. Other¬ 
wise, the processor negates TIP during the next clock. The processor also three-states 
the data bus during the next clock following termination of the write cycle. When the last 
write transfer is terminated, LOCKE is negated. The processor also negates LOCK if the 
next bus cycle is not a read-modify-write operation. 

7.7.6 Emulating CAS2 and CAS Misaligned 

The CAS2 and CAS (with misaligned operands) are not supported in hardware by the 
MC68060. If these instructions are encountered, an unimplemented integer exception is 
taken. Once the opcode for a CAS2 or CAS is decoded, the MOVEC instruction to the 
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BUSCR is used to control the LOCK and LOCKE outputs. Refer to 7.4 Bus Control Regis¬ 
ter for the format of the BUSCR. Emulation of these instructions is done as part of the 
MC68060 software package (M68060SP). Refer to Appendix C MC68060 Software Pack¬ 
age for more information. 


7.7.7 Using CLA to Increment A3 and A2 

The MC68060 provides the capability to cycle long-word address bits A3, A2 b ased on the 
CLA signal, which should assist in supporting high-speed DRAM systems. CLA may also be 
used to support bursting for slaves which do not burst. 

The processor begins sampling CLA immediately following the BCLK rising edge that 
causes TS to assert. The initial address of the line transfer is that of the first requested or 
needed lon g wor d and the attributes are those of the line transfer. After each BCLK rising 
edge when CLA i s ass erted, the long-word address (A3, A2) increments in circular wrap¬ 
around fashion. If CLA is n egate d, A3, A2 does not change, but remains fixed, as on the 
MC68040 processor. Since CLA is not an acknowledge termination signal, it is not affected 
by the acknowledge termination ignore state capability, if that mode is enabled. Al so no te 
that the A3, A2 increments in a circular wrap around fashion for as many times as CLA is 
asserted about a rising BCLK edge. 

Figure 7-24 shows how CLA may be used for a high-speed DRAM design. In this figure, the 
DRA M design requires a means of cycling A3, A2 before TA is asserted to the processor. 
CLA provides a method of avoiding a delay which would otherwise be incurred with the use 
of an external medium-scale integration (MSI) counter. WO to W3 represent A3, A2 incre¬ 
menting. CO to C3 represent the column address sequencing caused by the change of A3, 
A2. The timing diagram represents a 5:3;3:3 design, which is feasible with a full-speed 50- 
MHz clock and 65-ns page-mode DRAMs. 

7.8 ACKNOWLEDGE CYCLES 

Bus transfers with transfer type signals TT1 and TTO = $3 are classified as acknowledge bus 
cycles. The following paragraphs describe interrupt acknowledge, breakpoint acknowledge, 
and LPSTOP broadcast bus cycles that use this encoding. 

7.8.1 Interrupt Acknowledge Cycles 

When a peripheral device requires the services of the MC68060 or is ready to send informa¬ 
tion that the processor requires, it can signal the processor to take an interrupt exception. 
The interrupt exception transfers control to a routine t hat r esponds appropriately. The 
peripheral device uses the interrupt priority level signals (IPLx) to signal an interrupt condi¬ 
tion to the processor and to specify the priority leve l for the co ndition. Refer to Section 8 
Exception Processing for a discussion on the IPLx levels and IPEND. 

The status register (SR) of the MC68060 contains an interrupt priority mask (I2-I0 bits). The 
value in the interrupt mask is the highest priority level that the processor ignores. When an 
interrupt request has a priority highe r than the value in the mask, the processor makes the 
request a pending interrupt. IPLx must maintain the interrupt request level until the 
MC68060 acknowledges the int errup t to guarantee that the interrupt is recognized. The 
MC68060 continuously samples IPLx on consecutive rising edges of CLK to synchronize 
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Figure 7-24. Using CEA in a High-Speed DRAM Design 


and debounce these signals. An interrupt request that is held constant for two consecutive 
CLK periods is considered a valid input. Although the protocol requires that the request 
remain until the processor runs an interrupt acknowledge cycle for that interrupt value, an 
interrupt request that is held for as short a period as two CLK cycles can be potentially rec¬ 
ognized. Figure 7-25 is a flowchart of the procedure for a pending interrupt condition. 



Figure 7-25. Interrupt Pending Procedure 


The MC68060 asserts IPEND when an interrupt request is pending. Figure 7-26 illustrates 
the ass ertion of IPEND relative to the assertion of an interrupt level on the IPLx signals. 
IPIEND signals external devices that an interrupt exception will be taken at an upcoming 
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instruction boundary (following any higher priority exception). The IPEND signal negates 
after the interrupt acknowledge bus cycle. 



Figure 7-26. Assertion of IPEND 


IPEND Is intended to provide status information, and must not be u sed to re place the Inter¬ 
rupt acknowledge cycle. As such, n ormal applications do not rely on IPEND to disable inter¬ 
rupts. Applications that use IPEND as a replacement for the interrupt acknowledge cycle are 
neither recommended nor supported. 

The MC68060 takes an Interrupt exception for a pending interrupt within one Instruction 
boundary after processing any other pending exception with a higher priority. Thus, the 
MC68060 executes at least one instruction in an Interrupt exception handler before recog¬ 
nizing another interrupt request. The following paragraphs describe the various kinds of 
interrupt acknowledge bus cycles that can be executed as part of Interrupt exception pro¬ 
cessing. Table 7-4 provides a summary of the po ssible Interrupt acknowledge terminations 
and the exception processing results. Note that TRA must always be negated for proper 
operation in the MC68040 acknowledge termination mode. 


Table 7-4. Interrupt Acknowledge Termination Summary 


Acknowledge 

Ternnination 

Mode 

TS 

TEA 

TRA 

SVEC 

Termination Condition 

Either 

High 

High 

High 

Don’t Care 

Insert Wait States 

MC68040 

Native-MC68060 

High 

Don’t Care 

Low 

Low 

High 

Don’t Care 

Don’t Care 

Don’t Care 

Take Spurious Interrupt Exception 

Either 

Low 

High 

High 

High 

Register Vector Number on D7-D0 and Take Inter¬ 

rupt Exception 

Either 

Low 

High 

High 



MC68040 

Native-MC68060 


Low 

High 

High 

Low 

Don’t Care 

Don’t Care 

Retry Interrupt Acknowledge Cycle 

MC68040 



Low 

Don’t Care 

Illegal Combination, Unsupported 
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7.8.1.1 INTERRUPT ACKNOWLEDGE CYCLE (TERMINATED NORMALLY). When the 
MC68060 processes an interrupt exception, it performs an interrupt acknowledge bus cycle 
to obtain the vector number that contains the starting location of the interrupt exception han¬ 
dler. Some interrupting devices have programmable vector registers that contain the inter¬ 
rupt vectors for the exception handlers they use. Other interrupting conditions or devices 
cannot supply a vector number and use the autovector bus cycle described in 7.8.1.2 
Autovector Interrupt Acknowledge Cycle. 

The interrupt acknowledge bus cycle is a read transfer. It differs from a normal read cycle in 
the following respects: 

• TT1 and TTO = $3 to indicate an acknowledged bus cycle 

• Address signals A31-A0 are set to all ones ($FFFFFFFF) 

• TM2-TM0 are set to the interrupt request level (the inverted values of IPLx). 

The responding device places the vector number on the lower byte of the data bus during 
the interrupt acknowledge bus cycle, and the cycle is terminated normally with TA. Figure 7- 
27 and Figure 7-28 illustrate a flowchart and functional timing diagram for an interrupt 
acknowledge cycle terminated with TA. 

Note that the acknowledge termination ignore state capability is applicable to the interrupt 
acknowledge cycle. If enabled, TA and other acknowledge termination signals are ignored 
for a user-programmed number of BCLK cycles. 

7.8.1.2 AUTOVECTOR INTERRUPT ACKNOWLEDGE CYCLE. When the interrupting 
device cannot supply a vector number, it requests an automatically generated vector 
(autovector). Instead of placin g a ve ctor number_on the data bus and ass erting T A, the 
device asserts the autove ctor (AV EC) signal with TA to terminate the cycle. AVEC is only 
sampled with TA asserted. AVEC can be grounded if all interrupt requests are autovectored. 

The vector number supplied in an auto vector operation is derived from the interrupt priority 
level of the current interrupt. When the AVEC signal is asserted with TA during an interrupt 
acknowledge bus cycle, the l\/IC68060 ignores the state of the data bus and internally gen¬ 
erates the vector number, which is the sum of the interrupt priority level plus 24 ($18). There 
are seven distinct a utove ctors that can be used, corresponding to the seven levels of inter¬ 
rupts available with IPLx signals. Figure 7-29 illustrates a functional timing diagram for an 
autovector operation. 

Note that the acknowledge termi nation ignore state capability is applicable to the interrupt 
acknowledge cycle. If enabled, AVEC and other acknowledge termination signals are 
ignored for a user-programmed number of BCLK cycles. 

7.8.1.3 SPURIOUS INTERRUPT ACKNOWLEDGE CYCLE. When a devic e does not 
respond to an interrupt acknowledge bus cycle, spurious with TA, or AV EC and TA, the 
external logic typically returns the transfer error acknowledge signal (TEA). In this case, the 
MC68060 automatically generates the spurious interrupt vector number 24 ($18) instead of 
the interrupt vector number. If operating in the MC68040 acknowledge termination mode. 
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1) IPEND RECOGNIZED. WAIT FOR INSTRUC¬ 
TION BOUNDARY OR LO^ NEGATED 

2) SET R/W TO READ 

3) DRIVE ADDRESS ON A31-A0 TO $FFFFFFFF 

4) DRIVE UPA1-UPA0 = 0 

5) DRIVETT1-TT0 = 3 

6) DRIVE TM2-TM0 = INTERRUPT LEVEL 

7) DRIVE TL^TLN0 = 0 

8) ASSERT BS3 

9) NEGATIVE CIOUT, LOCK, LOCKE, BS2-BS0 

10) DRIVE SI^-SIZOTOBYTE 

11) ASSERT T^FOR ONEBCLK 

12) ASSERT^ 

13) ASSERT SAS IMMEDIATELY IF 
ACKNOWLEDGE TERMINATION IGNORE 
STATE CAPABILITY DISABLED. ELSE, 
ASSERT^ AFER READ PRIMARY 
IGNORE STATE COUNTER HAS EXPIRED 


1) ASSERT IPL2-IPL0 SUCH THAT INTERRUPT 
LEVEL GREATER THAN MASK LEVEL IN SR 


1) IF NORMAL TERMINATION (TA ONLY) WITH 
^ASSERTED, USE VECTORS 25 TO 31, 
DEPANDING ON INTERRUPUEVEL 

2) IF NORMAL TERMINATION (TA ONLY) WITH 
AVEC NEGATED, USE VECTOR GIVEN IN 
D7-D0 • 

3) IF BUS ERROR TERMINATION, USE VEC¬ 
TOR 24 

4) IF RETRY TERMINATION, RETRY lACK 
CYCLE 


1) DECODE ADDRESS AND ATTRIBUTES 

2) EITHER PLACE VECTOR ON D7-D0 OR 

ASSERT WEC_ _ 

3) ASSERT TA, tea, OR TRA FOR ONE BCLK 



1 


1) THREE-STATE D31-D0 

2) NEGATE AVlC IF NECESSARY 


Figure 7-27. Interrupt Acknowledge Cycle Flowchart 


and if TA and TEA are both asserted, the processor retries the cycle. If operating in na tive- 
MC68060 acknowledge termination mode, a retry is indicated by the assertion of TRA. 

Note that the acknowledge termina tion ignore state capability is applicable to the interrupt 
acknowledge cycle. If enabled, TA, TEA, TRA, and other acknowledge termination signals 
are ignored for a user-programmed number of BCLK cycles. 

7.8.2 Breakpoint Acknowledge Cycle 

The execution of a BKPT instruction generates the breakpoint acknowledge cycle. An 
acknowledged access is a read bus cycle and is indicated with TT1, TTO = $3, address A31- 
AO = $0000 0000, and TM2-TM0 = $0. When the external device terminates the cycle with 
either TA or TEA, the processor takes an illegal instruction exception. A retry termination 
simply retries the breakpoint acknowledge cycle. Figure 7-30 and Figure 7-31 illustrate a 
flowchart and functional timing diagram for a breakpoint acknowledge bus cycle. 
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Rgure 7-28. Interrupt Acknowledge Bus Cycle Timing 

Note that the acknowledge ter mination ig nor e state capabiiity is applicabie to the breakpoint 
acknowledge cycle. If enabled, TA, TEA, and TRA are ignored for a user-programmed num¬ 
ber of BCLK cycles. 
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Figure 7-29. Autovector Interrupt Acknowledge Bus Cycle Tinning 


7.8.2.1 LPSTOP BROADCAST CYCLE. The execution of an LPSTOP instruction gener¬ 
ates the LPSTOP broadcast cycle. This access is a write bus cycle and is indicated with 
TT1, TTO = $3, A31~A0 = $FFFFF FFE, and TM2-TM0 = $0. When an external device ter¬ 
minates the cycle with either TA or TEA, the processor enters the low-power stop mode. A 
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Figure 7-30. Breakpoint Interrupt Acknowledge Cycle Flowchart 

retry termination simply retries the LPSTOP broadcast cycle. The lower data bits D15-D0 
are driven with the LPSTOP immediate word value and the upper data bits D31-D16 are 
driven high. After a number of CLK cycles, PSTx change to $16. The timing of when the 
PSTx signals are updated relative to the LPSTOP broadcast cycle is undefined. 

Once the LPSTOP broadcast cycle is finished, no bus arbitration activity is performed by the 
MC68060. Furthermore, it is imperative that no alternate master bus activity be done from 
the time the LPSTOP broadcast cycle is finished to when the LPSTOP encoding is indicated 
by PSTx. For systems that require the MC68060 to be three-stated when in the LPSTOP 
mode, the bus must be arbitrated away during the LPSTOP broadcast cycle . This is easily 
achieved by having the BG input negated at the same time as TA or TEA. For additional 
power savings, CLK may be stopped in the low state while in the LPSTOP mode. Systems 
must ensure that CLK only be stopped when the PSTx signals indicate $16. 

Figure 7-32 illustrates a flowchart of the LPSTOP broadcast cycle. Figure 7-33 and Figure 
7-3 4 illustrate functional timing diagrams for an LPSTOP broadcast cycle as a function of 
BG. 
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“H AcSSgE ^WRITESTACK 

Figure 7-31. Breakpoint Interrupt Acknowledge Bus Cycle Timing 

To exit the LPSTOP mode, the processor CL K must be restarted for at least eight CLK and 
two BCLK periods pri or to asserting either the RSTI or generating an interrupt. It is impera¬ 
tive before asserting RSTI or generating the interrupt no alternate master activity be done 
until the processor begins exception processing for either the reset or interrupt. A ddition ally, 
the following control signals must be pulled-up or negated during this time; BB, TRA, TA, 
TEA, CLA, BGR, BG, SNOOP, AVEC, MDIS, GDIS, TCI, and TBl. The processor uses the 
PSTx encoding of $18 to indicate exception processing. 
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1) NEGATE TIP _ 

2) THREE-STATE ENTIRE BUS IF BG NEGATED 
AT BUS CYCLE TERMINATION; ELSE, DRIVE 
BUS SIGNALS HIGH 


1) PERFORM INTERNAL CLEANUP 

2) ENTER LPSTOP MODE 

3) DRIVE PST4-PST0 = $16 


1) CONTINUE ALTERNATE MASTER ACTIVITY 
AS NECESSARY WHEN PST4-PST0 = $16 

2) STOP CLK AT LOW STATE IF NEEDED 

3) BUS ARBITRATION MUST RECOGNIZE 
TH^ROCESSOR DOES NOT PERFORM 
TS-BTTTRACKING WHILE IN LPSTOP MODE 


1) DECODE ADDRESS AND ATTRIBUTES 

2) ASSERTJA,TEA,ORTRA FORONEBCLK 

3) DRIVE BG 

4) TEMPORARILY CEASE ALL ALTERNATE 
MASTER ACTIVITY 


PROCESSOR 


1) SET R/W TO WRITE 

2) DRIVE ADDRESS ON A31-A0 TO SFFFFFFFF 

3) DRIVE UPA1-UPA0 = 0 

4) DRIVETT1-TT0 = 3 

5) DRIVETM2-TM0 = 0 

6) DRIVETLN1-TLN0 = 0 

7) ASSERT BS3-BS2 

8) NEGATE CIOUT, LOCK, LOCKE, BS1-BS0 

9) DRIVESI^-SIZOTOBYTE 

10) ASSERT T^FOR ONE BCLK 

11) ASSERT TIP 

12) DRIVE DI^O TO IMMEDIATE VALUE 

13) ASSERT SAS IMMEDIATELY IF 
ACKNOWLEDGE TERMINATION IGNORE 
STATE CAPABILITY DISABLED; ELSE, 
ASSERT SAS AFER WRITE PRIMARY 
IGNORE STATE COUNTER HAS EXPIRED 


1) IF NORMAL OR BUS ERROR TERMINATION 
ENTER LPSTOP MODE AFER COMPLFION 
OF BUS CYCLE 

2) IF RFRY TERMINATION, RFRY LPSTOP 
BROADCAST CYCLE 


I 


Figure 7-32. LPSTOP Broadcast Cycle Flowchart 

In normal applications, the requirement to keep the above-mentioned control signals 
negated while exiting the LPSTOP condition should be easy to meet, since most of these 
signals should already have pullup resistors and keeping alternate master activity from 
occurring would allow t he pul lup r esistor s to keep these control signals negated. However, 
strict compliance for the BGR and AVEC s ignals is not necessary because these sig nals ar e 
significant only during locked sequences (BGR) and interrupt acknowledge cycles (AVEC), 
neither of which is pending when exiting the LPSTOP condition. 
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Figure 7-33. LPSTOP Broadcast Bus Cycle Timing, BS Negated 
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Figure 7-34. LPSTOP Broadcast Bus Cycle Timing, BG Asserted 
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Figure 7-35 illustrates a flowchart for exiting the LPSTOP mode, and Figure 7-36 illustrates 
the bus activity when exiting the LPSTOP mode, assuming that an interrupt is used to 
awaken the processor and that the bus is initially three-stated. 


PROCESSOR 


SYSTEM 



Figure 7-35. Exiting LPSTOP Mode Flowchart 


Note that the acknowledge terminatio n ig nore s tate capability is applicable to the LPSTOP 
broadcast cycle. If enabled, TA, TEA, and TRA are ignored for a user-programmed number 
of BCLK cycles. 
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Figure 7-36. Exiting LPSTOP Mode Timing Diagram 
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7.9 BUS EXCEPTION CONTROL CYCLES 

The MC68060 bus architectu_r^requires assertion of TA from an external device to signal 
that a bus cycle is complete. TA is not asserted in the following cases: 

• The external device does not respond. 

• No interrupt vector is provided. 

• Various other application-dependent errors occur. 

External circuitry can provide TEA when no device responds by asserting TA within an 
appropriate period of time after the processor begins the bus cycle. This allows the cycle to 
terminate and the processor t o ente r exception processing for the error condition. A retry 
may be indicated by asserting TE A in combination with TA in the MC68040 acknowledge 
termination mode or by asserting TRA if in the native-MC68060 acknowledge termination 
mode. 

To properly control termination of a bus cycle for a bus error or retry condition, TA and TEA 
must be asserted and negated about the same rising edge of BCLK when using the 
MC68040 acknowledge termination mode. Table 7-5 lists the control signal combinations 
and the resulting bus cycle terminations. Bus error and retry terminations during burst cycles 
operate as described in 7.7.2 Line Read Transfer and 7.7.4 Line Write Cycles 


Table 7-5. Termination Result Summary 


Acknowledge 

Termination 

Mode 

TA 

TEA 

TRA 

Result 

MC68040 

High 

Low 

High 

Bus Error—Terminate and Take Bus Error Exception, 

Native-MC68060 

Don’t Care 

Low 

Don’t Care 

Possibly Deferred 

MC68040 ^ 
Native-MC68060^ 

Low 

Don’t Care 

Low 

High 

High 

Low 

Retry Operation—^Terminate and Retry 

Either 

Low 

High 

High 

Normal Cycle Terminate and Continue 

Either 

High 

High 

High 

Insert Wait States 

MC68040 

Don’t Care 

Don’t Care 

Low 

Illegal operation. Not Supported 


NOTES: 


1. A retry termination in MC68040-mode is valid only for the first long word of a line transfer and is considered a 
bus error termination othen/vise. Note that for burst-inhibited line transfers, the resulting long-word bus cycles 
are considered part of the original line transfer and would therefore cause a bus error termination as well. 

2. A retry termination in natlve-MC68060-mode is valid only for the first long word of a line transfer it is ignored 
otherwise. Note that for burst-inhibited line transfers, the resulting long-word bus cycles are considered part 
of the original line transfer and would therefore ignore the retry termination as well. 


7.9.1 Bus Errors 

The system hardware can use the TEA signal to abort the current bus cycle when a fault is 
detected. A bus error is recognized during a bus cycle when TA is negated and TEA is 
asserted (MC68040 acknowledge termination mode) or during a bus cycle when TEA is 
asserted (native-MC68060 acknowledge termination mode). Also, for the MC68040 
acknowledge termination mode, a retry termination during the 2nd, 3rd, or 4th long word of 
a line transfer is interpreted as a bus error termination. This rule applies also for the second, 
third, and fourth long-word transfer on a line transfer that was burst inhibited. 
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When the processor recognizes a bus er ror c ondition for an access, the access is termi¬ 
nated immediately. A line access that has TEA asserted for one of the four long-word trans¬ 
fers aborts without completing the remaining transfers, regardiess of whether the line 
transfer uses a burst or burst-inhibited access. 

When a bus cycle is terminated with a bus error, the MC68060 can enter access error 
exception processing immediately following the bus cycle, or it can defer processing the 
exception. The instruction prefetch mechanism requests instruction words from the instruc¬ 
tion memory unit before it is ready to execute them. If a bus error occurs on an instruction 
fetch, the processor does not take the exception until it attempts to use the instruction. 
Should an intervening instruction cause a branch or should a task switch occur, the access 
error exception for the unused access does not occur. Similarly, if a bus error is detected on 
the second, third, or fourth long-word transfer for a line read access, an access error excep¬ 
tion is taken only if the execution unit is specifically requesting that long word. The line is not 
placed in the cache, and the processor repeats the line access when another access refer¬ 
ences the line. If a misaligned operand spans two long words in a line, a bus error on either 
the first or second transfer for the line causes exception processing to begin immediately. A 
bus error termination for any write access or read access that reference data specifically 
requested by the execution unit causes the processor to begin exception processing imme¬ 
diately. Refer to Section 8 Exception Processing for details of access error exception pro¬ 
cessing. 

When a bus error terminates an access, the contents of the corresponding cache can be 
affected in different ways, depending on the type of access. For a cache line read to replace 
a valid instruction or data cache line, the cache line is untouched if the replacement line read 
terminates with a bus error. If a dirty data cache line is being replaced, the dirty line is placed 
in the push buffer and is eventually written out to memory. This is done whether or not a bus 
error occurs during the replacement line read. If any cache push results in a bus error ter¬ 
mination, the cache push data is lost. 

Write accesses to memory pages specified as cashable writethrough by the data memory 
unit update the corresponding cache line before accessing memory. If a bus error occurs 
during a memory access, the cache line remains vaiid with the new data. For noncachable 
precise memory pages, the cache line is not updated if the write cycle terminates with a bus 
error. Figure 7-37 illustrates a functional timing diagram of a bus error on a word write 
access causing an access error exception. Figure 7-38 illustrates a functional timing dia¬ 
gram of a bus error on a line read access that does not cause an access error exception. 

In general, write cycles that result in bus error termination must be avoided. The MC68060 
has write and push buffers to decouple the processor from the system. Before the processor 
writes into the write and push buffers, access errors that resuit from address translation 
cache (ATC) faults should have been reported via an access error exception and eventually 
fixed by the access error handler. Since the instruction that reports the bus error on the write 
cycle usually is not the instruction that causes the write, it is not possible to recover that write 
cycle via an instruction restart. Although the fault address indicates the logical address of 
the write cycle that incurred the bus error, the write data information is not available in the 
access error stack. As such, this access error case is nonrecoverable uniess the system is 
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Figure 7-37. Word Write Access Bus Cycle Terminated with TEA Timing 


implemented with an external device that latches the write data when a bus error terminates 
a write cycle. 

7.9.2 Retry Operation 

When an external device asserts both the TA and TEA signals during a b us cy cle i n the 
MC68040 acknowledge termination mode or if an external device asserts TRA with TEA 
negated during a bus cycle in the native-MC68060 acknowledge termination mode, the pro¬ 
cessor enters the retry bus operation sequence. The processor terminates the bus cycle and 
immediately retries the bus cycle using the same access information (address and transfer 
attributes). However, if the bus cycle was a cache push operation and the bus is arbitrated 
away from the MC68060 before the retry operation with a snoop access during the arbitra¬ 
tion which invalidates the cache push, the processor does not initiate a retry operation. Fig¬ 
ure 7-39 illustrates a functional timing diagram for a retry of a read bus transfer. 
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Figure 7-38. Line Read Access Bus Cycle Terminated with TEA Timing 


The pr ocesso r retries any read or write bus cycles of a read-modify-write sequence sepa¬ 
rately; LOCK remains asserted during the entire retry sequence. If the last bus cycle of a 
locked access is retried, LOCKE remains asserted through the retry of the write bus cycle. 

When in the MC68040 acknowledge termination mode, a retry termination on the initial long- 
word transfer of a line access causes the processor to retry the bus cycle as illustrated in 
Figure 7-40. However, the processor interprets a retry bus operation signaled during the 
second, third, or fourth long-word transfer of a line burst bus cycle as a bus error and causes 
the processor to abort the line transfer. However, when in the native-MC68060 acknowledge 
termination mode, a retry termination signaled during the second, third, or fourth long-word 
transfers of a line burst bus cycle are ignored. 
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Figure 7-39. Retry Read Bus Cycle Timing 


The MC68060 considers the resulting second, third, and fourth long-word bus cycles of a 
burst-inhibited line transfer as part of the original line transfer cycle. Therefore, the MC68060 
interprets a retry termination during these bus cycles as though they were part of the original 
line transfer, and depending on the acknowledge termination mode, a retry termination is 
either interpreted as a bus error (MC68040 mode) or ignored (native-MC68060 mode). 

Negating the bus grant (BS) signal on the MC68060 while indicating a retry termination pro¬ 
vides a relinquish and retry operation for any bus cycle that can be retried (see Figure 7-44). 
If retrying a bus cycle that is part of a locked sequence of bus cycles, a relinquish and retry 
of the bus requires BGR be asserted along with negated to cause the processor to abort 
any following locked bus cycles that are a part of the locked sequence. 
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Figure 7-40. Line Write Retry Bus Cycle Timing 


7.9.3 Double Bus Fault 

A double bus fault occurs when an access or address error occurs during the exception pro¬ 
cessing sequence, e.g., the processor attempts to stack several words containing informa¬ 
tion about the state of the machine while processing an access error exception. If a bus error 
occurs during the stacking operation, the second error is considered a double bus fault and 
the processor Is halted. 

The MC68060 indicates a double bus fault condition by continuously driving PSTx with an 
encoded value of $1C until the processor is reset. Only an external reset operation can 
restart a halted processor. The halted processor releases the external bus by negating BR 
and forcing all outputs to a high-impedance state. 
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A second access or address error that occurs during execution of an exception handier or 
iater, does not cause a double bus fault. A bus cycle that is retried does not constitute a bus 
error or contribute to a doubie bus fault. The processor continues to retry the same bus cycle 
as long as external hardware requests it. 

7.10 BUS SYNCHRONIZATION 

The MC68060 integer unit generates access requests to the instruction and data memory 
units to support integer and fioating-point operations. Both the <ea> fetch and write-back 
stages of the integer unit pipeiine perform accesses to the data memory unit. Ail read and 
write accesses are performed in strict program order. Compared with the MC68040, the 
MC68060 is always “serialized’. This feature makes it possible for automatic bus synchroni¬ 
zation without requiring NOPs between instructions to guarantee seriaiization of reads and 
writes to I/O devices. 

The instruction restart model used for exception processing in the MC68060 may require 
special care when used with certain peripherals. After the operand fetch for an instruction, 
an exception that causes the instruction to be aborted can occur, resuiting in another access 
for the operand after the instruction restarts. For example, an exception could occur after a 
read access of an I/O device’s status register. The exception causes the instruction to be 
aborted and the register to be read again. If the first read accesses ciears the status bits, 
the status information is iost, and the instruction obtains incorrect data. 

7.11 BUS ARBITRATION 

The bus design of the MC68060 provides for one bus master at a time, either the MC68060 
or an external device. More than one device having the capability to controi the bus can be 
attached to the bus. An external arbiter prioritizes requests and determines which device is 
granted access to the bus. Bus arbitration is the protocol by which the processor or an exter¬ 
nal device becomes the bus master. When the MC68060 is the bus master, it uses the bus 
to read instructions and transfer data not contained in its internal caches to and from mem¬ 
ory. When an alternate bus master owns the bus, the MC68060 can be made to monitor the 
alternate bus master’s transfer and maintain cache coherency. This capability is discussed 
in more detail in 7.12 Bus Snooping Operation. 

Like the MC68040, the MC68060 implements an arbitration method in which an external 
arbiter controls bus arbitration and the processor acts as a slave device requesting owner¬ 
ship of the bus from the arbiter. Since the user defines the functionality of the external arbi¬ 
ter, it can be configured to support any desired priority scheme. For systems in which the 
processor is the only possible bus master, the bus can be continuously granted to the pro¬ 
cessor, and no arbiter is needed. Systems that include several devices that can become bus 
masters require an arbiter to assign priorities to these devices so, when two or more devices 
simuitaneously attempt to become the bus master, the one having the highest priority 
becomes the bus master first. The MC68060 bus interface controller generates bus 
requests to the external arbiter in response to internal requests from the instruction and data 
memory units. 

The MC68060 supports two bus arbitration protocols. These arbitration protocols are mutu¬ 
ally exclusive and must not be mixed in a system. An MC68040-styie arbitration protocoi is 
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provided for compatibility with _existing MC68040-based ASICs a nd lo gic. This arbitration 
protocol uses the BR, BG, and BB signals. Bus tenure terminated (BTT) must be ignored by 
the external arbiter and pulled high using a separate pullup resistor on the MC68060 pin 
when using this arbitration protocol. 

In addition to the MC68040-arbitration protocol, a high speed MC68060-arbitration protocol 
is introduced to p rovide arbi tratio n activity at higher frequencies. This arbitration protocol 
uses the BR, BG, BTT, and BGR signals. BB must be ignored by the external arbiter and 
pulled high using a separate pullup resistor on the MC68060 when using this arbitration pro¬ 
tocol. 

In either arbitration protocol, the bus arbitration unit in the M C68060 o perates synchronously 
and transitions between states in which CLK is enabled via CLKEN asserted (on the rising 
edge of BCLK). Either arbitration protocol allows arbitration to overlap with bus activity, but 
the MC68040-arbitration protocol should not be used at full bus speed. With either arbitra¬ 
tion protocol, each master which can initiate bus cycles must have their TS signals con¬ 
nected together so that the MC68060 can maintain proper internal state. Note also, when 
using the MC68040-arbitration protocol, any alternate master which takes over bus owner¬ 
ship and initiates bus cycles with the assertion of TS must also assert BB for the time of its 
bus tenure. 

7.11.1 MC68040-Arbitration Protocol (BB Protocol) 

When usin g the MC68040-arbitration protocol, BTT must be pulled high through a resistor. 
Since BTT is also an output, a separate pullup resistor must be used exclusively for BTT. 

The MC68060 requests the bus from the external bus arbiter by asserting BR whenever an 
internal bus request is pending. The processor continues to assert BR for as long as it 
requires the bus. The processor negates BR at any time without regard to the status of BG 
and BB. If the bus is granted to the processor when an internal bus request is generated, 
BR is asserted simultaneously with transfer start (TS), allowing the access to begin imme¬ 
diately. The processor always drives BR, and BR cannot be wire-ORed with other devices. 

The external arbiter asserts BS to indicate to the processor that it has been granted the bus. 
If BG is negated while a bus cycle Is in progress, the processor relinquishes the bus at the 
completion of the bus cycle, except on locked sequences in which BGR is negated. To guar¬ 
antee that the b us is relin qui shed , BG must be negated prior to the rising edge of the BCLK 
in which the last TA, TEA, or TRA is asserted. Note that the bus controller considers the four 
long-word bus transfers of a burst-inhibited line transfer to be a single bus cycle and does 
not relinquish the bus until completion of the fourth transfer. 

Unlike the MC68040 in which the read and w rite porti ons o f a locked sequence is divisible, 
the MC68060 provides a choice via the BGR input. If BGR is asserted when BG is negated 
in the middle of a locked sequence, the MC68060 operates like th e MC 68040 and relin- 
quishes the bus after the current bus cycle is completed. Otherwise, if BGR is negated when 
BG is negated, the MC68060 ignores the negated BG, retains bus ownership, and com- 
plete s all bus cycles of the locked sequence before giving up the bus. Systems may use the 
BGR input to assign severity of the BG negation. For instance, if bus arbitration is used to 
allow for DRAM refresh, it is okay to ignore locked sequences and force the MC68060 to 
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relinquish the bus. But, if the alternate master is another MC68 060, i t may not be advisable 
to allow locked sequences to be broken. Figure 7-46 illustrates BGR functionality on locked 
sequences. 

When the bus has been granted to the processor in response to the assertion of BR, one of 
two situations can occur. In the first situation, the processor monitors BB and TS to deter¬ 
mine when the bus cycle of the alternate bus master is complete and to guarantee that 
another master has not already started another bus tenure. After the alternate bus master 
negates and three-states BB, the processor asserts BB to indicate explicit bus ownership 
and begins the bus cycle by asserting TS. The processor continues to assert BB until the 
external arbiter negates BS, after which BB is driven negated at the completion of the bus 
cycle, then forced to a high-impedance state. As long as BG is asserted, BB remains 
asserted to indicate the bus is owned, and the processor continuously drives the address 
bus, attributes, and control signals. The processor negates BR when there are no pending 
internal requests to allow the external arbiter to grant the bus to an alternate bus master if 
necessary. 

In the second situation, the processor samples BB until the alternate master negates 55. 
Then the processor takes implicit ownership of the bus. Implicit ownership of the bus occurs 
when the processor is granted the bus, but there are no pending bus cycles. The MC68060 
does not drive the bus and BB if the bus is implicitly owned. This is different from the 
MC68040 which drives the address, attributes, and control signals during implicit ownership 
of the bus. If an internal access request is generated, the processor assumes explicit own- 
ership of the bus and immediately begins an access, simultaneously asserting BB, BR, TIP, 
and 1^. If the external arbiter keeps BG asserted to the processor, the processor keeps BB 
asserted and either executes active bus cycles or drives the address and attributes with 
undefined values in-between active bus cycles. 

5r can be used by the external arbiter as an indication that the processor needs the bus. 
However, there is no guarantee that when the bus is granted to the processor, that a bus 
cycle will be performed. At best, BR must be used as status output that the processor needs 
the bus, but not as an indication that the processor is in a certain bus arbitration state. Figure 
7-41 provides a high-level arbitration diagram that can be used by external arbiters to predict 
how the MC68060 operates as a function of external signals, and internal signals. For 
instance, note that the relationship between the internal BR and the external BR is best 
described as a synchronous delay off BCLK. 

Figure 7-41 is a bus arbitration state diagram for the MC68040 bus arbitration protocol. 
Table 7-6 lists conditions that cause a change to and from the various states. Table 7-7 lists 
a summary of the bus conditions and states. 
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Table 7-6. MC68040-Arbitration Protocol Transition Conditions 


Present 

State 

Condition 


Bus 

■"Tf" 

sampled 
as an 
input 
Tsi 


sampled 
as an 
input 
(BBI) 


Transfer in 
Progress? 

End of 
Cycle? 

Next State 

Rsn 


Reset 

A1 

A 
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— 

Reset 

A2 

mm 
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__ 
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— 
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A3 

wm 
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Own 
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— 
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— 
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— 

N 

— 

— 
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mm 

Hi 

hssh 

— 

— 

N 

— 
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C3 

mm 

Hi 

— 

— 

— 

A 

— 

— 


C4 

mm 

HI 

A 

— 

— 

— 

— 

— 


C5 

mm 

HI 

— 

— 

A 

— 

— 

— 

Violation 

AM 

Implicit 

D1 

N 

— 

A 

A 

— 

— 

— 

— 


D2 

N 

— 

A 

N 

— 

— 

— 
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mm 
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N 

— 

— 

— 

— 

— 
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N 
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mm 

A 

N 

— 

A 

— 
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El 

mm 
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— 

Snoop 

E2 
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A 

N 

— 

— 

— 

— 

AM Explicit 

E3 

N 

— 

N 

— 

A 

— 

— 

— 

AM Explicit 

E4 

N 

A 

N 

— 

N 

N 

— 

— 

Implicit Own 

E5 

HI 

HI 
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i — 
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A 

— 

— 
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— 
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— 

— 
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— 

N 

— 

— 
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F3 

HI 

D! 

— 

— 

— 

A 

— 

— 


F4 


HI 

A 

— 

_ 

— 

— 

— 

Violation 
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— 

— 

— 

— 

— 

— 

— 

— 

AM Explicit 

Any 


A 

— 

— 

— 


— 

— 

— 

Reset 


NOTES: 


1) “N” means negated; “A” means asserted. 

2) End of Cycle: Whatever terminates a bus transaction whether it is normal, bus error, or retried. Note that ong-word 
bus cycles that result from a burst-inhibited line transfer are considered part of that original line transfer. 

3) Con ditions C4, C5, and F4 indicate that an alternate master has taken ownership with out s ampling B5 as negated. 

4) TBTT refers to an internal bus request. The output signal SI? is a registered version of ISR. 

5) SET refers to SS when sampled as an input, 

6) SNOOP denotes the condition in which SNOOP is sampled asserted and TTI =0. 

7) In this state diagram, BOP is assumed always asserted, hence, bus cycles within a locked sequence are treated 
no differently from nonlocked bus cycles, except that the processor takes an extra BCLK period in the end tenure 
state to allow for LOCK and LOCKE to negate. If BGR is negated and a locked sequence is in progress, the pro¬ 
cessor does not relinquish the bus if SOi is negated until the end of the last bus cycle in the locked sequence. 

8) The processor does not require a valid acknowledge termination for snooped accesses. The only restriction is that 
a snoop cycle be performed at no more than a maximum rate of once every two BCLK cycles. This state diagram 
properly emulates this behavior. 
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Table 7-7. MC68040-Arbitration Protocol State Description 


mo 

Bus Status 

Own 

State 

Not Driven 

Not Driven 

No 

Reset 

Not Driven 

Not Driven 

No 

Alternate Master Implicit Own 

Not Driven 

Not Driven 

No 

Alternate Master Explicit Own 

Not Driven 

Not Driven 

Yes 

Implicit Ownership 

Asserted 

Driven 

Yes 

Explicit Ownership 

Negated 

for One CLK, then 
Three-Stated 

Stops Being 
Driven at End 
of State 

Yes 

End Tenure 

Not Driven 

Not Driven 

No 

Alternate Master Own 
and Snooped 


NOTE: 


BBO represents the component of ^when driven by the MC68060. BBO is either driven 
asserted or three-stated; however, BBO is driven negated for one CLK (as opposed to 
BCLK) period before three-stating. 


The MC68060 can be in any one of seven bus arbitration states during bus operation: reset, 
AM-implicit own, AM-explicit own, snoop, implicit ownership, explicit ownership, and the end 
tenure states. 

The reset state is entered whenever RSTI is asserted in any bus arbitration state, except the 
explicit ownership state. For that state, the end tenure state is entered prior to entering the 
reset state.This is done to ensure oth er bus masters are capable of taking the bus away from 
the processor when it is reset. When RSTI is negated, the processor proceeds to the implicit 
ownership state or alternate master implicit ownership state, depending on B G. If an alter¬ 
nate master asserts TS or has asserted T5 in the past, the processor waits for BTT to assert 
(or alternatively, for BB to go from being asserted to being negated) before taking the bus, 
even though BG may be asserted to the processor. 

The AM-implicit own state denotes the MC68060 does not have ownership (B5 negated) of 
the bus and is not in ^ process of snooping an access, a nd the alternate has not begun its 
tenure by asserting TS (alternate master TS or SNOOP negated). In the AM-implicit own 
state, ^ MC68060 does not drive the bus. The processor enters the AM-explicit own state 
when TS is asserted by the alternate master. Once in the AM-explicit own state, the pr oces - 
sor waits for the alternate master to transition and negate BB (or alternatively assert BTT) 
before recognizing that a cha nge of tenure has occurred. If BG is negated when BB is 
negated (or alternatively BTT asserted), the processor assumes that another master has 
taken implicit ownership of the bus. Otherwise, if BG is asserted when BB is negated (or BTT 
asserted), the processor assumes implicit ownership of the bus. 

If an alternate master loses bus ownership when it is in its implicit ownership state, the pro¬ 
cessor checks TS. If T5 is sampled asserted, the processor interprets this as the alternate 
master transitioning to its explicit ownership state, and it does not take over bus ownership. 
This operation is different from that of the MC68040, in that external arbiters are required to 
check for this boundary condition. However, in order for the processor to properly detect this 
boundary condition, i^ imperative that the TS of all alternate bus masters be tied together 
with the processor’s TS signal 
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The snoop state is similar to the AM-explicit own state in that the MC68060 does not have 
ownership of the bus. The snoop state differs from the AM-explicit own state in that the 
MC68060 is in the proces s of perfo rming an internal snoop operation because the processor 
has detected that TS and SNOOP are asserted and TT1 = 0. The snoop state always returns 
to the AM-explicit own state. 

The implicit ownership state indicates that the MC68060 owns the bus because BS is 
asserted to it. The processor, however, is not ready to begin a bus cycle, and it keeps BB 
negated and the bus three-stated until an internal bus request occurs. 

The MC68060 explicitly owns the bus when the bus is granted to it (B(a asserted) and at 
least one bus cycle has Initiated. The processor asserts BB during this state to indicate the 
processor has explicit ownership of the bus. Until BG is negated, the processor retains 
explicit ownership of the bus whether or not active bus cycles are being executed. When the 
processor is ready to relinquish the bus, it goes through the end tenure state to indicate to 
all alternate masters that it is relinquishing the bus. During the end tenure state, BB goes 
from being actively assert ed to being actively negated for one CLK cycle and then three- 
stated. While in this state, RSTI is asserted and the processor proceeds to the end tenure 
state to inform other bus masters it is relinquishing the bus. 

7.11.2 MC68060-Arbitration Protocol (BTT Protocol) 

The MC68060-arbitration pr otoco l is different from the MC68040-arbitration protocol in that 
BTT is used instead of BB. BTT indicates that the MC68060 has completed a bus tenure 
and the bus can now be used by another master. When using the MC68060-arbitration pro- 
tocol, BB must be pulled high via a separate pullup resistor since the processor drives BB 
during bus tenure times. This puilup resistor must be used solely for BB. 

Arbitration within the MC68060 bus interface controller is based on current bus ownership 
and the concept that a bus cycle is an atomic entity which cannot be split, though it may be 
prematurely terminated. If the bus Is currently owned by the processor, it can be owned by 
another maste r only after the completion of the finai bus cycle when the processor has 
asserted BTT. 

If the bus is not currently owned by the processor, it asserts its BR signal as soon as it needs 
the bus. Bus mastership is assumed as soon as the ass ertion of BG is received from the bus 
arbiter and the one BCLK i^od assertion of the bused BTT is detected (or alternately, the 
transition and negation of BB is detected at a rising BCLK edge), indicating the previous 
master has terminated its tenure and relinquished the bus. If the MC68060 still has a need 
to use the bus when BG is received, it assumes bus mastership, asserts TS, and starts a 
bus cycle. Note the MC68060 negates its BR signal if, dueJo_ internal state, it no ionger 
needs to use the bus at that moment in time. It negates its BR signai at the same time it 
asserts the TS signal if the bus is only needed for one bus cycle. 

BTT is connected to ail mas ters i n a system to give notice of the termination of bus tenure 
by the MC68060 processor. BTT is asserted by the MC68060 after it has lost right of own¬ 
ership to the bus by the negation of BG and is ready to end usage of the bus. After the final 
termination acknowledgme nt of the final bus cycle when the M C680 60 has lost bus owner¬ 
ship, the processor asserts BTT for a one BCLK period, negates BTT for a one BCLK period. 
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and then three-states BTT. If the external bus arbiter has granted the bus to an alternate 
master by the assertion of BS to that master, that master, using t his pr otocol, can start a bus 
cycle on the risi ng B CLK edge in which it detects the assertion of BTT. The previous master 
can be driving BTT negated at the same tim e the current master is starting a bus cycle 
because the current maste r will still have its BTT signal three-stated. Since the alternate 
master does not drive BTT in this protocol until it has finished its tenure, there is no conflict 
with tying all master’s BTT signals together. This is different than the MC68040-arbitration 
protocol which used BB to continuously indicate to other bus masters the bus was being 
used by the MC68040. 

When a processor using the MC68040-arbitration protocol is finished using the bus, B B has 
to be driven negated for a short period of time and then three-stated. The use of the BTT 
protocol works much better than the BB protocol in a hig h-spe ed bus environment because 
the kind of drive (asserted, negated, or three-stated) of BTT can be synchronous with the 
clock. Arbiters do not need to be changed going from a MC68040 system to a MC6 8060 sys- 
tem, since arbiters do not need to sample the BB signal in a MC6 8040 system or BTT in a 
MC6060 system, but need only use BR, BG, and perhaps LOCK to determine bus owner¬ 
ship rights. Masters need only sample BB or BTT and TS and BB to determine the proper 
times to take over ownership of the bus. In cases wh ere th e MC68060 has implicit bus own¬ 
ership after it has finished all needed bus cycles, BTT remains three-stated until BB is 
negated and the MC68060 is forced off the bus. For this case, in the next BCLK period after 
the MC68060 detects the negation of BG, it asse rts BTT for one BCLK period, negates BTT 
for one BCLK period, and then three-states BTT. In implicit bus ownership cases where the 
MC68 060 is given the bus but never actually uses it by asserting TB, the MC68060 does not 
assert BTT when BG is negated. 

In systems that use the BTT protocol, the assertions of TB and BTT must be tracked by mas- 
ters, to determine the proper times at which the bus may be taken over. Assertions of BTT 
prior to, during, and after the negation of BB may also need to be logged by a master in 
cases where the BG is not parked with a master and no master has used the bus for some 
time. In such cases the master is required to have kept state information that indicated a pre¬ 
vious master had earlier finished using the bus, implying it is safe to immediately take control 
of the bus. The MC68060 processor internally maintains this information. 

After external reset, initiated with the n egation of RBtT, and with BB asserted, the MC68060 
does not wait for the assertion of BTT by another master to take over mastership of the bus 
and start bus activity, provided there has been no assertion of TB by another master in the 
interim of time between the negation of RSTI and the clock cycle when the MC68060 is 
ready to start a bus cycle. If another master starts bus activity (TB asserted) in this interim 
of time, even though th e MC 68060 may have received a bus grant indication (BB asserted), 
the MC68060 waits for BTT to be asserted by the other master before it takes over bus mas¬ 
tership. 

When BB is negated by the arbiter, the MC68060 relinquishes the bus as soon as th e cur- 
rent bus cycle is complete unless a locked sequence of bus cycles is in progress with BGR 
negated. In this case, the MC68060 completes the sequence of atomic locked bus cycles, 
drives LOCK and LOCKE negated for one BCLK period during the clock when the a ddr^s 
and other bus cycle attributes are idled, and in the next BCLK period, three-states LOCK 
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and LOCKE and then relinquishes the bus by asserting BTT. BGR is a qualifier for BG which 
indicates to t he MC 68060 the degree of necessity for relinquishing bus ownership when BG 
is negated. BGR primarily affects how the MC68060 behaves during atomic locked 
sequences when BG is negated. 

The MC68060 arbitration protocol allows bus ownershipjo be removed from the MC68060 
and granted to another bus master wit h the ne gation of BG, even if the processor is indicat¬ 
ing a locked sequence is in progress. A LOCK signal is provided by the MC68060 to indicate 
the processor intends the current set of bus cycles to be locked tog ether, but this can either 
be enf orced or overridden by the system bus arbiter’s control of the BGR signal. The asser¬ 
tion of BGR with the negation of BG by an external bus arbiter forces the processor to relin¬ 
quish the bus as soon as the current bus cycl e is fi nished even if the processor is running a 
locked sequence of atomic bus cycles. If both BGR and BG are negated when the MC68060 
is running a sequence of locked bus cycles, the MC68060 finishes the entire set of atomic 
locked bus cycles and then relinquishes the bus at the completion of that unit of atomic 
locked bus cycles and no disruption of the atomic sequence occurs. Note the MC68060 may 
be running a set of back-to-back atomic locked sequences, the abutment of wh ich an exter¬ 
nal bus arbiter can not detect to determine a safe time to negate BG. With BGR negated the 
MC68060 finishes the last bus cycle of the current set of atomic locked bus cycles and then 
relinquishes the bus, thus preventing the in terruption of that unit of atomic locked sequence 
of bus cycles. Figure 7-46 illustrates BGR functionality during locked sequences. 

As an alternative to the BGR protoco l, the M C68060 retains the LOCKE signal from the 
MC68040 bus. The MC68040 uses a LOCKE signal during the last bus cycle of a locked 
sequence of bus cycles to allow an external arbiter to detect the boundary between back-to- 
back loc ked sequences on the bus. An external arbiter in a MC68040 system can use the 
LOCKE status signal to determine safe times to remove BG without breaking a locked 
sequence and allow arbitration to be overlapped with the last transfer in a locked sequence. 
How ever, a retry acknowledge termination during the last bus cycle of a locked sequence 
with LOCKE asserted and BG negated requires asynchronous logic in the external bus arbi¬ 
ter to re-assert BG before th e bus cycle finishes to prevent the splitting or interruption of the 
locked sequence. Use of the BGR protocol prevents this problem by allowing the MC68060 
determine the proper time to relinquish bus ownership and simplifies the external bus arbiter 
design. 

For locked sequen ces of bus cycles, the MC68060 asserts LOCK with the TS of the first bus 
cycle and negates LOCK following the final termination acknowledgment of the last transfer 
of the last bus cycle during the execution of the TAS and CAS instructions, on updates of 
history information in table searches, and after the execution of MOVEC instructions that set 
and later r eset th e L OCK b it in the BUSCR. Depending on how the arbiter is designed with 
respect to LOCK and BGR, this can ha ve the effect of preventing overlapped bus arbitration 
during locked sequences. By keeping LOCK asserted throughout the duration of a locked 
sequence, the last bus cycle of the sequence can be retried and still maintain the lock status. 
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The MC68060 processor, like the MC68040, will continue to drive external address and 
attribute lines, but unlike the MC68040, it may drive undefined values on the address and 
attribute lines during times when the bus is still owned but idle after a previous usage. Also, 
unlike the MC68040, in cases of implicit bus ownership, when the MC68060 has been 
granted the bus but has not yet run a cycle, the processor does not drive the address and 
attributes lines and they remain three-stated until a bus cycle is actually initiated. 

Figure 7-42 shows the behavior of the MC68060 given inputs defined in Table 7-8. The 
states are defined in Table 7-9. The arbitration state diagram for the MC68060-arbitration 
protocol is similar to the MC68040-arbitration protocol with the exception that BB is no 
longer used as an input. As with the MC68040-arbitration protocol, the end tenure state is 
used to inform other bus masters the processor is relinquishing the bus. 
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Table 7-8. MC68060-Arbitration Protocol State Transition Conditions 


Present 

State 

Condition 

RSTF 


TS sampled 
as an input 
(T5IJ) 


6W sampled 
as an input 
(BTfl) 

Internal 
Bus Request 
(IBR) 

Transfer 

in 

Progress? 




Reset 

A1 

D 

- 

— 

— 

— 

— 

— 

— 

HmSSH 

A2 

MM 

D 
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— 

— 
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— 

Implicit Own 

A3 

MM 

d 

. — 


— 

— 

— 

— 

AM Implicit 


B1 

MM 

d 

— 

— 

— 

— 

N 

— 

End Tenure 

B2 

MM 

d 

— 

— 

— 

— 

A 


Explicit Own 

B3 

wm 

d 

— 

— 


— 

A 

A 

End Tenure 

B4 

wm 

D 

— 

— 

— 

— 

— 

— 

Explicit Own 

End 

Tenure 

C1 

wm 

o 

N 

— 

— 


— 

— 

AM Implicit 

C2 

wm 

D 

— 

— 

— 

N 

— 

—■ 

Implicit Own 

C3 

wm 

D 

— 


— 

A 

— 

— 


C4 

MM 

o 

A 

— 

— 

— 

— 

— 


AM 

Implicit 

D1 

wm 

— 

A 

A 

— 

— 

— 

— 

111111111^0^^11111 

D2 

mw 


A 

N 


— 

— 

— 


D3 

wm 

o 

N 

— 

— 


— 

— 

AM Implicit 

D4 

wm 

D 

N 


__ 

N 

— 

— 

Implicit Own 

D5 

wm 

D 

N 

— 

— 

A 

— 

— 

Explicit Own 

AM 

Explicit 

El 

wm 

— 

A 

A 

— 

— 

— 

— 

Snoop 

E2 

mw 

— 

A 

N 

— 

— 

__ 

— 

AM Explicit 

E3 

mw 

— 

N 

— 

N 

— 

— 

— 

AM Explicit 

E4 

wm 

D 

N 

— 

A 

N 

— 

— 

Implicit Own 

E5 

wm 

a 

N 

— 

A 

A 

— 

— 

Explicit Own 

E6 

wm 

d 

N 

— 

A 

— 

— 

— 

wmmm 
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Own 

FI 

wm 

d 

N 

— 

— 

— 

— 

— 

E&I&iSMI 

F2 

wm 

D 

— 

— 

— 

N 

— 

— 


F3 

mw 

D 

— 

— 

— 

A 

— 

mm 


F4 

wm 

d 

A 

— 

— 

— 


— 


Snoop 

G1 

mw 

— 

— 


— 

_ 

— 

_ 

mmm 

Any 

— 

WM 

— 


_ 

— 

— 

— 

— 



NOTES: 

1) “N” means negated; “A” means asserted. 

2) End of cycle: Whatever terminates a bus transaction whether it is normal, bus error, or retried. Note that long-word 



bus cycles that result from a burst inhibited line transfer are considered part of that original line transfer. 

3) Conditions C4 an d F4 indicate that an alternate master has taken bus ownership without waiting for the current mas- 
terto assert mr. 

4) IBR r efers to an int ernal bus request. The output signal HR is a registered version of IBR. 

5) HTTF refers to BIT when sampled as a n input. 

6) SNOOP denotes the condi tion in which SNoOP is sampled asserted, and TT1 = 0. 

7) In this state diagram, BGR is assumed always asserted; hence, bus cycles within a locked sequence are treated no 
differently from nonlocked bus cycles, except that the processor takes an extra BCLK period in the end tenure state 
to allow for LOCK and LOCKE to negate. If BCR is negated and a locked sequence is in progress, the processor 
does not relinquish the bus if H^ is negated until the end of the last bus cycle in the locked sequence. 

8) The processor does not require a valid acknowledge termination for snooped accesses. The only restriction is that 
a snoop cycle be performed at no more than a maximum rate of once every two BCLK cycles. This state diagram 
properly emulates this behavior. 
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Table 7-9. MC68060-Arbitration Protocol State Description 


bTO 


Own 

State 

Not Driven 

Not Driven 

No 

Reset 

Not Driven 

Not Driven 

No 

Alternated Master Implicit Own 

Not Driven 

Not Driven 

No 

Alternate Master Explicit Own 

Not Driven 

Not Driven 

Yes 

Implicit Ownership 

Not Driven 

Driven 

Yes 

Explicit Ownership 

Asserted for One 
BCIK, Negated for 
One BCLK then 
Three-Stated 

Stops Being 
Driven at End 
of State 

Yes 

End Tenure 

Not Driven 

Not Driven 

No 

Alternate Master Own and Snooped 


NOTE: BTTO represents the component of BTT as driven by the MC68060. til I is nor¬ 
mally three-stated but driven for one BCLK when asserted and one BCLK when negated. 


The MC68060 can be in any one of seven bus arbitration states during bus operation: reset, 
AM-implicit own, AM-explicit own, snoop, implicit ownership, explicit ownership, and the end 
tenure state. 


The reset state is entered whenever RSTI is asserted in any bus arbitration state, except the 
explicit ownership state. For that state, the end tenure state is entered prior to entering the 
reset state.This is done to ensure oth er bus masters are capable of taking the bus away from 
the processor when it is reset. When RSTI is negated, the processor proceeds to the implicit 
ownership state or alternate master implicit ownership state, depending on B G. If an alter¬ 
nate master asserts TS or has asserted TS in the past, the processor waits for BTT to assert 
(or alternatively for BB to go from being asserted to being negated) before taking the bus, 
even though BG may be asserted to the processor. 

The AM-implicit own state denotes the MC68060 does not have ownership (BG negated) of 
the bus and is not in ^ process of snooping an access, a nd the alternate has not begun its 
tenure by asserting TS (alternate master TS or SNOOP negated). In the AM-implicit own 
state, ^ MC68060 does not drive the bus. The processor enters the AM-explicit own state 
when TS is asserted by the alternate maste r. On ce in the AM-explicit own state, the proces¬ 
sor waits for the alternate master to assert BTT before recognizing that a change of tenure 
has occurred. If BG is negated when BTT is asserted, the processor assumes that anoth er 
master has taken implicit ownership of the bus. Otherwise, if BG is asserted when BTT is 
asserted, the processor assumes implicit ownership of the bus. 

If an alternate master loses bus ownership when it is in implicit ownership state, the proces¬ 
sor checks TS. If TS is sampled asserted, the processor interprets this as the alternate mas¬ 
ter transitioning to its explicit ownership state, and it does not take bus ownership. This 
operation is different from that of the MC68040 in that external arbiters are required to check 
for this boundary condition. However, in order for the processor to properly detect this 
boundary condition, itjs imperative that the TS of all alternate bus masters be tied together 
with the processor’s TS signal. 
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The snoop state is similar to the AM-explicit own state in that the MC68060 does not have 
ownership of the bus. The snoop state differs from the AM-explicit own state in that the 
MC68060 is in the proces s of perfo rming an internal snoop operation because the processor 
has detected that TS and SNOOP are asserted and TT1 = 0. The snoop state always returns 
to the AM-explicit own state. The implicit ownership state indicates that the MC68060 owns 
the bus because ^ is asserted to It. The processor, however, is not ready to begin a bus 
cycle, and keeps BB negated and the bus three-stated until an internal bus request occurs. 

The MC68060 explicitly owns the bus when the bus Is granted to it (BG asserted) and it has 
initiated at least one bus cycle. Until BG is negated, the processor retains explicit ownership 
of the bus whether or not active bus cycles are being executed. When the processor Is ready 
to relinquish the bus, it goes through the end tenure state to i ndica te to all alternate masters 
that It Is relinquishing the bus. During the end tenure state, BTT is asserted for one BCLK 
and is actively negated for the next BCLK prior to three-stating. While In this state, if RSTI 
Is asserted, the processor proceeds to the end tenure state to inform other bus masters it is 
relinquishing the bus. 

All alternate masters that reside in a system and use the MC68060-arbitration protocol must 
provide the same functionality as the MC68060 for proper system operation. 

7.11.3 External Arbiter Considerations 

The bus arbitration state diagrams for the MC68040-arbitration protocol and MC68060-arbi- 
tration protocol may be used to approximate the high level behavior of the processor. In 
either case, it Is assumed that all TS signals In a system are tied together, all BB sign als in 
a system are tied together and to a pullup resistor (MC68040-arbitratlon protocol), or all BTT 
signals In a system are tied t oget her and to a pullup resistor (MC68060-arbitration protocol). 
Furthermore, unused BB or BTT pins must have separate pullup resistors. 

If an alternate master loses bus ownership when It is in its Implicit ownership state, the pro¬ 
cessor checks TS. If TS is sampled asserted, the processor Interprets this as the alternate 
master transitioning to its explicit ownership state, and it does not take over bus ownership. 
This operation Is different from that of the MC68040, in that external arbiters are required to 
check for this boundary condition. However, in order for the processor to properly detect this 
boundary condition, i^ Imperative that the TS of all alternate bus masters be tied together 
with the processor’s TS signal. 

When using the MC68040-arbitratlon protocol, as with theTS signal, the BB of all alternate 
bus masters must be tied together to the processor’s BB signal. Also, when_an alternate 
master becomes bus master, it must assert BB If it initiates a bus cycle with the TS asserted. 

The external arbiter design needs to Include the function of BR. For example, in certain 
cases associated with conditional branches, the MC68060 can assert BR to request the bus 
from an alternate bus master, then negate BR without using the bus, regardless of whether 
or not the external arbiter eventually asserts BG. This situation happens when the MC68060 
attempts to prefetch an instruction for a conditional branch. To achieve maximum perfor¬ 
mance, the processor may prefetch the instructions of the forward path for a conditional 
branch. If the branch prediction is incorrect and if the conditional branch results in a branch- 
not-taken, the previously issued branch-taken prefetch is then terminated since the prefetch 
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is no longer needed. In an attempt to save time, the MC68060 negates BR. If BG takes too 
long to assert, the MC68060 enters a disregard request condition. 

The BR signal can be reasserted immediately for a different pending bus request, or it can 
stay negated indefinitely. If an external bus arbiter is designed to wait for the MC68060 to 
perform an active bus cycle before proceeding, then the system experiences an extended 
period of time in which bus arbitration is dead-locked. It must b e und erstood that BR is a 
status signal which may or may not have any relationship to BB, BTT, or BG. 

When using the MC68060- arbit ration protocol it is possible to determine bus tenure bound- 
aries by observing TS and BTT. An active bus tenure begins when a bus master asserts its 
TS for the first time. Onc e the bus tenure has started, the active bus master must end its 
tenure by asserting BTT (or a low-to-high transition of BB). If a bus master is granted the 
bus, but does not_start an active bus tenure by asserting TS, no BTT assertion (or a low-to- 
high transition of BB) is needed since no bus tenure was started. When reset is applied to 
the entire system, TS to all bus masters must be negated via a pullup resistor. In addition, 
the bus arbiter must grant the bus to a single bus master. Once the first bus master recog¬ 
nizes that TS is negated and that it has been granted the bus, it asserts its TS to establish 
its bus tenure and to inform other bus masters that its bus tenure has begun (this assumes 
that the TS signals of all bus masters in the system are tied together). All other bus masters 
will therefore detect an asserted TS (TS is asser ted b y the first bus master) immediately 
after reset. These bus masters must then wait for BTT to assert (or a low-to-high transition 
of BB) before beginning their bus tenure when granted the bus. 

Figure 7-43 illustrates an example of the processor requesting the bus from the external bus 
arbiter. During Cl, the MC68060 asserts BR to request the bus from the arbiter, which 
negates the alternate bus master’s BG signal and grants the bus to the processor by assert¬ 
ing BG during C2. During C2, the alternate bus master completes its^rrent access and 
relin quishes the busjn C3 by th ree-stating all bus signals and negating BB and/or asserting 
BTT. Typically, the BB and BTT signals require a pullup resistor to maintain a logic-one level 
between bus master tenures. The alternate bus master should negate these signals before 
three-stating to minimize rise time of the signals and ensure that the processor recognizes 
the correct level on the next BCLK rising edge. At the end of C3, the processor has already 
received bus grant and the alternate master has relinquished the bus. Hence, the processor 
assumes ownership of the bus and immediately begins a bus cycle during C4. During 
the processor begins the second bus cycle for the misaligned operand and negates BR 
since no other accesses are pending. During C7, the external bus arbiter grants the bus 
back to the alternate bus maste r that is waiting for the processor to relinquish the bus. The 
processor negates BB, asserts BTT, and three-states bus signals during C8. Finally, the 
alternate bus master has the bus grant. The processor has re linqu ished the bus at the end 
of C8 and is able to resume bus activity during C9. Note that B TT is asserted only for one 
BCLK period and is negated for one BCLK period during CIO. BTT is then three-stated in 
CIO. 

Further note that BB is only negated for one CLK (as opposed to BCLK) period before being 
three-stated, and the MC68040-arbitration protocol should not be used for full bus speed 
operation. 
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*AM indicates the alternate bus master. 

Figure 7-43. Processor Bus Request Timing 

Figure 7-44 illustrates a functional timing diagram for an arbitration of a relinquish and retry 
operation (MC68040 acknowledge termination mode). In Figure 7-44, the processor read 
access that begins in Cl is terminated at the end of C2 with a retry request and BG negated, 
forcing the ‘processor to relinquish the bus and allow the alternate master to access the bus. 
Note that the processor re-asserts BR during C3 since the original access is pending again. 
After alternate bus master ownership, the bus is granted to the processor to allow it to retry 
the access beginning in C7. 

Figure 7-45 is a functional timing diagram for implicit ownership of the bus. 

Figure 7-46 illustrates the effect of BGR on bus arbitration activity during locked sequences. 
When BGR is asserted while BG is negated, locked sequences can be broken. Otherwise, 
the entire locked sequence of bus cycles are completed by the processor before relinquish¬ 
ing the bus. 
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* AM indicates the alternate bus master. 

NOTE: The MC68040 acknowledge termination mode is assumed. 

Figure 7-44. Arbitration During Reiinquish and Retry Timing 
7.12 BUS SNOOPING OPERATION 

The MC68060 has the capability of monitoring bus transfers by ot her bus m asters. The pro¬ 
cess of bus monitoring is called snooping and is controlled by the SNOOP signal. 

Snooping can occur when the bus is granted to another bus master, and the MC68060 sees 
a TS assertion by the alternate master. If SNOOP is asserted, the processor registers the 
value of the A31-A0 and TT1 signals on the rising edge of BCLK in which T5 is asserted. 
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*AM indicates the alternate bus master. 

Figure 7-45. Implicit Bus Ownership Arbitration Timing 


In addition, the snoop address on A31-A0 is again registered on the next CLK (not BCLK) 
rising edge. For proper operation, the snoop addresses registered on these two separate 
occasions must be consistent. Only normal and MOVE16 bus transfers can be snooped. 
The MC68060 then examines the address of the transfer and invalidates the line in its 
caches in which the address matches. This process is done quietly without external indica¬ 
tion that a cache entry has been invalidated. Note that when snooping is enabled and an 
entry matches in the MC68060 caches, the entry is invalidated regardless of the state of th e 
R/W signal, transfer size, or whether or not the line has clean or dirty data. If SNOOp is 
negated, no snooping is done, and no lines in the caches are invalidated. 
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Figure 7-46. Effect of BGR on Locked Sequences 

The MC68060 does not require snooped bus cycles to be terminated with a legal transfer 
termination (TA, TEA, or TRA). The only requirement is that TS be asserted no more fre¬ 
quently than once every other BCLK edge. Figure 7-47 shows a snooped bus cycle. 
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Figure 7-47. Snooped Bus Cycle 


7.13 RESET OPERATION 

An external device asserts the reset input signal (RSTI) t o reset the processor. When power 
is applied to the system, external circuitry should assert RSTI for a minimum of ten BCLK 
cycles after Vcc is within tolerance. Figure 7-48 is a functiona l timin g diagram of the power- 
on reset operation, illustrating the relationships among Vcc, RSTI, mode selects, and bus 
signals. CLK is required to be stable by the time Vqq reaches the minimum operating spec¬ 
ification. CLK should start oscillating as Vcc's ramped up in order to clear out cont ention 
internal to the part caused by the random manner in which internal flip-flops power-up. RSTI 
is internally synchronized for two BCLKs before being used and must meet the specified 


MOTOROLA 


M68060 USER’S MANUAL 


7-71 













Bus Operation 


setup and hold times to BCLK (specifications #51 and #52 in Section 12 Electrical and 
Thermal Characteristics) only if recognition by a specific BCLK rising edge is required and 
for configuration settings to be registered on the rising BCLK edge shown in Figure 7-48. 
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NOTE; For the processor to begin_^s cycles after reset, BG must be assejied, TS must be negated or pulled up. If bus arbitration activity 
is started by an alternate master (TS asserted), BTT must be asserted (or BB transition from asserted to negated) eventually to indicate 
an end to the alternate master's tenure. 


Figure 7-48. Initial Power-On Reset Timing 

T5 must be pulled up or negated during reset. Once RSTI negates, the processor is inter¬ 
nally held in reset for another 27 CLK cycles. During the reset period, all signals that c an be, 
are three-stated, and the remaining signals are driven to their inactive state. Once RSTI 
negates, all bus signals continue to remain in a high-impedance state until the processor is 
granted the bus. If BG is negated to the processor, the bus is three-stated, and no bus cycle 
activity is present until BG is asserted. Aftenvards, the first bus cycle for reset exception pro¬ 
cessing begins. In Figure 7-48 the processor assum es implicit bus ownership on reset 
before the first bus cycle begins. The levels on IP Lx and D15-D0 are used to selectively 
enable the special modes of operation when RSTI is negat ed. Th ese signals are registered 
into the processor on the last rising edge of BCLK in which RSTI is sampled low. These sig¬ 
nals should be driven to their normal levels before the end of the 27-CLK internal reset 
period. 
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For processor resets after the initial power-on reset, RSTI should be asserted for at least ten 
BCLK periods. Figure 7^9 illustrates timings associated with a reset when the processor is 
executing bus cycles. BB and TIP are negated before transitioning to a three-state level. 
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NOTE; For the processor to reset begin bus cycles after reset, BG must be asserted, TS must be negated or pulled up. BTT must be asserted (or BTT transition 
from asserted to negated) eventually to indicate an end to the alternate master's tenure. 

Figure 7-49. Normal Reset Timing 


Resetting the processor causes any bus cycle in progress to terminate as if TEA had been 
asserted. In addition, the processor initializes registers appropriately for a reset exception. 
Section 8 Exception Processing describes reset exception processing. When a RESET 
bus operation instruction is executed, the processor drives the reset out (RSTO) signal for 
512 CLK cycles. In this case, the processor can be used to reset external devices in a sys¬ 
tem, and the interna l registers of the processor are unaffected. The external devices con- 
nected to the RSTO signal are reset at the completion of the RESET instruction. An RSTI 
signal that is asserted to the process or durin g execution of a RESET instruction immediately 
resets the processor and caus es the RSTO signal to negate. RSTO can be logically ANDed 
with the external signal driving RSTI to derive a system reset signal that is asserted for both 
an external processor reset and execution of a RESET instruction. 
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7.14 SPECIAL MODES OF OPERATION 

The MC68060 supports the following three operation modes, which are selectively enabled 
during processor reset and remain in effect until the next processor reset. Refer to 7.13 
Reset Operation for reset timing information. Table 7-10 summarizes the three special 
modes and associates them with the appropriate IPLx signal. 


Table 7-10. Special Mode vs. IPLx Signals 


Signal 

Value During 
Reset Time 

Action 

TPd 

Asserted 

Extra Data Write Hold Mode Enabled 

Negated 

Extra Data Write Hold Mode Disabled 

TPET 

Asserted 

Native-MC68060 Acknowledge Termination Protocol 

Negated 

MC68040 Acknowledge Termination Protocol 


Asserted 

Acknowledge Termination Ignore State Capability Enabled 

Negated 

Acknowledge Termination Ignore State Capability Disabled 


7.14.1 Acknowledge Termination Ignore State Capability 

The MC68060 provides acknowledge termination ignore state capability to make high-fre¬ 
quency system design easier. This feat ure de fines BCLK edges during which the a cknow l- 
edge termination signals (TA, TEA, and TRA) are ignored. This feature is enabled if IPLO is 
asserted during reset. 

During reset, 16 bits of information (from D15-D0) are registered into the MC68060. These 
16 bits define four values of four bits each. Two of the four values are used for read bus 
cycles: the other two values are used for write bus cycles. For the read bus cycle, the first 
value is the primary ignore state count value. The primary ignore state count value is used 
during the first long-word transfer of a line transfer cycle, or the only data transfer for byte, 
word, or long-word bus cycles. The second value is the secondary ignore state count value. 
The secondary ignore state count value is used during the next three long words for line 
transfer cycles, after the first long word has been transferred. Similarly, the two values of the 
write bus cycle are defined as a primary ignore state count value and a secondary ignore 
state count value, respectively. Figure 7-50 shows the assignment of the four data nibbles 
at reset. 


16 12 11 8 7 4 3 0 


READ PRIMARY 

READ SECONDARY 

WRITE PRIMARY 

WRITE SECONDARY 

IGNORE STATE COUNT 

IGNORE STATE COUNT 

IGNORE STATE COUNT 

IGNORE STATE COUNT 


Figure 7-50. Data Bus Usage During Reset 

At the beginning of a bus cycle, the appropriate primary ignore state count value is loaded 
into an internal counter. The counter decrements every BCLK rising edge. As long as the 
counter has a non-zero count value, the MC68060 ignores th e ack nowledge termination sig¬ 
nals. Once the counter reaches zero, the MC68060 asserts SAS for one BCLK period and 
begins to sample the acknowledge termination signals and acts accordingly. For byte, word, 
or long-word transfers, the bus cycle ends when a valid termination is detected. For line 
transfer cycles after the first long-word transfer, the secondary ignore state count value is 
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loaded into the internal counter and the counter decrements every rising BCLK edge. As 
long as the counter has a non-zero count value, the MC68060 Ignores th e ack nowledge ter¬ 
mination signals. Once the counter reaches zero, the MC68060 asserts SAS for one BCLK 
period and begins to sample the acknowledge termination signals and acts accordingly. This 
process repeats for the rest of the line transfer cycle. 

To a id in system debug for system designs that continuously assert TA, a status signal, 
SAS, Is provided to Indicate whi ch ri sing BCLK edge the MC68060 begins to sample 
acknowledge termination signals. SAS is negated on the next rising BCLK edge If the bus 
cycl e end s or If the next ignore state count value is non-zero. Aside from being a statu s sig- 
nal, SAS may be used In conjunction with some decode address bits to generate the CLA 
signal or TA signal shown in Figure 7-24. 

Figure 7-51 shows an example of how the MC68060 behaves when the acknowledge termi¬ 
nation ignore state mode Is enabled. In this example, the read primary ignore state count 
value and the read secondary Ignore state count value are Initialized to a value of one during 
reset. On the first long-word access, TA is asserted immediately, but data is not registered 
until the rising edge of C4. On the next long-word access, the secondary count value takes 
effect. In a similar manner, TA is ignored until the rising edge of C6. On the last long-word 
access of the line, the secondary ignore state count expires before TA is asserted. There¬ 
fore, more wait states are added until TA is asserted and recognized on the rising edge of 
C12. 
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Figure 7-51. Acknowledge Termination Ignore State Example 
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The ignore state settings can be used to make the system design of the acknowledge ter¬ 
mination logic simpler than in existing MC68040 systems that required these signals to be 
valid (either asserted or negated) about every rising BCLK edge. Thus, using the acknowl¬ 
edge termination ignore state capability allows the use of slower ASICs and PALs to be used 
for generating the acknowledge termination signals without the requirement that these sig¬ 
nals be at a valid logic level about every rising BCLK edge. 

7.14.2 Acknowledge Termination Protocoi 

The MC68060 provides system designers a choice of using either the MC68040 acknowl¬ 
edge termination protocol or the native-MC68060 acknowledge t ermin ation protocol. The 
native-MC68060 acknowledge termination protocol is chosen if IPL1 is asserted during 
reset. 

The MC68040 acknowledge termination protocol is pr ovide d for MC68040 compatibility. In 
this protocol, a retry is indicated by having both TA and TEA asserted simultaneously. In this 
mode, the TRA signal must be pulled up at all times. Refer to Table 7-4 and Table 7-5 for 
details on acknowledge termination signal encoding. 

The native-MC6806 0 ack nowledge termination protocol is provided to aid in high-frequency 
designs. TTie sig nal TR A is used to indicate a retry operation, as opposed to using a combi¬ 
nation of TA and TEA to indicate a retry. Refer to Table 7-4 and Table 7-5 for details on the 
native-MC68060 acknowledge termination signal encoding. 

7.14.3 Extra Data Write Hold Time Mode 

In this mode, the MC68060 holds the contents of the data bus valid during a write b us cyc le 
for an extra BCLK period after a valid TA is sampled. This mode is enabled if IPL2 is 
asserted during reset. When this mode is enabled, a zero wait state burst bus cycle is not 
possible and systems must be designed to insert wait states on burst accesses. Figure 7- 
52 shows an example of a line transfer cycle with this mode enabled. Read cycles are unaf¬ 
fected by this mode. 
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SECTION 8 

EXCEPTION PROCESSING 


Exception processing is the activity performed by the processor in preparing to execute a 
special routine for any condition that causes an exception. Exception processing does not 
include execution of the routine itself. This section describes the processing for each type 
of integer unit exception, exception priorities, the return from an exception, and bus fault 
recovery. This section also describes the formats of the exception stack frames. For details 
on floating-point exceptions refer to Section 6 Floating-Point Unit. 

8.1 EXCEPTION PROCESSING OVERVIEW 

Exception processing is the transition from the normal processing of a program to the pro¬ 
cessing required for any special internal or external condition that preempts normal process¬ 
ing. External conditions that cause exceptions are interrupts from external devices, bus 
errors, and resets. Internal conditions that cause exceptions are Instructions, address 
errors, and tracing. For example, the TRAP, TRAPcc, CHK, RTE, DIV, and FDIV Instructions 
can generate exceptions as part of their normal execution. In addition. Illegal Instructions, 
unimplemented integer instructions, unimplemented effective addresses, unimplemented 
floating-point Instructions and data types, and privilege violations cause exceptions. Excep¬ 
tion processing uses an exception vector table and an exception stack frame. The following 
paragraphs describe the vector table and a generalized exception stack frame. 

The MC68060 uses a restart exception processing model. Exceptions are recognized at the 
execution stage of the operand execution pipeline (OEP) and force later instructions that 
have not yet reached that stage to be aborted. 

Instructions that cannot be interrupted, such as those that generate locked bus transfers or 
access noncachable precise pages, are allowed to complete before exception processing 
begins, unless an access error prevents this instruction from completing. 

Exception processing occurs in four functional steps. However, all individual bus cycles 
associated with exception processing (vector acquisition, stacking, etc.) are not guaranteed 
to occur in the order in which they are described in this section. Figure 8-1 Illustrates a gen¬ 
eral flowchart for the steps taken by the processor during exception processing. 

During the first step, the processor makes an internal copy of the status register (SR). Then 
the processor changes to the supervisor mode by setting the S-bit and inhibits tracing of the 
exception handler by clearing the T-bit In the SR. For the reset and interrupt exceptions, the 
processor also updates the interrupt priority mask in the SR. 

During the second step, the processor determines the vector number for the exception. For 
interrupts, the processor performs an interrupt acknowledge bus cycle to obtain the vector 
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NOTE: THESE BLOCKS VARY FOR RESET AND INTERRUPT EXCEPTIONS. 

Figure 8-1. General Exception Processing Flowchart 

number. For all other exceptions, internal logic provides the vector number. This vector num¬ 
ber is used in the last step to calculate the address of the exception vector. Throughout this 
section, vector numbers are given in decimal notation. 
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The third step is to save the current processor contents for all exceptions other than reset. 
The processor creates one of four exception stack frame formats on the supervisor stack 
and fills it with information appropriate for the type of exception. Other information can also 
be stacked, depending on which exception is being processed and the state of the processor 
prior to the exception. Figure 8-2 illustrates the general form of the exception stack frame. 


SP- 


STATUS REGISTER 


-PROGRAM COUNTER- 


FORMAT 


VECTOR OFFSET 


ADDITIONAL PROCESSOR STATE INFORMATION 
(2 OR 4 WORDS, IF NEEDED) 


Figure 8-2. General Form of Exception Stack Frame 

The last step involves the determination of the address of the first instruction of the excep¬ 
tion handler and then passing control to the handler. The processor multiplies the vector 
number by four to determine the exception vector offset. It adds the offset to the value stored 
In the vector base register (VBR) to obtain the memory address of the exception vector. 
Next, the processor loads the program counter (PC) (and the supervisor stack pointer (SSP) 
for the reset exception) from the exception vector table entry with the address of the first 
instruction of the exception handler. The processor then fetches this instruction and Initiates 
exception handling. At the conclusion of exception handling, the processor resumes normal 
processing at the address In the PC. 

The MC68060 Is unique from earlier members of the family in that if an Interrupt Is pending 
during exception processing, the exception processing for that interrupt is deferred until the 
first Instruction of the exception handler of the current exception is executed. This allows any 
exception handler to mask interrupts by ensuring that the first instruction of the exception 
handler Is an SR write that raises the interrupt level. 

Normally, the end of an exception handler contains an RTE Instruction. When the processor 
executes the RTE instruction, it examines the stack frame on top of the supervisor stack to 
determine if it is a valid frame. If the processor determines that It Is a valid frame, the SR and 
PC fields are loaded from the exception frame and control Is passed to the specified instruc¬ 
tion address. 

All exception vectors are located in the supervisor address space and are accessed using 
data references. Only the initial reset vector Is fixed in the processor’s memory map; once 
initialization is complete, there are no fixed assignments. Since the VBR provides the base 
address of the exception vector table, the exception vector table can be located anywhere 
in memory; it can even be dynamically relocated for each task that an operating system exe¬ 
cutes. 


MOTOROLA 


M68060 USER’S MANUAL 


8-3 



Exception Processing 


The MC68060 supports a 1024-byte vector table containing 256 exception vectors (see 
Table 8-1). Motorola defines the first 64 vectors and reserves the other 192 vectors for user- 
defined interrupt vectors. External devices can use vectors reserved for internal purposes 
at the discretion of the system designer. Externa! devices can also supply vector numbers 
for some exceptions. External devices that cannot supply vector numbers use the autovec¬ 
tor capability, which allows the MC68060 to automatically generate a vector number. 

Table 8-1. Exception Vector Assignments 


Vector 

Vector 

Stack Frame 

stacked 

Assignment 

Number(s) 

Offset (Hex) 

Format 

Program 

Counter* 

0 

000 

_ 

_ 

Reset Initial SSP 

1 

004 

— 

— 

Reset Initial PC 

2 

008 

4 

— 

Access Fault 

3 

OOC 

2 

fault 

Address Error 

4 

010 

0 

fault 

Illegal Instruction 

5 

014 

2 

next 

Integer Divide-by-Zero 

CHK, CHK2 Instructions 

6 

018 

2 

next 

7 

01C 

2 

next 

TRAPcc, TRAPV Instructions 

8 

020 

0 

fault 

Privilege Violation 

9 

024 

2 

next 

Trace 

10 

11 

028 

02C 

0 

0 

fault 

fault 

Line 1010 Emulator (Unimplemented A-Line Opcode) 

Line 1111 Emulator {Unimplemented F-Line Opcode) 

11 

02C 

2 

next 

Floating-Point Unimplemented Instruction 

11 

02C 

4 

next 

Floating-Point Disabled 

12 

030 


next 

Emulator Interrupt 

13 

034 


— 

Defined for MC68020 and MC68030, not used by MC68060 

14 

038 


fault 

Format Error 

15 

03C 

u 

next 

Uninitialized Interrupt 

16-23 

040-05C 

— 

— 

(Unassigned, Reserved) 

24 

060 

0 


Spurious Interrupt 

25 

064 

0 


Level 1 Interrupt Autovector 

26 

068 

0 


Level 2 Interrupt Autovector 

27 

06C 

0 


Level 3 Interrupt Autovector 

28 

070 

0 


Level 4 Interrupt Autovector 

29 

074 

0 


Level 5 Interrupt Autovector 

30 

078 

0 


Level 6 Interrupt Autovector 

31 

07C 

0 


Level 7 Interrupt Autovector 

32-47 


0 

next 

TRAP #0-15 Instruction Vectors 

48-55 

OCO-ODC 

— 

— 

Floating-Point Exceptions’*" 


OEO 

_ 

_ 

Defined for MC68030 and MC68851, not used by MC68060 


0E4 

— 

— 

Defined for MC68851, not used by MC68060 


0E8 

— 

— 

Defined for MC68851, not used by MC68060 


OEC 

— 

— 

(Unassigned, Reserved) 

60 

OFO 

0 

fault 

Unimplemented Effective Address 

61 

0F4 

0 

fault 

Unimplemented Integer Instruction 

62-63 

0F8-0FC 

— 

— 

(Unassigned, Reserved) 

64-255 

100-3FC 

0 

next 

User Defined Vectors (192) 


For the Access Fault exception, refer to 8.4.4.1 Program Counter (PC). 


“fault” refers to the PC of the instruction that caused the exception. 

“next” refers to the PC of the next instruction that follows the Instruction that caused the fault. 

Refer to Section 6 Floating-Point Unit. 

8.2 INTEGER UNIT EXCEPTIONS 

The following paragraphs describe the external interrupt exceptions and the different types 
of exceptions generated Internally by the MC68060 integer unit. The following exceptions 
are discussed: 

• Access Error 

• Address Error 
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• Instruction Trap 

• Illegal and Unimplemented Instruction Exceptions 

• Privilege Violation 

• Trace 

• Format Error 

• Breakpoint Instruction 

• Interrupt 

• Reset 

8.2.1 Access Error Exception 

An access error exception occurs when a bus cycle is terminated with TEA (Ta must be 
negated if in MC68040 acknowledge termination mode) asserted externally or an internal 
access error. 

An external acc ess error (bus error) occurs when external logic aborts a bus cycle and 
asserts the TEA input signal (TA must be negated if in MC68040 acknowledge termination 
mode). 

A bus error on an operand write access always results in an access error exception, causing 
the processor to begin exception processing. However, the time of reporting this bus error 
is a function of the instruction type and/or memory mapping of the destination pages. For 
writes that are precise (this includes certain atomic instructions like TAS and CAS and ref¬ 
erences to pages marked noncachable precise), the occurrence of a bus error causes the 
pipeline to be aborted immediately and initiates exception processing. For writes that are 
imprecise (stored in push or store buffers or reference to pages marked noncachable impre¬ 
cise), the actual bus cycle is decoupled from the instruction which generated the access. For 
these types of bus errors, the exception is taken, but the state of the processor may be 
advanced from the actual instruction which generated the write. 

For operand read accesses generating non-line-sized references, a bus error causes the 
pipeline to be immediately aborted and initiates exception processing. This is also true if a 
bus error occurs on the first transfer of a line-sized transfer. For a bus error that occurs on 
the second, third, or fourth transfers of a line access, the line is not allocated in the cache 
and no exception is reported. If a subsequent instruction references another operand within 
the given line, another system bus cycle is generated and the bus error reported at that time 
(i.e., as the subsequent reference receives a bus error on its initial transfer) and the excep¬ 
tion is then taken. 

Bus errors that are signaled during instruction prefetches are deferred until the processor 
attempts to execute that instruction. At that time, the bus error is signaled and exception pro¬ 
cessing is initiated. If a bus error is encountered during an instruction prefetch cycle, but the 
corresponding instruction is never executed due to a change-of-flow in the instruction 
stream, the bus error is discarded. 
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When the MC68060 detects any exception, the pipelines are aborted and exception pro¬ 
cessing is initiated. After performing the SR copy and forcing the processor into the super¬ 
visor mode, the processor then performs a pipeline synchronization to all the push and store 
buffers to empty before proceeding with the exception. If a buffer bus error is signaled at this 
time, the pipeline discards the original fault and instead reports the access error caused by 
the first buffer write bus error (subsequent write buffer bus errors are ignored). Once the 
push and store buffers are empty, the exception processing continues. 

Processor accesses for either data or instructions can result in internal access errors. Inter¬ 
nal access errors must be corrected to complete execution of the current instruction. An 
internal access error occurs when the data or instruction memory management unit (MMU) 
detects that a successful address translation is not possible because the page is write pro¬ 
tected, supervisor only, or nonresident. When the instruction or data MMU detects that a 
successful address translation is not possible, the instruction that initiated the unsuccessful 
address translation is marked with an MMU fault and is continued down the pipeline. This 
fault detection is independent of whether or not a table search was required. Some MMU 
faults such as the supervisor-protect and write-protect faults can occur on address transla¬ 
tion cache (ATC) hits or table searches. All other MMU faults can only occur on ATC misses 
on the subsequent table searches. If this instruction that is marked with an MMU fault 
reaches the EX stage of the OEP, an access error exception is reported. 

As illustrated in Figure 8-1, the processor begins exception processing for an access error 
by making an internal copy of the current SR. The processor then enters the supervisor 
mode and clears the T-bit. The processor generates exception vector number 2 for the 
access error vector. It saves the vector offset, PC, and internal copy of the SR on the stack. 
In addition, the faulting logical address and the fault status long word (FSLW) is saved on 
the stack. 

A stack frame format of type 4 is generated when access error exception is reported. The 
stacked PC is the logical address of the instruction executing at the time the fault was 
detected. Note that this instruction is the instruction that initiated the bus cycle for all access 
error cases, except for bus errors on write buffer (push or store) bus cycles. The logical 
address that caused the fault is saved in the address field on the stack frame. Note that if 
the fault occurred on the second or later of a misaligned access, the logical address may 
need to be adjusted to point to the logical address that caused the access error. A fault sta¬ 
tus long word is also provided in the stack to further qualify the Conditions that caused the 
fault. 

If a bus error occurs during the exception processing for an access error, address error, or 
reset, a double bus fault occurs, and the processor enters the halted state as indicated by 
the PST4-PST0 encoding $1C. In this case, the processor does not attempt to alter the cur¬ 
rent state of memory. Only an external reset can restart a processor halted by a double bus 
fault. 

The supervisor stack has special requirements to ensure that exceptions can be stacked. 
The stack must be resident with correct protection in the direction of growth to ensure that 
exception stacking never has a bus error or internal access error. Memory pages allocated 
to the stack that are higher in memory than the current stack pointer can be nonresident 


8-6 


M68060 USER’S MANUAL 


MOTOROLA 



Exception Processing 


since an RTE or FRESTORE instruction can check for residency and trap before restoring 
the state. 

A special case exists for systems that allow arbitration of the processor bus during locked 
transfer sequences. If the arbiter can signal a bus error of a locked translation table update 
due to an Improperly broken lock, any pages touched by exception stack operations must 
have the U-bIt set in the corresponding page descriptor to prevent the occurrence of the 
locked access during translation table searches. 

8.2.2 Address Error Exception 

An address error exception occurs when the processor attempts to prefetch an instruction 
from an odd address. An odd address is defined as an address in which the least significant 
bit is set. Some of the ways an address error exception is taken is as follows: RTS, RTD, 
RTR, or RTE In which the PC value in the stack is odd; a branch (conditional or uncondi¬ 
tional), jump, or subroutine call In which the branch target address Is odd; and an odd vector 
table entry (e.g., an odd reset vector). 

A stack frame of type 2 is generated when this exception Is reported.The stacked PC con¬ 
tains the address of the instruction that caused the address error. The address field in the 
stack contains the branch target address with AO cleared. 

If an address error occurs during the exception processing for a bus error, address error, or 
reset, a double bus fault occurs. The processor enters the halted state as Indicated by the 
PST4-PST0 encoding $1C. In this case, the processor does not attempt to alter the current 
state of memory. Only an external reset can restart a processor halted by a double bus fault. 

8.2.3 Instruction Trap Exception 

Certain instructions are used to explicitly cause trap exceptions. The TRAP #n instruction 
always forces an exception and Is useful for implementing system calls in user programs. 
The TRAPcc, TRAPV, and CHK instructions force exceptions if the user program detects an 
error, which can be an arithmetic overflow or a subscript value that Is out of bounds. The 
DIVS and DIVU Instructions force exceptions if a division operation is attempted with a divi¬ 
sor of zero. 

As illustrated in Figure 8-1, when a trap exception occurs, the processor internally copies 
the SR, enters the supervisor mode, and clears the T-bit. The processor generates a vector 
number according to the Instruction being executed. Vector 5 Is for DIVx, vector 6 is for CHK, 
and vector 7 is for TRAPcc and TRAPV instructions. For the TRAP #n Instruction, the vector 
number Is 32 plus n. The stack frame saves the trap vector offset, the PC, and the internal 
copy of the SR on the supervisor stack. 

A stack frame of type 0 Is generated when a TRAP #n exception is taken. The saved value 
of the PC is the logical address of the instruction following the instruction that caused the 
trap. Instruction execution resumes at the address in the exception vector after the required 
instruction Is prefetched. 
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For all instruction traps other than TRAP #n, a stack frame of type 2 is generated. The 
stacked PC contains the logical address of the next instruction to be executed. In addition 
to the stacked PC, a pointer to the instruction that caused the trap is saved in the address 
field of the stack frame. Instruction execution resumes at the address in the exception vector 
after the required instruction is prefetched. 

8.2.4 Illegal Instruction and Unimplemented Instruction Exceptions 

There are eight unimplemented instruction exceptions: unimplemented integer, unimple¬ 
mented effective address, unimplemented A-line, unimpiemented F-line, fioating-point dis¬ 
abled, floating-point unimpiemented instruction, floating-point unsupported data type, and 
illegal instruction. 

The unimpiemented integer exception corresponds to vector number 61 and occurs when 
the processor attempts to execute an instruction that contains a quad word operand (MULx 
producing a 64-bit product and DIVx using a 64-bit dividend), CAS2, CHK2, CUP2, CAS 
with a misaligned operand, and the MOVER instruction. A stack frame of type 0 is generated 
when this exception is reported. The stacked PC points to the iogical address of the unim¬ 
piemented integer instruction that caused the exception. 

The unimpiemented effective address exception corresponds to vector number 60, and 
occurs when the processor attempts to execute any fioating-point instruction that contains 
an extended precision immediate source operand (F<op>, #imm,FPx), when the processor 
attempts to execute an FMOVEM.L #imm,<control register list> instruction of more than one 
floating-point control register (FPCR, FPSR, FPIAR), when the processor attempts an 
FMOVEM.X instruction using a dynamic register list (FMOVEM.X Dn,<ea> or FMOVEM.X, 
<ea>,Dn). The stack frame of type 0 is generated when this exception is reported. The 
stacked PC points to the logical address of the instruction that caused the exception. The 
FPIAR is unaffected. Refer to Section 6 Roating-Point Unit for detaiis. 

An unimpiemented A-line exception corresponds to vector number 10 and occurs when an 
instruction word pattern begins (bits 15-12) with $A. The A-line opcodes are user-reserved, 
and Motorola will not use any A-line instructions to extend the instruction set of any of Motor¬ 
ola’s processors. A stack frame of format 0 is generated when this exception is reported. 
The stacked PC points to the iogicai address of the A-line instruction word. 

A floating-point unsupported data type exception occurs when the processor attempts to 
execute a bit pattern that it recognizes as an MC68881 instruction, the fioating-point unit 
(FPU) is enabled via the processor configuration register (PCR), the fioating-point instruc¬ 
tion is impiemented, but the fioating-point data type is not impiemented in the MC68060 
FPU. This exception corresponds to vector number 55. A stack frame of type 0, 2, or 3 is 
generated when this exception is reported. The stacked PC points to the iogical address of 
next instruction after the fioating-point instruction. Refer to Section 6 Floating-Point Unit 
for detaiis. 

A floating-point unimpiemented instruction exception occurs when the processor attempts 
to execute an instruction word pattern that begins with $F, the processor recognizes this bit 
pattern as an MC68881 instruction, the FPU is enabled via the PCR, but the floating-point 
instruction is not implemented in the MC68060 FPU. This exception corresponds to vector 
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number 11 and shares this vector with the floating-point disabled and the unimplemented F- 
line exceptions. A stack frame of type 2 is generated when this exception is reported. The 
stacked PC points to the logical address of the next instruction after the floating-point 
instruction. Refer to Section 6 Floating-Point Unit for details. 

A floating-point disabled exception occurs when the processor attempts to execute an 
instruction word pattern that begins with $F, the processor recognizes this bit pattern as an 
MC68881 instruction, but the FPU is disabled via the PCR, or if the processor is an 
MC68LC060 or an MC68EC060. This exception corresponds to vector number 11 and 
shares this vector with the floating-point unimplemented and the F-line Unimplemented 
exceptions. A type 4 stack frame is generated when this exception is reported. The stacked 
PC points to the logical address of the next instruction. The PC of the faulted instruction field 
(SP+12) points to the floating-point instruction that needs to be emulated. 

The effective address field (SP-i-8) contains the effective address of the source or destina¬ 
tion of the memory operand for the floating-point instruction. This field is valid only If the 
floating-point instruction references a memory operand. If the operand is in a register (either 
floating-point or data register), the effective address field contains $0. For the (An)+ and 
-(An) addressing modes, the address register is not modified by the processor, and it is the 
responsibility of the third party emulation software to modify the An value before returning 
to the user program. For the -(An) addressing mode, the value of the effective address field 
contains the address of the first memory operand except if the operand size is extended pre¬ 
cision. For the extended precision case, the effective address field contains An-4 instead of 
An-12. This is a key difference between the MC68LC/EC060 and the MC68LC/EC040 stack 
frame, and third-party software emulators written for the MC68LC/EC040 must account for 
this difference. 

An unimplemented F-line exception occurs when an instruction word pattern begins (bits 
15-12) with $F, the MC68060 does not recognize it as a valid F-line instruction (e.g., 
PTEST), and the processor does not recognize it as a floating-point MC68881 instruction. 
This exception corresponds to vector number 11 and shares this vector with the floating¬ 
point unimplemented instruction and the floating-point disabled exceptions. A stack frame 
of type 0 is generated by this exception. The stacked PC points to the logical address of the 
F-line word. 

If the processor encounters any other instruction word bit patterns that are not implemented 
by the MC68060, and is not covered by one of the other six unimplemented instruction 
exceptions, the illegal instruction exception is taken. The illegal instruction exception corre¬ 
sponds to vector number 4. An illegal instruction exception is also taken after a breakpoint 
acknowledge bus cycle is terminated, eithe r by the assertion of the transfer acknowledge 
(TA) or the transfer error acknowledge (TEA) signal. An illegal instruction exception can also 
be a MOVEC instruction with an undefined register specification field in the first extension 
word. The M68000 instruction set defines the opcode $4AFC as an ILLEGAL instruction. 
This exception is also taken when that opcode is executed. A stack frame of type 0 is gen¬ 
erated when this exception is taken. The stacked PC points to the logical address of the ille¬ 
gal instruction that caused the exception. 
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Exception processing for illegal and unimplemented instructions is similar to that for instruc¬ 
tion traps. When the processor has identified an illegal or unimplemented instruction, it Ini¬ 
tiates exception processing Instead of attempting to execute the Instruction, The processor 
copies the SR, enters the supervisor mode, and clears T-bIt, disabling further tracing. The 
processor generates the vector number according to the exception type. The Illegal or unim¬ 
plemented Instruction vector offset, current PC, and copy of the SR are saved on the super¬ 
visor stack. Instruction execution resumes at the address contained In the exception vector. 

8.2.5 Privilege Violation Exception 

To provide system security, certain instructions are privileged. An attempt to execute one of 
the following privileged instructions while in the user mode causes a privilege violation 
exception: 


ANDI to SR 

FSAVE 

MOVED 

PLPA 

CINV 

MOVE from SR 

MOVES 

RESET 

CRUSH 

MOVE to SR 

ORI to SR 

RTE 

EORI to SR 

MOVE USP 

PFLUSH 

STOP 

FRESTORE 

LPSTOP 




Exception processing for privilege violations is similar to that for illegal Instructions. When 
the processor identifies a privilege violation, It begins exception processing before executing 
the Instruction. As Illustrated in Figure 8-1, the processor copies the SR, enters the supervi¬ 
sor mode, and clears the T-bit. The processor generates vector number 8, saves the privi¬ 
lege violation vector offset, the current PC value, and the Internal copy of the SR on the 
supervisor stack. The saved value of the PC Is the logical address of the first word of the 
instruction that caused the privilege violation. Instruction execution resumes after the initial 
instruction is fetched from the address In the privilege violation exception vector. 

8.2.6 Trace Exception 

To aid In program development, the M68000 family includes an instructlon-by-instruction 
tracing capability. In the trace mode, an instruction generates a trace exception after the 
instruction completes execution, allowing a debugging program to monitor execution of a 
program. 

In general terms, a trace exception Is an extension to the function of any traced Instruction. 
The execution of a traced instruction is not complete until trace exception processing is com¬ 
plete. If an instruction does not complete due to an access error or address error exception, 
trace exception processing is deferred until after execution of the suspended instruction is 
resumed. If an interrupt Is pending at the completion of an instruction, trace exception pro¬ 
cessing occurs before interrupt exception processing starts. If an Instruction forces an 
exception as part of Its normal execution, the forced exception processing occurs before the 
trace exception Is processed. 

The T-bIt in the supervisor portion of the SR controls tracing. The state of the T-bit when an 
instruction begins execution determines whether the Instruction generates a trace exception 
after the Instruction completes. 
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Note that if the processor is executing in trace mode when a group 2 or 3 exception is sig¬ 
naled, a trace exception will not be generated. This means that for the second example, as 
the TRAP exception handler completes Its execution and performs its RTE, the next instruc¬ 
tion of the program sequence will be executed before the next trace exception is performed 
(the MC68060 will not trace immediately after the TRAP). If tracing is required immediately 
following a group 2 or 3 exception, the SR contained in the exception stack frame should be 
checked before returning to the next Instruction. If the stacked SR indicates that the proces¬ 
sor was executing In trace mode, the trace handler should be executed to account for the 
instruction that initiated the exception. Refer to 8.2 Integer Unit Exceptions for a list of 
group 2 or 3 exceptions. 

Trace exception processing starts at the end of normal processing for the traced instruction 
and before the start of the next instruction. As illustrated In Figure 8-1, the processor makes 
an internal copy of the SR and enters the supervisor mode. It also clears the T-bit of the SR, 
disabling further tracing. The processor supplies vector number 9 for the trace exception and 
saves the trace exception vector offset, PC value, and the internal copy of the SR on the 
supervisor stack. A stack frame of type 2 is generated when this exception Is taken. The 
stacked value of the PC Is the logical address of the next instruction to be executed. In addi¬ 
tion, the address field of the stack contains the logical address of the instruction that caused 
the trace exception. Instruction execution resumes after the Initial instruction is fetched from 
the address in the privilege violation exception vector. 

When the STOP or LPSTOP Instruction is traced, the processor never enters the stopped 
condition. A STOP or LPSTOP instruction that begins execution with the T-bit set forces a 
trace exception after it loads the SR. Upon return from the trace exception handler, execu¬ 
tion continues with the instruction following the STOP or LPSTOP instruction, and the pro¬ 
cessor never enters the stopped condition. 

8.2.7 Format Error Exception 

Just as the processor verifies that the bit pattern contained In the operation word represents 
a valid Instruction, It also performs certain checks of data values for control operations. The 
RTE and FRESTORE instruction check the validity of the stack format code. The RTE 
instruction checks if the format field indicates a type supported by the processor (formats 0, 
2, 3 or 4). Likewise, for FPU state frames, the FRESTORE instruction checks if the upper 8 
bits of the status field contained In the floating-point state frame is valid ($00, $60, or $E0). 

If any of these checks determine that the format of the data is improper, the instruction gen¬ 
erates a format error exception. This exception saves a stack frame of type 0, generates 
exception vector number 14, and continues execution at the address in the format exception 
vector. The stacked PC value is the logical address of the instruction that detected the for¬ 
mat error. 

8.2.8 Breakpoint Instruction Exception 

To provide increased debug capabilities In conjunction with a hardware emulator, the 
MC68060 provides a series of breakpoint instructions ($4848~$484F) which generate a 
special external bus cycle when executed. 
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When the MC68060 executes one of the breakpoint instructions, it performs a breakpoint 
acknowledge cycle (read cycle) with an acknowledge transfer type (TT=$3) and transfer 
modifier value of $0. Refer to Section 7 Bus Operation for a description of the brea kpoint 
acknowledge cycle. After external hardware terminates the bus cycle with either TA or TEA, 
the processor performs illegal instruction exception processing. Refer to 8.2.4 liiegai 
instruction and Unimpiemented instruction Exceptions for details on illegal instruction 
exception processing. 

8.2.9 Interrupt Exception 

When a peripheral device requires the services of the MC68060 or is ready to send informa¬ 
tion that t he p rocessor requires, it can signal the processor to t ake a n interrupt exception 
using the IPLx signals. The three signals encode a value of 0-7 (IPLO Is the least significant 
bit). High levels on all three signals correspond to no interrupt requested (level 0). Values 
1-7 specify one of seven levels of interru pts, w ith level 7 having the highest priority. Table 
8-2 lists the interrupt levels, the states of IPLx that define each level, and the SR interrupt 
mask value that allows an interrupt at each level. 


Table 8-2. Interrupt Levels and Mask Values 


Requested 
Interrupt Level 

Control Line Status 

Interrupt Mask Level Required 
for Recognition 

IPL2 

IPU 

IPLO 

0 



Negated 

No Interrupt Requested 

1 

Negated 

Negated 

Asserted 

0 

2 

Negated 

Asserted 

Negated 

0-1 

3 

Negated 

Asserted 

Asserted 

0-2 

4 

Asserted 

Negated 

Negated 

0-3 

5 

Asserted 

Negated 

Asserted 

0-4 

6 

Asserted 

Asserted 

Negated 

0-5 

7 

Asserted 

Asserted 

Asserted 

0-7 


When an interrupt request has a priority higher than the value in the interrupt priority mask 
of the SR (bits 10-8), the processor makes the request a pending interrupt. Priority level 7, 
the nonmaskable interrupt, is a special case. Level 7 interrupts cannot be masked by the 
interrupt priority mask, and they are transition sensitive. The processor recognizes an 
interrupt request each time the external interrupt request level changes from some lower 
level to level 7, regardless of the value in the mask. Figure 8-3 shows two examples of 
interrupt recognitions, one for level 6 and one for level 7. When the MC68060 processes a 
level 6 interrupt, the SR mask is automatically updated with a value of 6 before entering the 
handler routine so that subsequent level 6 interrupts and lower level interrupts are masked. 
Provided no instruction that lowers the mask value is executed, the external request can be 
lowered to level 3 and then raised back to level 6 and a second level 6 interrupt is not 
processed. However, if the MC68060 is handling a level 7 interrupt (SR mask set to level 7) 
and the external request is lowered to level 3 and than raised back to level 7, a second level 
7 interrupt is processed. The second level 7 interrupt is processed because the level 7 
interrupt is transition sensitive. A level comparison also generates a level 7 interrupt if the 
request level and mask level are at 7 and the priority mask is then set to a lower level (as 
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with the MOVE to SR or RTE instruction). The level 6 interrupt request and mask level 
example in Figure 8-3 is the same as for all Interrupt levels except 7. 


EXTERNAL 

IPL2-1PL0 


INTERRUPT PRIORITY 
MASK (12-10) 


ACTION 



(INITIAL CONDITIONS) 

(LEVEL COMPARISON) 


(LEVEL COMPARISON) 

(INITIAL CONDITIONS) 
(TRANSITION) 


(TRANSITION) 


Figure 8-3. Interrupt Recognition Examples 


Note that a mask value of 6 and a mask value of 7 both inhibit request levels of 1-6 from 
being recognized. In addition, neither masks an interrupt request level of 7. The only differ¬ 
ence between mask values of 6 and 7 occurs when the interrupt request level Is 7 and the 
mask value Is 7. If the mask value is lowered to 6, a second level 7 interrupt Is recognized. 

External circuitry can chain or otherwise merge signals from devices at each level, allowing 
an unlimited number of devices to interrupt the processor. When several devices are con¬ 
nected to the same interrupt level, each device should hold its Interrupt priority level constant 
until Its corresponding interrupt acknowledge bus cycle ensures that all requests are pro¬ 
cessed. Refer to Section 7 Bus Operation for details on the Interrupt acknowledge cycle. 

Figure 8-4 illustrates a flowchart for Interrupt exception processing. When processing an 
interrupt exception, the processor first makes an internal copy of the SR, sets the mode to 
supervisor, suppresses tracing, and sets the processor interrupt mask level to the level of 
the interrupt being serviced. The processor attempts to obtain a vector number from the 
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interrupting device using an interrupt acknowledge bus cycle with the interrupt level number 
output on the transfer modifie r signals. For a device that cannot supply an interrupt vector, 
the autovector signal (AVEC) must be asserted. In this case, the MC68060 uses an inter¬ 
nally generated autovector, which is one of vector numbers 25-31, that corresponds to the 
interrupt level number (see Table 8-1). If external logic indicates a bus error during the inter¬ 
rupt acknowledge cycle, the interrupt is considered spurious, and the processor generates 
the spurious interrupt vector number, 24. 

Once the vector number is obtained, the processor creates a stack frame of type 0. In this 
stack frame, the processor saves the exception vector offset, PC value, and the internal 
copy of the SR on the supervisor stack. The saved value of the PC is the logical address of 
the next instruction had the interrupt not occurred. 

Unlike previous processors of the M68000 family, the MC68060 defers interrupt sampling 
from the beginning of exception processing of any exception, up to and until the first instruc¬ 
tion of the exception handler. This allows the first instruction of any exception handler to 
raise the interrupt mask level and therefore execute the exception handler without interrupts 
(except level 7 interrupts). 

Most M68000 family peripherals use programmable interrupt vector numbers as part of the 
interrupt acknowledge operation for the system. If this vector number is not initialized after 
reset and the peripheral must acknowledge an interrupt request, the peripheral usually 
returns the vector number for the uninitialized interrupt vector, 15. 

8.2.10 Reset Exception 

Asserting the reset in (RSTI) input signal causes a reset exception. The reset exception has 
the highest priority of any exception; it provides for system initializatio n and recovery from 
catastrophic failure. Reset also aborts any processing in progress when RSTI is recognized: 
processing cannot be recovered. Figure 8-5 is a flowchart of the reset exception processing. 

The reset exception places the processor the supervisor mode by setting the S-bit and dis¬ 
ables tracing by clearing the T-bit in the SR. This exception also sets the processor’s inter¬ 
rupt priority mask in the SR to the highest level, level 7. Next the VBR is initialized to zero 
($00000000), and all bits in the cache control register (CACR) for the on-chip caches are 
cleared. The reset exception also clears the translation control register (TCR). It clears the 
enable bit in each of the four transparent translation registers (TTRs). It also clears the bus 
control register (BUSCR), and the PCR. The reset also affects the FPU. A quiet not-a-num- 
ber (NAN) is loaded into each of the seven floating-point registers, and the floating-point 
control register (FPCR), floating-point status register (FPSR), and floating-point instruction 
address register (FPIAR) are cleared. If the processor is granted the bus, and the processor 
does not detect TS asserted (possibly by an alternate master), the processor then performs 
two long-word read bus cycles. The first long word, at address 0, is loaded into the SP, and 
the second long word, at address 4, is loaded into the PC. Reset exception processing con¬ 
cludes with the transfer of control to the memory location defined by the PC. 

After the initial instruction is fetched, program execution begins at the address in the PC. 
The reset exception does not flush the ATCs or invalidate entries in the instruction or data 
caches; it does not save the value of either the PC or the SR. If an access error or address 
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Figure 8-4. Interrupt Exception Processing Flowchart 


error occurs during the exception processing sequence for a reset, a double bus fault Is gen¬ 
erated. The processor halts and signals the double bus fault status on the processor status 
outputs ([PST4--PST0] = $1C). Execution of the reset instruction does not cause a reset 
exception, nor does it affect any internal regi sters e xcept the PC. The execution of this 
instruction causes the MC68060 to assert the RSTO signal, allowing other devices within 
the system to be reset. 


MOTOROLA 


M68060 USER’S MANUAL 


8-15 








Exception Processing 



Figure 8-5. Reset Exception Processing Flowchart 
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8.3 EXCEPTION PRIORITIES 

Exceptions can be divided into the five basic groups identified in Table 8-3. These groups 
are defined by specific characteristics and the order in which they are handled. Table 8-3 
represents the priority used for simultaneous faults, as viewed by the MC68060 hardware. 
In Table 8-3, 0.0 represents the highest priority, while 4.1 is the lowest. Note that there are 
shared priorities for exceptions within Group 3, since these types are mutually exclusive. 


Table 8-3. Exception Priority Groups 


Group.Priority 

Exception and Relative Priority 

Characteristics 

0.0 

Reset 

The processor aborts all processing (instruction 
or exception) and does not save old context. 

1.0 

1.1 

1.2 

Address Error 

Instruction Access Error 

Data Access Error 

The processor suspends processing and saves 
the processor context. 

2.0 

2.1 

2.2 

2.3 

2.4 

2.5 

A-Line Unimplemented 

F-Line Unimplemented 

Illegal Instruction 

Privilege Violation 

Unimplemented EA 

Unimplemented Integer 

Exception processing begins before the 
instruction is executed. 

2.6 

Floating-Point Unimplemented Instruction, 
Floating-Point Unsupported Data Type 

Exception processing begins after the initial 
memory operand address is calculated, but 
before instruction is executed. 

3.0 

3.1 

3.2 

3.3 

3.4 

3.5 

3.6 

Floating-Point BSUN*, CHK, CHK2, Divide-by- 
Zero, TRAPV, TRAPcc, TRAp #n, hTE Format 
Error 

Floating-Point SNAN* 

Floating-Point OPERR* 

Floating-Point OVFL* 

Floating-Point UNFL* 

Floating-Point DZ* 

Floating-Point INEX* 

Exception processing is part of instruction 
execution and begins after instruction 
execution. 

4.0 

4.1 

Trace 

Interrupt 

Exception processing begins when the current 
instruction is completed. 


Refer to Section 6 Floating-Point Unit (MC68060 Only) for details concerning floating-point instructions. For 
the case of an emulated FTRAPcc instruction and a floating-point BSUN exception, the BSUN is considered 
higher priority. 


Within an MC68060 system, more than one exception can occur at the same time. The reset 
exception is unique; central processing unit (CPU) reset overrides and clears all other 
exceptions which may have occurred at the same time. All other exceptions are handled 
according to the priority relationship defined in Table 8-3. 

The method used to process exceptions in the MC68060 is similar to that found on the 
MC68040 due to the restart exception model. In general, when multiple exceptions are 
pending, the exception with the highest priority is processed first, and the remaining excep¬ 
tions are regenerated when the original faulting instruction is restarted. 

To clarify the exception priority within group 1, it is important to note that instruction fetch 
pipeline (IFP) access errors are not recognized until the faulted portion of the Instruction Is 
actually used (or attempted to be used). As an example, consider a “move.I (An), xxx.l” 
instruction. If the source operand defined at the address contained in An Is faulted, the oper¬ 
and access error will occur. If the extension words defining the destination address are also 
faulted, the IFP access error would be processed after the source operand fault. Thus, in 
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this example, the instruction has two faults (instruction access error and operand access 
error), but the faults are not simultaneous and appear as an operand access error on the 
source address and an instruction access error on the destination address to the processor. 
Another item to note is that for instructions with indirect addresses, the processing of the 
indirection is always completed prior to the instruction entering normal OEP sequence con¬ 
trol. 

To illustrate the handling of multiple exceptions, consider first a pending interrupt being 
posted while a program is executing in trace mode (i.e., bit 15 of the SR is set). 

Since the processor always samples for pending interrupts and traces at the conclusion of 
instruction execution, both the trace and the interrupt appear simultaneous to the processor. 
Since the trace has higher priority than the interrupt (4.0 versus 4.1), trace exception pro¬ 
cessing begins. After the first instruction of the trace exception handler has been executed, 
the processor again samples for pending interrupts. Providing the previous interrupt is still 
pending, the processor now begins interrupt exception processing. As the interrupt handler 
completes execution, control returns to the trace handler. As the trace handler completes, 
control returns to the original program. 

As a second example of the handling of multiple exceptions, consider the prior scenario (a 
pending interrupt being posted while a program is executing in trace mode) at the same time 
a TRAP instruction enters the OEP. 

As described before, since the processor always samples for pending interrupts and traces 
at the conclusion of instruction execution, both the trace and the interrupt appear simulta¬ 
neous to the processor. Since the trace has higher priority than the interrupt, trace exception 
processing begins. After the first instruction of the trace exception handler has been exe¬ 
cuted, the processor again samples for pending interrupts. Providing the previous interrupt 
is still pending, the processor begins interrupt exception processing. As the interrupt handler 
completes execution, control returns to the trace handler. As the trace handler completes, 
control returns to the original program, where the TRAP instruction is executed, causing that 
exception to occur. 

Note that if the processor is executing in trace mode when a group 2 or 3 exception is sig¬ 
naled, a trace exception will not be generated. This means that for the second example, as 
the TRAP exception handler completes its execution and performs its RTE, the next instruc¬ 
tion of the program sequence will be executed before the next trace exception is performed 
(the MC68060 will not trace immediately after the TRAP). If tracing is required immediately 
following a group 2 or 3 exception, the SR contained in the exception stack frame should be 
checked before returning to the next instruction. If the stacked SR indicates that the proces¬ 
sor was executing in trace mode, the trace handler should be executed to account for the 
instruction that initiated the exception. 

Considering the previous example, the TRAP handler should check the stacked SR, and 
since the processor was executing in trace mode, pass control to the trace handler. If this 
check is not made, the next trace exception will not occur until the instruction after the TRAP 
has completed execution. 
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8.4 RETURN FROM EXCEPTIONS 

Once the processor has completed processing of all exceptions, it must restore the machine 
context at the time of the initial exception before returning control to the original process. 

Since the MC68060 Is a complete restart machine, when the processor executes an RTE 
instruction, only three fields are referenced. The stack format is accessed (SP+6) and the 
frame type is first verified. If the format Indicates an Invalid type, a format error exception Is 
signaled. Otherwise, the processor accesses the SR (SP) and PC (SP+2) fields from the top 
of the supervisor stack. If the PC value defines an odd address (least significant address bit 
Is set), then an address error exception is signaled. Note that for the format error or the 
address error, the new stack frame will contain the SR value at the time the RTE’s execution 
began, I.e., the SR has not been corrupted by the execution of the RTE. For either fault, the 
PC is the logical address of the RTE instruction. 

Given a valid stack format and a nonfaulting PC, the SR and PC are loaded with the stack 
operands, the SSP adjusted by the appropriate value determined by the format field, and 
control passed to the location defined by the new PC. 

When the processor writes or reads a stack frame, it uses long-word operand transfers 
wherever possible. Using a long-word-aligned SP enhances exception processing perfor¬ 
mance. The processor does not necessarily read or write the stack frame data In sequential 
order. The following paragraphs discuss In detail each stack frame format. 

Note that unlike any of the previous M68000 processors, the MC68060 RTE Instruction 
treats the access error frame no differently from other frames. 

8.4.1 Four-Word Stack Frame (Format $0) 

If a four-word stack frame Is on the stack and an RTE instruction Is encountered, the pro¬ 
cessor updates the SR and PC with the data read from the stack, increments the stack 
pointer by eight, and resumes normal Instruction execution 


stack Frames 


SP-^ 

+$02 

+$06 


j5_0 

_ STATUS REGISTER _ 

- PROGRAM COUNTER- 

0000 I VECTOR OFFSET 
FOUR-WORD STACK FRAME-FORMAT $0 


Exception Types 


Stacked PC Points To 


Interrupt 
Format Error 


TRAP #N 
Illegal Instruction 
A-Line Instruction 
F-Line Instruction 
Privilege Violation 

Floating-Point Pre-Instruction 
Unimplemented Integer 

Unimplemented Effective Ad¬ 
dress 


• Next Instruction 

• RTE or FRESTORE Instruc¬ 
tion 

• Next Instruction 

• Illegal Instruction 

• A-Line Instruction 

• F-Line Instruction 

• First Word of Instruction 
Causing Privilege Violation 

• Floating-Point Instruction 

• Unimplemented Integer In¬ 
struction 

• Instruction That Used the Un¬ 
implemented Effective Ad¬ 
dress 


MOTOROLA 


M68060 USER’S MANUAL 


8-19 




Exception Processing 


8.4.2 Six-Word Stack Frame (Format $2) 

If a six-word stack frame is on the stack and an RTE instruction is encountered, the proces¬ 
sor restores the SR and PC values from the stack, increments the SSP by $C, and resumes 
normal instruction execution. 


sp—* 
+$02 

+$06 

+$08 


Stack Frames 


Exception Types 

Stacked PC Points To; 
Address Field Has 

15 0 


• CHK, CHK2 (Emulated), 
TRAPcc, FTRAPcc(Emulat- 
ed), TRAPV, Trace, or Zero Di¬ 
vide 

• Next Instruction; Address field 
has the address of the instruc¬ 
tion that caused the excep¬ 
tion. 

STATUS REGISTER 


-PROGRAM COUNTER- 

O^ro I VECTOR OFFSET 

- ADDRESS- 

SIX-WORD STACK FRAME-FORMAT $2 


• Unimplemented Floating- 
Point Instruction 

• Address Error 

• Next Instruction; Address field 
has the calculated <ea> for 
the floating-point instruction. 

•. Instruction that caused the ad¬ 
dress error; Address field has 




the branch target address with 
A0=0. 


8.4.3 Floating-Point Post-Instruction Stack Frame (Format $3) 

In this case, the processor restores the SR and PC values from the stack and increments 
the supervisor stack pointer by $C. If another floating-point post-instruction exception is 
pending, exception processing begins immediately for the new exception; otherwise, the 
processor resumes normal Instruction execution. 


Stack Frames 

Exception Types 

Stacked PC Points To; 
Effective Address Field 

SP->- 

+$02 

+$06 

+$08 

15 0 

STATUS REGISTER 

- PROGRAM COUNTER- 

OOTi I VECTOR OFFSET 

-EFFECTIVE ADDRESS- 

FLOATING-POINT POST-INSTRUCTION 
STACK FRAME-FORMAT $3 


• Floating-Point Post-Instruction 

• Next Instruction; Effective 
Address field is the calculated 
effective address for the float¬ 
ing-point instruction. 
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8.4.4 Eight-Word Stack Frame (Format $4) 

An eight-worcJ stack frame is createcf for (data and instruction access errors. It is also used 
for the floating-point disabled exception. Refer to 8.2.4 Illegal Instruction and Unimple¬ 
mented Instruction Exceptions for details on the use of this frame for the floating-point dis¬ 
abled exception. The following paragraphs describe in detail the format for this frame as 
used by for the access error and how the processor uses it when returning from exception 
processing. 


stack Frames 


15 _ 0 _ 

_ STATUS REGISTER _ 


PROGRAM COUNTER 


0 100 I VECTOR OFFSET 

_ FAULT ADDRESS or _ 

_ EFFECTIVE ADDRESS* _ 

FAULT STATUS LONGWORD (FSLW) or 

_ PC OF FAULTED INSTRUCTION* 

EIGHT-WORD STACK FRAME-FORMAT $4 

* Defined for the Floating-Point Disabled Exception 


SP— 

+$02 

+$06 

+$08 


+$0C 


Exception Types 

Data or Instruction Access 
Fault (ATC Fault or Bus Er¬ 
ror) 

Floating-Point Disabled Ex¬ 
ception 


Stacked PC Points To 

• See 8.4.4.1 Program 
Counter (PC), 8.4.4.2 Fault 
Address, and 8.4.4.3 Fault 
Status Long Word (FSLW) 
for additional information. 

• Next instruction; Effective 
Address Field has calculated 
<ea> of memory operand (if 
any); PC of Faulted Instruc¬ 
tion points to the F-line in¬ 
struction word of the floating¬ 
point instruction. 


8.4.4.1 Program Counter (PC). On read access faults, the PC points to the instruction that 
caused the access error. This instruction Is restarted when an RTE Is executed, hence, the 
read cycle Is re-executed. On read access errors on the second or later of misaligned reads, 
the read cycles that are successful prior to the access error are re-executed since the pro¬ 
cessor uses a restart model for recovery from exceptions. 

Programs that rely on a read bus error to test for the existence of I/O or peripheral devices 
must increment the value of the PC prior to the execution of the RTE instruction. Increment¬ 
ing the PC Involves the calculation of the instruction length, which is dependent on the 
addressing mode used. To avoid having to calculate the instruction length. It is possible to 
use a NOP-TEST_WRITE-NOP instead of a TEST_READ of the I/O or peripheral device. 
The Initial NOP causes all prior write cycles to complete. The TEST_WRITE causes the 
access error, and if the write cycle is to Imprecise operand space, the stacked PC of the 
access error stack contains the address of the second NOP. When the RTE is executed, 
instruction execution resumes at the second NOP. The limitation of this method Is that it 
works only If the I/O device is mapped to Imprecise operand space. If the write Is to a precise 
operand space, the processor does not Increment the PC, and the stacked PC contains the 
instruction address of the TEST_WRITE. 

On write acc ess er rors, the PC points to the instruction that causes the access error except 
for bus error (TEA) on writes that involve the push and store buffers. Refer to 8.4.4.3 Fault 
Status Long Word (FSLW) for specific information on these write cases. For these write 
cases, the PC does not point to the instruction that caused the access error. Hence the write 
cycle that incurred the bus error Is lost. In general, bus errors on writes must be avoided. 
The processor provides little support for recovery on bus errored write cycles to Imprecise 
operand spaces. For precise spaces, both the faulting PC and logical operand address are 
directly provided in the exception frame. 
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I/O devices or peripherals that use multiple pages (paged MMU) to define the cache mode 
and that cannot tolerate duplicate reads must not allow code that causes misaligned reads 
that cross page boundaries. In this case, either use the TTRs or the default TTR to define 
the I/O or peripheral cache mode. I/O devices or peripherals must not be accessed using 
instructions which perform both read and write cycles (e.g., a memory-to-memory move) 
unless the devices accessed are capable of handling rerun cycles caused by a processor 
with a restart recovery model. 

8.4.4.2 Fault Address. The fault address field contains the logical address of the access 
that incurred the access error. The SIZE, TT, TM, R- and W-bits of the FSLW qualify the fault 
address. For MMU-related exceptions (e.g., missing page faults, write protect, supervisor 
protect), the fault address is the logical address calculated by the integer unit. For mis¬ 
aligned operand access faults, the fault address points to the initiai logical address calcu¬ 
lated by the integer unit regardless of which bus cycle actually faulted. For instruction 
extension word faults, this field points to the logical address of the instruction opword and 
not the extension word. 

8.4.4.3 Fault Status Long Word (FSLW) . The FSLW information indicates whether an 
access to the instruction stream or the data stream (or both) caused the fauit and contains 
status information for the faulted access. Figure 8-6 illustrates the FSLW format. 


31 28 27 26 26 24 23 22 21 20 19 18 16 


RESERVED 

MA 1 

RESERVED 

1 1 

RW 

SIZE 

TT 

TM 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


10 

PBE 

SBE 

PTA 

PTB 

IL 

PF 

SP 

WP 

TWE 

■I 

WE 

TTR 

imQ 

RESERVED 



Figure 8-6. Fault Status Long-Word Format 

Bits 31-28, 26, and 1—Reserved by Motorola. 

10, MA—Instruction or Operand, Misaligned Access 
IO,MA 

0, 0 = Fault occurred on the first access of a misaligned transfer, or to the 
only access of an aligned transfer. 

0, 1 = Fault occurred on the second or later access of a misaligned 
transfer. 

1, 0 = Fault occurred on an instruction opword fetch. 

1,1= Fault occurred on a fetch of an extension word. 

LK—Locked Transfer 

0 =Fault did not occur on a locked transfer. 

1 =Fault occurred on a locked transfer initiated by the processor (e.g., TAS, CAS, table 
searches. Also set on locked transfers within the boundaries defined by the 
MOVEC of BUSCR (LOCK bit) instruction. 
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RW—Read and Write 

00 = Undefined, reserved 
01 = Write 

10 = Read 

11 = Read-Modify-Write 

A read-modify-write indicates that the referenced address is capable of being read and 
written. For example, for an ADD D0,<ea> instruction, the memory operand is read, mod¬ 
ified, and then written by this instruction. A read-modify-write does not imply a “locked” 
sequence. 

SIZE—Transfer Size 
00 = Byte 
01 = Word 

10 = Long 

11 = Double Precision or MOVE16 

The SIZE field corresponds to the original access size. If a data cache line read results 
from a read miss and the line read encounters a bus error, the SIZE field in the resulting 
stack frame indicates the size of the original read generated by the execution unit. 

TT—^Transfer Type 

This field defines the TT1-TT0 signal encoding for the faulted access. 

TM—Transfer Modifier 

This field defines the TM2-TM0 signal encoding for the faulted access. 

PBE—Push Buffer Bus Error 

0 = Fault not caused by a bus er ror (T EA asserted) during a push buffer write. 

1 = Fault caused by a bus error (TEA asserted) during a push buffer write. 

SBE—Store Buffer Bus Error 

0 =Fault not caused by a bus er ror (T EA asserted) during a store buffer write. 

1 =Fault caused by a bus error (TEA asserted) during a store buffer write. 

PTA—Pointer A Fault 

0 =Fault not due to an invalid root level descriptor. 

1 =Fault due to an invalid root level descriptor. 

PTB—Pointer B Fault 

0 =Fault not due to an invalid pointer level descriptor. 

1 =Fault due to an invalid pointer level descriptor. 

IL—Indirect Level Fault 

0 =Fault not due to encountering a second indirect page descriptor. 

1 =Fault due to encountering a second indirect page descriptor. 
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PF—Page Fault 

0 =Fault not due to an invalid page descriptor. 

1 =Fauit due to an invaiid page descriptor. 

SP—Supervisor Protect 

0 =Fauit not due to user process accessing a page that is supen/isor protected. 

1 =Fault due to user process accessing a page that is supervisor protected. 

WP—Write Protect 

0 =Fault not due to a write access on a write-protected page. 

1 =Fault due to a write access on a write-protected page. 

TWE—Bus Error (TEA asserted) on Table Search 

0 =Fault is not caused by a bus error during any MMU table search read or write. 

1 =Fauit is caused by a bus error during any MMU table search read or write. 

RE—Bus Error (TEA asserted) on Read 

0 =Fault is not caused by a bus error on a read cycle. 

1 =Fault is caused by a bus error on a read cycie. 

WE—Bus Error (TEA asserted) on Write 

0 =Fauit is not caused by a bus error on a write cycie. 

1 =Fauit is caused by a bus error on a write cycie. 

TTR—TTR Hit 

0 =Fault is detected on an access that is mapped by the a paged MMU translation or a 
default TTR translation. 

1 =Fault is detected on an access that is mapped by one of the four TTRs. 

BPE—Branch Prediction Error 

0 =Fault is not caused by a branch prediction error. 

1 =Fault is caused by a branch prediction error. 

Refer to 8.4.7 Branch Prediction Error for detaiis on this error type. 

SEE—Software Emuiation Error 

0 =Fauit is not caused by a software emuiation error. 

1 =Fault is caused by a software emuiation error. 

The processor does not set the SEE bit. This bit is used by the M68060SP to indicate a 
software emulation error case. Refer to Appendix C MC68060 Software Package for 
detaiis on how this bit is set. 
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8.4.5 Recovering from an Access Error 

The access error exception handler can identify the cause of the fault by examining the 
FSLW. Unlike earlier processors, the MC68060 provides all the information needed to iden¬ 
tify the fault by examining the FSLW. Note that this section does not discuss the use of the 
SEE (software emulation error) bit nor does it provide the procedure needed to support the 
M68060SP misaligned CAS and CAS2 emulation code. Refer to Appendix C MC68060 
Software Package for details of how access error recovery is affected by the M68060SP. 

The first step to recovering from an access error is for the exception handler to determine 
whether or not a branch prediction error has occurred. See 8.4.7 Branch Prediction Error 
for details on how a branch prediction error occurs. If the BPE bit in the FSLW is set, flush 
the branch cache and continue with normal access error handling. If no other faults are indi¬ 
cated, then execute an RTE and continue normal operations. 

The second step for the han dler is to deter mine whether or not the access error is recover¬ 
able. In general, bus errors (TEA Asserted) on write cycles must be avoided. Refer to 8.4.6 
Bus Errors and Pending Memory Writes for further details of bus errors and pending 
memory writes. In summary, check for any of the following nonrecoverable write cases: 

• PBE = 1 (push buffer bus error) 

• SBE = 1 (store buffer bus error) 

• RW = 11,10 = 0, MA=1 (bus error on misaligned read-modify-write) 

• RW = 01, for a MOVE <ea>, <ea> in which the destination operand writes over the 
source operand. 

For these nonrecoverable write cases, the write reference has been lost and it is up to the 
system software designer to determine the next course of action. Probably the most prudent 
course of action is to discontinue the user program and enter a known supervisor state. 

The third step is to handle the transparent translation access error cases. This is indicated 
by TTR=1. All of these cases are recoverable as long as step two from above has been tak¬ 
en out. At this point, the access error may be caused by the following errors, which are mu¬ 
tually exclusive. 

• SP = 1 (supervisor protection violation detected by one of the four TTRs) 

• WP = 1 (write protection violation detected by one of the four TTRs) 

• RE = 1 (bus error on read) 

• WE = 1 (bus error on write) 

For the SP = 1 or WP = 1 cases, it is possible to modify the transparent translation descriptor 
to allow the access to occur once the instruction is restarted. 

For the RE = 1 or WE = 1 cases, unless the cause of the bus error is removed, when the 
instruction is restarted, the access error handler is re-entered, possibly resulting in an infinite 
loop. 
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The fourth step is to handle the paged memory management invalid descriptor cases. This 
step is unnecessary if using an MC68EC060 or if the paged MMU is disabled. An invalid de¬ 
scriptor is indicated by TTR = 0, and any one of the following bits are set: PTA, PTB, IL, PF, 
and TWE. These bits indicate the cause of the access error and are mutually exclusive: 

• TWE = 1 (bus error detected during MMU table search reads or writes) 

• PTA = 1 (invalid root level descriptor) 

• PTB = 1 (invalid pointer-level descriptor) 

• IL = 1 (a second indirect level descriptor is encountered) 

• PF = 1 (invalid page descriptor) 

Of the above cases, the TWE bit case must be handled with special care. Since no informa¬ 
tion is given as to when the bus error is encountered, it is possible to encounter the bus error 
again in the process of locating the fault. 

The paged memory management architecture allows for only one level of indirection. A page 
descriptor of type indirect must point to a page descriptor of type resident. If that second 
page descriptor is of type invalid, an exception is taken such that PF = 1. If that second page 
descriptor is of type indirect, a second level of indirection is attempted, and an exception is 
taken such that IL = 1. If IL = 1, the handler must supply a page descriptor of type resident. 

The PTA, PTB, PF cases require that the exception handler allocate physical memory for 
the appropriate page and update the appropriate descriptor. When the instruction is 
restarted, the table search either encounters the next table search fault or executes suc¬ 
cessfully. 

It is important to note that the MC68060 performs table searches in hardware and does not 
use the fetch table and page descriptors from the cache. The descriptor tables must be 
placed in noncachable memory so that when the exception handler touches these descrip¬ 
tors, that the physical image in memory is updated properly. 

Also note that since table searches that result in invalid descriptors (TWE, PTA, PTB, IL, PF) 
do not update the ATC, the ATC need not be flushed by the exception handler. 

The fifth step is to handle the paged memory management protection violation and bus error 
cases. This step is unnecessary if using an MC68EC060 or if the paged MMU is disabled. 
At this point, the table search has resulted in a valid page descriptor, and that the ATC has 
been updated. As long as fourth step above is handled, following causes are possible and 
are mutually exclusive: 

• SP = 1 (supervisor protection violation detected by paged MMU) 

• WP = 1 (write protection violation detected by paged MMU) 

• RE = 1 (bus error on read) 

• WE = 1 (bus error on write) 

For the protection violation cases (SP and WP), if the access is to be allowed, the page 
descriptor must be updated, and the corresponding ATC entry must be flushed. When the 
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instruction is restarted, another table search is performed, and the instruction is executed 
successfully. If the access is not allowed, it is up to the system software designer to deter¬ 
mine appropriate action. 

For the physical bus error cases, as long as it is not one of the non-recoverable write cases, 
the exception handler must fix the page descriptor to point to a different physical memory, 
so that when the restart of the instruction occurs, that bus error does not recur. 

It Is Important to note that the MC68060 performs table searches in hardware, and does not 
use the fetch table and page descriptors from the cache. The descriptor tables must be 
placed In non-cachable memory so that when the exception handler touches these descrip¬ 
tors, that the physical image In memory Is updated properly. 

The sixth step Is to handle the default TTR cases. The default TTR is indicated if none of 
these bits are set; TTR, PTA, PTB, IL and PF. At this point, only the following cases are pos¬ 
sible: 

• WP = 1 (write protection violation detected by default TTR) 

• RE = 1 (bus error on read) 

• WE = 1 (bus error on write) 

These cases may be handled similarly to step three. If the exception handler has gotten to 
this point, but none of the WP, RE and WE bits are set, and if the BPE bit is set and has 
been handled by the first step, then execute an RTE. 

8.4.6 Bus Errors and Pending Memory Writes 

The MC68060 processor contains two different write buffers for pending memory write oper¬ 
ations: the store buffer and the push buffer. The store buffer is used to optimize performance 
by deferring bus write operations In write through and imprecise cache modes, and the push 
buffer holds displaced copyback mode cache lines and line write data for the MOVE16 
instruction. 

The push buffer holds a displaced cache line destined for memory until the cache-miss bus 
read access that caused the push completes. Imprecise cache modes (cachable write- 
through and copyback, and cache Inhibited, imprecise) use the write buffers of the MC68060 
to optimize system performance. Cache inhibited precise mode provides a precise excep¬ 
tion model for MC68060 operation, not utilizing the write buffers (store or push). 

When the MC68060 detects an exception condition, all instruction execution Is aborted and 
the exception processing state is entered. Upon entering this state, the pipeline stalls until 
both the store and push buffers are empty before beginning exception processing. If a TEA 
signa l term ination occurs during a memory write cycle while emptying the store buffer, ‘a bus 
error TEA on store buffer’ Is r ecord ed and the buffer sequences through all the remaining, 
pending writes. However, if a TEA signal termi nation occurs during a memory write cycle 
while emptying the push buffer, ‘a bus error TEA on push buffer’ is recorded and the memory 
write operation is aborted immediately. 
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Once the write buffers (pus h and store) are all empty, the pipeline re-evaluates the pending 
exception types. If no TEA fault occurred durin g the emptying of the buffers, the processor 
continues with the original exception. If a TEA fault did occur as the buffers were emptied, 
the original exception is discarded and an operand data access error exception is taken. The 
exception stack for the access error includes indicator bits in the FSLW signalling the occur¬ 
rence of the push buffer TEA or store buffer TEA. Note that both errors may be present 
within a single access error exception. The exception stack frame will record the PC value 
at the time the exception was detected, but this value has no relationship to the instruction 
that caused the push or store buffer entries to originally be made. The stacked virtual 
address is meaningless for these two fault types. 

There are other non-recoverable write cases which are unrelated to the push and store 
buffer cases. The execution of a misaligned read-modify-write instruction which partially 
completes the writes before faulting is inherently non-recoverable on a restart machine. 
Consider the ADD DO, <mem> instruction. In this instruction, the processor fetches the 
memory operand, adds the contents of DO internally, and writes the result out to memory. If 
the memory operand is misaligned and a bus error occurs on the second or later access, 
the first part of the memory operand would have been overwritten. If the instruction enters 
the access error exception handler, it cannot be restarted because original memory value 
has been corrupted. This read-modify-write instruction and others like it can be detected in 
the access error handler because the access error frame has separate read and write bits 
(RW field). If both bits are set, the instruction is a read-modify-write instruction similar to the 
ADD instruction case as discussed. 

Another non-recoverable write case is similar to the ADD case above, but is more difficult to 
detect. A MOVE <mem>, <mem> instruction in which the source operand and destination 
operand overlap may have the same problems as discussed in the ADD instruction if the 
destination operand is part of the source operand and a misaligned write occurs, which 
result in an access error on the second or later misaligned case. The MOVE <mem>, 
<mem> instruction is not normally considered a read-modify-write type of instruction, and is 
not detected simply by looking at the RW bits in the FSLW. 

An MC68060 system design could implement address/data capture logic to provide addi¬ 
tional information for these bus error scenarios. 
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8-4.7 Branch Prediction Error 

A branch prediction error occurs when a taken branch instruction is executed creating a 
branch cache entry and then this same code is re-executed with the former branch instruc¬ 
tion now appearing as an extension word for another opcode.ln this type of sequence where 
the interpretation of the code stream is dynamically changed, a branch prediction error may 
occur. 

In the past, Motorola had suggested using a TRAPF (word or long) Instruction to remove a 
branch in the following construct: 

bra Iabel2 
label!: <op1> 

Iabel2: <op2> 

where a TRAPF (word or long) can be substituted for the branch instruction and the subse¬ 
quent Instruction, <op1 > Instruction effectively appears as the extension word of the TRAPF. 

The BPE bit of the FSLW can be asserted if the <op1 > instruction Is a taken branch Instruc¬ 
tion, but the likelihood of this usage is expected to be very low. The replacement of branch 
Instructions using this TRAPF construct Is still recommended for cases where <op1> is not 
a branch instruction. It is the responsibility of the access error handler to test the BPE bit, 
and if asserted, clear the branch cache. Refer to 8.4.5 Recovering from an Access Error 
for details on how to recover from this error. 
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SECTION 9 

IEEE 1149.1 TEST (JTAG) AND 
DEBUG PIPE CONTROL MODES 

This section describes the IEEE 1149.1 test access port (normai Joint Test Action Group 
(JTAG)) mode and the debug pipe control mode, which are available on the MC68060. 

9.1 IEEE 1149.1 TEST ACCESS PORT (NORMAL JTAG) MODE 

The MC68060 includes dedicated user-accessible test logic that is fully compliant with the 
IEEE standard 1149.1-1993 Standard Test Access Port and Boundary Scan Architecture 
except in the case where the JTAG architecture and the LPSTOP function interact. This 
case is not formally addressed by the standard, but the MC68060 solution is transparent to 
the functionality defined by the standard, has the effect of meeting full compatibility to IEEE 
1149.1, and has been approved by the IEEE 1149.1 Working Group Committee. 

The following description is to be used in conjunction with the supporting IEEE document 
listed previously. This section includes the description of those chip-specific items that the 
IEEE standard defines as required as well as those items that are specific to the MC68060 
implementation. 

The MC68060 JTAG test architecture implementation supports circuit board test strategies 
that are based on the IEEE standard. This architecture provides access to all of the data and 
control pins of the chip from the board-edge connecto r throu gh the standard four pin test 
access port (TAP) plus the additional option al active low TRST reset pin (see Section 2 Sig¬ 
nal Description for a description of TRST). The test logic itself uses a static design and is 
entirely independent of the system logic, except where the JTAG mode is subordinate to 
another complimentary test mode (see 9.2 Debug Pipe Control Mode). When placed in the 
subordinate mode, the JTAG test logic is placed in reset and the TAP pins are used for alter¬ 
nate purposes in accordance with the rules and restrictions set forth for the use of a JTAG 
compliance enable pin. 

The MC68060 JTAG implementation provides the capabilities to: 

1. Perform boundary scan operations to test circuit board electrical continuity, 

2. Bypass the MC68060 by reducing the shift register path to a single cell, 

3. Sample the MC68060 system pins during operation and transparently shift out the 
result, 

4. Set the MC68060 output drive pins to fixed logic values while reducing the shift register 
path to a single cell, and 

5. Protect the MC68060 system output and input pins from backdriving and random 
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toggling (such as during in-circuit testing) by placing all system signal pins to a high 
impedance state. 

NOTE 

The IEEE standard 1149.1 test logic cannot be considered com¬ 
pletely benign to those planning not to use this capability. Cer¬ 
tain precautions must be observed to ensure that this logic does 
not interfere with system operation and allows full use of the 
LPSTOP function. Refer to 9.1.5 Disabling the IEEE 1149.1 
Standard Operation 

9.1.1 Overview 

Figure 9-1 illustrates the block diagram of the MC68060 implementation of the 1149.1 stan- 
dard.The test logic includes several test data registers, an instruction register, instruction 
register control decode, and a 16-state dedicated TAP controller. The sixteen controller 
states are defined in detaii in the in the IEEE 1149.1 standard, but eight are listed in Table 
9-1 and included for illustration purposes: 


Table 9-1. JTAG States 


State Name 

State Summary 

Test-Logic-Reset 

Places test logic in default defined reset state 

Run-Test-Idle 

Allows test control logic to remain idle while test operations 
occur 

Capture-IR 

Loads default IDCODE Instruction into the instruction register 

Shift-IR 

Allows serial data to move from TDI to TDO through the instruc¬ 
tion register 

Update-IR 

Applies and activates instruction contained in the instruction 
shift register 

Captu re-DR 

Loads parallel sampled data into the selected test data register 

Shift-DR 

Allows serial data to move from TDI to TDO through the selected 
test data register 

Update-DR 

Applies test data contained in the selected test data register 


The TAP consists of five dedicated signal pins which are controlled by a sixth dedicated 
compliance enable pin. 

1. JTAG—^An active low JTAG enable pin that maps the TAP signals to either the 1149.1 
logic or the emulation mode logic and meets the requireme nts set forth for a compli¬ 
ance enable pin. The TAP pins are described in the case of JTAG asserted. 

2. TCK—A test clock input that synchronizes test logic operations. 

3. TMS—A test mode select input with an internal pullup resistor that is sampled on the 
rising edge of TCK to sequence the TAP controller. 

4. TDI—A serial test data input with an internal pullup resistor that is sampled on the ris¬ 
ing edge of TCK. 

5. TDO—A three-state test data output that is actively driven only in the shift-lR and shift- 
DR controller states and only updates on the falling edge of TCK. 

6. TRST—An active low asynchronous reset with an interna! pullup resistor that forces 
the TAP controller into the test-logic-reset state. 
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Figure 9-1. JTAG Test Logic Block Diagram 
9.1.2 JTAG Instruction Shift Register 

The MC68060 IEEE 1149.1 implementation uses a 4-bit instruction shift register without par¬ 
ity. The shift register transfers its value to a parallel hold register and applies one of sixteen 
possible instructions, seven of which are defined as public customer-usable instructions, on 
the falling edge of TCK when the TAP state machine is in the update-IR state (the other nine 
instructions are private instructions to support manufacturing test and can cause destructive 
behavior if used without proper understanding). The instructions may be loaded into the shift 
portion of the register by placing the serial data on the TDI signal prior to each rising edge 
of TCK. The most significant bit of the instruction shift register is the bit closest to the TDI 
signal and the least significant bit is the bit closest to the TDO pin. 

The public customer-usable instructions that are supported are listed with their encodings in 
Table 9-2. 
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Table 9-2. JTAG Instructions 


Instruction 

Aero 

Class 

IR3-IR0 

Instruction Summary 

EXTEST 

EXT 

Required 

0000 

Select boundary scan register to apply fixed values to outputs 

LPSAMPLE 

LPS 

Public 

0001 

Selects the boundary scan register for data operations while 
input pins are isolated * 


— 

Private 

0010 

For Motorola Internal Manufacturing Test use only 

MFG-TEST1 

— 

Private 

0011 

For Motorola Internal Manufacturing Test use only 

SAMPLE 

SMP 

Required 

0100 

Selects boundary scan register for shift, sample and preload 

IDCODE 

IDC 

Optional 

0101 

Defaults to select the ID code register 

CLAMP 

CMP 

Optional 

0110 

Selects bypass while fixing output values 

HIGHZ 

HIZ 

Optional 

0111 

Selects bypass while three-stating all chip outputs 

MFG-TEST2 

— 

Private 

1000 

For Motorola Internal Manufacturing Test use only 

MFG-TEST3 

— 

Private 


For Motorola Internal Manufacturing Test use only 

MFG-TEST4 

__ 

Private 


For Motorola Internal Manufacturing Test use only 

MFG-TEST5 

— 

Private 


For Motorola Internal Manufacturing Test use only 

MFG-TEST6 

— 

Private 


For Motorola Internal Manufacturing Test use only 

MFG-TEST7 

— 

Private 


For Motorola Internal Manufacturing Test use only 

MFG-TEST8 

— 

Private 

1110 

For Motorola Internal Manufacturing Test use only 

BYPASS 

BYP 

Required 

riTi 

Selects the bypass register for data operations 


*LPSAMPLE is not supported on version 0000. See Figure 9-2 in 9.1.3.1 Idcode Register. 


The EXTEST, SAMPLE/PRELOAD, and BYPASS instructions are required by IEEE 1149.1. 
IDCODE is an optional public instruction supported by the MC68060. CLAMP and HIGHZ 
are optional public instructions that are supported by the MC68060 and are described the 
1149.1-1993 standard. LPSAMPLE is a Motorola-defined public instruction. 

All encodings other than these are private instructions for Motorola Internal use only. 
Improper or unauthorized use of these instructions could result In potential internal damage 
to the device and can cause external signal contention since these tests operate Internal 
registers, data path, and memory array logic and can drive random signal values on both 
the input and output pins. 

9.1.2.1 EXTEST. The external test instruction (EXTEST) selects the 214-bit boundary scan 
register. The EXTEST instruction forces all output pins and bidirectional pins configured as 
outputs to the fixed values that are preloaded (with the PRELOAD Instruction) and held In 
the boundary scan update registers. The EXTEST Instruction can also be used to configure 
the direction of bidirectional pins and establish high-impedance states on some pins. The 
EXTEST instruction becomes active on the falling edge of TCK in the update-IR state when 
the data held in the Instruction shift register is equivalent to $0. 


It Is recommended that the boundary scan register bit equivalent to the RSTI pin be pre- 
loaded with the assert value for system reset prior to application of the EXTEST instruction. 
This will ensure that EXTEST asserts the internal reset for the MC68060 system logic to 
force a predictable benign Internal state while forcing all system output pins to fixed values. 
However, If It is desired to hold the processor in the LPSTOP state when applyin g the 
EXTEST instruction, do not preload the boundary scan register bit equivalent to the RSTI 
pin with an assert value because this action forces the processor out of the LPSTOP state. 
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9.1.2.2 LPSAMPLE. The LPSAMPLE instruction provides identical functionality to the 
SAMPLE/PRELOAD instruction described in 9.1.2.4 SAMPLE/PRELOAD with one excep¬ 
tion: instead of sampling the system data and control signals present at the MC68060 input 
pins, the LPSAMPLE instruction forces the LPSTOP isolation transistors into isolation state 
so that it can be verified that they are present and interrupting the path from the signal pin 
to the internal logic.The LPSAMPLE instruction becomes active on the falling edge of TCK 
in the update-IR state when the data held in the instruction shift register is equivalent to a $1. 

9.1.2.3 Private Instructions. The set of private instructions labeled MFG-TEST1 through 
MFG-TEST9 are reserved by Motorola for internal manufacturing use. These instructions 
can change (remap) the pin I/O and pin functions as defined for system operation (some 
input pins may become output pins and some output pins may become input pins). Use of 
these instructions without proper understanding can result in potentially destructive opera¬ 
tion of the MC68060. These instructions become active on the falling edge of TCK in the 
update-IR state when the data held in the instructions shift register is equivalent to values 
$2, $3, $8, $9, $A, $B, $C, $D, and $E. 

9.1.2.4 SAMPLE/PRELOAD. The SAMPLE/PRELOAD instruction provides two separate 
functions. First, it provides a means to obtain a sample of the system data and control sig¬ 
nals present at the MC68060 input pins and just prior to the boundary scan cell at the output 
pins. This sampling occurs on the rising edge of TCK in the capture-DR state when an 
instruction encoding of $4 is resident in the instruction register. The user can observe this 
sampled data by shifting it through the boundary scan register to the output TOO by using 
the shift-DR state. Both the data capture and the shift operation are transparent to system 
operation. The user is responsible for providing some form of external synchronization to 
achieve meaningful results since there is no internal synchronization between TCK and the 
system clock, CLK. 

The second function of the SAMPLE/PRELOAD instruction is to initialize the boundary scan 
register update cells before selecting EXTEST or CLAMP. This is accomplished by ignoring 
the data being shifted out of the TDO pin while shifting in initialization data. The update-DR 
state in conjunction with the falling edge of TCK can then be used to transfer this data to the 
update cells. This data will be applied to the external output pins when one of the instructions 
listed previously is applied. 

9.1.2.5 IDCODE. The IDCODE instruction selects the 32-bit idcode register for connection 
as a shift path between the TDI pin and the TDO pin. This instruction allows the user to inter¬ 
rogate the MC68060 to determine its JTAG version number and other part identification 
data. The idcode register has been implemented in accordance with IEEE 1149.1 so that 
the least significant bit of the shift register stage is set to logic one on the rising edge of TCK 
following entry into the capture-DR state. Therefore, the first bit to be shifted out after select¬ 
ing the idcode register is always a logic one (this is to differentiate a part that supports an 
idcode register from a part that supports only the bypass register). The remaining 31 -bits are 
also set to fixed values (see 9.1.3.1 Idcode Register) on the rising edge of TCK following 
entry into the capture-DR state. 

The IDCODE instruction is the default value placed in the instruction register when a JTAG 
reset is accomplished by, either asserting TRST, or holding TMS high while clocking TCK 
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through at least five rising edges and the falling edge after the fifth rising edge. A JTAG reset 
will cause the TAP state machine to enter the test-logic-reset state (normal operation of the 
TAP state machine into the test-logic-reset state will also result in placing the default value 
of $5 into the instruction register). The shift register portion of the instruction register is 
loaded with the default value of $5 when in the Capture-IR state and a rising edge of TCK 
occurs. 

9.1.2.6 CLAMP. The CLAMP instruction selects the bypass register while simultaneously 
forcing all output pins and bidirectional pins configured as outputs, to the fixed values that 
are preloaded and held in the boundary scan update registers. This instruction enhances 
test efficiency by reducing the overall shift path to a single bit (the bypass register) while con¬ 
ducting an EXTEST type of instruction through the boundary scan register. The CLAMP 
instruction becomes active on the falling edge of TCK in the update-IR state when the data 
held in the instruction shift register is equivalent to $6. 

It is recommended that the boundary scan register bit equivalent to the RSTI pin be pre- 
loaded with the assert value for system reset prior to application of the CLAMP instruction. 
This will ensure that CLAMP asserts the internal reset for the MC68060 system logic to force 
a predictable benign internal state while isolating all pins from signals generated external to 
the part. However, if it is desired to hold the processor in the LPSTOP state when ap plying 
the CLAMP instruction, do not preload the boundary scan register bit equivalent to the RSTI 
pin with an assert value because this action forces the processor out of the LPSTOP state. 

9.1.2.7 HIGHZ. The HIGHZ instruction is an IEEE 1149.1 option that is provided as a Motor¬ 
ola public instruction designed to anticipate the need to backdrive the output pins and pro¬ 
tect the input pins from random toggling during circuit board testing. The HIGHZ instruction 
selects the bypass register, forces all output and bidirectiona l pins to the high-impedance 
state, and isolates all input signal pins except for CLK, IPL, and RSTI. The HIGHZ instruction 
becomes active on the falling edge of TCK in the update-IR state when the data held in the 
instruction shift register is equivalent to $7. 

It is recommended that the boundary scan register bit equivalent to the RSTI pin be pre- 
loaded with the assert value for system reset prior to application of the HIGHZ instruction. 
This will ensure that HIGHZ asserts the internal reset for the MC68060 system logic to force 
a predictable benign internal state while isolating all pins from signals generated external to 
the part. 

9.1.2.8 BYPASS. The BYPASS instruction selects the single-bit bypass register, creating a 
single bit shift register path from the TDI pin to the bypass register to the TDO pin. This 
instruction enhances test efficiency by reducing the overall shift path when a device other 
than the MC68060 becomes the device under test on a board design with multiple chips on 
the overall IEEE-1149.1-defined boundary scan chain. The bypass register has been imple¬ 
mented in accordance with IEEE 1149.1 so that the shift register stage is set to logic zero 
on the rising edge of TCK following entry into the capture-DR state. Therefore, the first bit 
to be shifted out after selecting the bypass register is always a logic zero (this is to differen¬ 
tiate a part that supports an idcode register from a part that supports only the bypass regis¬ 
ter). 
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The BYPASS instruction becomes active on the falling edge of TCK in the update-IR state 
when the data held in the instruction shift register is equivalent to $F. 

9.1.3 JTAG Test Data Registers 

The following paragraphs describe the JTAG test data registers. 

9.1.3.1 idcode Register. An IEEE-1149.1-compliant JTAG identification register has been 
included on the MC68060. The MC68060 JTAG instruction encoded as $5 provides for read¬ 
ing the JTAG idcode register. The format of this register is defined in Figure 9-2. 

31 28 27 22 21 12 11 1 0 

I VERSIONNO. |0 0000 l|0000 1 1 0000|0000000 1 1 1 o|l| 

Figure 9-2. JTAG Idcode Register Format 

VERSION NO.—Version Number 
Indicates the JTAG revision of the MC68060. 

Bits 27-22 

Indicate the high performance design center. 

Bits 21-12 

Indicate the device is a Motorola MC68060. 

Bits 11-1 

Indicate the reduced JEDEC ID for Motorola. (JEDEC refers to the Joint Electron Device 
Engineering Council. Refer to JEDEC publication 106-A and chapter 11 of the IEEE 
1149.1-1993 document for further information on this field.) 

BitO 

Differentiates this register as JTAG idcode (as opposed to the bypass register) according 
to IEEE 1149.1. 

9.1.3.2 Boundary Scan Register. An IEEE-1149.1-compliant boundary scan register has 
been included on the MC68060. This 214-bit boundary scan register can be connected 
between TDI and TDO when the EXTEST, LPSAMPLE, or SAMPLE/PRELOAD instructions 
are selected. This register is used for capturing signal pin data on the input pins, forcing fixed 
values on the output signal pins, and selecting the direction and drive characteristics (a logic 
value or high impedance) of the bidirectional and three-state signal pins. Figure 9-3 through 
Figure 9-7 depict the various cell types. 

The key to using the boundary scan register is knowing the boundary scan bit order and the 
pins that are associated with them. Below in Table 9-3 is the bit order starting from the TDI 
input and going toward the TDO output. 
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1= EXTEST 

0 = OTHERWISE SHIFT DR TO NEXT CELL 


OUTPUT DATA 
FROM SYSTEM LOGIC 



CELL UPDATE DR 


Figure 9-3. Output Pin Ceii (O.Pin) 



CLOCK DR FROM SHIFT DR 


LAST 

CELL 

Figure 9-4. Observe-Only Input Pin Ceii (I.Obs) 
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FROM 
INPUT PIN 


TO 

NEXT 


SHIFT DR CELL MODE 



TO 

SYSTEM 

LOGIC 


FROM CLOCK DR UPDATE DR 

LAST 

CELL 


Figure 9-5. Input Pin Cell (I.Pin) 


1 = EXTEST 

0 = OTHERWISE SHIFT DR TO NEXT CELL 


OUTPUT CONTROL 
FROM SYSTEM LOGIC 



CELL UPDATE DR 


Figure 9-6. Output Control Ceil (lO.CtI) 
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OUTPUT 

ENABLE 


OUTPUT 

DATA 


INPUT 

DATA 


TO NEXT CELL 



FROM TO NEXT 

LAST CELL PIN PAIR 


Figure 9-7. General Arrangement of Bidirectional Pin Cells 


Table 9-3. Boundary Scan Bit Definitions 


Bit 

Cell Type 

Pin/Cell Name 

Pin Type 

0 

O.Pin 

A31 

I/O 

1 

I.Pin 

A31 

I/O 

2 

O.Pin 

A30 

I/O 

3 

I.Pin 

A30 

I/O 

4 

lo.ai 

A31-A28 ena 

— 

5 

O.Pin 

A29 

I/O 

6 

I.Pin 

A29 

I/O 

7 

O.Pin 

A28 

I/O 

8 

I.Pin 

A28 

I/O 

9 

O.Pin 

A27 

I/O 

10 

I.Pin 

A27 

I/O 

11 

O.Pin 

A26 

I/O 

12 

I.Pin 

A26 

I/O 

13 

lO.CtI 

A27~A24 ena 

— 

14 

O.Pin 

A25 

I/O 

15 

I.Pin 

A25 

I/O 

16 

O.Pin 

A24 

I/O 

17 

I.Pin 

A24 

I/O 

18 

O.Pin 

A23 

I/O 

19 

I.Pin 

A23 

1 I/O 

20 

O.Pin 

A22 

I/O 

21 

I.Pin 

A22 

I/O 

22 

lo.ai 

A23-A20 ena 

— 

23 

O.Pin 

A21 

I/O 

24 

I.Pin 

A21 

I/O 

25 

O.Pin 

A20 

I/O 

26 

I.Pin 

A20 

I/O 

27 

O.Pin 

A19 

I/O 

28 

I.Pin 

A19 

I/O 

29 

O.Pin 

A18 

I/O 

30 

I.Pin 

A18 

I/O 

31 

lO.CtI 

A19-A16 ena 

— 
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Table 9-3. Boundary Scan Bit Definitions (Continued) 


Bit 

Cell Type 

Pin/Cell Name 

Pin Type 

32 

O.Pin 

A17 

I/O 

33 

I.Pin 

A17 

I/O 

34 

O.Pin 

A16 

I/O 

35 

I.Pin 

A16 

I/O 

36 

O.Pin 

A15 

I/O 

37 

I.Pin 

A15 

I/O 

38 

O.Pin 

A14 

I/O 

39 

I.Pin 

A14 

I/O 

40 

lO.CtI 

A15-A12ena 

— 

41 

O.Pin 

A13 

I/O 

42 

I.Pin 

A13 

I/O 

43 

O.Pin 

A12 

I/O 

44 

I.Pin 

A12 

I/O 

45 

O.Pin 

All 

I/O 

46 

I.Pin 

A11 

I/O 

47 

O.Pin 

A10 

I/O 

48 

I.Pin 

A10 

I/O 

49 

lO.CtI 

A11-A10,TT1-TT0 ena 

— 

50 

O.Pin 

TT1 

I/O 

51 

I.Pin 

TT1 

I/O 

52 

O.Pin 

TTO 

Output 

53 

I.Obs 

MTM1 

1 

54 

O.Pin 

UPA1 

Output 

55 

O.Pin 

UPAO 

Output 

56 

lO.CtI 

UPA1-UPA0,XClOUTena 


57 

O.Pin 

XCIOUT 

Output 

58 

O.Pin 

XIPEND 

Output 

59 

O.Pin 

XRSTO 

Output 

60 

lO.CtI 

XIPEND, XRSTO ena 

— 

61 

O.Pin 

XBSO 

Output 

62 

O.Pin 

XBS1 

Output 

63 

lO.CtI 

XBS3-XBS0 ena 

— 

64 

O.Pin 

XBS2 

Output 

65 

O.Pin 

XBS3 

Output 

66 

I.Pin 

XMDIS 

Input 

67 

I.Pin 

XCDIS 

Input 

68 

I.Pin 

XRSTI 

Input 

69 

I.Pin 

XIPL2 

Input 

70 

I.Pin 

XIPL1 

Input 

71 

I.Pin 

XIPLO 

Input 

72 

I.Pin 

XCLKEN 

Input 

73 

I.Obs 

CLK 

Input 

74 

I.Obs 

MTM2 

Input 

75 

I.Pin 

XTCI 

Input 

76 

I.Pin 

XAVEC 

Input 

77 

I.Pin 

XTBI 

Input 

78 

I.Pin 

XBGR 

Input 

79 

I.Pin 

XBG 

Input 

80 

I.Pin 

XTRA 

Input 
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Table 9-3. Boundary Scan Bit Definitions (Continued) 


Bit 

Cell Type 

Pin/Cell Name 

Pin Type 

81 

I.Pin 

XTEA 

Input 

82 

I.Pin 

XTA 

Input 

83 

O.Pin 

PSTO 

Output 

84 

O.Pin 

PST1 

Output 

85 

O.Pin 

PST2 

Output 

86 

lO.CtI 

PST4-PST0, XBR ena 

— 

87 

O.Pin 

PST3 

Output 

88 

O.Pin 

PST4 

Output 

89 

O.Pin 

XSAS 

Output 

90 

lo.ai 

XSAS ena 

— 

91 

O.Pin 

XBTT 

I/O 

92 

lo.ai 

XBTT ena 

— 

93 

I.Pin 

XBTT 

I/O 

94 

O.Pin 

XTS 

I/O 

95 

I.Pin 

XTS ena 

— 

96 

I.Pin 

XTS 

I/O 

97 

O.Pin 

XTIP 

Output 

98 

lO.CtI 

XTIPena 

— 

99 

I.Pin 

XSNOOP 

Input 

100 

O.Pin 

XBB 

I/O 

101 

lO.CtI 

XBB ena 

— 

102 

I.Pin 

XBB 

I/O 

103 

O.Pin 

XBR 

Output 

104 

lo.ai 

XLOCK, XLOCKE ena 

_ 

105 

O.Pin 

XLOCK 

Output 

106 

O.Pin 

XLOCKE 

Output 

107 

O.Pin 

TLNO 

Output 

108 

O.Pin 

SIZO 

Output 

109 

lO.CtI 

TLN0,SIZ1-S1Z0,XR_W ena 

■— 

110 

O.Pin 

SIZ1 

Output 

111 

O.Pin 

XR_W 

Output 

112 

O.Pin 

TLN1 

Output 

113 

O.Pin 

TMO 

Output 

114 

lO.CtI 

TLN1 ,TM2-TM0 ena 

— 

115 

O.Pin 

TM1 

Output 

116 

O.Pin 

TM2 

Output 

117 

O.Pin 

AO 

I/O 

118 

I.Pin 

AO 

I/O 

119 

O.Pin 

A1 

' m 

1 

120 

I.Pin 

A1 

I/O 

121 

lO.CtI 

A1“A0 ena 

— 

122 

I.Pin 

XCLA 

— 

123 

O.Pin 

A2 

I/O 

124 

I.Pin 

A2 

I/O 

125 

O.Pin 

A3 

I/O 

126 

I.Pin 

A3 

I/O 

127 

lO.CtI 

I A3-A2 ena 

— 

128 

O.Pin 

A4 

I/O 

129 

I.Pin 

A4 

I/O 
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9.1 .3.3 BYPASS REGISTER. An IEEE-1149.1-compliant bypass register has been 
included on the MC68060. This register is a single bit in depth when connected between TDI 
and TOO. The register element is in the shift path which operates during rising edges of TCK 
while the TAP state machine is in the shift-DR state or captures a default state of logic 0 
during the rising edge of TCK while the TAP state machine is in the capture-DR state. 


SHIF DR 


0 

FROM TDI 


CLOCK DR 

Figure 9-8. JTAG Bypass Register 



9.1.4 Restrictions 

The test logic is implemented using static logic design, and TCK can be stopped in either a 
high or low state without loss of data. The system logic, however, operates on a different 
system clock which is not synchronized to TCK internally. Any mixed operation requiring the 
use of 1149.1 test logic in conjunction with system functional logic that uses both clocks, 
must have coordination and synchronization of these clocks done externally to the 
MC68060. 

The MC68060 also includes an internal instruction known as LPSTOP which can place the 
output pins in a high-impedance state, isolate the input pins from their internal signals, and 
stop the internal clock. Special care must be taken to ensure that the JTAG logic does not 
consume excess power during this mode if it is to be left inactive (see 9.1.5 Disabling the 
IEEE 1149.1 Standard Operation). 

9.1.5 Disabling the IEEE 1149.1 Standard Operation 

There are two methods by which the device can be used without the IEEE 1149.1 test logic 
being active; 1) non-use of the JTAG test logic by either non-termination (disconnection) or 
intentional fixin g of TA P logic values, and 2) intentional disabling of the JTAG test logic by 
assertion of the JTAG signal. 

There are several considerations that must be addressed if the IEEE 1149.1 logic is not 
going to be used once the MC68060 is assembled onto a board. The prime consideration is 
to ensure that the IEEE 1149.1 test logic remains transparent and benign to the system logic 
during functional operation. This requires the minimum of either connecting the TrST pin to 
logic 0, or connecting the TCK clock pin to a clock source that will supply five rising edges 
and the falling edge after the fifth rising edge, to ensure that th e part enters the test-logic- 
reset state. The recommended solution is to connect TRST to logic 0 since logic was 
included to ensure that unterminated or fixed-value terminated pins consume the least 
power during the LPSTOP functional state. Another c onside ration is that the TCK pin does 
not have a pullup as is required on the TMS, TDI, and TRST pins; therefore, it should not be 
left unterminated to preclude mid-level input values. 
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A second method of using the MC68060 without the IEEE 1149.1 logic being active is to 
select the alternate complementary test debug emulation mode by placing a logic 1 on the 
defined compliance enable pin, JTAG. When the JTAG is asserted, then the IEEE 1149.1 
test controller is placed in the test-logic-reset state by applying a logic 0 on the internal TRST 
signal to the controller, and the TAP pins are remapped to their equivalent debug emulation 
mode pins. 


NOTE 

The MC68060 supports the low-power stop mode which can iso¬ 
late the input and output signal pins from their internal connec¬ 
tions and allows the internal system clock to be stopped. In 
accordance with IEEE1149.1, the JTAG logic can become the 
chip master during this functional mode and can conduct test 
operations. During this type of testing, the l\/IC68060 will con¬ 
sume power at a level higher than that specified for functional 
LPSTOP mode. If the JTAG mode is left active, but is not being 
actively used to conduct test operations, the MC68060 will con¬ 
sume power at a level below the rated LPSTOP maximum but 
not at the lowest possible level. In order to consume the least 
possible power, the JT AG logi c must be specifically disabled by 
placing a logic 0 on the TRST pin and a logic 1 on the TMS pin, 
as shown in Figure 9-9. 


Vcc 



TDI - 

TMS -- 

TOO - NO CONNECTION 

TR^ - 

TCK -(» 


JTAG - u 

Figure 9-9. Circuit Disabiing IEEE Standard 1149.1 
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9.1.6 Motorola MC68060 BSDL Description 

-- Version 1.0 02-18-94 
-- Revision List: None 
-- Package Type; 18 x 18 PGA 
entity MC68060 is 

generic {PHYSICAL_PIN_MAP: string := **PGA_18xl8") ; 


port { 


TDI: 

in 

bit; 



TDO; 

out 

bit; 



TMS; 

in 

bit ; 



TCK: 

in 

bit; 



TRST: 

in 

bit; 



D; 

inout 

bit_vector(0 

to 

31) 

A: 

inout 

bit_vector(0 

to 

31) 

CLA: 

in 

bit ; 



TM: 

out 

bit_vector(0 

to 

2) ; 

TLN: 

out 

bit_vector(0 

to 

1) ; 

R_W: 

out 

bit ; 



SIZ: 

out 

bit_vector(0 

to 

1) ; 

LOCKE: 

out 

bit; 



LOCK: 

out 

bit; 



BR: 

out 

bit ; 



BB: 

inout 

bit ; 



SNOOP: 

in 

bit ; 



TIP: 

out 

bit; 



TS: 

inout 

bit; 



BTT: 

inout 

bit; 



SAS: 

out 

bit; 



PST: 

out 

bit_vector(0 

to 

4) ; 

TA: 

in 

bit ; 



TEA: 

in 

bit; 



TRA: 

in 

bit; 



BG: 

in 

bit; 



BGR: 

in 

bit; 



TBI: 

in 

bit; 



AVEC: 

in 

bit ; 



TCI: 

in 

bit; 



CLK: 

in 

bit ; 



CLKEN: 

in 

bit ; 



IPL: 

in 

bit_vector(0 

to 

2) ; 

RSTI : 

in 

bit; 



CDIS: 

in 

bit; 



MDIS: 

in 

bit; 



BS: 

out 

bit_vector(0 

to 

3) ; 

RSTO: 

out 

bit; 



IPEND: 

out 

bit; 



CIOUT: 

out 

bit ; 



UPA: 

out 

bit_vector(0 

to 

1) ; 

TTl: 

inout 

bit; 



TTO : 

out 

bit; 



JTAGENB: 

in 

bit_vector(0 

to 

2) ; 

THERMl: 

linkage 

bit ; 



THERMO: 

linkage 

bit ; 



EVDD: 

linkage 

bit_vector(1 

to 

25) 
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EVSS: 

linkage 

bit_vector(1 

to 

25) 

IVDD : 

linkage 

bit_vector{1 

to 

16) 

IVSS: 

linkage 

bit_vector(1 

to 

16) 


) ; 

use STD_1149_l„1994.all; 

attribute COMPONENT_CONFORMANCE of MC68060: entity is "STD_1149_1_1993" 
attribute PIN_MAP of MC68060 : entity is PHYSICAL_PIN_MAP; 

-- PGA_18xl8 Pin Map 

-- No-connects: D4, D5, D6, D1, D9, Dll, D13, D14, K4, M4, N4, Q16, R7, 

RIO, S12, T9, T12 

constant PGA_18xl8 : PIN_MAP_STRING := 

"TDI: S3, " & 

"TDO: T2, " & 

"TMS: S5, " & 

"TCK: S4, " & 

"TRST: T3, " & 


-- 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 


"D: 

( C3, 

B3, 

C4, 

A2, 

A3, 

A4, 

A5, 

A6, 

B7, 

A7, 

A8, 

A9, 

" Sc 

-- 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 


" 

AlO, 

All, 

A12, 

A13, 

Bll, 

A14, 

B12, 

A15, 

A16, 

A17, 

B16, 

C15, 

" Sc 

-- 

24 

25 

26 

27 

28 

29 

30 

31 






II 

A18, 

C16, 

B18, 

D16, 

C18, 

E16, 

E17, 

D18 ) 

, " Sc 





-- 

0 

1 

2 

3 

4 

5 

6 

7 

8 

9 10 11 



"A: 

( L18, 

, K18, 

J17, 

J18, 

H18, 

G18, 

G16, 

F18, 

E18, 

F16, 

PI, 

N3, " 

Sc 

-- 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 


II 

Nl, 

Ml, 

LI, 

Kl, 

K2, 

Jlc 

HI, 

J2, 

Gl, 

FI, 

El, 

G3, 

" Sc 

— 

24 

25 

26 

27 

28 

29 

30 

31 






" 

Dl, 

F3, 

E2, 

Cl, 

E3, 

Bl, 

D3, 

A1 ) 

, " Sc 






"CLA: K15, “ & 

"TM: ( N18, M18, K17 ), " & 

"TLN: ( Q18, P18 ) , " & 

•'R_W: N16, " & 

••SIZ: ( P17, P16 ), " & 

"LOCKE: R18, " & 

"LOCK: S18, " & 

"BR: T18, " & 

"BB: T17, " & 

"SNOOP: PI5, " & 

"TIP: R15, " & 

"TS: R16, " & 

"BTT: Q15, " & 

“SAS: Q14, ” & 

"PST: { T15, S14, R14, T16, Q13 ), " & 

"TA: T14, " Sc 

"TEA: S13, " Sc 

"TRA: Q12, " & 

"BG: T13, " Sc 

"BGR: Qll, " Sc 

"TBI: Sll, " Sc 

"AVEC: Til, " Sc 
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" TCI : 

TIO, " 

Sc 


"JTAGENB: 

( T4, 

F15, SIO 

)r " Sc 

"CLK: 

R9, 

Sc 


"CLKEN: 

Q8, 

" Sc 


"IPL: 

( T8 

, T7, 

T6 ) , "Sc 

"RSTI: 

S7, 

" Sc 


"GDIS: 

T5, 

" Sc 


"MDIS: 

S6, 

" Sc 


"BS; 

( Q4 

c Q5, 

Q6, Q7 ), 

" RSTO : 

R3 , 

" Sc 


"IPEND; 

SI, 

" Sc 


"CIOUT: 

Rl, 

" Sc 


"UPA: 

( Q3, 

Q1 )c 

" Sc 

"TTl: 

P2, 

" Sc 


"TTO : 

P3, 

" Sc 


" THERMl : 

M15, 

" Sc 


"THERMO : 

L15, 

" Sc 



Sc 


"EVDD: 

( B5, 

B9, 

B14, 

C2, 

C17, 

D8, 

DIO, 

D12, 

D15, 

E4, 

G2, 

" Sc 


G4, 

G15, 

G17, 

J4, 

J15, 

L4, 

M2, 

M17, 

N15, 

P4, 

QIO, 

" Sc 


R2, 

R17, 

S16 

), " 

Sc 








"EVSS: 

( B2, 

B4, 

B6, 

B8, 

BIO, 

B13, 

B15, 

B17, 

D2, 

D17, 

F2, 

" Sc 


F4, 

F17, 

H2, 

H17, 

L2, 

L17, 

N2, 

N17, 

Q2, 

Q9, 

Q17, 

" Sc 


S2, 

S15, 

S17 

), " 

Sc 








"IVDD: 

( C5, 

C8, 

CIO, 

C12, 

C14, 

E15, 

H3, 

H16, 

J3, 

J16, 

L16, 

" Sc 


M3, 

R5, 

R8, 

R12, 

S8 

), " 

Sc 






" IVSS : 

( C6, 

C7, 

C9, 

Cll, 

C13, 

H4, 

H15, 

K3, 

K16, 

L3, 

M16, 

" Sc 


R4, 

R6, 

Rll, 

R13, 

S9 

) 








-- other Pin Maps here 


attribute 

attribute 

attribute 

attribute 

attribute 


TAP_SCAN_IN of TDI:signal is true; 
TAP_SCAN_OUT of TDO:signal is true; 
TAP_SCAN_MODE of TMS:signal is true; 
TAP_SCAN_CLOCK of TCK:signal is (33.0e6, 
TAP_SCAN_RESET of TRST:signal is true; 


BOTH) ; 


attribute 

attribute 

attribute 


C0MPL1ANCE_ENABLE of JTAGENB{0): signal is 
C0MPL1ANCE_ENABLE of JTAGENB(l): signal is 
C0MPL1ANCE_ENABLE of JTAGENB(2): signal is 


true ; 
true; 
true ; 


attribute C0MPL1ANCE_PATTERNS of MC68060: entity is 
" (JTAGENB(0), JTAGENB(1), JTAGENB(2)) ( 000)"; 


attribute INSTRUCTION_LENGTH of MC68060:entity is 4; 


attribute 
"EXTEST 
"LPSAMPLE 
" SAMPLE 
"IDCODE 
" CLAMP 
"HIGHZ 
"PRIVATE 
"BYPASS 


1NSTRUCT10N_0PC0DE of MC68060:entity is 

(0000) , " Sc 

(0001) , " Sc 

(0100) , " Sc 

(0101) , " Sc 

(0110) , " Sc 

(0111) , " Sc 

( 0010 , 0011 , 1000 , 1001 , 1010 , 1011 , 1100,1101 

( 1111 )"; 


1110 ) , " 


Sc 
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attribute INSTRUCTION_CAPTURE of MC68060: entity is ”0101"; 
attribute INSTRUCTION_PRIVATE of MC68060:entity is "PRIVATE"; 
attribute REGISTER_ACCESS of MC68060:entity is 
"BOUNDARY (LPSAMPLE)"; 

attribute IDCODE_REGISTER of MC68060: entity is 
"0001" & -- version 

"000001" & -- design center 

"0000110000" & -- sequence number 

"00000001110" Sc -- Motorola 

"1"; -- required by 1149.1 

attribute BOUNDARY_CELLS of MC68060:entity is 
"BC_1, BC_2, BC_4"; 

attribute BOUNDARY_LENGTH of MC68060:entity is 214; 
attribute BOUNDARY_REGISTER of MC68060:entity is 


--num cell port 

function 

safe 

ccell 

dsval 

rslt 



"0 

(BC_1, D(0), 

input, 

X), 

" & 





"1 

(BC_2, D(0), 

output3, 

X, 

4, 

0, 

Z) , 

" 

Sc 

"2 

(BC_1, D(l), 

input. 

X), 

" & 





"3 

(BC_2, D(l), 

output3, 

X, 

4, 

0, 

Z) , 

" 

Sc 

"4 

(BC_2, 

control, 

0), 

" & 

— d[3: 

0] 



"5 

(BC_1, D(2), 

input. 

X), 

" Sc 





"6 

(BC_2, D(2), 

output3, 

X, 

4, 

0, 

Z), 


Sc 

"7 

(BC_1, D(3), 

input. 

X), 

" Sc 





"8 

{BC_2, D(3), 

output3, 

X, 

4, 

0, 

Z), 

" 

Sc 

"9 

{BC_1, D(4), 

input, 

X), 

" Sc 





"10 

(BC_2, D(4), 

output3, 

X, 

13, 

0, 

Z), 


Sc 

"11 

(BC_1, D(5), 

input. 

X), 

" Sc 





"12 

(BC_2, D(5), 

output3, 

X, 

13, 

0, 

Z), 

" 

Sc 

"13 

(BC_2, 

control. 

0), 

" Sc 

— d[7: 

4] 



"14 

(BC_1, D(6), 

input. 

X), 

" Sc 





"15 

(BC_2, D(6), 

output3, 

X, 

13, 

0, 

Z) , 

" 

Sc 

"16 

(BC_1, D(7), 

input. 

X), 

" Sc 





"17 

(BC_2, D(7), 

outputs, 

X, 

13, 

0, 

Z) , 


Sc 

"18 

(BC_1, D(8), 

input. 

X), 

" & 





"19 

(BC_2, D(8), 

outputs, 

X, 

22, 

0, 

Z) , 


Sc 

--num 

L cell port 

function 

safe 

ccell 

dsval 

rslt 



"20 

(BC_1, D(9), 

input. 

X) , 

" Sc 





"21 

(BC_2, D(9), 

outputs, 

X, 

22, 

Or 

Z) , 

" 

Sc 

"22 

(BC_2, 

control, 

0) , 

" Sc 

-- d[ll 

:8] 



"23 

{BC_1, D(10), 

input. 

X) , 

" Sc 





"24 

(BC_2, D(10), 

outputs, 

X, 

22, 

0, 

Z) , 

" 

Sc 

"25 

(BC_1, D(ll), 

input. 

X), 

" Sc 





"26 

(BC_2, D(ll), 

outputs, 

X, 

22, 

0, 

Z) , 

" 

Sc 

"27 

(BC_1, D(12), 

input. 

X), 

" Sc 





"28 

(BC_2, D(12), 

outputs, 

X, 

31, 

0, 

Z) , 

" 

Sc 

"29 

(BC_1, D(13), 

input. 

X), 

" Sc 





"3 0 

(BC_2, D(13), 

outputs, 

X, 

31, 

0, 

Z) , 

" 

Sc 

"31 

(BC_2, 

control, 

0), 

" Sc 

-- d[15 

:12] 



"32 

(BC_1, D(14), 

input, 

X), 

" Sc 





"33 

(BC_2, D(14), 

outputs, 

X, 

31, 

0, 

Z) , 

" 

Sc 


9-20 M68060 USER’S MANUAL 


MOTOROLA 





IEEE 1149.1 Test (JTAG) and Debug Pipe Controf Modes 


"34 

(BC_1, D(15), 

input, 

X), 

" & 





"35 

(BC_2, D(15), 

output3, 

X, 

31, 

0, 

Z) , 

" 

Sc 

"36 

(BC_1, D(16), 

input, 

X), 

" & 





"37 

(BC_2, D(16), 

outputs, 

X, 

40, 

0, 

Z) , 

" 

Sc 

"38 

(BC_1, D(17), 

input, 

X), 

" & 





"39 

(BC_2, D(17), 

outputs, 

X, 

40, 

0, 

Z) , 

" 

Sc 

--nura 

L cell port 

function 

safe 

ccell 

dsval 

rslt 



"40 

(BC_2, 

control. 

0), 

" & 

-- d[19 

;16] 



"41 

(BC_1, D(18), 

input. 

X) , 

" Sc 





"42 

(BC_2, D(18), 

outputs, 

X, 

40, 

0, 

Z) , 

" 

Sc 

"43 

(BC_1, D(19), 

input. 

X) , 

" Sc 





"44 

(BC_2, D(19), 

outputs, 

X, 

40, 

0, 

Z) , 

" 

Sc 

"45 

(BC_1, D(20), 

input. 

. X), 

" Sc 





"46 

{BC_2, D{20), 

outputs, 

X, 

49, 

0, 

Z) , 

" 

Sc 

"47 

(BC_1, D{21), 

input. 

X), 

" Sc 





"48 

(BC_2, D(21), 

outputs , 

X, 

49, 

0, 

Z) , 

" 

Si: 

"49 

(BC_2, *, 

control , 

0), 

" Sc 

-- d[23 

:20] 



"50 

(BC_1, D(22), 

input. 

X), 

" Sc 





"51 

(BC_2, D(22), 

outputs , 

X, 

49, 

0, 

Z) , 

'' 

Sc 

"52 

(BC_1, D(23), 

input. 

X) , 

" Sc 





"53 

(BC_2, D(23), 

outputs , 

X, 

49, 

0, 

Z) , 

" 

Sc 

"54 

(BC_1, D{24), 

input. 

X), 


Sc 




"55 

(BC_2, D(24), 

outputs , 

X, 

58, 

0, 

Z) , 

II 

Sc 

"56 

(BC_1, D(25), 

input. 

X) , 

" Sc 





"57 

(BC_2, D(25), 

outputs , 

X, 

58, 

0, 

Z) , 

II 

Sc 

"58 

(BC_2, 

control , 

0), 

" Sc 

-- d[27 

:24] 



"59 

(BC_1, D(26), 

input. 

X) , 

" Sc 





--num 

L cell port 

function 

safe 

ccell 

dsval 

rslt 



"60 

(BC_2, D(26), 

outputs , 

X, 

58, 

0, 

Z) , 

" 

Sc 

"61 

(BC__1, D(27), 

input. 

X), 

" Sc 





"62 

(BC_2, D(27), 

outputs , 

X, 

58, 

0, 

Z) , 

" 

Sc 

"63 

(BC_1, D(28), 

input. 

X), 

" Sc 





"64 

(BC_2, D{28), 

outputs , 

X, 

67, 

0, 

Z) , 

" 

Sc 

"65 

(BC_1, D(29), 

input. 

X), 

" Sc 





"66 

{BC_2, D(29), 

outputs , 

X, 

67, 

0, 

Z) , 

" 

Sc 

"67 

(BC_2, 

control , 

0) , 

" Sc 

-- d[31 

:28] 



"68 

(BC_1, D(30), 

input. 

X) , 

" Sc 





"69 

(BC_2, D(30), 

outputs , 

X, 

67, 

0, 

Z) , 

" 

Sc 

"70 

(BC_1, D(31), 

input. 

X), 

" Sc 





"71 

(BC_2, D(31), 

outputs , 

X, 

67, 

0, 

Z) , 

" 

Sc 

"72 

(BC_1, A (9), 

input. 

X), 

" Sc 





"73 

(BC_2, A{9), 

outputs , 

X, 

76, 

0, 

Z) , 

" 

Sc 

"74 

(BC_1, A(8), 

input. 

X), 

" Sc 





"75 

(BC_2, A(8), 

outputs, 

X, 

76, 

0, 

Z) , 

" 

Sc 

"76 

(BC_2, 

control, 

0), 

" Sc 

— a[9: 

6] 



"77 

(BC_1, Ail), 

input. 

X), 

" Sc 





"78 

{BC_2, Ail), 

outputs, 

X, 

76, 

0, 

Z) , 

“ 

Sc 

"79 

(BC_1, A(6), 

input. 

X), 

" Sc 





--num cell port 

function 

safe 

ccell 

dsval 

rslt 



"80 

(BC_2, A{6), 

outputs, 

X, 

76, 

0, 

Z) , 

" 

Sc 

"81 

(BC_2, 

control, 

0) , 

" Sc 

— a[5: 

4] 



"82 

(BC_1, A(5), 

input. 

X), 

" &: 





"83 

(BC_2, A(5), 

outputs, 

X, 

81, 

0, 

Z) , 

" 

Sc 

"84 

(BC_1, A(4), 

input. 

X), 

" Sc 





"85 

(BC_2, A(4), 

outputs, 

X, 

81, 

0, 

Z) , 

" 

Sc 
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'86 

(BC_2, 

* 

control. 

0), 

'■ Sc 

— a[3 

:2] 


'87 

(BC_1, 

A(3) , 

input, 

X) , 

" Sc 




'88 

{BC_2, 

A(3) , 

outputs, 

X, 

86, 

0, 

z), 

Sc 

'89 

(BC_1, 

A(2), 

input, 

X) , 

'■ Sc 




'90 

(BC_2, 

A{2) , 

outputs, 

X, 

86, 

0, 

Z), " 

Sc 

'91 

(BC_1, 

CLA, 

input, 

X), 

” Sc 




'92 

(BC_2, 

* 

control, 

0), 

" Sc 

— a[l 

:0] 


'93 

(BC_1, 

A(l) , 

input, 

X), 

" Sc 




'94 

(BC_2, 

A(l) , 

outputs, 

X, 

92, 

0, 

Z), " 

Sc 

95 

(BC_1, 

A(0) , 

input. 

X), 

Sc 




96 

(BC_2, 

A(0), 

outputs, 

X, 

92, 

0, 

Z), " 

Sc 

97 

(BC_2, 

TM(2), 

outputs, 

X, 

99, 

0, 

Z), " 

Sc 

98 

(BC_2, 

TM(1), 

outputs, 

X, 

99, 

0, 

Z) , •' 

Sc 

99 

(BC_2, 

* 

control. 

0), 

II 

Sc -- tin (1) , tm[2 : 0 ] 

•-num cell 

port 

function 

safe 

ccell 

dsval 

rslt 


100 

{BC_2, 

TM(0) , 

outputs, 

X, 

99, 

0, 

Z), " 

Sc 

101 

(BC_2, 

TLN{1), 

outputs, 

X, 

99, 

0, 

Z), ’• 

Sc 

102 

(BC_2, 

R_W, 

outputs, 

X, 

104, 

0, 

Z), " 

Sc 

103 

(BC_2, 

SIZ(l), 

outputs, 

X, 

104, 

0, 

Z), 

Sc 

104 

(BC_2, 

* 

control, 

Q), 


Sc 

tln(O), 

. siz[1 

105 

(BC_2, 

SIZ(O), 

outputs, 

X, 

104, 

0, 

Z), " 

Sc 

106 

(BC_2, 

TLN(0) , 

outputs, 

X, 

104, 

0, 

Z), " 

Sc 

107 

(BC_2, 

LOCKE, 

outputs, 

X, 

109, 

0, 

Z) , " 

Sc 

108 

(BC_2, 

LOCK, 

outputs, 

X, 

109, 

0, 

Z) , " 

Sc 

109 

(BC_2, 

* 

control, 

0), 


Sc -- lock, locke 

110 

(BC_2, 

BR, 

outputs, 

X, 

127, 

0, 

z), ’■ 

Sc 

111 

(BC_1, 

BB, 

input. 

X), 

” Sc 




112 

(BC_2, 

* 

control, 

0), 

" Sc 

-- bb 



113 

(BC_2, 

BB, 

outputs, 

X, 

112, 

0, 

Z), " 

Sc 

114 

(BC_1, 

SNOOP, 

input. 

X), 

'' Sc 




115 

(BC_2, 

* 

control, 

0), 

■' & 

— tip 



116 

(BC_2, 

TIP, 

outputs, 

X, 

115, 

0, 

Z), " 

Sc 

117 

(BC_1, 

TS, 

input, 

X), 

'■ Sc 




118 

{BC_2, 

* 

control. 

0), 

■' Sc 

-- ts 



119 

(BC_2, 

TS, 

outputs, 

X, 

118, 

0, 

Z), 

Sc 

-num 

L cell 

port 

function 

safe 

ccell 

dsval 

rslt 


120 

(BC_1, 

BTT, 

input. 

X) , 

•' Sc 




121 

(BC_2, 

* 

control, 

0), 

•• Sc 

-- btt 



122 

(BC_2, 

BTT, 

outputs, 

X, 

121, 

0, 

Z), " 

Sc 

123 

(BC_2, 

* 

control, 

0), 

" Sc 

-- sas 



124 

(BC_2, 

SAS, 

outputs, 

X, 

123, 

0, 

Z), " 

Sc 

125 

(BC_2, 

PST(4), 

outputs, 

X, 

127, 

0, 

z), 

Sc 

126 

(BC_2, 

PST(3), 

outputs, 

X, 

127, 

0, 

z), '• 

Sc 

127 

{BC_2, 

* 

control, 

0), 

•' Sc 

-- pst[4:0],br 

128 

(BC_2, 

PST(2), 

outputs, 

X, 

127, 

0, 

Z), " 

Sc 

129 

(BC_2, 

PST(l), 

outputs, 

X, 

127, 

0, 

Z), •' 

Sc 

130 

(BC_2, 

PST(O), 

outputs, 

X, 

127, 

0, 

Z), '• 

Sc 

131 

(BC_1, 

TA, 

input. 

X), 

•' Sc 




132 

(BC_1, 

TEA, 

input, 

X), 

" Sc 




133 

(BC_1, 

TRA, 

input. 

X), 

■' Sc 




134 

(BC_1, 

BG, 

input. 

X), 

” Sc 




135 

(BC_1, 

BGR, 

input. 

X), 

'■ Sc 




136 

(BC_1, 

TBI, 

input. 

X), 

" Sc 




137 

(BC_1, 

AVEC, 

input. 

X), 

■■ Sc 




138 

(BC_1, 

TCI, 

input. 

X), 

'• Sc 
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"13 9 

(BC_2, 

internal , 

X) , 

" & 





--nuir 

L cell port 

function 

safe 

ccell 

dsval rslt 



"140 

(BC_4, CLK, 

input, 

X) , 

" & 





"141 

(BC_1, CLKEN, 

input. 

X) , 

" & 





"142 

(BC_1, IPL(O), 

input. 

X) , 

" & 





"143 

(BC_1, IPL(l), 

input. 

X) , 

" & 





"144 

(BC_1, IPL{2), 

input. 

X) , 

" & 





"145 

(BC_1, RSTI, 

input. 

X) , 

" Sc 





"146 

(BC_1, GDIS, 

input. 

X) , 

" Sc 





"147 

(BC_1, MDIS, 

input , 

X) , 

" Sc 





"148 

(BC_2, BS(3), 

output! , 

X, 

150, 

0, 

Z) , 

" 

Sc 

"149 

(BC_2, BS(2), 

output! , 

X, 

150, 

0, 

Z) , 

" 

Sc 

"150 

(BC_2, 

control , 

0) , 

" Sc 

-- bs[! 

:0] 



"151 

(BC_2 , BS(1) , 

output! , 

X, 

150, 

0, 

Z) , 

" 

Sc 

"152 

(BC_2, BS(0), 

output! , 

X, 

150, 

0, 

Z) , 

" 

Sc 

"153 

(BC_2, 

control. 

0), 

" & 

-- ipend,rsto 


"154 

(BC_2, RSTO, 

output!, 

X, 

153, 

0, 

Z) , 

" 

Sc 

"155 

(BC_2, IPEND, 

output!, 

X, 

153, 

0, 

Z) , 

" 

Sc 

"156 

(BC_2, CIOUT, 

output!, 

X, 

157, 

0, 

Z) , 


Sc 

"157 

(BC_2, *, 

control. 

0), 

" Sc 

-- upa[1:0] 

, ciout 

"158 

(BC_2, UPA(O), 

output!, 

X, 

157, 

0, 

Z) , 

" 

Sc 

"159 

(BC_2, UPA(l), 

output!, 

X, 

157, 

0, 

Z) , 

" 

Sc 

--num 

L cell port 

function 

safe 

ccell 

dsval 

rslt 



"160 

(BC_2, *, 

internal, 

X), 

" Sc 





"161 

(BC_2, TTO, 

output!, 

X, 

164, 

0, 

Z) , 

" 

Sc 

"162 

(BC_1, TTl, 

input. 

X) , 

" Sc 





"163 

(BC_2, TTl, 

output! , 

X, 

164, 

0, 

Z) , 

” 

Sc 

"164 

(BC_2, *, 

control. 

0) , 

" Sc 

— a[ll 

:10] 

, TT[1:0 

"165 

(BC_1, A(10), 

input , 

X), 

" Sc 





"166 

(BC_2, A(10), 

output! , 

X, 

164, 

0, 

Z) , 

" 

Sc 

"167 

(BC_1, A(11), 

input. 

X), 

" Sc 





"168 

(BC_2, A(11), 

output! , 

X, 

164, 

0, 

Z) , 

" 

Sc 

"169 

(BC_1, A(12), 

input , 

X) , 

" Sc 





"170 

(BC_2, A (12), 

output! , 

X, 

173, 

0, 

Z) , 


Sc 

"171 

(BC_1, A(13), 

input. 

X) , 

" Sc 





"172 

(BC_2, A (13), 

output! , 

X, 

173, 

0, 

Z) , 


Sc 

"173 

(BC_2, *, 

control. 

0) , 

" Sc 

-- a[15 

:12] 



"174 

(BC_1, A(14), 

input. 

X) , 

** & 





"175 

(BC_2, A(14), 

output! , 

X, 

173, 

0, 

Z) , 


Sc 

"176 

(BC_1, A(15), 

input. 

X), 

" Sc 





"177 

(BC_2, A (15), 

output! , 

X, 

173, 

0, 

Z) , 


Sc 

"178 

(BC_1, A(16), 

input. 

X), 

" Sc 





"17 9 

(BC_2, A(16), 

output! , 

X, 

182, 

0, 

Z) , 

" 

Sc 

--nurn 

L cell port 

function 

safe 

ccell 

dsval 

rslt 



"180 

(BC_1, A(17), 

input. 

X) , 

" Sc 





"181 

(BC_2, A(17), 

output! , 

X, 

182, 

0, 

Z) , 


Sc 

"182 

(BC_2, *, 

control. 

0), 

" Sc 

-- a[19 

:16] 



"183 

(BC_1, A(18), 

input. 

X), 

" Sc 





"184 

(BC_2, A(18), 

output! , 

X, 

182, 

0, 

Z) , 

" 

Sc 

"185 

(BC_1, A(19) , 

input. 

X) , 

" Sc 





"186 

(BC_2, A(19), 

output! , 

X, 

182, 

0, 

Z) , 

" 

Sc 

"187 

(BC_1, A(20), 

input , 

X) , 

" Sc 





"188 

(BC_2, A(20), 

output! , 

X, 

191, 

0, 

Z) , 

" 

Sc 

"189 

(BC_1, A(21), 

input. 

X) , 

" Sc 





"190 

(BC_2, A(21), 

output! , 

X, 

191, 

0, 

Z) , 

" 

Sc 
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"191 

(BC_2, 

control, 

0) , 

" & 




"192 

(BC_1, A(22), 

input. 

X), 

" & — 

a[23 

:20] 


"193 

(BC_2, A(22), 

output3, 

X, 

191, 

0, 

Z), " 

Sc 

"194 

(BC_1, A(23), 

input. 

X), 

" & 




"195 

(BC_2, A(23), 

output3, 

X, 

191, 

0, 

Z) , " 

Sc 

"196 

(BC_1, A(24), 

input, 

X), 

" & 




"197 

(BC_2, A(24), 

outputs, 

X, 

200, 

0, 

Z), " 

& 

"198 

(BC_1, A(25), 

input. 

X), 

" & 




"199 

(BC_2, A(25), 

outputs, 

X, 

200, 

0, 

Z), " 

Sc 

--num cell port 

function 

safe 

ccell dsval 

rslt 


"200 

ID 

O 

1 

to 

control. 

0) , 

" Sc 

-- a[27:24] 


"201 

(BC_1, A(26), 

input. 

X) , 

" Sc 




"202 

(BC_2, A(26), 

outputs, 

X, 

200, 

0, 

Z), " 

Sc 

"203 

(BC_1, A(27), 

input. 

X), 

" Sc 




"2 04 

(BC_2, A(27), 

outputs, 

X, 

200, 

0, 

Z), " 

Sc 

"205 

(BC_1, A(28), 

input, 

X) , 

" Sc 




"206 

(BC_2, A(28), 

outputs, 

X, 

209, 

0, 

Z) , " 

Sc 

"2 07 

(BC_1, A(29), 

input. 

X), 

** Sc 




"208 

(BC_2, A(29), 

outputs, 

X, 

209, 

0, 

Z), " 

Sc 

"209 

(BC_2, *, 

control. 

0), 

" Sc — 

a[31 

:28] 


"210 

(BC_1, A(30), 

input. 

X), 

" Sc 




"211 

(BC_2, A(30), 

outputs, 

X, 

209, 

0, 

Z), " 

Sc 

"212 

(BC_1, A(31), 

input, 

X), 

" Sc 




"213 

(BC_2, A(31), 

outputs, 

X, 

209, 

0, 

Z) "; 



end MC68060; 


9.2 DEBUG PIPE CONTROL MODE 

A debug pipe control mode is implemented on the MC68060 to allow special chip functions 
to be accomplished. These functions are useful during system level hardware development 
and op erating system debug. Access to the debug pipe control mode is achieved by negat¬ 
ing the JTAG signal. When in the debug pipe control mode, the regular JTAG interface is 
used by the debug pipe control mode, and is therefore not available. 

The debug pipe control mode uses the resulting serial interface to load commands that allow 
various operations on the processor to occur. Some of the operations are: halt the central 
processing unit (CPU), restart the CPU, insert select commands into the primary pipeline, 
disable select processor configurations, force all outputs to high-impedance state, release 
all outputs from high-impedance state, and generate an emulator interrupt. 

The advantage of using the debug pipe control mode is that the processor is allowed to oper¬ 
ate normally and at its normal frequency. The only difference is that the processor no longer 
has the regular JTAG interface. This should not be a problem since the regular JTAG inter¬ 
face is not used during normal processor operations. 
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9.2.1 Debug Command Interface 

Figure 9-10 illustrates the debug command interface and Table 9-4 outlines the pins needed 
by the debug command interface. The debug command interface consists of a five-bit shift 
register and a five-bit parallel regist er, with each register operating independently. To acti¬ 
vate the debug command interface, JTAG must be driven negated. This allows the debug 
command interface to take over the regular JTAG interface and remap JTAG pin functions. 
The resulting interface is fully synchronous to the CLK input. 



Table 9-4. Debug Command Interface Pins 


Pin Name 

Alias 

Description 

TCK 

PSHIFT 

Serial Shift Enable 

TMS 

PAPPLY 

Command Apply Enable 

TDI 

PTDl 

Serial Command Data In 

TRST 

PDISABLE 

Debug Command Disable 

TDO 

PTDO 

Serial Command Data Out 

TTag 

STAG 

JTAG or Debug Select 

CLK 

CLK 

Clock 


The commands enter the debug command interface through the PTDl serial input signal into 
the five-bit shift register. The shift register is controlled by the PSHIFT input. The PSHIFT 
signal determines which rising CLK edge contains valid data on the PTDl input. When 
asserted the PSHIFT input causes data from the PTDl input to be latched and causes inter¬ 
nal data bits already in the shift register to be passed on to the next shift register bit. Serial 
data eventually shifts out through the PTDO output. PTDO can be used as a status output 
and can be used to verify that the shift register is operating properly. Do not assert both PAP- 
PLY and PSHIFT on the same CLK edge as this is interpreted as a “no operation”. 
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Operating independently of the 5-bit shift register, the 6-bit parallei register is the command 
register used by the operand execution pipeline (OEP) control logic to control processor 
operations. The sixth bit of the parallel register is connected to the PDISABLE input and 
bypasses the 5-bit shift register. PDISABLE"should normally be driven negated at all times 
to indicate that the command register is active. The other five bits of the parallel register are 
each connected to a corresponding bit in the shift register. The PAPPLY input controls the 
parallel register. When PAPPLY is asserted, the PDISABLE and shift register data are 
latched into the parallel register, and the command is then transmitted to the OEP control 
logic. Do not assert both PAPPLY and PSHIFT on the same rising CLK edge as this is inter¬ 
preted as a “no operation”. Do not assert PAPPLY more frequently than once every other 
rising CLK edge. Although most commands are five bits in length, it is not necessary to shift 
in all five bits for the “generate an emulator interrupt” command. For that command, only 
three bits need to be shifted in. Figure 9-11 shows a sample interface timing diagram. 


CLK 



Figure 9-11. Interface Timing 
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9.2.2 Debug Pipe Control Mode Commands 

The following capabilities are provided by the debug pipe control mode: 

• Halt and restart processor execution 

• Forcing the processor into an emulator mode 

• From a halted processor state, the following additional capabilities are provided: 

—Setting and resetting a non-pipelined execution mode in the processor 

—Override disable processor configuration features (instruction cache, data cache, 
address translation caches (ATCs), write buffer, branch cache, floating-point unit 
(FPU), superscalar dispatch) 

—Forcing insertion of cache and ATC control operations into the processor pipeline for 
execution (CINV all for instruction cache and data cache, CRUSH all for instruction 
cache and data cache, and PFLUSH all for ATCs) 

—Forcing all processor outputs into and out of a high-impedance state and disable all 
inputs 

—Setting and resetting modes that convert trace exceptions and breakpoint instruc¬ 
tions into emulator mode entry 

Table 9-5 provides a brief summary of the command functions that are made available 
through the debug pipe control mode. Most of the commands can only be issued only when 
the processor is halted. 
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Table 9-5. Command Summary 


Command 

Command Operation 

$00 

No operation 

$01 

Restart the processor 

This command restarts the processor after it had been halted by the execution of a HALT instruction 
(opcode = $4AC8), or receipt of the $02 (Halt the processor) command.This command must be issued 
only when the processor is halted 

$02 

Halt the processor 

This command forces the processor to gracefully halt. The processor samples for halts once per instruc¬ 
tion and if this command is present, the processor halts execution. The halted state is reflected in the 
PST encoding (PST = 11100). 

$03 

Enable the PULSE instruction to toggle non-pipelined mode 

This command enables the PULSE instruction (opcode = $4acc) to toggle the processor between the 
non-pipelined mode (allowing single-pipe dispatches) and normal pipeline mode. The PULSE instruction 
must be followed by a NOP to ensure proper operation. Refer to command $07 for details of non-pipe¬ 
lined mode, single-pipe dispatch operation. The $04 command negates the effect of this command. This 
command must be issued only when the processor is halted. 

$04 

Reset all non-pipelined modes 

This command forces the processor to normal pipeline operation and negates the effect of the $03, $06, 
and $07 commands. The $04 command negates the effect of this command. This command must be 
issued only when the processor is halted. 

$05 

Reserved 

$06 

Enable non-pipelined mode (allowing superscalar dispatches) 

This command forces the processor into a non-pipelined mode of operation, while allowing superscalar 
dispatches (if PCRO = 1). After an instruction pair is dispatched into the primary and secondary OEPs, 
execution of the subsequent instructions is delayed until the original instruction(s) complete execution 
and the pipeline is synchronized. The synchronization requires the processor to be in a quiescent state 
with all pending memory cycles complete. This implies all write buffers (push and store) are empty. The 
$04 command negates the effect of this command. This command must be issued only when the pro¬ 
cessor is halted. 

$07 

Enable non-pipelined mode (allowing single-pipe dispatches) 

This command forces the processor into a non-pipelined mode of operation, while allowing instruction 
dispatches into the primary OEP only. After an instruction has been dispatched into the primary OEP, 
execution of the subsequent instructions is delayed until the original instruction complete execution and 
the pipeline is synchronized. The synchronization requires the processor to be in a quiescent state with 
all pending memory cycles complete. This implies all write buffers (push and store) are empty. The $04 
command negates the effect of this command. This command must be issued only when the processor 
is halted. 

$08 

Perform CINVA 1C operation 

This command causes a CINVAIC instruction to be inserted into the primary OEP. This command must 
be received while the processor is halted. 

$09 

Perform CINVA DC operation 

This command causes a CINVA DC Instruction to be inserted into the primary OEP. This command must 
be received while the processor is halted. 

$0A 

Perform CPUSHA 1C,DC operation 

This command causes a CPUSHA IC,DC instruction to be inserted into the primary OEP. This command 
must be issued only when the processor is halted. 

$0B 

Perform CPUSHA DC operation 

This command causes a CPUSHA DC instruction to be inserted into the primary OEP. This command 
must be issued only when the processor is halted. 

$0C 

Perform PFLUSHA operation 

This command causes a PFLUSHA instruction to be inserted into the primary OEP. This command must 
be received while the processor Is halted. 
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Table 9-5. Command Summary (Continued) 


Command 

Command Operation 

$0D 

Force all the processor outputs to high-impedance state 

This command causes the processor to three-state all output pins and ignore all input pins. This com¬ 
mand does not apply to the debug command interface pins. This forces the processor into a state where 
an emulator can generate system bus cycles by driving the appropriate pins. This command must be 
issued only when the processor is halted. 

$0E 

Release all the processor outputs from high-impedance state 

This command causes the processor to re-enable all output pins and begin sampling all the input pins. 
This command must be issued only when the processor is halted. 

$0F 

Negate the effects of the Disable commands 

This command causes the processor to disable the effects of the commands from $10 to $17. 

$10 

Disable instruction cache 

This command forces the processor to run with the instruction cache disabled. The $0F command ne¬ 
gates the effect of this command. This command must be issued only when the processor is halted. 

$11 

Disable data cache 

This command forces the processor to run with the data cache disabled. The $0F command negates the 
effect of this command. This command must be issued only when the processor is halted. 

$12 

Disable instruction ATC 

This command forces the processor to run with the instruction ATC disabled. The $0F command negates 
the effect of this command. This command must be issued only when the processor is halted. 

$13 

Disable data ATC 

This command forces the processor to run with the data ATC disabled. The $0F command negates the 
effect of this command. This command must be issued only when the processor is halted. 

$14 

Disable write buffer 

This command forces the processor to run with the store buffers disabled. This command operation is 
equivalent to that provided by the cache control register (CACR) bit 29. The $0F command negates the 
effect of this command. This command must be issued only when the processor is halted. 

$15 

Disable branch cache 

This command forces the processor to run with the branch cache disabled. The $0F command negates 
the effect of this command. This command must be issued only when the processor is halted. 

$16 

Disable FPU 

This command forces the FPU-disabled operation. The $0F command negates the effect of this com¬ 
mand. This command must be issued only when the processor is halted. 

$17 

Disable secondary OEP 

This command disables superscalar operation. The $0F command negates the effect of this command. 
This command must be issued only when the processor is halted. 

$18 

trace -> normal trace; bkpt -> normal breakpoint 

Both the trace and breakpoint exceptions operate normally. This command must be issued only when 
the processor is halted. 

$19 

trace -> normal trace; bkpt -> bkpt with emulator mode entry 

The trace exception operates normally. A breakpoint exception operates using vector offset $30, in ad¬ 
dition, the processor enters the emulator mode. This command must be issued only when the processor 
is halted. 

$1A 

trace -> normal trace with emulator mode entry; bkpt -> normal breakpoint 

The breakpoint exception operates normally. A trace exception operates normally; in addition, the pro¬ 
cessor enters the emulator mode. This command must be issued only when the processor is halted. 

$1B 

trace -> normal trace with emulator mode entry; bkpt -> bkpt with emulator mode entry 

The trace exception operates normally. The breakpoint exception operates using vector offset $30. In 
addition, when either of these exceptions are taken, the processor enters the emulator mode. This com¬ 
mand must be issued only when the processor is halted. 

$1C-$1F 

Generate an emulator interrupt 

Take an emulator interrupt exception. 
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There are two ways to halt the processor. The first method uses the debug pipe control 
mode command “halt the processor". This command causes the processor to gracefully halt 
instruction execution. When this command is received, the processor posts a pending halt 
condition an then waits for an interruptible point to be reached. Once the interruptible point 
is encountered, the processor halts instruction execution and signals the status with the 
PSTx signals. 

The second method uses the HALT instruction. The HALT instruction is a 16-bit privileged 
instruction ($4AC8 encoding) and is new with the MC68060 instruction set. When the pro¬ 
cessor executes this instruction, the pipeline is synchronized and then the processor enters 
the halted state. Once halted, the processor drives a unique PSTx output encoding. 

The halt state is different than the stopped state since no interrupts are processed while in 
this mode. To enable the processor to exit the halted state and resume normal instruction 
execution, the "restart the processor” command is issued through the debug pipe control 
mode. When this command is received, the processor continues normal instruction execu¬ 
tion by forcing an instruction fetch to the next sequential instruction address contained in the 
program counter (PC). Using this approach, any commands that may have been executed 
while halted (like patching memory and clearing the instruction cache) will be correctly han¬ 
dled by the processor when restarting. For instance, if the HALT instruction was used to 
place the processor into the halted state, instruction execution resumes at the instruction fol¬ 
lowing the HALT instruction. 

The commands $06 and $07 can be used to force nonpipelined operation. When operating 
in nonpipelined execution mode, the processor’s OEP performs a single dispatch (of an 
instruction or instruction pair) and immediately enters a pipeline hold state that prevents sub¬ 
sequent dispatches. After the instruction/instruction pair has completed execution of all OEP 
pipeline stages, the hold state is reset to release another single dispatch. To allow toggling 
between normal operation and the nonpipelined, single-pipe operation, a new MC68060 
instruction, the PULSE instruction, can be used by issuing command $03. 

The PULSE instruction is a 16-bit user mode instruction that uses the $4ACC opcode. The 
PULSE instruction has been added to the instruction set primarily to provide a unique encod¬ 
ing of the PSTx outputs for external triggering purposes. Additionally, with command $03, it 
is used to allow the capability to toggle in and out of nonpipelined operation mode. When 
the PULSE instruction is executed in user mode, the PSTx encoding $04 will exist for one 
CLK period. When the PULSE instruction is executed in supervisor mode, the PSTx encod¬ 
ing of $14 will exist for one CLK period. 

When using the PULSE instruction to toggle in and out of nonpipelined mode, A NOP 
instruction must follow the PULSE instruction to ensure proper operation. All nonpipelined 
modes of operation are disabled through the “reset all nonpipelined modes” command $04. 

Commands $08 to $0C are used to insert instructions into the primary OEP. These instruc¬ 
tions are executed immediately. Accordingly, any number of commands can be shifted into 
the processor while halted. The execution time of the instruction is equal to the normal exe¬ 
cution time of the instruction plus three CLK periods, where the first cycle corresponds to 
the cycle when “command valid” is asserted. It is the responsibility of the external logic 
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inserting the commands to guarantee that there is sufficient time between commands to 
allow for proper operation. 

Commands $0D three-states all outputs and causes all inputs to be ignored. Command $0E 
allows outputs to be driven and inputs to be sampled. 

Commands $10-$17 force specific processor features to be disabled. Command $0F 
negates the effects of all the commands between $10 and $17. These commands override 
the configuration as defined by the CACR, PCR, or TCR. Note that these instructions affect¬ 
ing processor configuration do not affect the operation of the MOVEC instructions which 
affect the CACR, PCR, or TCR. The MOVEC instruction to these registers operates nor¬ 
mally, but the enabling of a specific feature is overridden if the corresponding debug function 
has been executed. Any MOVEC reading contents of the CACR, PCR, or TCR will return 
the value contained in the register and is independent of any debug commands which may 
have been executed. 

Commands $18-$1 B configure whether or not the trace and breakpoint exceptions force a 
processor entry into emulator mode. 

Commands $1C-$1 F generate an emulator interrupt exception. 

9.2.3 Emulator Mode 

The MC68060 implements a mode of operation that provides an outside control function 
(i.e., emulator) controllability and visibility mechanisms to direct MC68060 processor oper¬ 
ations. 

When the processor is in the emulator mode, the branch cache is not used. Instructions exe¬ 
cuted when the MC68060 is in emulator mode generate address space and bus transfer 
cycle attributes as an alternate logical function code space access with no address transla¬ 
tion: 


• No address translation 

• No cache access 

• TT1, TTO = 2 {Alternate Logical Function Code Access} 

• TM2-TT0 = 5 (operand references) or 6 (instruction references) (Logical Function Code 
5 or 6). 

Entry into emulator mode can be accomplished via one of four methods: 

1. A “generate emulator interrupt” command can be initiated through the debug pipe con¬ 
trol mode. If this command is received by the MC68060, the processor waits for an 
interruptible point in the instruction stream, and then generates an emulator interrupt 
exception. A four-word exception stack frame (in alternate address space) is created, 
with the PC value equal to the next PC and the exception type/vector offset equal to 
$30. The vector pointed to by VBR + $30 defines the exception handler entry point, 
within the alternate address space (TT = 2, TM = 6). 
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2. After RSTI is negated, the processor counts 16 CLKs before actually beginning the 
reset exception processing. The “generate emulator interrupt” command must be 
received through the debug pipe control mode within that 16-CLK window. The reset 
exception is processed normally, but the fetch of the initial stack pointer and initial PC 
is mapped to the alternate address space. Instruction execution begins in emulator 
mode. The reset exception vector pointed to by VBR + $04 defines the entry point 
within the alternate address space. 

3. If a breakpoint entry into emulator mode is enabled via the debug pipe control mode, 
the execution of a BKPT instruction generates an entry into emulator mode. For this 
case, the processor creates a four-word stack frame (in alternate address space) with 
the PC equal to the PC of the BKPT instruction and the vector offset equal to $30. VBR 
+ $30 defines the entry point within the alternate address space. 

4. If a trace entry into emulator mode is enabled via the debug pipe control mode, all 
trace exceptions cause an entry into the emulator mode. For this case, the processor 
creates the normal six-word trace exception stack frame (in alternate address space), 
with PC equal to the next PC, address equal to the last PC, and vector offset equal to 
$24. The trace exception vector pointed to by VBR + $24 defines the entry point within 
the alternate address space. 

Exit from emulator mode is performed via the execution of an RTE instruction. Note that an 
RTE executed from emulator mode assumes that the stack is in the alternate address 
space. Other properties of the processor while executing in the emulator mode are as fol¬ 
lows: 

• MOVES instructions operate no rmally , usi ng sta ndard address translation/cache ac¬ 
cess for these instructions. The MDIS and CDIS input pins can be used to disable ad¬ 
dress translation and/or cache access on these instructions. 

• TAS, CAS, and MOVE16 instructions must not be executed in emulator mode—results 
of these instructions executed in emulator mode are unpredictable (undefined). 

• All interrupts are ignored while the MC68060 is in emulator mode. 

If memory does not respond to the alternate function code space, it is the responsibility of 
the emulator to capture and save the stack frame information for its own use. The emulator 
is also responsible for supplying the saved stack frame information in response to the reads 
initiated by an RTE instruction (word read for SR, long-word read for PC, word read for for¬ 
mat/vector). A unique PSTx encoding of $08 is used to identify emulator mode exception 
processing. 

The emulator interrupt exception is treated like other interrupts by the MC68060 processor 
and is sampled for at the completion of execution of an instruction. Once an interruptible 
point is encountered and the exception initiated, the processor pushes a normal exception 
stack frame (storing SR, PC, and format/vector and decrementing the supervisor stack 
pointer) by performing two long word writes. This is performed with emulator mode address¬ 
ing—alternate function code space. 

The emulator interrupt exception priority falls below trace and above regular interrupts in the 
MC68060 exception priority list. Its exception vector number is 12 (vector offset = $30), its 
stack frame is four-word (format =0), and it stores the PC of the next instruction (like other 
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interrupts). The 32-bit instruction address of the first instruction of the emulator interrupt 
exception handler is derived as with other exceptions—the memory contents of address 
VBR + exception offset ($30). 

The emulator mode entry from the breakpoint exception shares the same vector table entry 
(VBR + $30) as the emulator interrupt exception. However, the emulator mode entry from 
the breakpoint exception requires that the exception handler increment the stacked PC by 
two to point to the instruction following the breakpoint instruction. On the other hand, the 
emulator interrupt stack’s PC already points to the next instruction. 

9.3 SWITCHING BETWEEN JTAG AND DEBUG PIPE CONTROL 
MODES OF OPERATION 

Since JTAG and the debug pipe control modes share the same set of pins, only one mode 
can be used at a time. Normally, the JTAG mode is used only during product testing, and 
the debug pipe control mode is used by the end user in conjunction with an in-circuit emu¬ 
lator. For this use, the board manufacturer normally designs In whatever JTAG functionality 
is required without regard to whether the board will eventually be used In the debug pipe 
control mode or not. The responsibility of allowing the processor to operate under the debug 
pipe control mode lies with the emulator vendor. The emulator vendor needs to ensure that 
the socket built to carry the processor has the target system’s JTAG pins isolated from the 
processor to allow full control of these pins. Hence, under normal circumstances, dynamic 
switching between JTAG and debug pipe control modes is unnecessary. 

However, for systems that need to switch between these modes can do so by following 
some guidelines. These guidelines are illustrated in Figure 9-12 and Figure 9-13. These fig¬ 
ures illustrate how to transition between the JTAG mode and the debug pipe control mode. 
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JTAGMODE 
2 3 4 5 6 7 


DEBUG MODE 
10 11 12 13 14 


TCK 


JTAG 




TRST 


TMS 


f 


TDI 


STATE 




/ 


K S.B )r~Tm X HR t 


\ 


rXv 


OoCxx 


DISABLED 


1 


SHIFT SHIFT X APPLY 

-✓*- 




JTAG MUST BE INTLR 


NOTES: _ 

1. Clock is shown at 2x TCK here for illustration. Any relationship may exist but 3 full rising edges of CLK should occur after JTAG 
goes high an d before PSHIFT or PDISABLE change. 

2. When JTA G goes high, the MC68060 goes from "functional with JTAG" to "functional with DEBUG". When going to DEBUG 
modes the JTAG package pins remap to: 


TRST PDISABLE 
TDI ^ PTDI 
TMS -^PAPPLY 
TCK -4 PSHIFT _ 


ALL "P" signals internally negated when JTAG = low. 


3. Hold TRST = H across boundary to prevent PAPPLY. 

4. Hold TMS = H across boundary to keep JTAG In TLR. 

5. After the boundary, PAPPLY must be negated before PDISABLE negates. 


Figure 9-12. Transition from JTAG to Debug Mode Timing Diagram 


CLK 

PSHIFT 

PDISABLE 

PAPPLY 

PTDI 

ACTION 
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TRANSITION FROM DEBUG TO JTAG MODE 


NOTES: 

1. Clock is shown at 2x TCK here for illustration. 

2. Hold PSHIF T = L and PAPPLY = L across boundary to prevent debug command. 

3. Hold TRST = L across boundary to asynchronously set to TLR state. 

4. Establi sh TDI = H and TMS = H before starting TCK. 

5. Negate TRST after starting TCK. 

Figure 9-13. Transition from Debug to JTAG Mode Timing Diagram 
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SECTION 10 

INSTRUCTION EXECUTION TIMING 


This section details the MC68060 instruction execution times in terms of processor clock 
cycles and the superscalar architecture. The number of operand cycles for each instruction 
is also included, enclosed in parentheses following the number of clock cycles. Timing 
entries are presented as: 

C(r/w) 


where: 


C = The number of processor clock cycles, including all applicable operand fetches and 
stores, plus all internal CPU cycles required to complete the instruction execution, 
r/w = The number of operand reads (r) and writes (w). A read-modify-write cycle is 
denoted as (1/1). 


10.1 SUPERSCALAR OPERAND EXECUTION PIPELINES 

The superscalar architecture of the MC68060 processor consists of three structures within 
the operand execution pipeline (OEP). The components include a primary OEP (pOEP), a 
secondary OEP (sOEP) plus a monolithic register file containing the general-purpose regis¬ 
ters, Dn and An. As instructions are gated out of the instruction fetch pipeline’s instruction 
buffer, consecutive operation words (if available) are loaded into the pOEP and sOEP. A 
superscalar instruction dispatch algorithm must then determine if the instruction-pair may 
continue its OEP execution simultaneously. 

Each OEP consists of two compute engines: an adder structure for calculating operand vir¬ 
tual addresses (the address generation unit (AGU)) and an integer execute engine for per¬ 
forming instruction operations (the integer execute engine (lEE)). 
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Each compute engine has resources associated with its respective function. A generalized 
model of the resources required for instruction execution can be stated as: 

Instruction Resources = f(Base, Index, A, B, Address_result, Execute_result) 

where: 


Base = Base address register for the AGU 

Index = Index register for the AGU 

A = Source operand required by the “A” side of the arithmetic/logic unit 

within the integer execute engine 

B = Source operand required by the “B” side of the arithmetic/logic unit 

within the integer execute engine 

Address_result = Result operand produced by the address generation unit 
Execute_result = Result operand produced by the integer execute engine 
In the MC68060 design, the dispatch algorithm is implemented by assigning a 5-bit “name” 
to each resource. The name is then used to identify the exact resource required for each 
instruction’s execution. The resource name may identify one of the sixteen general-purpose 
machine registers (Rn) or a non-register resource (e.g., memory operand, immediate oper¬ 
and, etc.). 


The dispatch algorithm operates within the first stage of the operand execution pipeline. The 
results of the resource examination must be completed within this first stage to transition the 
appropriate instruction(s) into the subsequent stages of the OEPs. In particular, the dispatch 
algorithm determines if resource conflicts exist between the pOEP and sOEP. 


By definition of the MC68060 architecture, there are no conflicts possible on non-register 
resources. This means the dispatch algorithm must detect any register resource conflicts 
between the pOEP and sOEP. The sOEP resource requirements are validated through a 
series of six tests. If all the tests are successful, the sOEP instruction is dispatched simulta¬ 
neously with the pOEP instruction into the second stage of the pipeline. If any test fails, the 
dispatching of the sOEP instruction is inhibited. 

10.1.1 Dispatch Test 1: sOEP Opword and Required 
Extension Words Are Vaiid 

Whenever instructions are loaded into the OEP, the instruction buffer attempts to load a 16- 
bit operation word and 32-bits of extension words into both the pOEP and sOEP. This test 
validates that the operation word and any extension words required by the sOEP instruction 
are present. If the required opword and extensions are valid, the subsequent tests may be 
performed. In the event that any of the required instruction words are not valid, the instruc¬ 
tion in the pOEP is dispatched immediately rather than delay execution waiting for instruc¬ 
tion words for the sOEP. 


10.1.2 Dispatch Test 2: Instruction Classification 

The instruction set of the M68000 family can be broadly separated into two groups: standard 
and non-standard instructions. Standard instructions represent the majority of the instruction 
set and the basic control structure for the OEP supports these operations without any 
instruction-specific control states. Conversely, the non-standard instructions represent more 
complex operations and require additional hardware to control their execution within the 
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OEP. In many cases, a non-standard instruction requires multiple cycles to execute and the 
operation is decomposed into a series of “standard” cycles. 

The MC68060 definition of a standard instruction is: 

• The instruction requires a maximum of one set of extension words. 

« The instruction makes a maximum of one memory access. 

• The resources required by the instruction are completely specified by the operation 
word. 

The standard instruction group is subdivided into two classes: 


pOEP I sOEP This class identifies those standard instructions which may be executed 
in either the primary or secondary OEP. This group represents all 
standard single-cycle instructions. 

pOEP-only This class of standard instructions may be executed in the primary OEP 
only. This class includes all multi-cycle standard instructions. 


The non-standard instruction group is subdivided into three classes: 


pOEP-until-last Many of the non-standard instructions represent a combination of 
multiple “standard” operations. As an example, consider the 
memory-to-memory MOVE instruction. This instruction is decomposed 
into two standard operations: first, a standard read cycle followed by a 
standard write cycle. This class allows a standard single-cycle 
instruction to be dispatched from the sOEP during the last cycle of its 
pOEP execution. 

pOEP-only This class of non-standard instructions may only be executed in the 
primary OEP. 

pOEP-but- This class of non-standard instructions requires that the 
allows-sOEP operation be performed in the primary OEP, but allows standard 
instructions of the pOEP I sOEP class to be dispatched to the 
secondary OEP. 

Given these instruction classifications, consider Table 10-1 which defines Test 2 of the 
superscalar dispatch algorithm of the OEP: 
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Table 10-1. Superscalar OEP Dispatch Test Algorithm 


Contents of pOEP 

Contents of sOEP 

Dispatch Algorithm 

pOEP 1 sOEP 

pOEP 1 sOEP 

Test 2 is successful 

pOEP 1 sOEP 

pOEP-only 

Test 2 fails 

pOEP 1 sOEP 

pOEP-until-last 

Test 2 fails 

pOEP 1 sOEP 

pOE P-but-allows-sOEP 

Test 2 fails 

— 

_ 

— 

pOEP-only 

pOEP 1 sOEP 

Test 2 fails 

pOEP-only 

pOEP-only 

Test 2 fails 

pOEP-only 

pOEP-until-last 

Test 2 fails 

pOEP-only 

pOEP-but-allows-sOEP 

Test 2 fails 

— 

— 

— 

pOEP-until-last 

pOEP1sOEP 

Test 2 is successful 

pOEP-until-last 

pOEP-only 

Test 2 fails 

pOEP-until-last 

pOEP-until-last 

Test 2 fails 

pOEP-until-last 

pOEP-but-allows-sOEP 

Test 2 fails 

— 

— 

— 

pOEP-but allows-sOEP 

pOEP1sOEP 

Test 2 is successful 

pOEP-but allows-sOEP 

pOEP-only 

Test 2 fails 

pOEP-but allows-sOEP 

pOEP-until-last 

Test 2 fails 

pOEP-but allows-sOEP 

pOEP-but-allows-sOEP 

Test 2 fails 


Table 10-2, Table 10-3, and Table 10-4 define the classification for the entire instruction set. 
The notation “-(Ax)-t-” indicates <ea> = {(Ax), (Ax)+, -(Ax)}. 


Table 10-2. MC68060 Superscalar Classification 
of M680x0 Integer Instructions 


Mnemonic 

Instruction 

Superscalar Classification 

ABCD 

Add Decimal with Extend 

pOEP-only 

ADD 

Add 

pOEP1sOEP 

ADDA 

Add Address 

pOEP1sOEP 

ADDI,Dx 

Add Immediate 

pOEP1sOEP 

ADDI,-(Ax)+ 

“ 

pOEP1sOEP 

Remaining ADDI 

“ 

pOEP-until-last 

ADDQ 

Add Quick 

pOEP 1 sOEP 

ADDX 

Add Extended 

pOEP-only 

AND 

AND Logical 

pOEP1sOEP 

ANDI,Dx 

AND Immediate 

pOEP1sOEP 

ANDI,-(Ax)+ 

, 

pOEP 1 sOEP 

Remaining ANDI 


pOEP-until-last 

ANDI to OCR 

AND Immediate to Condition Codes 

pOEP-only 

ASL 

Arithmetic Shift Left 

pOEP 1 sOEP 

ASR 

Arithmetic Shift Right 

pOEP1sOEP 

Bcc 

Branch Conditionally 

pOEP-only'' 

BCHG Dy, 

Test a Bit and Change 

pOEP-only 

BCHG #<imm>, 

“ 

pOEP-until-last 

BCLR Dy, 

Test a Bit and Clear 

pOEP-only 

BCLR #<imm>, 

“ 

pOEP-until-last 

BFCHG 

Test Bit Field and Change 

pOEP-only 

BFCLR 

Test Bit Field and Clear 

pOEP-only 
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Table 10-2. MC68060 Superscalar Classification 
of M680x0 Integer Instructions (Continued) 


Mnemonic 

Instruction 

Superscalar Classification 

BFEXTS 

Extract Bit Field Signed 

pOEP-only 

BFEXTU 

Extract Bit Field Unsigned 

pOEP-only 

BFFFO 

Find First One in Bit Field 

pOEP-only 

BFINS 

Insert Bit Field 

pOEP-only 

BFSET 

Set Bit Field 

pOEP-only 

BFTST 

Test Bit Field 

pOEP-only 

BKPT 

Breakpoint 

pOEP-only 

BRA 

Branch Always 

pOEP-only 

BSET Dy, 

Test a Bit and Set 

pOEP-only 

BSET #<imm>, 

“ 

pOEP-until-last 

BSR 

Branch to Subroutine 

pOEP-only 

BTST Dy, 

Test a Bit 

pOEP-only 

BIST #<imm>, 

“ 

pOEP-until-last 

CAS 

Compare and Swap with Operand 

pOEP-only 

CHK 

Check Register Against Bounds 

pOEP-only 

CLR 

Clear an Operand 

pOEPIsOEP 

CMP 

Compare 

pOEPIsOEP 

CM PA 

Compare Address 

pOEPIsOEP 

CMPI,Dx 

Compare Immediate 

pOEPIsOEP 

CMPI,-(Ax)+ 

“ 

pOEPIsOEP 

Remaining CMPI 

“ 

pOEP-until-last 

CMPM 

Compare Memory 

pOEP-until-last 

DBcc 

Test Condition, Decrement and Branch 

pOEP-only 

DIVS.L 

Signed Divide Long 

pOEP-only 

DIVS.W 

Signed Divide Word 

pOEP-only 

DIVU.L 

Unsigned Long Divide 

pOEP-only 

DIVU.W 

Unsigned Divide Woid 

pOEP-only 

EOR 

Exclusive OR Logical 

pOEPIsOEP 

EORI.Dx 

Exclusive OR Immediate 

pOEP I sOEP 

EORI,-(Ax)+ 

“ 

pOEP I sOEP 

Remaining EORI 

“ 

pOEP-until-last 

EORI to CCR 

Exclusive OR Immediate to Condition Codes 

pOEP-only 

EXG 

Exchange Registers 

pOEP-only 

EXT 

Sign Extend 

pOEP I sOEP 

EXTB.L 

Sign Extend Byte to Long 

pOEP I sOEP 

ILLEGAL 

Take Illegal Instruction Trap 

pOEPIsOEP 

JMP 

Jump 

pOEP-only 

JSR 

Jump to Subroutine 

pOEP-only 

LEA 

Load Effective Address 

pOEP I sOEP 

LINK 

Link and Allocate 

pOEP-until-last 

LSL 

Logical Shift Left 

pOEP I sOEP 

LSR 

Logical Shift Right 

pOEP I sOEP 

MOVE.Rx 

Move Data from Source to Destination 

pOEP I sOEP 

MOVE Ry, 

“ 

pOEP I sOEP 

MOVE <mem>y,<mem>x 

“ 

pOEP-until-last 

MOVE #<imm>,<mem>x 


pOEP-until-last 

MOVEA 

Move Address 

pOEPIsOEP 

MOVE from CCR 

Move from Condition Codes 

pOEP-only 
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Mnemonic 


MOVE to OCR 


MOVE16 


MOVEM 


MOVEQ 


MULS.L 


MULS.W 


MULU.L 


MULU.W 


NBCD 


NEG 


NEGX 


NOP 


NOT 


OR 


ORI,Dx 


ORI,-(Ax)+ 


Remaining OR! 


ORI to OCR 


Table 10-2. MC68060 Superscalar Classification 
of M680x0 Integer Instructions (Continued) 


Instruction Superscalar Classification 



SUBI.Dx 


SUB1,-{Ax)+ 


Remaining SUBI 


SUBQ 


SWAP 


TAS 


TRAP 


TRAPF 


remaining TRAPcc 


TRAPV 


TST 


UNLK 


UNPK 


Move to Condition Codes 


Move 16 Byte Block 


Move Multiple Registers 


Move Quick 


Signed Multiply Long 


Signed Multiply Word 


Unsigned Multiply Long 


Unsigned Multiply Word 


Negate Decimal with Extend 


Negate 


Negate with Extend 


No Operation 


Logical Complement 


Inclusive OR Logical 


Inclusive OR Immediate 


Inclusive OR Immediate to Condition Codes 


Pack BCD Digit 


Push Effective Address 


Rotate without Extend Left 


Rotate without Extend Right 


Rotate with Extend Left 


Rotate with Extend Right 


Return and Deallocate Parameters 


Return and Restore Condition Codes 


Return from Subroutine 


Subtract Decimal with Extend 


Set According to Condition 


Subtract 


Subtract Address 


Subtract Immediate 


pOEP I sOEP 


pOEP-only 


pOEP-only 


pOEP I sOEP 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-only 


pOEPIsOEP 


pOEP-only 


pOEP-only 


pOEP I sOEP 


pOEP I sOEP 


pOEP I sOEP 


pOEP I sOEP 


pOEP-until-last 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP I sOEP 


pOEP I sOEP 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-only 


pOEP-but-allows-sOEP 


pOEPIsOEP 


pOEP I sOEP 


pOEP I sOEP 


pOEP I sOEP 


pOEP-until-last 


Subtract Quick 


SUBX Subtract with Extend 


Swap Register Halves 


Test and Set an Operand 


Trap 


Trap on False 


Trap on Condition 


Trap on Overflow 


Test an Operand 


Unlink 


^ A Bcc instruction is pOEP-but-allows-sOEP if it Is not predicted from the branch cache and the direction of the 
branch is forward or if the Bcc is predicted as a “not-taken” branch. 


pOEP-only 


pOEP-only 


pOEP I sOEP 


pOEPIsOEP 


pOEP-only 


1 ^ 1 : 


Unpack BCD Digit pOEP-only 
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Table 10-3. Superscalar Classification of M680x0 Privileged Instructions 


Mnemonic 

Instruction 

Superscalar Classification 

ANDI to SR 

AND Immediate to Status Register 

pOEP-only 

CINV 

Invalidate Cache Lines 

pOEP-only 

CPUSH 

Push and Invalidate Cache Lines 

pOEP-only 

EORI to SR 

Exclusive OR Immediate to Status Register 

pOEP-only 

MOVE from SR 

Move from Status Register 

pOEP-only 

MOVE to SR 

Move to Status Register 

pOEP-only 

MOVE USP 

Move User Stack Pointer 

pOEP-only 

MOVEC 

Move Control Register 

pOEP-only 

MOVES 

Move Address Space 

pOEP-only 

ORI to SR 

Inclusive OR Immediate to Status Register 

pOEP-only 

PFLUSH 

Flush ATC Entries 

pOEP-only 

PLPA 

Load Physical Address 

pOEP-only 

RESET 

Reset External Devices 

pOEP-only 

RTE 

Return from Exception 

pOEP-only 

STOP 

Load Status Register and Stop 

pOEP-only 


Table 10-4. Superscalar Classification of M680x0 Floating-Point Instructions 


Mnemonic 

Instruction 

Superscalar Classification 

FABS, FDABS, FSABS 

Absolute Value 

pOEP-but-allows-sOEP^ 

FADD, FDADD, FSADD 

Add 

pOEP-but-allows-sOEP^ 

FBcc 

Branch Conditionally 

pOEP-only 

FCMP 

Compare 

pOEP-but-allows-sOEP^ 

FDIV, FDDIV, FSDIV, 
FSGLDIV 

Divide 

pOEP-but-allows-sOEP^ 

FINT, FINTRZ 

Integer Part, Round-to-Zero 

pOEP-but-allows-sOEP^ 

FMOVE, FDMOVE, FSMOVE 

Move Floating-Point Data Register 

pOEP-but-allows-sOEP^ 

FMOVE 

Move System Control Register 

pOEP-only 

FMOVEM 

Move Multiple Data Registers 

pOEP-only 

FMUL FDMUL, FSMUL, 

fsglMul 

Multiply 

pOEP-but-allows-sOEP^ 

FNEG, FDNEG, FSNEG 

Negate 

pOEP-but-allows-sOEP"* 

FNOP 

No Operation 

pOEP-only 

FSQRT 

Square Root 

pOEP-but-allows-sOEP'' 

FSUB, FDSUB, FSSUB 

Subtract 

pOEP-but-allows-sOEP^ 

FTST 

Test Operand 

pOEP-but-allows-sOEP^ 


^ These floating-point instructions are pOEP-but-allows-sOEP except for the following: 
F<op>Dm,FPn 
F<op>&imm,FPn 
F<op>.x<nnem>,FPn 
which are classified as pOEP-only 


The MC68060 superscalar architecture allows pairs of single-cycle standard operations to 
be simultaneously dispatched in the operand execution pipelines. Additionally, the design 
also permits a single-cycle standard instruction plus a conditional branch (Bcc) predicted 
by the branch cache to be dispatched in the OEP. Bcc instructions predicted as not taken 
allow another instruction to be executed in the sOEP. This also is true for forward Bcc 
instructions that are not predicted. 
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Additionally, the use of instruction folding techniques allow one or two instructions to be 
simultaneously executed with a predicted taken Bcc (also for BRA and JMP instructions). 

The floating-point pre-exception model of the MC68060 supports execution overlap 
between multi-cycle floating-point instructions and the integer execute engines. Once a 
multi-cycle floating-point instruction has started its execution, the primary and secondary 
OEPs may continue to dispatch and complete integer instructions in parallel with the 
floating-point instructions. The OEPs will stall only if another floating-point instruction is 
encountered before the first floating-point instruction has completed its execution. The 
floating-point instructions that permit this execution overlap are classified as pOEP-but- 
allows-sOEP in Table 10-4. 

10.1.3 Dispatch Test 3: Allowable Effective Addressing Mode in the sOEP 

To minimize the hardware structures required for the address generation unit within the sec¬ 
ondary OEP, certain addressing modes are not allowed. The addressing modes not sup¬ 
ported by the sOEP include: the address register indirect with index plus base displacement 
{(bd. An, Xi*SF)} and all PC-relative modes {(d16, PC), (d8, PC, Xi*SF), (bd, PC, Xi*SF)}. 

10.1.4 Dispatch Test 4: Allowable Operand Data Memory Reference 

The MC68060 processor design features a shared operand data cache pipeline capable of 
supporting a single operand reference per machine cycle. This test validates that only a sin¬ 
gle operand data memory reference is present between the instruction-pair in the pOEP and 
sOEP. 

10.1.5 Dispatch Test 5: No Register Conflicts on sOEP.AGU Resources 

This test validates that the register resources of the sOEP.AGU (Base, Index) do not conflict 
with the results being generated by the instruction in the pOEP. The most significant bit of 
the resource name is asserted to indicate a register resource. Thus, this test can be stated 
as: 

tests =1 /* set tests as okay 

if (sOEP.Base > 15)/* indicates a valid register 

/* if the sOEP.Base equals the pOEP's Address_ or Execute_result, a conflict exists 
if ((sOEP.Base = pOEP.Address_result) || (sOEP.Base = pOEP.Execute_result)) 
tests = 0/* tests has register conflict; test fails 

if (sOEP.Index > 15)/* indicates a valid register 

/* if the sOEP.Index equals the pOEP's Address_ or Execute_result, a conflict exists 
if ((sOEP.Index = pOEP.Address_result) || (sOEP.Index = pOEP.Execute_result)) 
tests = 0/* tests has register conflict; test fails 

As examples of failing sequences, consicier the following instruction pairs: 

add.l #<data>, aOExecute__result = aO 
mov.l (a0),d0Base = aO 

add.l dl,d0 Execute_result = dO 
lea (al, do . 1) , aOIndex = dO 
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If the first instruction of each pair is contained in the pOEP and the second in the sOEP, test 
5 fails for both pairs. For the first example, the base resource required by the sOEP conflicts 
with the execute result generated by the pOEP Instruction. In the second example, the index 
resource required by the sOEP conflicts with the execute result from the pOEP instruction. 

10.1.6 Dispatch Test 6: No Register Confiicts on sOEP.iEE Resources 

This test validates that the register resources of the sOEP.IEE (A, B) do not conflict with the 
execute result being generated by the instruction in the pOEP. Recall the most significant 
bit of the resource name is asserted to indicate a register resource. Thus, this test can be 
stated as: 

tests =1 /* set tests as okay 

if (sOEP.A >15) /* indicates a valid register 

/* if the sOEP.A equals the pOEP's Execute_result, a conflict exists 
if ((sOEP.A = pOEP.Execute_result)) 

tests = 0/* tests has register conflict 
if (sOEP.B >15) /* indicates a valid register 

/* if the sOEP.B equals the pOEP's Execute_result, a conflict exists 
if ((sOEP.B = pOEP.Execute_result)) 

tests = 0/* tests has register conflict 


There are two very important exceptions to this rule involving the MOVE instruction: 

1. If the primary OEP instruction Is a simple “move long to register” (MOVE.L,Rx) and 
the destination register Rx is required as either the sOEP.A or sOEP.B Input, the 
MC68060 bypasses the data as required and the test succeeds. 

2. In the following sequence of instructions: 

<op>.1,Dx 
moV.1 Dx,<mem> 

the result of the pOEP instruction is needed as an input to the sOEP.iEE and the sOEP 
instruction is a move instruction. The destination operand for the memory write is sourced 
directly from the pOEP execute result and the test succeeds. 


Consider the following examples: 


asl.l &k,d0 
add.l d0,dl 
add.l <ea>,dl 
sub.l d0,dl 
mov.l <ea>,dO 
add.l d0,dl 


Execute_result = dO 
A = dO 

Execute_result = dl 
B = dl 

Execute_result = dO 
A = dO 


For all the examples, let the first instruction be loaded into the primary OEP and the second 
loaded into the secondary OEP. 

In the first and second examples, the result of the pOEP instruction is required as an input 
to the sOEP.iEE. Since the pOEP instruction is not a simple MOVE operation, the test fails 
in each case. 


In the third exampie, the result of the pOEP operation is needed as an input to the 
sOEP.iEE, but since the pOEP is executing the register-load MOVE instruction, the desti- 


MOTOROLA 


M68060 USER’S MANUAL 


10-9 


Instruction Execution Timing 


nation operand can be routed to the sOEP before the actual “execution” of the pOEP instruc¬ 
tion. The test succeeds in this example. 

10.2 TIMING ASSUMPTIONS 

For the timing data presented, the following assumptions are made: 

1. The data presents the execution times for individual instructions and makes no as¬ 
sumptions concerning the ability of the MC68060 to dispatch multiple instructions in a 
given machine cycle. For sequences where instruction-pairs are dispatched, the exe¬ 
cution time of the two instructions is defined by the execution time of the instruction in 
the pOEP. 

2. The OEP is loaded with the opword and all required extension words at the beginning 
of each instruction execution. This implies that the OEP spends no time waiting for the 
instruction fetch pipeline (IFP) to supply opwords and/or extensions. 

3. The OEP does not experience any sequence-related pipeline stalls. The most com¬ 
mon example of this type of stall is a “change/use” register stail. This type of stall re¬ 
sults from a register being modified by an instruction and a subsequent instruction 
generating an address using the previously modified register. The second instruction 
must stall in the OEP until the register is actually updated by the previous instruction. 
For example: 

muls.l #<data>,dO 
mov.l (a0,d0.1*4),dl 

In this sequence, the second instruction is heid for 2 clock cycles stalling for the first 
instruction to complete the update of the dO register. If consecutive instructions ioad 
a register and then use that register as the base for an address calculation (An), a 2- 
clock-cycie wait may be incurred. This represents the maximum change/use penalty 
for a base register. The maximum change/use penalty for an index register (Xi) is 3 
ciock cycles (for Xi.l*2, Xi.TS, and Xi.w). The change/use penalty for an index register 
if Xi.ri or Xi.r4 is 2 clock cycles. 

Certain instructions have been optimized to ensure no change/use stall occurs on 
subsequent instructions. The destination register of the following instructions is avail¬ 
able for subsequent instructions: 

lea 

mov.l&imm,Rn 
movq 
clr.lDn, 
any op(An) + 
any op-(An) 

as a base register for address calculation with no stail, or as an index register for 
address calculation with no stall, if Xi.l*{1,4}. If the index register used is Xi.r2, Xi.l*8, 
or Xi.w, then the previously described 3 cycle stall occurs. 

The MC68060 provides another change/use optimization for a commonly encountered 
construct—when an address register is loaded from memory and then used in an oper¬ 
and address calculation, the OEP experiences a one cycle stall. 
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mov. l<mem>, An 
<op> <ea using An> 

4. The OEP is able to complete all memory accesses without any stall conditions due to 
ATC or cache misses and/or operand data cache bank busy. This means all operand 
data memory references produce address translation cache hits, are mapped to each- 
able pages, and produce hits in the operand data cache. Additionally, branch instruc¬ 
tions are assumed to produce an instruction cache hit for the target address instruction 
fetch. 

The occurrence of any cache miss will add a specific number of cycles to the base exe¬ 
cution time of an instruction (see 10.3 Cache and ate Performance Degradation 
Times and 10.4 Effective Address Calculation Times). 

For instructions which generate external bus cycles as part of their execution (e.g., 
MOVE16, CRUSH), a 2-1-1-1 memory system is assumed. 

5. All data accesses are assumed to be aligned on the same byte boundary as the oper¬ 
and size: 

•16-bit operands aligned on O-modulo-2 addresses 
•32-bit operands aligned on O-modulo-4 addresses 
•64-bit operands aligned on O-modulo-8 addresses 
•96-bit operands aligned on O-modulo-4 addresses 

If the operand alignment fails these suggested guidelines, the reference is termed a 
misaligned access. The processor is required to make multiple accesses to obtain any 
misaligned operand. For copyback or writethrough pages, one processor clock cycle 
must be added to the instruction execution time for a misaligned read reference. Two 
clock cycles must be added for a misaligned write or read-modify-write. 

6. Certain instructions perform a pipeline synchronization prior to their actual execution. 
For these opcodes, the instruction enters the pOEP and then waits until the following 
conditions are met: 

•The instruction cache is in a quiescent state with all outstanding cache misses 
completed. 

•The data cache is in a quiescent state with all outstanding cache misses com¬ 
pleted. 

•The push and write buffers are empty. 

•The execution of all previous instructions has completed. 

Once all these conditions are satisfied, the instruction begins its actual execution. 

For the instruction timings listed in the timing data, the following assumptions are made 
for these pipeline synchronization instructions: 

•The instruction cache is not processing any cache misses. 

•The data cache is not processing any cache misses. 

•The push and write buffers are empty. 

•The OEP has dispatched an instruction or instruction-pair on the previous cycle. 
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The following instructions perform this pipeline synchronization: 

andi_to_sr 

bkpt 

cas 

cinv 

cpush 

eori_to_sr 

halt 

Ipstop 

move_to_sr 

movec 

nop 

ori_to_sr 

pflush 

plpa 

reset 

rte 

stop 

tas 

7. Certain instructions have a variable execution time based on input operands, cache 
state, etc. For these instructions, the execution time listed represents the maximum 
value. These times are listed as: <= k(r/w) where k is the maximum time. 

10.3 CACHE AND ATC PERFORMANCE DEGRADATION TIMES 

This section defines degradation times to MC68060 processor performance for cache and 
ATC miss conditions (as detailed in 10.2 Timing Assumptions, the performance numbers 

in 10.1.5 Dispatch Test 5: No Register Confiicts on sOEP-AGU Resources and 10.1.6 
Dispatch Test 6: No Register Confiicts on sOEP.IEE Resources assume internal cache 
hits for all memory accesses). If a cache miss is encountered, the appropriate delay times 
defined in this section are to be used with the instruction times defined in 10.1.5 Dispatch 
Test 5: No Register Confiicts on sOEP.AGU Resources and 10.1.6 Dispatch Test 6: No 
Register Confiicts on sOEP.iEE Resources to determine l\/IC68060 execution time. 

10.3.1 Instruction ATC Miss 

Assumptions: 

• A single, “C-index” level, normal table search (the only U-bit update possible is for the 
page descriptor itself). 

• Given a memory response time of “w-x-y-z” to the bus interface of the MC68060. 
Instruction ATC Miss = 10+3*w(3/0), if U-bit of descriptor is aiready set. 

Instruction ATC Miss = 18+5*w(4/1), if U-bit of descriptor must be set by the MC68060. 
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10.3.2 Data ATC Miss 

Assumptions: 

• A single, “C-index” level, normal table search (the only U-bit or M-bit update possible is 
for the page descriptor itself). 

• Given a memory response time of “w-x-y-z” to the bus interface of the MC68060. 

Data ATC Miss = 8+3*w(3/0), if U-bit and M-bit of descriptor are in the proper state. 

Data ATC Miss = 14+4*w(3/1), if M-bit only, or U-bit and M-bit of descriptor must be set by 

the MC68060. 

Data ATC Miss = 16+5*w(4/1), if U-bit only of descriptor must be set by the MC68060. 

10.3.3 Instruction Cache Miss 

Assumptions: 

• The following degradation time assumes the MC68060 instruction buffer is empty and 
the instruction cache miss memory access time is fully exposed. This is an estimated 
degradation using a conservative assumption. 

Note that the MC68060 instruction fetch pipeline prefetches continually, loading instruc¬ 
tions into the instruction buffer, which decouples the instruction fetch pipeline from the 
operand execution pipeline. As a result, instruction cache miss memory access times 
for most operations will be partially or completely hidden by the instruction buffer, con¬ 
tributing minimal degradation to actual execution time. 

• The following degradation estimate assumes an instruction fetch flow of sequential op¬ 
erations, the cache miss line is entered sequentially and contains no branches/jumps. 

• Given a memory response time of “w-x-y-z” to the bus interface of the MC68060. 

Instruction Cache Miss (Line Fill) = w+x+y+z 

10.3.4 Data Cache Miss 

Assumptions: 

• Given a memory response time of “w-x-y-z” to the bus interface of the MC68060. 

If copyback mode: 

Data Cache Miss (Line Fill) = 24-w {-h, if during x-ny+z a memory data operand reference is 

made by a subsequent instruction, an operand execution pipeline stall will take place until 

the entire line is written into the data cache during x-r-y+z) 

If noncachable mode (operand read): 

Data Cache Miss = 2+w 

If noncacheable mode (operand write) and precise mode or write buffer disabled: 

Data Cache Miss = 3+w 
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10.4 EFFECTIVE ADDRESS CALCULATION TIMES 

Table 10-5 shows the number of clock cycles required to compute an instruction’s effective 
address. The MC68060 address generation hardware supports the calculation of most 
effective addresses within the structure of the operand execution pipeline with no additional 
cycles required. The number of operand read and write cycles is shown in parentheses (r/w). 


Table 10-5. Effective Address Calculation Times 


Addressing Mode 

Calculation 

Time 

Dn 



An 

Address Register Direct 

nmoiQiQmiiiiii 

(An) 

Address Register Indirect 

0(0/0) 

(An)+ 

Address Register Indirect with Postincrement 

0(0/0) 

-(An) 

Address Register Indirect with Predecrement 

0(0/0) 

(d16,An) 

Address Register Indirect with Displacement 


(d8,An,Xi*SF) 

Address Register Indirect with Index and Byte Displacement 

0(0/0) 

(bd,An,Xi*SF) 

Address Register Indirect with Index and Base (16-, 32-bit) Displacement 

1(0/0) 

([bd,An,Xn],od 

Memory Indirect Preindexed Mode 

3(1/0) 


Memory Indirect Postindexed Mode 

3(1/0) 

(xxx).W 

Absolute Short 

0(0/0) 

(xxx).L 

Absolute Long 

0(0/0) 

(d16,PC) 

Program Counter with Displacement 


(d8,PC,Xi*SF) 

Program Counter with Index and Byte Displacement 


(bd,PC,Xi*SF) 

Program Counter with Index and Base (16-, 32-bit) Displacement 


#<data> 

Immediate 


([bd,PC,Xn],o 

d) 

Program Counter Memory Indirect Preindexed Mode 

IIIIQQHI 

([bd,PC],Xn,o 

Program Counter Memory Indirect Postindexed Mode 

I___ 



The following rules apply to any effective address calculation: 

• The size of the index register (Xi) and the scale factor (SF) do not affect the calculation 
time for the indexed addressing modes. 

• The size of the absolute address (short, long) does not affect its calculation time. In sub¬ 
sequent tables, the nomenclature “(xxx).WL” is used to denote either the absolute short 
{(xxx).W} or absolute long {{xxx).L} addressing modes. 

In general, the use of a memory indirect effective address adds three cycles to the instruc¬ 
tion execution times (one cycle to process full format effective address and two cycles to 
fetch the memory indirect pointer). For instructions which calculate both a source and des¬ 
tination address (e.g., memory-to-memory moves), two effective address calculations are 
performed, one for the source and another for the destination. 

10.5 MOVE INSTRUCTION EXECUTION TIMES 

Table 10-6 and Table 10-7 show the number of clock cycles for execution of the MOVE 
instruction. The number of operand read and write cycles is shown in parentheses (r/ 
w).Note, if memory indirect addressing is used for a MOVE instruction, add 2(1/0) cycles for 
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each memory indirect address to the numbers in Table 10-6 and Table 10-7.The execution 
times for the MOVE 16 instruction are shown in Table 10-8. 


Table 10-6. Move Byte and Word Execution Times 


Source 

Destination | 

Dn 

An 

(An) 

(An)+ 

-(An) 

(d16,An) 

(d8,An,Xi*SF) 

(bd,An,Xi*SF) 

(xxx).WL 

Dn 

1(0/0) 

1(0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 

1(0/1) 

An 

1(0/0) 

1 (0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 


(An) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 


2(1/1) 

307i) ' 

2(1/1) 

(An)+ 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 


3(1/1) 

■iDin 

-(An) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

KlUilH 



1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 


2(1/1) 

3(1/1) 

KIUUH 

(d8,An,Xi*SF) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

HUUH 

(bd,An,Xi*SF) 

2(1/0) 

2(1/0) 

3(1/1) 

3(1/1) 

3(1/1) 

3(1/1) 

3(1/1) 

4(1/1) 

3(1/1) 

(xxx).W 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

(xxx).L 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

(die,PC) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

(d8,PC,Xi*SF) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

WESBM 

2(1/1) 

3(1/1) 



2(1/0) 

2(1/0) 

3(1/1) 

3(1/1) 

3(1/1) 

■sn 

3(1/1) 

4(1/1) 


#<data> 

1 (0/0) 

1 (0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 

2(0/1) 

3(0/1) 

2(0/1) ] 


Table 10-7. Move Long Execution Times 


Source 

Destination | 

Dn 

An 

(An) 

(An)+ 

-(An) 

(d16,An) 

(d8,An,Xi*SF) 

(bd,An,Xi=<<SF) 

(xxx).WL 

Dn 

1 (0/0) 

1 (0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 

1(0/1) 

An 

1 (0/0) 

1(0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 


(An) 






WSBM 

2(1/1) 

3(1/1) 


(An)-f- 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 


-(An) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 


(die. An) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

(d8,An,Xi*SF) 

1(1/0) 

1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

IBBDl 

(bd,An,Xi*SF) 

2(1/0) 

2(1/0) 

3(1/1) 

3(1/1) 

3(1/1) 

3(1/1) 

3(1/1) 

4(1/1) 

HUiH 



1(1/0) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 

2(1/1) 


2(1/1) 

(xxx).L 

1(1/0) 

1(1/0) 

Eoai 

EBai 

BBBl 

■Pn™ 

2(1/1) 

3(1/1) 

2(1/1) 

(die,PC) 

1(1/0) 

1(1/0) 




BDfli 

2(1/1) 

3(1/1) 

2(1/1) 


jam 





Mfiuam 

2(1/1) 

3(1/1) 

2(1/1) 


mm 



EBBI 


KSSDi 

3(1/1) 

4(1/1) 

Kssni 

#<data> 

ami 

1(0/0) 

1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 

2(0/1) 




Table 10-8. MOVE16 Execution Times 


Source 

Destination | 

(Ax) 

(Ax)+ 

(xxx).L 

(Ay) 

— 

— 

18(1/1)^ 

(Ay)+ 

— 

18(1/1)^ 

18(1/1)' 

(xxx).L 

18(1/1)^ 

18(1/1)^ 

— 


^ These execution times assume cache misses for both read and write MOVE16 
accesses. Execution times are 11(1/1) if the read access hits in the operand data 
cache. Note, for this instruction the operand read/write refers to a line-sized transfer. 
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10.6 STANDARD INSTRUCTION EXECUTION TIMES 

Table 10-9 shows the number of clock cycles required for execution of the standard instruc¬ 
tions, including completion of the operation and storing of the result. The number of operand 
read and write cycles Is shown in parentheses (r/w). In this table, <ea> denotes any effective 
address and <M> denotes a memory operand. For all Instructions in Table 10-9, the clock 
cycles and r/w cycles for the effective address calculation (Table 10-5) must be added to the 
values listed. 


Table 10-9. Standard Instruction Execution Time 


Instruction 

Size 

op <ea>,An^ 

op <ea>,Dn 

op Dn,<M> 

ADD 


1(1/0) 

iliTo) ' 

1(1/1) 

“ 

Long 

1(1/0) 

1(1/0) 

1(1/1) 

AND 


— 

1(1/0) 

1(1/1) 

“ 

Long 

— 

1(1/0) 

1(1/1) 

CMP 

Byte, Word 

1(1/0) 

1(1/0) 

— 


Long 

1(1/0) 

1(1/0) 

— 

DIVS 

Word 

— 

<=22(1/0)2 

— 

“ 

Long^ 

— 

38(1/0) 

— 

DIVU 

Word 

— 

<=22(1/0)2 

— 

“ 

Long^ 

— 

38(1/0) 

— 

EOR 

Byte, Word 

— 

1(1/0) 

1(1/1) 

“ 

Long 

— 

1(1/0) 

1(1/1) 

MULS 

Word 

— 

2(1/0) 

— 


Long® 

— 

2(1/0) 

— 

MULU 

Word 

— 

2(1/0) 

— 

“ 

Long® 

. 

2(1/0) 

— 

OR 

Byte, Word 


1(1/0) 

1(1/1) 

“ 

Long 

_ 

1(1/0) 

1(1/1) 

SUB 

Byte, Word 

1(1/0) 

1(1/0) 

1(1/1) 

“ 

Long 

1(1/0) 

1(1/0) 

1 1(1/1) 


^ For entries in this column, add one cycle if the <ea> is (Ay)+, -(Ay) and Ay = An 
^ Word divides have conditional exit points. 

^ Add one cycle to the effective address calculation time for all addressing modes except Rn, (An), (An)+, -(An), 
(d16,An), and (d16,PC) 
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10.7 IMMEDIATE INSTRUCTION EXECUTION TIMES 

Table 10-10 shows the number of clock cycles required for execution of the immediate 
instructions, including completion of the operation and storing of the result. The number of 
operand read and write cycles is shown in parentheses (r/w). 


Table 10-10. Immediate Instruction Execution Times 


Instruction 

Size 

Destination | 

Dn 

An 

(An) 

(An) 

+ 

-(An) 

(d16,An) 

(d8,An,Xi*SF) 

(bd,An,Xi*SF)’ 

(XXX). WL 

ADDI 

Byte, Word 

t 

— 




2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

“ 

Long 

X 






2(1/1) 

3(1/1) 


ADDQ 

Byte, Word 

V 

T 





1(1/1) 

2(1/1) 


“ 

Long 

V 

T 








ANDI 

Byte, Word 

V 

— 








“ 



— 






3(1/1) 


CMPI 

Byte, Word 

T 

— 


1(1/ 

Jli 

X 

2(1/0) 

2(1/0) 

3(1/0) 

2(1/0) 

“ 



— 

B 

B 


2(1/0) 





Byte, Word 


— 

B 

B 


2(1/1) 


3(1/1) 


“ 


lii 

B 




2(1/1) 







— 

— 

— 

— 

— 

— 

— 

— 

ORI 

Byte, Word 

T 

— 




2(1/1) 

2(1/1) 

3(1/1) 


“ 



— 






3(1/1) 


SUBI 


m 

B 




QQI 

2(1/1) 

3(1/1) 

QQH 

“ 


1^ 













Bi 


B 

1(1/1) 

1(1/1) 

2(1/1) 

1(1/1) 

“ 

Long 



B 


B 

1(1/1) 

1(1/1) 

2(1/1) 

1(1/1) 


' Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 
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10.8 SINGLE-OPERAND INSTRUCTION EXECUTION TIMES 

Table 10-11 shows the number of clock cycles required for execution of the single-operand 
instructions. The number of operand reads and write cycles is shown in parentheses (r/w). 
Where indicated, the number of clock cycles and r/w cycles must be added to those required 
for effective address calculation. 


Table 10-11. Single-Operand Instruction Execution Times 


Instruction 

Size 

Register 

Memory 

CAS 

Byte, Word^ 

— 

19(1/1) 

“ 

Long^ 


19(1/1) 

NBCD 

Byte 

1(0/0) 

1 (1/1)2 

NEG 

Byte, Word 

1(0/0) 

1 (1/1)2 

“ 

Long 

1 (0/0) 

1 (1/1)2 

NEGX 

Byte, Word 

1 (0/0) 

1(1/1)2 


Long 

1 (0/0) 

1(1/1)2 

NOT 

Byte, Word 

1 (0/0) 

1(1/1)2 

“ 

Long 

1 (0/0) 

1(1/1)2 

See 


1 (0/0) 

1(1/1)2 

“ 

Byte -> True 

1 (0/0) 

1 (1/1)2 

TAS 

Byte 

1(0/0) 

17(1/1)2 

TST 

Byte, Word 

1(0/0) 

1 (1/0)2 

“ 

Long 

1(0/0) 

1 (1/0)2 


^ Add (1 + effective address calculation time) cycles for all addressing modes 
except Rn, (An), (An)+, -(An), and (d16,An). 

^ Add the effective address calculation time to these instructions. 


Execution times for the CLR instruction are given in Table 10-12. The number of operand 
reads and writes is shown in parentheses (r/w). 


Table 10-12. Clear (CLR) Execution Times 




H 





(d8,An,Xi*SF) 

(bd,An,Xi*SF)’ 

(xxx).WL 



— 

BEBil 


1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 


Long 

PEEa 

— 

■Mil 


1(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 



Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 
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10.9 SHIFT/ROTATE EXECUTION TIMES 

Table 10-13 indicates the number of clock cycles required for execution of the shift and 
rotate instructions. The number of operand read and write cycles is shown in parentheses 
(r/w). Where indicated, the number of clock cycles and r/w cycles must be added to those 
required for effective address calculation. 


Table 10-13. Shift/Rotate Execution Times 


Instruction 

Size 

Register 

Memory^ 

ASL, ASR 

Byte, Word 

1(0/0} 

1(1/1) 

“ 

Long 

1(0/0) 


LSL, LSR 

Byte, Word 

1(0/0) 

1(1/1) 

“ 

Long 

1(0/0) 

__ 

ROL, ROR 

Byte, Word 

1(0/0) 

1(1/1) 

“ 

Long 

1(0/0) 

— 

ROXL, ROXR 

Byte, Word 

1(0/0) 

1(1/1) 


Long 

1 (0/0) 

— 


'' For entries in this column, add the effective address calculation time. These operations 
are word-size only. 


10.10 BIT MANIPULATION AND BIT FIELD EXECUTION TIMES 

Table 10-14 and Table 10-15 indicate the number of clock cycles required for execution of 
the bit manipulation instructions. The execution times for the bit field instructions is shown 
in Table 10-16. The number of operand read and write cycles is shown in parentheses (r/w). 
Where indicated, the number of clock cycles and r/w cycles must be added to those required 
for effective address calculation. 


Table 10-14. Bit Manipulation (Dynamic Bit Count) 
Execution Times 


Instruction 

Size 

Register 

Memory^ 

BCHG 

Byte 

— 

1(1/1) 


Long 

1(0/0) 

— 

BCLR 

Byte 

— 

1(1/1) 

“ 

Long 

1(0/0) 

— 

BSET 

Byte 

— 

1(1/1) 

“ 

Long 

1(0/0) 

— 

BTST 

Byte 

— 

1(1/0) 

“ 

Long 

1(0/0) 

— 


’ For entries in this column, add the effective address calculation 
time. 
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Table 10-15. Bit Manipulation (Static Bit Count) Execution Times 




Destination | 

Instruction 

Size 


H 

(An) 

(An)+ 

-(An) 

(die, An) 

(d8,An,Xi*SF) 

(bd,An,Xi*SF)’ 

(xxx).WL 

BCHG 

Byte 

— 

D 

1(1/1) 

1(1/1) 

1(1/1) 

2(1/1) 

2(1/1) 

3(1/1) 

2(1/1) 

“ 


nEBa 

— 

— 

— 

— 

— 

— 

_ 

— 

BCLR 

1^3 

— 

— 





2(1/1) 


Boni 

“ 


PM 

— 

— 

— 

— 

— 

— 

— 

- 

BSET 


— 

— 






3(1/1) 


“ 

Long 

1(0/0) 

— 

— 

— 

— 

— 

— 

— 

— 

BIST 

Byte 

— 

— 

1(1/0) 

1(1/0) 

1(1/0) 

2(1/0) 

2(1/0) 

3(1/0) 

2(1/0) 

“ 

Long 

1(0/0) 

— 

— 

— 

— 

— 

— 

— 

— 


^ Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 


Table 10-16. Bit Field Execution Times^ 


Instruction 

Destination | 

Dn 

An 

(An) 

(An)+ 

Baa 

(d16,An) 

(d8,An,Xi*SF) 


(xxx).WL 

BFCHG (< 5 Bytes) 

8(0/0) 

— 

8(2/1) 

— 

— 

8(2/1) 

9(2/1) 

10(2/1) 


BFCHG(= 5 Bytes) 

12(0/0) 

— 

12(4/2) 

— 

— 

12(4/2) 

13(4/2) 

14(4/2) 

13(4/2) 

BFCLR (< 5 Bytes) 

8(0/0) 

— 

8(2/1) 

— 

— 

8(2/1) 

9(2/1) 

10(2/1) 

9(2/1) 

BFCLR(= 5 Bytes) 

12(0/0) 

— 

12(4/2) 

— 

— 



14(4/2) 

13(4/2) 

BFEXTS(< 5 Bytes) 


— 

EiEU 

— 

— 


7(1/0) 

8(1/0) 

wumm 

BFEXTS(= 5 Bytes) 

EEBM 

— 


— 

— 

8(2/0) 

9(2/0) 

10(2/0) 

■»M»M 

BFEXTU(< 5 Bytes) 


— 


— 

— 

6(1/0) 

7(1/0) 

8(1/0) 


BFEXTU(= 5 Bytes) 


— 


— 

— 

8(2/0) 

9(2/0) 

10(2/0) 


BFFFO(< 5 Bytes) 

9(0/0) 

— 

9(1/0) 

— 

— 

9(1/0) 

10(1/0) 

11(1/0) 


BFFFO(= 5 Bytes) 

11(0/0) 

— 

11(2/0) 

— 

— 

11(2/0) 

12(2/0) 





— 


— 

— 

6(1/1) 

7(1/1) 


ftp™ 

BFINS(=: 5 Bytes) 

•amm 

— 

6(2/2) 

— 

— 



8(2/2) 


BFSET(< 5 Bytes) 


D 


— 

— 

8(2/1) 

9(2/1) 

10(2/1) 


BFSET(= 5 Bytes) 


a 

12(4/2) 

— 

— 

12(4/2) 

13(4/2) 

14(4/2) 


BFTST (< 5 Bytes) 


— 

6(1/0) 

— 

— 


7(1/0) 

8(1/0) 

ft™ 

BFTST(= 5 Bytes) 


— 

8(2/0) 

— 

— 

8(2/0) 


10(2/0) 

II^SDIII 


^ The type of offset and width (static, dynamic) does not affect the execution time. 
^ Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 
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10.11 BRANCH INSTRUCTION EXECUTION TIMES 

Table 10-17, Table 10-18, and Table 10-19 indicate the number of clock cycles required for 
execution of the branch, jump, and return instructions. The number of operand read and 
write cycles Is shown in parentheses (r/w). Where indicated, the number of clock cycles and 
r/w cycles must be added to those required for effective address calculation. 


Table 10-17. Branch Execution Times 


Instruction 

Not 

Predicted, 

Forward, 

Taken 

Not 

Predicted, 
Forward, 
Not Taken 

Not 

Predicted, 

Backward, 

Taken 

Not 

Predicted, 
Backward, 
Not Taken 

Predicted 
Correctly as 
Taken 

Predicted 
Correctly as 
Not Taken 

Predicted 

Incorrectly 

Bcc 

7(0/0) 

1(0/0) 

3(0/0) 

7(0/0) 

0(0/0) 

1 (0/0) 

7(0/0) 

BRA 

3(0/0) 

— 

3(0/0) 

— 

0(0/0) 

— 

— 

BSR 


— 


— 

1(0/1) 

— 

— 

DBcc 



IK^SSHI 

8(0/0) 

2(0/0) 

2(0/0) 

8(0/0) 

DBRA 

3(0/0) 

7(0/0) 

3(0/0) 

7(0/0) 

1(0/0) 

1 (0/0) 

7(0/0) 

FBcc 

8(0/0) 

2(0/0) 

8(0/0) 

2(0/0) 

2(0/0) 

2(0/0) 

8(0/0) 


Table 10-18. JMP, JSR Execution Times^ 


Instruction 

Not 

Predicted, 

Forward, 

Taken 

Not 

Predicted, 
Forward, 
Not Taken 

Not 

Predicted, 

Backward, 

Taken 

Not 

Predicted, 
Backward, 
Not Taken 

Predicted 
Correctly as 
Taken 

— 

Predicted 
Correctly as 
Not Taken 

Predicted 

Incorrectly 

JMP (die,PC) 

3(0/0) 

— 


— 


— 

— 

JMP xxx.WL 

3(0/0) 

— 


— 


— 

— 

Remaining JMP 

5(0/0) 

— 


— 


— 

— 



— 


— 

1(0/1) 

— 

— 

JSR xxx.WL 

3(0/1) 

— 

3(0/1) 

— 

1(0/1) 

— 

— 

Remaining JSR 

5(0/1) 

— 

5(0/1) 

— 

5(0/1) 

— 

— 


^ Add the effective address calculation time for each entry. 


Table 10-19. Return Instruction Execution Times 


Instruction 

Execution Time 

RTD 

7(1/0) 

RTE 

17(3/0) 

RTR 

8(2/0) 

RTS 

7(1/0) 


MOTOROLA 


M68060 USER’S MANUAL 


10-21 











Instruction Execution Timing 


10.12 LEA, PEA, AND MOVEM EXECUTION TIMES 

Table 10-20 indicates the number of clock cycles required for execution of the LEA, PEA, 
and MOVEM instructions. The number of operand read and write cycles is shown in paren¬ 
theses (r/w). 


Table 10-20. LEA, PEA, and MOVEM Instruction Execution Times 


Instruction 

(An) 






(xxx).WL 

(die,PC) 

(d8,PC, 

XI*SF) 

(bd,PC, 

Xi*SF)’ 

LEA 

1(0/0) 

- 

- 

1(0/0) 



1 (0/0) 

1(0/0) 

1 (0/0) 

2(0/0) 

PEA 

1(0/1) 

- 

- 

2(0/1) 

2(0/1) 

3(0/1) 

1(0/1) 

1(0/1) 

2(0/1) 

2(0/1) 

MOVEM Mem->Reg 

n2(n/ 

0) 


- 





n(n/0) 



MOVEM Reg->Mem 

n(0/n) 

B 



1-i-n(0/n) 

2+n(0/n) 

1-i-n(0/n) 

— 

— 

— 


^ Add 2(1/0) cycles to the (bd,{An,PC},XrSF) time for a memory indirect address. 
^ “n” is the number of registers being moved. 


10.13 MULTIPRECISION INSTRUCTION EXECUTION TIMES 

Table 10-21 indicates the number of clock cycles for execution of the multiprecision instruc¬ 
tions. The number of clock cycles includes the time to fetch both operands, perform the 
operations, and store the results. The number of read and write cycles is shown in paren¬ 
theses (r/w). 


Table 10-21. Multiprecision Instruction Execution Times 


Instruction 

Size 

op Dy,Dx 

op 

<ea>y,<ea>x' 

ADDX 

Byte, Word 

1(0/0) 

2(2/1) 

“ 

Long 

1(0/0) 

2(2/1) 

CMPM 

Byte, Word 

— 

2(2/0) 

“ 

Long 

— 

2(2/0) 

SUBX 

Byte, Word 

1(0/0) 

2(2/1) 

“ 

Long 

1(0/0) 

2(2/1) 

ABCD 

B 

CD 

1(0/0) 

2(2/1) 

SBCD 

Byte 

1(0/0) 

2(2/1) 


’ Where <ea>y,<ea>x is (Ay)+,(Ax)+ for CMPM and -(Ay),-(Ax) for all 
Other instructions. 


10.14 STATUS REGISTER, MOVES, AND MISCELLANEOUS 
INSTRUCTION EXECUTION TIMES 

Table 10-22, Table 10-23, and Table 10-24 indicate the number of clock cycles required for 
execution of the status register, MOVES, and miscellaneous Instructions. The number of 
operand read and write cycles is shown in parentheses (r/w). Where indicated, the number 
of clock cycles and r/w cycles must be added to those required for effective address calcu¬ 
lation. 
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Table 10-22. Status Register (SR) Instruction Execution Times 


Instruction 

Execution Time 

ANDI to SR 

12(0/0) 

EORItoSR 

12(0/0) 

MOVE from SR 

1(0/1)^ 

MOVE to SR 

12(1/0)^ 

ORl to SR 

5(0/0) 


'' For these instructions, add the effective address calculation time. 


Table 10-23. MOVES Execution Times 


MOVES Function 

Destination | 

Size 

(An) 

IHiHl 

-(An) 

(die, An) 

(d8,An,Xi*SF) 

(bd,An,Xi*SF)^ 

(XXX). WL 

Source<SFC> -> Rn 

Byte, Word 

fllEl 

IBEl 

iHEn 

1(1/0) 

2(1/0) 

3(1/0) 

KEOi 

“ 

Long 

Pfflai 

naBi 

iHEB 

1(1/0) 

2(1/0) 

3(1/0) 

KBSQi 

Rn -> Dest <DFC> 

Byte, Word 

PEBll 

PEBIl 

IMB 

1(0/1) 

2(0/1) 

3(0/1) 

2(0/1) 

“ 

Long 

nmk 

PEgn 

PEgll 

1(0/1) 

2(0/1) 

3(0/1) 

2(0/1) 


'' Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 


Table 10-24. Miscellaneous Instruction Execution Times 


Instruction 


Register 

Memory 

Reg -> Dest 

Source -> Reg 

ANDI to CCR 

Byte 

1(0/0) 


— 

— 

CHK 

Word 

2(0/0) 

2(1/0) 

— 

— 

“ 

Long 

2(0/0) 

2(1/0) ' 

— 

— 

CINVA 


— 

<=17(0/0) 

— 

— 

CINVL 

— 

— 

<=18(0/0) 

— 

— 

CINVP 

— 

— 

<=274(0/0) 

— 

— 

CPUSHA 

— 

— 

<=5394(0/512)2 

— 

— 

CPUSHL 

— 

— 

<=26(0/1 )^ 

— 

— 

CPUSHP 

— 

— 

<=2838(0/256)2 

— 

— 

EORI to CCR 



— 

—• 

— 

EXG 


SSB 

— 

— 

— 

EXT 



— 

— 

— 

“ 


1(0/0) 

— 

— 

— 

EXTB 



— 


— 

LINK 

KtBiin 


— 

— 

— 

“ 


Bsn 

— 

— 

— 

LPSTOP 


15(0/1) 

— 

— 


MOVE from CCR 

Word 



— 

— 

MOVE to CCR 




— 

— 

MOVE from USP 

ISBPI 

1(0/0) 

— 

— 

— 

MOVE to USP 

miT«i 


— 

— 

— 

MOVEC (SFC,DFC, 
USP,VBR,PCR) 


— 

— 

12(0/0) 

11(0/0) 

MOVEC (CACR,TC, 
TTR,BUSCR,URP,SRP) 


— 

— 


14(0/0) 

NOP 

— 

9(0/0) 

— 

— 

— 

ORl to CCR 

1^03! 


__ 

— 

— 

PACK 



2(1/1) 

— 

— 
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Table 10-24. Miscellaneous instruction Execution Times (Continued) 


Instruction 

Size 

Register 

Memory 

Reg -> Dest 

Source -> Reg 

PLPA (ATC hit) 

— 

15(0/0) 

— 

— 

— 

PLPA (ATC miss) 

— 


— 

— 

— 

PFLUSH 

— 


— 

— 

— 

PFLUSHN 



— 

— 

— 

PFLUSHAN 

— 

33(0/0) 

BHBSHHIi 

hhshh 

bhhhh 

PFLUSHA 

— 

33(0/0) 

— 

— 

— 

RESET 

— 

520(0/0) 

— 

— 

— 

STOP 

Word 

8(0/0) 

— 

— 

— 

SWAP 


tataiin 

— 

— 

— 

TRAPF 

— 


— 

— 

— 

TRAPcc 

— 

WBMM 

— 

— 

— 

TRAPV 

— 

mimm 

— 

— 

— 

UNLK 

— 


— 

— 

— 

UNPK 

— 

2(0/0) 

2(1/1) 

~ 

— 


' For these entries, add the effective address calcuiation time. 

^ For the CPUSH instruction, the operand write figure refers to line-sized transfers. 

10.15 FPU INSTRUCTION EXECUTION TIMES 

Table 10-25 shows the number of clock cycles required for execution of the floating-point 
instructions, including completion of the operation and storing of the result. The number of 
operand read and write cycles is shown in parentheses (r/w). 


Table 10-25. Floating-Point Instruction Execution Times 


Instruction 

Effective Address, <ea> | 

FPn 

Dn 

(An) 

(An)+ 

-(An) 

(die, An) 
(d16,PC) 

(d8,An,Xi«SF) 

(d8,PC,Xi*SF) 

(bd,An,XI*SF) 

(bd,PC,XI*SF) 

(xxx).WL 

A 

E 

E 

5 

FABS 

1 (0/0) 

3(0/0) 

1(1/0) 

1(1/0) 

1(1/0) 

1(1/0) 

2(1/0) 

3(1/0) 

2(1/0) 

2(0/0) 

FDABS 

1(0/0) 

3(0/0) 

1(1/0) 

1(1/0) 

1(1/0) 

1(1/0) 

2(1/0) 

3(1/0) 

2(1/0) 

2(0/0) 


1(0/0) 

3(0/0) 

1(1/0) 

1(1/0) 

1(1/0) 

1(1/0) 

2(1/0) 

3(1/0) 

2(1/0) 

1^^ 

QgggHH 

3(0/0) 



3(1/0) 

3(1/0) 

3(1/0) 

4(1/0) 

5(1/0) 

4(1/0) 



EEB3I 


isiitoi 

EiEI 

EiEa 




map 

BSSSEI 

FSADD 




EQSl 

3(1/0) 

3(1/0) 

4(1/0) 

5(1/0) 

■HEH 






IKEI 

PiEn 


2(1/0) 

3(1/0) 

Kuap 

2(0/0) 1 

iSEBHi 

E&ES31 

39(0/0) 

FT 

CO 

37(1/0) 

37(1/0) 

37(1/0) 

38(1/0) 

39(1/0) 





IcIsMiW 



ESESl 



HUUiiilM 

38(1/0) 

CO 

CO 

FSDIV 

37(0/0) 




jcCTITiVl 






FMOVE 

,FPx 

1(0/0) 




1(1/0) 



3(1/0) 

2(1/0) 


FDMOVE 

,FPx 

1(0/0) 




1(1/0) 


2(1/0) 

3(1/0) 

2(1/0) 

1(0/0) 

lljgllfl 




1(1/0) 

1(1/0) 


2(1/0) 


2(1/0) 

1(0/0) 


H| 









— 

ukuHI 

— 








7(1/0) 


liSBQSi 

a 







4(0/1) 

3(0/1) 

— 

FINT 






HOn 



mmm 


FINTRZ 

3(0/0) 

4(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 


■i^mi 


■HI 
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Table 10-25. Floating-Point Instruction Execution Times (Continued) 


Instruction 

Effective Address, <ea> | 

FPn 

Dn 

(An) 

(An)+ 

-(An) 

(d16,An) 

(d16,PC) 

(d8,An,Xi*SF) 

(d8,PC,Xi*SF) 

(bd,An,XI*SF) 

(bd,PC,XI*SF) 

(xxx).WL 

#<imm> 

FSGLDIV 

37(0/0) 

39(0/0) 

37(1/0) 

37(1/0) 

37(1/0) 

37(1/0) 

38(1/0) 

39(1/0) 

38(1/0) 

38(0/0) 

FSGLMUL 

3(0/0) 

5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 

4(1/0) 

5(1/0) 

4(1/0) 

4(0/0) 

FMOVEM 

,FPx* 

— 

— 

1+3n 

(3n/0) 

1+3n 

(3n/0) 

— 

1+3n(3n/0) 

2+3n(3n/0) 

3+3n(3n/0) 

2+3n(3n/ 

0) 

— 

FMOVEM 
FPy, * 


— 

1+3n 

(0/3n) 

— 

1+3n 

(0/3n) 

1+3n(0/3n) 

2+3n(0/3n) 

3+3n(0/3n) 

2+3n(0/ 

3n) 

— 

FMUL 

3(0/0) 

5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 


5(1/0) 





5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 

4(1/0) 

5(1/0) 





5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 

4(1/0) 

■ESOSflii 

HEM 



mi 

3(0/0) 

1(1/0) 

1(1/0) 

1(1/0) 

1(1/0) 



IBEBI 


FDNEG 

1(0/0) 


■HEl 

imai 

■BEi 

1(1/0) 





FSNEG 

1 (0/0) 


Pfflai 

Pfflai 

BKEl 

1(1/0) 


■KBISH 

2(1/0) 


FSUB 

3(0/0) 

5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 

■BIlEBl 

5(1/0) 


MtUMM 

FDSUB 

3(0/0) 

5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 


5(1/0) 

■SEB 


FSSUB 

3(0/0) 

5(0/0) 

3(1/0) 

3(1/0) 

3(1/0) 

3(1/0) 

■OSH 

5(1/0) 

4(1/0) 


FTST 

1 (0/0) 

3(0/0) 

1(1/0) 

1(1/0) 

1(1/0) 

1(1/0) 

■SHI 


2(1/0) 

BiltEBI 

FSQRT 

68(0/0) 

70(0/0) 

68(1/0) 

68(1/0) 

68(1/0) 

68(1/0) 

69(1/0) 

70(1/0) 

69(1/0) 

69(0/0) 

FSSQRT 

68(0/0) 

70(0/0) 

68(1/0) 

68(1/0) 

68(1/0) 

68(1/0) 

69(1/0) 

70(1/0) 

69(1/0) 

69(0/0) 

FDSQRT 

68(0/0) 

70(0/0) 

68(1/0) 

68(1/0) 

68(1/0) 

68(1/0) 

69(1/0) 

70(1/0) 

69(1/0) 

69(0/0) 

FSAVE 

— 

— 

3(0/3) 


— 

— 

— 

— 

— 

— 

FRE- 

STORE 

— 


6(3/0) 


— 


— 


— 

— 

FMOVEM 

,FPxR 

— 

— 

7(n/0) 

— 

— 

— 

— 

— 


— 

FMOVEM 

FPxR, 

— 

— 

5(0/n) 

— 

— 

— 

— 

— 

— 

— 


NOTES: 

“n” is the number of registers being moved. 

For all FPU operations, if the external operand format is byte, word, or long, add three cycles to the execution time. 
*For all FPU operations except FMOVEM, if the external operand format is extended precision, add two cycles to the 
execution time. 

Add 2(1/0) cycles to the (bd,An,Xi*SF) time for a memory indirect address. 

Add 1(0/0) cycle if the <ea> specifies a double precision immediate operand. 
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10.16 EXCEPTION PROCESSING TIMES 

Table 10-26 indicates the number of clock cycles required for exception processing. The 
number of clock cycles includes the time spent in the OEP by the instruction causing the 
exception, the stacking of the exception frame, the vector fetch, and the fetch of the first 
instruction of the exception handler routine. The number of operand read and write cycles 
is shown in parentheses (r/w). 


Table 10-26. Exception Processing Times 


Exception 

Execution Time 

CPU Reset 

45(2/0)' 

Bus Error 

19(1/4) 

Address Error 

19(1/3) 

Illegal Instruction 

19(1/2) 

Integer Divide By Zero 

20(1/3)2 

CHK Instruction 

20(1/3)2 

TRAPV, TRAPcc Instructions 

19(1/3) 

Privilege Violation 

19(1/2) 

Trace 

19(1/3) 

Line A Emulator 

19(1/2) 

Line F Emulator 

19(1/2) 

Unimplemented EA 

19(1/2) 

Unimplemented Integer 

19(1/2) 

Format Error 

23(1/2) 

Nonsupported FP 

19(1/3) 

Interrupt^ 

23(1/2) 

TRAP Instructions 

19(1/2) 

FP Branch on Unordered Condition 

21(1/3) 

FP Inexact Result 

19(1/3)^ 

FP Divide By Zero 

19(1/3)4 

FP Underflow 

19(1/3)'' 

FP Operand Error 

19(1/3)“ 

FP Overflow 

19(1/3)“ 

FP Signaling NAN 

19(1/3)“ 

FP Unimplemented Data Type 

19(1/3) 


’ Indicates the time from when RSTI is negated until the first 
instruction enters the OEP. 

^ For these entries, add the effective address calculation time. 

^Assumes either autovector or external vector supplied with zero 
wait states. 

^ For these entries, add the instruction execution time minus 1 if a 
post-exception fault occurs. 
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This section describes various applications topics relating to the MC68060. 

11.1 GUIDELINES FOR PORTING SOFTWARE TO THE MC68060 

The following paragraphs describe the issues involved in using the MC68060 in an existing 
MC68040 system from a software perspective. Although this section focuses on the 
MC68060, many of these items apply also to the MC68EC060 and MC68LC060. 

11.1.1 User Code 

The MC68060 is 100% user-mode compatible with the MC68040 when utilized with the 
MC68060 software package (M68060SP) provided by Motorola. The M68060SP is available 
free of charge. Appendix C MC68060 Software Package discusses the procedure for port¬ 
ing the M68060SP. 

All user-mode instructions are handled in the M68060SP, except the “TRAPP #immediate” 
instruction, in which the immediate value is a valid branch opcode. Use of this construct 
results in a branch prediction error and an access error exception is taken. This exception 
is indicated by the BPE bit in the fault status long word (FSLW). Although this error is recov¬ 
erable in the access error handler by flushing the branch cache, performance is compro¬ 
mised. 

In addition, the CAS (misaligned operands) and CAS2 emulation may need special handling 
in the access error handler. Furthermore, CAS and CAS2 emulation must not be interrupted 
by level 7 interrupts to prevent data corruption. Refer to Appendix C MC68060 Software 
Package for additional information. 

11.1.2 Supervisor Code 

Unlike the MC68040, the MC68060 implements a single supervisor stack. System software 
that requires the use of two supervisor stacks can still do so, but with some software over¬ 
head. 

The MC68060 aids in distinguishing between an interrupt exception and a non-interrupt 
exception by implementing the M-bit in the status register (SR). The MC68060 does not 
internally use the M-bit, but it is provided for system software. The MC68060 clears the M- 
bit of the SR when an interrupt exception is taken. Otherwise, it is up to the system software 
to set the M-bit and to examine it as needed. Also note, when the MC68060 takes an excep¬ 
tion, a minimum of one instruction is always processed before a pending interrupt is taken. 
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System software can take advantage of the conditions described above to emulate an 
MC68040-like interrupt handler implementation. The SR stored in the interrupt exception 
stack frame will contain the previous value of the M-bit. Since the first instruction of the inter¬ 
rupt handler is always executed prior to evaluating interrupts, a MOVE 0x2700,SR instruc¬ 
tion can be used to disable interrupts immediately and permit the interrupt handler to move 
the interrupt exception stack frame from the supervisor-stack-pointer (SSP)-addressed area 
to an interrupt-stack-pointer (ISP)-addressed area. 

11.1.2.1 INITIALIZATION CODE (RESET EXCEPTION HANDLER). When the processor 
emerges from reset, it enters the reset exception handler. Items that may be encountered in 
the reset exception handler are discussed in the following paragraphs. 

11.1.2.1.1 Processor Configuration Register (PCR) (MOVEC of PCR). Immediately 
after reset, the MC68060 has the superscalar dispatch disabled and the floating-point unit 
(FPU) enabled. The PCR may be used to set up the proper environment. The PCR is 
accessed via the MOVEC instruction. Since this is a new MOVEC register on the MC68060, 
existing MC68040 code does not reference the PCR. 

To properly emulate the MC68EC040 or an MC68LC040 using an MC68060, the DFP bit in 
the PCR must be set to disable the FPU. Disabling the FPU causes the MC68060 to create 
an MC68LC040- or MC68EC040-compatible stack frame when a floating-point instruction is 
encountered. With some modification, floating-point emulation software written for the 
MC68LC040 and MC68EC040 that use the stack of type 4 may then be used. However, 
keep in mind that there are differences in the floating-point instruction set. Also note that the 
stacked effective address field is different when dealing with extended precision operands 
using the post-increment or pre-decrement addressing modes. 

The ESS bit in the PCR must be set to enable superscalar dispatch. Doing so will greatly 
increase system performance. 

The PCR also provides the EDEBUG bit to enable the new MC68060 debug feature. This 
bit is not directly related to porting existing MC68040 software and shouid be disabled during 
normal operation.The EDEBUG bit is for use in debugging hardware and software problems 
with the aid of a logic analyzer. For more information, refer to Section 9 IEEE 1149.1 Test 
(JTAG) and Debug Pipe Control Modes. 

11.1.2.1.2 Default Transparent Translation Register (MOVEC of TCR). The MC68060 
provides a method of defining the cache mode, UPAx, and write protection if the iogical 
address accessed is not mapped by paged memory management and TTRs. For this case, 
a transparent translation is done, and the cache mode, UPAx, write protection from the 
translation control register (TCR) (accessed via the MOVEC instruction) is used. 

The MC68060 default translation after reset is similar to that of the MC68040 (e.g., cache 
mode=cacheable write-through, UPA=00, write protection off). Since existing MC68040 
code probably writes zeroes to the new TCR bits, no additional work is expected for placing 
the MC68060 default translation to be MC68040-like. 

11.1.2.1.3 MC68060 Software Package (M68060SP). The M68060SP replaces the instal¬ 
lation of the MC68040 floating-point software package (M68040FPSP). Software that was 
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used to install the M68040FPSP must be removed and then replaced with software that 
installs the M68060SP. Be aware that the M68060SP and the M68040FPSP share many 
vector table entries and that the M68040FPSP does not work properly with the MC68060. 

The M68060SP must be installed before any of the new unimplemented instructions and 
unimplemented effective addresses are encountered. 

11.1.2.1.4 Cache Control Register (CACR) (MOVEC of CACR). As with the MC68040, 
the MC68060 requires that the instruction and data caches be invalidated prior to their use. 
In addition to this, the MC68060 requires that the branch cache be invalidated prior to its 
use. The branch cache is cleared via the MOVEC to CACR instruction. 

Care must be taken whenever the CACR is referenced in existing MC68040 code. Since the 
MC68040 does not implement the new CACR bits, and existing MC68040 code may refer¬ 
ence the CACR, the new CACR bits are likely to be cleared by MC68040-code CACR writes. 
If this occurs, the branch cache is retained and the four-deep store buffer is disabled. 
Although this would not adversely affect proper operation, it significantly degrades 
MC68060 performance. 

11.1.2.1.5 Resource Checking (Access Error Handler). Many systems use the access 
error handler at some time after reset to check for the existence of I/O devices or memory. 
Existing MC68040 systems already have to deal with the restart nature of the MC68040. 
However, the stack frame generated by the MC68040 is significantly different from that of 
the MC68060. Resource checking software that relies on the stack size information must be 
modified appropriately. 

When upgrading to the MC68060 from an existing MC68030 or MC68020 system, porting 
resource checking software may be problematic because the continuation architecture 
(MC68030 and MC68020) allows an operand read bus error to be ignored and not re-run 
the offending instruction, but a restart machine such as the MC68060 has no provisions for 
doing so. A possible work-around for this is to either increment the stacked program counter 
(PC) prior to the RTE, or to use a NOP-RESOURCE_WRITE-NOP in place of the 
RESOURCE_READ, in imprecise exception mode, to poke at the possible resource area. 

11.1.2.2 VIRTUAL MEMORY SOFTWARE. The MC68060 fully supports virtual memory. 
There are some slight changes that need to be made to support the MC68060 virtual mem¬ 
ory. The following paragraphs outline issues that need to be addressed in relation to virtual 
memory support. 

11.1.2.2.1 Translation Control Register (MOVEC of TCR) . The TCR is accessed via the 
MOVEC instruction, as with the MC68040. However, the TCR has newly defined bits. Since 
these new bits need to be cleared in normal operating mode anyway, no additional work is 
needed. 

When the MC68040 emerges from reset, the default translation is cacheable write-through, 
UPAx=0, and no write protect. The MC68060 provides a means for modifying these default 
translation parameters. There are new bits in the MC68060 TCR to define the default trans¬ 
lation. 
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Existing MC68040 TCR writes probably write these new bits as zeroes, which would mean 
that the MC68060’s default translation is identical to that of the MC68040. If these bits in the 
TCR are non-zero, it is possible that somewhere in the existing MC68040 code, a TCR 
access would overwrite the desired bits to zero, hence returning the MC68040 default trans¬ 
lation to be MC68040-like. If this is not desired, accesses to the TCR must be changed to 
set the appropriate bits. 

11.1.2.2.2 Descriptors in Cacheable Copyback Pages Prohibited. The MC68040 
allows the use of cacheable copyback pages to store page descriptors. The reason is that 
when a table search is initiated, the MC68040 examines the data cache for valid descriptors. 
Although the MC68040 does not allocate table descriptors into the cache on a miss, the sys¬ 
tem software that is used to set up the descriptors may allocate descriptors into the data 
cache. 

Since the MC68060 totally ignores the data cache when performing a table search, a 
descriptor that resides in a cache entry that is marked valid and dirty would cause incorrect 
data to be used. The system software must be modified to make the pages that contain page 
and table descriptors to be noncachable or cacheable writethrough to ensure coherency to 
avoid this situation. 

11.1.2.2.3 Page and Descriptor Faults (Access Error Handler). The access error han¬ 
dler is entered when a table search results in an invalid table descriptor, invalid page 
descriptor, supervisor protection violation, write protection violation, or a bus error. In an 
MC68040 access error handler, table-search-related causes require the use of the PTEST 
instruction to determine the cause of the fault. 

Given the many differences in the access error handling of the MC68060 and MC68040, it 
is recommended that the entire handler be replaced. Refer to Section 8 Exception Pro¬ 
cessing for information on recovering from an access error. 

Note that on unsuccessful table searches, the processor does not allocate an invalid 
address translation cache (ATC) entry; therefore, a PFLUSH is not necessary to remove the 
invalid ATC entry. 

When an MC68040 reports a write page fault, the stack frame contains the stacked PC of 
an instruction subsequent to the one that caused the write fault. On the MC68060, the 
stacked PC of the stack frame points to the instruction that caused the write page fault. This 
is a consequence of not having write-back slots on the stack frame. 

11.1.2.2.4 PTEST, MOVEC of MMUSR, and PLPA. The PTEST instruction is unimple¬ 
mented and an illegal instruction exception is encountered when this instruction is 
attempted. Existing MC68040 software must remove all references to the PTEST instruc¬ 
tion. It is likely that this instruction resides in the access error handler when recovering from 
a page or descriptor fault. The PTEST instruction is not emulated in the M68060SP and 
must therefore be avoided. 

The memory management unit status register (MMUSR) of the MC68040 is not imple¬ 
mented in the MC68060. If a MOVEC instruction is attempted to access this register, an ille- 
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gal instruction exception is taken. This instruction must be removed from existing MC68040 
software since it is not emulated in the M68060SP. 

The MC68060 compensates for the lack of these instructions by providing extensive infor¬ 
mation in the FSLW in the access error stack frame. In addition, a new instruction, PLPA, is 
added to translate a logical to physical address by initiating a table search. This instruction 
may be used to provide most of the function of the PTEST instruction. As with the PTEST 
Instruction, PLPA loads the valid page descriptor into the ATC when the table search It Ini¬ 
tiates executes successfully. 

If it is absolutely necessary to emulate the PTEST and the MOVEC of the MMUSR, Motorola 
provides assembly source code for these instructions in the bulletin board (see C.5.4 
AESOP Electronic Bulletin Board for bulletin board details). The source code is provided 
as-is and Is only a rough approximation of these instructions and may need customizing. No 
documentation is provided other than what is available in the source code. 

11.1.2.3 CONTEXT SWITCH INTERRUPT HANDLERS. Context switch interrupt handlers 
that use the same virtual address to map into multiple physical address locations must flush 
the branch cache via the MOVEC to CACR instruction. The reason for this is that the branch 
cache Is a logical cache and not a physical cache. For systems that transparently translate 
logical addresses to physical addresses, the branch cache need not be flushed. 

In multiprocessor systems, care must be taken so that saved contexts generated by an 
MC68040-based node not be restored into an MC68060-based node, or vice-versa. The 
floating-point frames are different between an MC68040 and MC68060; Incorrect swapping 
of contexts may cause format errors to be incurred. 

If the context switch Interrupt handler uses a nonmaskable interrupt (level 7), CAS (mis¬ 
aligned operands) or CAS2 instruction emulation may result in data corruption. There is no 
good workaround except by either avoid using the level 7 interrupt for context switching, or 
by usin g external hardware to block the Interrupt lines from reporting an interrupt whenever 
LOCK is asserted. 

11.1.2.4 TRACE HANDLERS. The MC68060 does not implement “trace on change of flow”. 
Debug software that rely on this feature must take this into consideration. When a change 
of flow trace encoding is encountered, the processor does not trace. 

11.1.2.5 I/O DEVICE DRIVER SOFTWARE. The MC68060, like the MC68040, has a 
restart model, and device drivers that have been written for the MC68040 probably do not 
need any modification in device driver software when porting to the MC68060; however 
there are a few issues to consider. 

The cache mode (CM) encoding on the TTRs and the page descriptors is different between 
the MC68060 and MC68040. The MC68060 executes reads and writes In strict program 
order, and therefore, whenever the CM bits indicate either a noncachable precise or non- 
cachable Imprecise, the accesses are serialized. Areas that are marked cache-inhibited 
serialized for I/O devices should not be affected adversely by the cache mode change. Oth¬ 
erwise, the TTR format and the page descriptor formats have not changed for the MC68060. 
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I/O devices that normally incur bus errors need to be aware that the MC68060 has an impre¬ 
cise exception mode that may need to be addressed. 

11.1.3 Precise Vs. Imprecise Exception Mode 

Systems that do not rely on the bus error (TEA asserted) in normal operation are not 
affected much by the differences between the precise and imprecise exception mode. 

The MC68060 provides the precise and i mprec ise exception modes to allow system soft¬ 
ware to assign the severity of bus errors (TEA asserted) on write cycles. In general, bus 
errors on writes are recoverable in the precise exception mode, but not in the imprecise 
exception mode. The MC68040 provides a precise exception mode, but at the expense of 
performance and a large access error stack frame. 

For systems that require precise bus error write cycles in a normal operating environment, 
it is possible to disable the store buffer via the MOVEC of CACR instruction. This impacts 
performance significantly, and must be carefully considered before doing so. Also, note that 
even with the store buffers disabled, a bus error caused by a push buffer write is still nonre- 
coverable. 

11.1.4 Other Considerations 

The following is a list of other concerns that are unlikely to affect system software, but are 
included for completeness. 

1. Some of the exception priorities for multiple exceptions on the MC68060 are different 
than the MC68040 (see Section 8 Exception Processing for priority groupings). This 
shouldn’t affect the way interrupts are handled, an interrupt is the lowest priority excep¬ 
tion on both microprocessors. 

2. Unlike the MC68 040, the M C68060 provides only one snoop control signal, the snoop 
invalidate signal (SNOOP). System software may need to CRUSH the cache before 
DMA activity is initiated. Alternatively, the cache mode may be changed to write- 
through cacheable for ail shared memory areas. 

11.2 USING AN MC68060 IN AN EXISTING MC68040 SYSTEM 

This document outlines the issues involved in using an MC68060 in an existing MC68040 
socket. It is assumed that for these applications, the MC68060 is made to operate in the half¬ 
speed bus mode. 

11.2.1 Power Considerations 

The MC68060 operates at a supply voltage of 3.3 V, not 5 V. The MC68060 interfaces glue- 
lessly to transistor-transistor logic (TTL) levels.The following paragraphs discuss the two 
main issues of the lower, 3.3-V supply voltage. 

11.2.1.1 DC TO DC VOLTAGE CONVERSION. The first issue invoives the DC-to-DC volt¬ 
age conversion for the MC68060 Vfjjj pins. The following paragraphs discuss two solutions 
to this problem. 
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11.2.1.1.1 Linear Voltage Regulator Solution. This solution uses a linear voltage regula¬ 
tor to supply 2 A at 3.3 V. This solution is inexpensive: however, conversion efficiency of only 
up to 65% can be achieved. Figure 11-1 shows a solution using power BJTs. This solution 
would be used primarily for applications that are cost sensitive, but not power sensitive. The 
suggested linear solution meets the 3.3 V± 5% MC68060 specifications. 


D2 D3 D4 



T1 

= 

TIP32 

T2 

= 

2N2222A 

D1 

= 

TL431CLP 

,D3,D4 

= 

1N4001 

R1 


220 a 

,R3,R4 

= 

iKa 

R5 

= 

2.2Ka 

C1 

= 

47|iF 

C2 

= 

0.01 |xF 

C3 

= 

0.033 |tF 

CL 

= 

47|liF 


Figure 11-1. Linear Voltage Regulator Solution 


11.2.1.1.2 Switching Regulator Solution. This solution uses switching regulators. Linear 
Technologies offers two parts, the LTC1147 and LTC1148 and MAXIM offers the MAX767. 
The main difference among these parts is a trade-off between price, part count, and conver¬ 
sion efficiency. 

The LTC1147 solution is less expensive and has one fewer MOSFET than the LTC1148 
solution. The LTC1148 is less than $5 in 1000 piece quantities, and the LTC1147 is less 
than $4 in 1000 piece quantities. In either of these solutions there are around 15 discrete 
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devices that are needed externally in addition to the Linear Technologies devices. The con¬ 
version efficiency is 89% and 93% for the LTC1147 and LTC1148, respectively. Figure 11- 
2 and Figure 11-3 show the solutions provided by using the switching regulators. The 
MAX767 provides over 90% conversion efficiency at less than $4 in 1000 piece quantities. 
The MAX767 solution also requires discreet components off-chip. The MAX767 uses a 
smaller inductor than the LTC1148 solution. Figure 11-4 shows a MAXIM voltage regulator 
solutions. All the suggested solutions meets 3.3 V ± 5% MC68060 specifications. 


6V 



T1 

= 

Si9430DY 

LI 

= 

50 ptH Coiltronics CTX50-2-MP 

D1 

= 

MBRD330 

D2,D3,D4 


IN4001 

R1 

= 

0.05QIRCLR2512-01-R050-G 

RC 

= 

1K^i 

C1 

= 

1000pF 

C2 

= 

100 nF, 20V 

C3 

= 

I^F 

C4 

= 

lOOnF 

CC 

= 

3300 pF 

CT 

= 

470 pF 

CL 

= 

220|iiF,10Vx2 


Figure 11-2. LTC1147 Voltage Regulator Solution 
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\ju LTC1148-3.3 


T1 

= 

Si9430DY 

T2 


Si9410DY 

LI 

= 

50)liH Coiltronics CTX50-2*MP 

D1 

= 

MBRS140T3 

D2,D3,D4 

= 

IN4001 

R1 

= 

0.05^2 IRC LR2512-01-R050-G 

RC 

= 

1KQ 

C1 

= 

lOOOpF 

C2 

= 

100jiF,20V 

C3 

= 

1^iF 

C4 

= 

lOOnF 

CC 

= 

3300pF 

CT 

= 

470 pF 

CL 

= 

220^F10VX2AVX 


n 


Figure 11-3. LTC1148 Voltage Regulator Solution 
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R1 

= 

.02alRCLR2010-01-R020 

R2 

= 

lO^i 

N1,N2 

= 

MotorolaMMDF3N03HD 

D1 

= 

Central Semi. CMPSM-3 

D2 

= 

Motorola MBRS120T3 

Cl 

= 

2x47mF,20VAVXTPSD476K020R 

C2 

= 

2x150nFSprague 

595D157X0010D7T 

C3 

= 

0.1 mF 

C4 

= 

4.7mF 

D3,D4,D5 

= 

IN4001 

L1 

= 

5.0MHSumidaCDRl25 

DRG#4722-JPS-001 


Figure 11-4. MAX767 Voltage Regulator Solution 
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11.2.1.2 INPUT SIGNALS DURING POWER-UP REQUIREMENT. The second issue 
involves the requirement that during power-up, input signals to the MC68060 not exceed 

by more than 4 V. This is achieved by ensuring that the 5-V supply not exceed the 3.3-V 
supply by more than 4 V. In any of the previously discussed DC-to-DC conversion solutions, 
it is possible to add three diodes in series from the 5-V supply to the 3.3-V plane. During 
power-up, the diodes forward bias and thus provide a current path between the 5-V source 
and the 3.3-V plane. This solution provides no more than (0.7 * 3) = 2.1 V drop between the 
5-V input and the 3.3-V plane. When the voltage regulator stabilizes, the difference of (5 - 
3.3) = 1.7 V is insufficient to forward bias the three diodes, hence not dissipating any energy. 
Both Motorola and Linear Technologies have indicated that the three diode shunt does not 
adversely affect operation. 

Figure 11-1, Figure 11-2, and Figure 11-3 include the shunt diodes as proposed to keep the 
5-V supply from drifting more than 2.5 V from the 3.3-V plane. 

11.2.2 Output Hold Time Differences 

On the MC68040, outputs are driven off the falling edge of PCLK. Since the MC68060 drives 
everything off the rising edge of CLK, a hold time differential exists and is discussed in the 
following paragraphs. 

The data write hold time specification may be met by usin g the extra data hold time mode 
to extend the hold tim e by a full CLK cycle in which CLKEN is asserted. However, using this 
mode requires that the IPLx signals be modified to invoke configuration of this mode at reset. 

Decreasing the address hold time affects primarily systems containing slow peripherals. An 
example of this problem can be shown on a system that does a read of the MC68681 duart 
peripheral. If the system design is implemented such that on a read of the MC68681, the 
address hold time relative to chip select specification is violated, it is possible to internally 
confuse the MC68681 and cause it to enter its test mode. The MC68681 is one of many 
devices that require addresses to be stable as long as its chip select is asserted. Figure 11- 
5 and Figure 11-6 show the differences between the hold time for the MC68060 the 
MC68040. 


PCLK 

rL_rLrL_n_ 

BCLK 

1 1 1 1 

TK 

A /.- 


V_A 

A31-A0 

x 


_ / 

Figure 11- 

5. MC68040 Address Hold Ti 
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\_ ! 

X 

_ / 

Figure 11-6. MC68060 Address Hold Time 

A possible solution addressing both the address and_wite data hold time issue for slow 
peripherals is to force at least one dead state between TA negation and T5 assertion of the 
next bus cycle. This can be achieved by arbitrating the bus away from the processor on any 
long-word, word, or byte access. This forces the processor to release the bus, not begin a 
new bus cycle, three-state the address bus, and three-state the data bus on write cycles. 
Since the address and data buses (on writes) are three-stated and not directly driven by the 
MC68060, output hold time in this solution relies on the capacitive loading of the bus to 
achieve the extended hold time. 

Once the dead state has been added, the bus is returned to the processor and normal oper¬ 
ation continues. This suggested solution does not affect line (burst) accesses, which are typ¬ 
ically cacheable and contain no I/O devices. For this reason, performance is not 
compromised. In this implementation, the only signal that may be affected is BS. In this solu¬ 
tion, BS is intercepted and combined with the dead-state inserting logic. Jhis combined sig¬ 
nal is then fed into the MC68060’s BE. Figure 11-7 shows the effect of BG. 

n I—IT 


A_7 

V_ 

ZZ3-CZ 

_J ■ 

_ 

Figure 11-7. MC68060 Address Hold Time Fix 
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11.2.3 Bus Arbitration 

The MC68060 does not drive the bus in implicit bus ownership cases where it has not yet 
requested the bus. Although this feature is not known to be necessary for MC68040-based 
designs, this is a difference. This MC68060 action does not pose any known problems to 
existing MC68040 designs. 

The BGR signal may be pulled low or grounded to cause the MC68060 to rel inqui sh the bus 
on locked sequences to behave like the MC68040. To use the BB protocol, BTT should be 
pulle d up through a resistor (approximate value of 5 KO) to V^cj. Since the MC68060 drives 
BTT low at times, no other signals should be connected to this pullup resistor. 

See 11.2.2 Output Hold Time Differences, as bus arbitration may be an issue for output 
hold time requirements. 

11.2.4 Snooping 

The MC68060 does not support snoop intervention during bus cycles as the MC68040 does. 
The MC6 8060 implements only the snoop invalidate protocol. The MC68060 only has one 
SNOOP signal instead of the two-bit encoding of the SCx signals on the MC68040. Also, the 
MC68060 does not implement the Ml pin; the Ml signal must be pulled up if it is used by the 
system. 

If an MC68040 system only utilizes invalidate line snoop functionality, the SCx signal control 
could be mapped to assert SNOOP to the MC68060. Other MC68040 snoop implementa¬ 
tions must also implement software changes to flush cache or address map to write-through 
mode shared system memory areas. 

11.2.5 Special Modes 

TheMC68040 and MC6806 0 IPL x signals have different functionality when coming out of 
reset. On the MC68040, the IPLx signals select the buffer size. The MC68060 has only one 
buffe r size, and therefore the MC68060 encodes different functionality when it samples the 
IPLx signals when coming out of reset. 


The MC68060 has new special modes that are selectable via the IPLx signals during reset. 
These MC68060 special modes are: acknowledge termination ignore state capability, 
acknowledge termination mode, and extra write hold mode. To prevent these modes from 
being enabled, the IPLx signals must be negated (pulled high) during reset. 

The MC68060 does not implement the DLE functionality of the MC68040. Applications that 
use the DLE mode are not upgradable without using external logic.The MC68060 does not 
implement the muxed bus functionality of the MC68040. Applications that use muxed bus 
mode are not upgradable without using external logic. 
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11.2.6 Clocking 

For systems which have PCLK-to-BCLK skew controlled by a phase-locked-loop (PLL) 
clock generator such as the 88915 or 88916, it is possible to connect the PCLK of the 
MC68040 to the MC68060 CLK input as shown in Figure 11-8. Otherwise, the MC68060 
CLK must be generated by an 88915 PLL as shown in Figure 11-9. 


EXISTING 

MC68040 

SYSTEM 


BCLK 


PCLK 


VIRTUAL MC68040 



MC68060 

5NS 



UDTER 


CLK 


Figure 11-8. Simple CLK Generation 
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Figure 11-9. Generic CLK Generation 


Appropriate generation of the CLKEN signal to enable 1/2-speed ope ration is easily 
achieved by delaying the MC68040 BCLK by 5 ns before feeding it into the CLKEN input of 
the MC68060. 


Be aware that a clock skew exists between CLK and BCLK. The MC88915 can o nly contr ol 
the skew to within 1 ns. Figure 11-10 shows the relationship between BCLK and CLKEN. 

11.2.7 PSTx Encoding 

PSTx signal encoding is different between the MC68060 and MC68040. This should not 
affect normal applications because PSTx signals are not used for bus control logic. 
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BCLK 

CLK 



Figure 11-10. MC68040 BCLK to CLKEN Relationship 


11.2.8 Miscellaneous Pullup Resistors 

Pullu p CLA to prevent the A3 and A2 address lines from cycling on burst accesses. Pullup 
TRA when MC68040 acknowledge termination mode is being used. 

11.3 EXAMPLE DRAM ACCESS 

When interfacing the MC68060 with dynamic random access memory (DRAM), it is neces¬ 
sary to determine how many clocks per bus cycle will be needed for a line burst transfer. 
The number of clocks per bus cycle is dependent upon the processor clock frequency and 
the D RAM access times. In thi s example, the DRAM RAS access time, CAS access time, 
RAS precharge time, and CAS precharge time are used to determine the number of clocks 
per bus c ycle of a DRAM access. Figure 11-11 shows two successive line burst transfers. 
The CLA signal is used to cycle A3 and A2 a clock before the DRAM subsystem asserts TA. 
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Figure 11-11. DRAM Timing Analysis 
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The RAS ac cess time determines the number of wait state s nee ded for the first memory 
access. The RAS access time is the time it takes between RAS being asserted and valid 
data coming out of the DRAM. The t otal available time for the first access is the time 
between the TS assertion and the first TA assertion. This time is e qual to the clock period 
multiplied by the number of primary wait state s. In addition to the RAS access time, the 
MC68060 input setup time and the TS to RAS propagation delay must also occur between 
the TS and TA signals. The following equation represents the number of wait states required 
for the primary memory access: 

Wait States = (RAS propagation delay + RAS access time + Input Setup Time) / clock period 

The fo llowin g example assumes a RAS access time of 65 ns, an input setup time of 7 ns, 
and a RAS propagation delay of 5 ns. The processor is running at 50 MHz, so the clock 
period is 20 ns. The number of wait states required is (5ns + 65ns + 7ns) / 20 ns = 3.85 wait 
states. Therefore 4 wait states are required. 

The CAS access time an d the CAS precharge time determines t he nu mber of secondary 
wait states required. The CAS precharge time is the time that the CAS signal must remain 
negated between assertions. TTie total time available for the secondary access is the time 
between the first and second TA signals. T his tim e is equal to the clock period m ultipli ed by 
the number of secon dary w ait states. Since CA S mus t toggle during this time, two CAS prop¬ 
agation delays, the CAS precharge time, the CAS access time, and the MC68060 input 
setup time must occur during this time. Typically, the CAS precharge time is less th an a 
clock period. Therefore a n ent ire clock period is used to toggle CAS. This leaves one CAS 
propagation delay time, a CAS access time, and the input setup time. This time must be less 
than the number of wait states less one multiplied by the clock period. The following equa¬ 
tion represents the number of wait states required for the secondary memory accesses: 

Wait States = [(CAS propagation delay + CaS access time + input setup time) / clock period] + 1 

T he fol lowing example assumes a CaS access time of 20 ns, input setup time of 7 ns, and 
a CAS propagation delay of 5 ns. The clock period is 20 ns. The number of wait states 
required is [(5ns -h 20ns + 7ns) / 20ns] + 1 = 2.6. Therefore three wait states are required. 
This first line burst transfer is a 5:3:3:3 transfer. For the primary transfer, an extra clock is 
added for the TS signal assertion. 

In this example, a second line burst transfer occu rs immediately following the first tra nsfer. 
If the same DRAM chips are being acces sed, RAS precharge time must be considered. RAS 
precharg e time is the time that the RAS signal must remain high between assertions. In the 
example, R AS precharge time i s 65 n s. Two additional wait states need to be added after 
the second TS to assure that the RAS precharge time is satisfied. Therefore, the second line 
burst transfer is a 7:3:3:3 transfer. 
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11.4 THERMAL MANAGEMENT 

The maximum case temperature (Tc) in °C can be obtained from the following equation; 

Tq = Tj — P(j X 6j(; 

where: 

Tc = Maximum Case Temperature 

Tj = Maximum Junction Temperature 

Pd = Maximum Power Dissipation of the Device 

0jc = Thermal Resistance between the Junction of the Die and the Case 

In general, the ambient temperature (Tg) in °C is a function of the following equation; 

Tg = Tj — Pj X Ojc — P(j X 6ca 

The thermal resistance from case to outside ambient (0cg) is the only user-dependent 
parameter once a buffer output configuration has been determined. Reducing the case to 
ambient thermal resistance increases the maximum operating ambient temperature. There¬ 
fore, by utilizing methods such as heat sinks and ambient air cooling to minimize 0ca, a 
higher ambient operating temperature and/or a lower junction temperature can be achieved. 
However, an easier approach to thermal evaluation uses the following equations: 

Tg = Tj — Pd X 0jg or 
Tj = Tg + Pd X 0ja 

where: 

0ja = Thermal Resistance from the Junction to the Ambient (0jc + 0ca) 

The total thermal resistance for a package (0ja) is a combination of its two components, 9jc 
and 0ca. These components represent the barrier to heat flow from the semiconductor junc¬ 
tion to the package case surface (0jc) and 0ca. Although 0jc is package related and the user 
cannot influence it, 0ca is user dependent. Good thermal management by the user, such as 
heat sink and airflow, can significantly reduce 0ca achieving either a lower semiconductor 
junction temperature or a higher ambient operating temperature. The following tables can 
be used to aid in deciding how much of air flow and heat sink for proper thermal manage¬ 
ment. 

Data for the “no heat sink” cases are derived from MC68040 PGA package characteristics. 
The MC68060 PGA package has similar thermal characteristics as the MC68060 PGA 
Package. The heat sink used for the “with heat sink” cases are based on the Thermalloy 
2333B heat sink. Since exact power dissipation figures for the MC68060 are unavailable at 
the time of printing, linear interpolation of these tables can be used to provide rough esti¬ 
mates. Table 11 -1, Table 11-2, and Table 11 -3 list the thermal data. 


MOTOROLA 


M68060 USER’S MANUAL 


11-17 


Applications Information 


Table 11-1. With Heat Sink, No Air Flow 


Air Flow 
Velocity 

Pq 

Tj 

Ojc MAX 


Tc 

< 

1- 

OLFM 

HEBHI 

110°C 

2.5 ^C/\N 

35 °C 

103 '’C 

68 °C 

OLFM 

BEDSBI 

110°C 

2.5 ‘^C/W 

38 X 

102 °C 

64 °C 

OLFM 

3.5 W 

110°C 

2.5 X/W 

40*^0 

101 °C 

61 °C 

OLFM 

3.8 W 

110°C 

2.5 °C/W 

43 °C 

100 °C 

57 “C 

OLFM 


110*^0 

2.5 °C/W 

45 °C 

100 °C 

54 °C 

OLFM 

4.5 W 

110°C 

2.5 °C/W 

48 ‘’C 

CD 

CO 

6 

51 °C 

OLFM 

4.9 W 

110®C 

2.5 °C/W 

50 °C 

98 °C 

O 

00 

OLFM 

5.2 W 

110°C 

2.5 “CAW 

53 °C 

97 "C 

44 °C 1 


Table 11-2. With Heat Sink, with Air Flow 


Air Flow 
Velocity 

Pd 

Tj 


o 

> 

0JA 

— 

Tc 

Ta 

200 LFM 

2.8 W 

110®C 



6.75 °C/W 

103 °C 

91 °C 


3.1 W 

110°C 




102 ®C 

89 °C 


keebi 

110°C 




101 

87 °C 

200 LFM 

■esshi 


2.5 '’C/W 



100 '’C 

84 °C 

200 LFM 


110°C 

2.5 "C/W 

4.25 °C/W 

6.75 °C/W 

100 °C 


200 LFM 


IlOX 

2.5 ‘^C/W 

4.25 °C/W 

6.75 °C/W 

CO 

CO 

o 

o 

80 °C 

200 LFM 

4.9 W 

110°C 

2.5 °C/W 

4.25 °C/W 

6.75 °C/W 

CO 

00 

o 


200 LFM 


110°C 

2.5 °C/W 

4.25 °C/W 


97 


400 LFM 

2.8 W 

110°C 




103 °C 

97 °C 

400 LFM 

3.1 W 

IIO^^C 





95 °C 


3.5 W 

110°C 




101 °C 

94 °C 

1 400 LFM 

3.8 W 

110°C 

2.5 “C/W 

2.25 °C/W 

4.75 ”C/W 


92 °C 


4.2 W 

110°C 

2.5 °C/W 


4.75 °C/W 


90 °C 

■grg»naM 


110°C 

2.5®C/W 



99 °C 

89 °C 

1 400 LFM 

4.9 W 

110°C 



4.75 °C/W 

98 °C 

87 °C 



110°C 

2.5 ^C/\N 

2.25 ‘>C/W 

4.75 °C/W 

97 °C 

85 °C 

600 LFM 

2.8 W 

110°C 

2.5 °C/W 

1.50 °C/W 

4.00 °C/W 

103 °C 

99 

600 LFM 

■qisih 

110°C 

2.5 “C/W 



102 °C 

CD 

00 

o 

o 

600 LFM 

||||||bq2SH 

110®C 




101 °C 

o 

o 

CO 

O) 

600 LFM 

3.8 W 

110°C 


1.50 °C/W 

4.00 “C/W 

100 °C 

95 °C 



110"C 



eees&qi 

100 °C 

93 °C 

600 LFM 





esebsssi 

99 

92 

600 LFM 


110*^0 



mimmm 

98 

91 ®C 

600 LFM 


IIO^C 



4.00 °C/W 

97 °C 

89 °C 
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Table 11-3. No Heat Sink 


Air Flow 
Velocity 

Pd 

Tj 


llllllllllll^^ 

6ja 

Tc 

Ta 

■ElSSHi 



2.5 °C/\N 

20 "C/W 

23 °C/W 

103 °C 

48 °C 


3.1 W 

110°C 


20 X/W 

HESSQH 

102 °C 

40 °C 

■edssh 

3.5 W 

110°C 



lOIOBi 

101 °C 

32 °C 

bdssh 

3.8 W 

IIO^C 

WEBSSSM 


23 °C/W 

100 °C 

24 °C 


4.2 W 

110X 


20 «C/W 

23 °C/W 

100 °C 

16 °C 


4.5 W 

110"C 

IQJJgJiJjJIII 

aox/w 

23 °C/W 

99 ®C 

9°C 

lll|g||l22M 

mmm 

IIO^’C 




98 °C 

1 °C 

loom 

WEsm 

110°C 

2.5 °C/W 

20 °C/W 

23 "C/W 

97 ®C 

-7 °C 

200 LFM 

2.8 W 

110°C 




o 

6 

68 ®C 

200 LFM 


IIO^C 




102 °C 

63 °C 

200 LFM 


110°C 




101 °c 

58 °C 



110°C 




100 °c 

53 

I 200 LFM 

4.2 W 

110 °c 


13®C/W 

16°C/W 

100 °c 

p 

00 


4.5 W 

IIO^C 


HEiSHi 

OOiOHI 

99 °C 

42 °C 

I 200 LFM 

4.9 W 

110°C 


lOESSSSI 


98 °C 

37 °C 



110°C 

2.5 "C/W 

HElQiSSI 


97 °C 


400 LFM 


110°C 




103 X 

77 °C 

400 LFM 


IIO^C 

2.5 °C/W 

10"C/W 


102 

73 °C 

400 LFM 

3.5 W 

110°C 

2.5 °C/W 

10"C/W 


101 °C 

68 °C 


3.8 W 

110°C 

2.5 °C/W 

10°C/W 


100 °C 

64 °C 

400 LFM 

4.2 W 

110°C 

2.5 °C/W 

10°C/W 


100 °C 

60 °C 

400 LFM 

4.5 W 

110°C 


10°C/W 

13°C/W 

99 '^C 

56 °C 

msmm 

4.9 W 

110 °c 

2.5 °C/W 

10°C/W 


98 °C 

52 °C 



110°C 

2.5 °C/W 

10°C/W 

13 °C/W 


48 °C 



110°C 

2.5 °C/W 

8°C/W 

11 "C/W 

103 °C 

81 °C 


3.1 W 

110°C 

2.5 °C/W 

Q°C/\N 

11 °C/W 

102 °C 

77 °C 



110®C 

2.5 °C/W 

8X/W 

11 °c/w 

101 X 

74 °C 

■EBBiwgai 


110°C 

2.5 °CA/V 



100 °C 

70 °C 



110®C 




100 

66 °C 

600 LFM 


110°C 


8°C/W 

11 °c/w 

99 °C 

63 °C 


4.9 w 

110"C 


S°C/\N 

11 °c/w 

98 °C 

59 °C 

600 LFM 1 


110°C 

2.5 "C/W 



97 ®C 

55 °C 
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11.5 SUPPORT DEVICES 

Table 11-4 outlines miscellaneous devices available that can be used with the MC68060. 


Table 11-4. Support Devices and Products 


Device 

Description 

Literature 

MC88926 

3.3 Volt Clock Driver with PLL 

BR1333/D 

MC88915/916 

Clock Drivers with PLL 

BR1333/D 

MCM62940 

SRAM with Burst Capability 

DL113 

MC68150 

Dynamic Bus Sizing for the MC68040 

MC68150/D 

MC68360 

Peripherals, DRAM controller when used in the com¬ 
panion mode 

MC68360/D 

Diodes/Transistors 

Linear Devices 

DL128 

SRAMS 

Static Memory 

DL113 

DRAMS 

Dynamic Memory 

DL113 

NM27P6841 

EPROM with Burst Capability 

Contact National Semiconductor 

MAX767 

Switching Voltage Regulator 

Contact Maxim Integrated Products 

LTC1U7/1148 

Switching Voltage Regulator 

Contact Linear Technologies 

Bus Adapter 

MC68060 to MC68040 PGA to PGA Bus Adapter 

Contact Interconnect Systems Inc. 
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SECTION 12 

ELECTRICAL AND THERMAL CHARACTERISTICS 


The following paragraphs provide information on the maximum rating and thermal charac¬ 
teristics for the MC68060. This section is subject to change. For the most recent specifica¬ 
tions, contact the AESOP electronic bulletin board at (800)843-3451 or (512)891-3650 (refer 
to C.5.4 AESOP Electronic Bulletin Board for connection information). 


12.1 MAXIMUM RATINGS 


Characteristic 

Symbol 

Value 

Supply Voltage 

Vcc 

-0.3 to 4.0 

Input Voltage 

Vin 

-0.5 to Vcc+4 

Maximum Operating Junction Temperature 

Tj 

110 

Minimum Operating Ambient Temperature 

Ta 

0 

Storage Temperature Range 

"^stg 

-55 to 150 


12.2 THERMAL CHARACTERISTICS 


Description 

Symbol 

Value 

Unit 

Thermal Resistance, Junction to Case—PGAi* 

^JC 

2.5 

°C/W 

Thermal Resistance, Junction to Case—Q^EP 

^JC 

2.0 

°a\N 


Ttite deviceieontains protective circuitry 
iiagajfistdamageduetohighstaticvoltages 
or:;$lectrfcal fields; however, it is advised 
...that:rtormal precautions betaken to avoid 
• application of any voltages higher that 
...maximum-rated voltages to this high- 
impedance circuit. Reliability of operation 
is enhanced if unused inputs aretiedto an 
appropriate logic voltage level (e.g., either 
GNDorVcc). 


12.3 POWER DISSIPATION 

I ~ '"i MC68EC060 MC68LC060 I MC68060 I „ . 

Conditions ----- Unit 

40 MHz 50 MHz 66 MHz 50 MHz 66 MHz 50 MHz 66 MHz 

= 3.465 V, Ta = 0°C 

, 3.1 3.5 4.5 3.5 4.5 3.9 4.9 W 

Normal Mode 

\/rr= 3.465 V, Ta = 0°c 

. 300 300 300 300 300 300 300 mW 

LPSTOP Mode, CLK Running 

3.465 V, Ta = 0°C 

^ .. 30 30 30 30 30 30 30 mW 

LPSTOP Mode, CLK Stopped Low 

NOTES: 

1. Power dissipation values are preliminary and will likely be replaced with lower values upon further testing. 

2. Power dissipation assumes no DC load. 

3. Power dissipation figures are not applicable to the debug pipe control mode. 


MOTOROLA 


M68060 USER’S MANUAL 


12-1 




Electrical and Thermal Characteristics 


12.4 DC ELECTRICAL SPECIFICATIONS (Vcc = 3.3 Vdc ± 5%) 


Characteristic 

Symbol 

Min 



Input High Voltage 

V|H 

2 

5.5 

V 

Input Low Voltage 

V|L 

GND 

0.8 

V 

Undershoot 

— 


0.8 

V 

Overshoot 

— 


0.8 

V 

Input Leakage Current 

CLK, TTi, BS, CDIB, IPEx, T^STT, SRODP, CLKEN, 

TBI, TUT, TCK, TEA, TA, TBA, BSFf, CCA, TrA?r 

I|L. I|H 

-50 



Hi-Z (Off-State) Leakage Current 

An, BB, CICOT, Dn, CCCK, CCCRE, TOO, 

TIP, BAB, BTT, BBx, TMx, TLNx, TS, TTx, UPAx 

ITSI 

-50 

20 

P-A 

Signal Low Input Current, V|l = 0.8 V 

tms,tdi,,TRBT 

l|L 

-1.1 

-0.18 

mA 

Signal High Input Current, Vm = 2.0 V 

TMS, TDI, TPBT 

l|H 

■ ^.94 

-0.16 

mA 

Output High Voltage, Iqh = 16 mA 

VOH 

2,4 

— 

V 

Output Low Voltage, Iql = 16 mA 

VOi 

" _ 

0.5 

V 

Capacitance*, Vj^ = 0 V, f = 1 MHz, CLK Only 


— 

20 


Capacitance*, Vjn = 0 V, f = 1 MHz, All Inputs Except CLK 

^in 

— 

20 

pF 


*Capacitance is periodically sampled and not 100% tested. 
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12.5 CLOCK INPUT SPECIFICATIONS (Vcc = 3.3 Vdc ± 5%) 



NOTES: 


1.40 MHz available only for the MC68EC060. 

2.Specification value at maximum frequency of operation. 



Figure 12-12. Clock Input Timing Diagram 
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12.6 OUTPUT AC TIMING SPECIFICATIONS (Vcc = 3.3 Vdc ± 5%) 



Characteristic 

40 MHz' 

50 MHz 

66 MHz 


Pad 

Starts 

at 5.5 V® 

Pad 
Starts 
at Vcc ^ 

Pad 

Starts 

at 5.5 V ® 

Pad 
Starts 
at Vcc^ 

Pad 

Starts 

at 5.5 V® 

Pad 
Starts 
at Vcc ^ 

[JQII 



1523 

[Q22I 

1523 

[203 



1523 

|7||| 

1523 


iiiaiiai 

1 

fl 

3 

17 

■ 

■ 



1 

B 

3 


B 


Bany 

■ 


3 

18 

■ 

15.4 

3 

13.5 

3 


. 3 



12 

BCLK or CLK to Output Invalid 
(Output Hold) 

3 

- 

3 

- 

■ 

- 

B 

- 

3 

- 

3 

B 

m 

■El 

BCLK to T5 Valid 

K1 

B 

B 

B 

B 

IQQ 

B 


B 

10.9 

B 

lEEl 


■a 

BCLK to TJP Valid 

Kl 

B 

B 

B 

B 

IQQ 

B 


B 

EEB 

3 

IQQ 

HQ 

■El 

BCLK to Data Out Valid 

B 

B 

B 

B 

B 

IQ3 

B 


B 

BB 

B 

BPW 


19 

BCLK to Data Out Invalid (Output 
Hold) 

3 

- 

B 

- 

B 

- 

m 

B 

B 

B 

B 

B 

IQ 

21 


— 

B 

B 


B 

B 

B 

B 

— 

B 

B 

10 

gg 

38 


B 


■ 

15.;, 

g 


B 

H 

B 

10 

■ 

10 

ns 

39 

CLK to BB, TIP 

High impedance 

— 

15 

— 

D 

B 

B 

— 

B 

— 

10 


10 

ns 

40® 

BCLK to BR, BB Valid (Signal Pre- 
driven) 

— 

— 

B 

m 

B 

— 

B 


B 

— 

B 


Q| 

40a® 

BCLK to Valid (signal from 
three-state) 

B 

m 

B 

g 

B 


B 


B 


3 



50® 

CLK to IPIND, PSTx, RBTO Valid 


m 

m 

B 


— 

3 

QQ 

— 


3 

QQ 

ns 

■ail 

BCLK to BA$ Valid 

B 


3 

B 

3 

IQQ 

B 

QQ 

B 

HQ 

B 

IQ] 

3QI 


BCLK to §A^ Invalid (Output Hold) 

m 

_ 

■ 

B 


B 


B 


B 


B 


HQI 

59 

BCLK to $AS High Impedance 


15 

— 

B 


B 

— 

B 


B 


B 

HQI 


BCLK to T5 Invalid (Output HoM 

3 

- 

B 

- 

B 

- 

B 

- 

B 


B 


B 

61 

BCLK to BTT Valid 

3 

19 

3 

18 

3 

15.4 

B 

igia 

B 

HQ 

B 

HQ 

hq 


BCLK to BTT Invalid (Outp'|t-Hold) 

B 

- 

B 

- 

3 

- 

B 


3 


B 


hq 

'lEII 

BCLK to BTT High Impedance 

— 

B 

— 

B 

— 

B 

— 

B 

— 

B 


B 

HQ 


NOTES; 

1.40 MHz available only for the MC68EC060. 

2. Output timing is measured at the pin. The specifications assume a capacitive load of 50 pF. However, a maximum 
load of 130 pF may be used at each pin. Characterization data shows that at 130 pF loads, output propagation delays 
are as follows: 40 MHz, Pad at Vqq, multiply by prop delay by 1.4; 40 MHz, Pad at 5.5, multiply prop delay by 1.6; 
50 MHz, Pad at Vcc. multiply prop delay by 1.4; 50 MHz, Pad at 5.5, multiply prop delay by 1.6; 66 MHz, Pad at Vcc. 
multiply prop delay by 1.3; 66 MHz, pad at 5.5, multiply prop delay by 1.4. Exceeding the 130-pF limit on any pin 
might affect long-term reliability and Motorola does not guarantee proper operation. 

3. When interfacing the processor to a system designed for 5-volt operation, the “Pad Starts at 5.5” column must be 

used when it is possible that the pin is at 5.5 volts when the processor begins to drive. Once a pin is driven by the 
processor and is not three-stated, the “Pad Starts at Vcc” column may be used. If the processor is In a system de¬ 
signed for 3.3-volt operation, use the “Pad Starts at Vcc” column always. This note not applicable to specs 11,11a, 
40, and 40a. Refer to note 5 for these specs. 

4. BCLK is not a pin signal name. It is a virt ual bus c lock derived from the combination of CLK and CLKEN. A BCLK 
rising edge coincides with a CLK in which CLKEN is asserted. A BCLK falling edge is insignificant. When a reference 
to BC LK is use d to describe output timing, it means that the specific output transitions only on rising CLK edges in 
which CLKEN is asserted. A timing reference to CLK means that the output may transition off the rising CLK edge, 
including those rising edges in which CLKEN is negated. 
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Electrical and Thermal Characteristics 


5. When the processor drives these signals from a three-stated condition, use spec 11 a or 40a. Use the “Pad Starts at 
Vcc” column or “Pad Starts at 5.5” column as applicable. Once these signals are driven, subsequent transitions are 
defined by spec 11 or 40. The “Pad Starts at 5.5” column is deleted from specs 11 and 40 since the processor drives 
up to the Vcc level only. BTf is never three-stated by the processor, and therefore, spec 40a does not apply for HR. 

6. )“Pad Starts at 5.5" does not apply since these signals are always driven. 
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12.7 INPUT AC TIMING SPECIFICATIONS (Vcc = 3.3 Vqc ± 5%) 


Num 

Characteristic 

I 40 MHz^ 

50 MHz 

66 MHz 

Unit 

Min 

Max 

Min 

Max 

Min. 

Max. 

15 

Data-In Valid to BCLK (Setup) 

3 

— 

2 

— 

1 

— 

ns 


BCLK to Data-In Invalid (Hold) 

2 

— 

2 

•— 

2 

— 

ns 

17 

BCLK to Data-In High Im 

(Read Followed by Write 

pedance 

m 


— 

7 

— 

B 

B 

22a 

TS, Valid to BCLK (Setup) 

12 

— 

10 

— 

7 

— 


mseism 

tea Valid to BCLK (Setup) 

12 

— 

10 

— 

7 


ns 

1 22c 

TCI Valid to BCLK (Setup) 

12 

— 

10 

— 

7 

— 

ns 


TBT Valid to BCLK (Setup) 

12 

— 

10 

— 

7 

— 


22e 

TRA Valid to BCLK (Setup) 

12 

— 

10 

— 

7 

— 

ns 

23 

BCLK to TA, tea. TcI, TBT, TRa Invalid 
(Hold) 

2 

-- 


— 

2 

— 


24 

OTEU Valid to BCLK (Setup) 

12 

— 

10 

— 


— 

ns 

25 

BCLK to AVEC Invalid (Hold) 

2 

— 

2 

— 

■SB 

— 

ns 

41a 

BB Valid to BCLK (Setup) 


— 

10 


wmm 

— 

HOI 

BDS 

BG Valid to BCLK (Setup) 

12 

— 

10 



— 

HSH 

KISI 

BDIB, MDIB Valid to BCLK (Setup) 

12 

— 

10 

HOH 

mam 

— 

ns 

KIEI 

TPI^ Valid to CLK (Setup) 

3 

— 

2'f§i 

— 

1 

— 

ns 

41 e 

BTT Valid to BCLK (Setup) 

12 

— 

:?iC.10 '% 


7 

— 

miQsi 

41f 

BBR Valid to BCLK (Setup) 

12 

— 

10 

r' _ 

7 

— 

ns 

42a 

BCLK to HB Invalid (Hold) 

2 



— 

2 

— 

ns 

WSSM 

BCLK to B5 Invalid (Hold) 

2 

— 

F2 

— 


— 

ns 

MSM 

BCLK to BDIB, 0B15 Invalid (Hold) 

2 

— 

■■ 2 

— 


— 



CLK to IPDT Invalid (Hold) 

2 

Jl' 

2 

~ 

2 

— 



BCLK to BTT Invalid (Hold) 

2 


2 

— 

2 

— 


42f 

BCLK to BGR Invalid (Hold) 


— 

2 

— 

2 

— 

HI9li 

44a 

Address Valid to BCLK (Setup) 

3 

— 

2 

— 

1 

— 


44c 

TT1 Valid to BCLK (Setup) 

'l2 

— 

10 

— 

7 

. 

ns 


SNCOP Valid to BCLK (Setup) 

12 

— 

10 

— 

7 


ns 


BCLK to Address Invalid (Hoidj 

2 

— 

2 

— 

2 

— 



BCLK to TT1 Invalid (Hold) 

2 

— 

2 

— 

2 

— 


45e 

BCLK to SNOOP lnva& (hfeld) ' 

2 

— 

2 

— 

2 

— 


■a 

T5 Valid to BCLK (Setup) 

12 

— 

10 

— 

7 

— 

ns 

mm 


2 

— 

2 

— 

2 

— 

ns 

49 

BCLK to BB in High Impedance 
(MC68060 Assumes Bus Mastership) 

— 

3 

— 

3 

— 

3 

ns 

mm 

RBTT Valid to BCLK 

3 

— 

2 

— 

1 

— 

ns 

Bi 

BCLK to BBTT Invalid (hold) 

2 

■— 

2 

— 

2 

— 

ns 


Mode Select Setup to BCLK (RSTI Asserted) 

12 

— 

10 

— 

7 


IBSii 


BCLK to Mode Selects Invalid (RSTI Assert¬ 
ed) 

2 

— 


— 


— 


64 

CLA Valid to BCLK (Setup) 

12 

— 

10 


7 

— 

BDBI 

65 

BCLK to UCA Invalid (Hold) 

2 

— 

2 

— 

2 

— 

ns 1 


NOTES; 

1. BCLK is not a pin signal name. It is a virt ual bus c lock derived from the combination of CLK and CLKEN. A BCLK 
rising edge coincides with a CLK in which CLKEN is asserted. A BCLK falling edge is insignificant. When a reference 
to BC LK is use d to describe input timing, it means that the specific input is recognized only on rising CLK edges in 
which CLKEN is asserted. A ti ming refe rence to CLK means that the input is recognized at any rising CLK edge, 
including those edges in which ClkEN is negated. 

2. 40 MHz available only for the MC68EC060. 
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Electrical and Thermal Characteristics 


DRIVE 
TO 2.4 V 



NOTES: 

1. This output timing is applicable to all parameters specified rel|8iiir!^49. th0^^^ edge of the clock. 

2. This input timing is applicable to all parameters specifiec|itelat%::tiii'''t^^ rising edge of the clock. 


LEGEND: 

A. Maximum output delay specification. 

B. Minimum output hold time. 

C. Minimum input setup time specification. 




D. Minimum Input hold time specification,^ 




Figure 12-13. Drive Level! iind lies! Points for AC Specifications 
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CLK 


BCLK 


mm 




Dl5-D0in 

IPH-IPCo 


1 


j I 


I 


.(§) 




t 


r 




MOt3€ selects REGISTERED 
OMPR^IOUSBCLK EDGE 


Figure 12-14. R^set Configuration Timing 
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CLK 

BCLK 

OTER 

ADDRESS & 
ATTRIBUTES 

TIP 

BS(OUT) 

D31-D0 (OUT) 
(WRITE) 




\ 


jj~ 

( 12 )-^ |<- 




(42b)- 


I 


1 


^ -< 3 ) 

k-(60) 


( 12 )- 


4/“ 

—►! < — 




( 12 )-►; 






-(41b) 


\ 


m —^ 


-(39) 


(42b)-►: 


J V 


<-(13) 




<-( 40 ^ 


■(41b) 




t 


-(60 


t 


(SEE NOTE 1) 


NOTES: 

1. For illustrative purposes, a bus mastership hand-over is shown after a locked bus cycle sequence 
which adds one extra clock period between the bus mastership hand-over that would not 

occur for a bus mastership hand-over after a non-locked bus cycle. 

2. Address and attributes refer to the following signals: _ 

A31-A0, SIZ1, SIZO, R/W, TTl, TTO, TM2-TM0, TLN1, TLNO, UPA1, UPAO, ‘CIODT, BS3-B^ 

Figure 12-16. Bus Arbitration Timing 
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ADDRESS & 
ATTRIBUTES 




D31-D0 (OUT) 
(WRITE) 


BTT(OUT) 






■ 

i i 


1 


_i 


(D 






(SEE NOTE 1) 

NOTES: 

1. For illustrative purposes, a bus mastership hand-over is shown after a locked bus cycle sequence 
which adds one extra clock period between the bus mastership hand-over that would not 
occur for a bus mastership hand-over after a non-locked bus cycle. 

Asl-A^Szf SI2 o!r^^ TLNO, UPA1, UPAO.'CIDDT, 


MOTOROLA 


Figure 12-17. Bus Arbitration Timing (Continued) 

M68060 USER’S MANUAL 







Electrical and Thermal Characteristics 


12-12 


CLK 


BCLK 


Tim 


ADDRESS & 
ATTRIBUTES 


T5 


W 


A3-A2 


TIK 




NOTE: Address and attribute&f^r tQi^lm4oSowing signals: A31-A0, SIZ1, SIZO, R/W, TT1, TTO, TM2-TM0, TLN1, TLNO, UPA1, UPAO 


figure 12-18. CLA Timing 
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SECTION 13 

ORDERING INFORMATION AND MECHANICAL DATA 


This section contains the ordering information, pin assignments, and package dimensions 
of the MC68060, MC68LC060, and MC68EC060. 


13.1 ORDERING INFORMATION 

The foilowing tabie provides ordering information pertaining to the MC68060, MC68LC060, 
and MC68EC060 package types, frequencies, temperatures, and Motorola order numbers. 


Package Type 

Frequency 

Maximum Junction 
Temperature 

Minimum Ambient 
Temperature 

Order Number 

PGA—RC Suffix 

50 MHz 

IIO'^C 

o°c 

MC68060RC50 

PGA—RC Suffix 


110°C 

o°c 

MC68060RC66 

PGA—RC Suffix 


110°C 

o°c 

MC68LC060RC50 

PGA—RC Suffix 


110°C 

o°c 

MC68LC060RC66 

PGA—RC Suffix 

40 MHz 

110°C 

o°c 

MC68EC060RC40 

PGA—RC Suffix 

50 MHz 

110°C 

o°c 

MC68EC060RC50 

PGA—RC Suffix 

66 MHz 

IIO^^C 

o°c 

MC68EC060RC66 

208-Pin QFP—FE Suffix 


110°C 

o°c 

MC68060FE50 

208-Pin QFP—FE Suffix 

66 MHz 

110°C 

o°c 

MC68060FE66 

208-Pin QFP—FE Suffix 

50 MHz . 

110°C 

o°c 

MC68LC060FE50 

208-Pin QFP—FE Suffix 

66 MHz 

110°C 

o°c 

MC68LC060FE66 

208-Pin QFP—FE Suffix 

40 MHz 

110°C 

o°c 

MC68EC060FE40 

208-Pin QFP—FE Suffix 

50 MHz 

110°C 

o^c 

MC68EC060FE50 

1 

208-Pin QFP—FE Suffix 

66 MHz 

110°C 

o°c 

MC68EC060FE66 


13.2 PIN ASSIGNMENTS 

The following are the pin assignments for the MC68060, MC68LC060, and MC68EC060 
package types. 
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13.2.1 MC68060, MC68LC060, and MC68EC060 Pin Grid Array (RC Suffix) 


T 


O 

O 

o 

c 


O 

o 

O 

o 

o 


O 


0 

o 

O 

o 

O 



TOO 

TRST 

JTAG 

GDIS 

IPL2 

IPL1 

IPLO 

TCI 

AVEC 


BG 

TA 

PSTO 

PST3 

BB 

BR 

S 

O 

o 

o 

o 

c 


o 

o 

o 

0 0 

o 


o 


o 

o 

0 

o 

o 


IPEND EVSS 

TDI 

TCK 

TMS 

MDIS 

RSTI 

IVDD IVSS IVSS 

TBI 


TEA 

PST1 

EVSS 

EVDD EVSS 

LOCK 

R 

O 

o 

o 

o 

C 


o 


o 

o 

o 

O 

0 


o 

o 

o 

o 

0 


CIOUT EVDD 

RSTO 

IVSS 

IVDD 

IVSS 


IVDD 

CLK 

IVSS 

IVDD 

IVSS 

PST2 

TIP 

TS 

EVDD LOCKE 

Q 

o 

o 

0 

0 

o 

o 

o 

o 

o o 

o 

o 

o 


o 

o 


o 

o 


UPA1 

EVSS 

UPAO 

BSO 

BS1 

BS2 

BS3 

CLKEN EVSS EVDD 

BGR 

TRA 

PST4 

SAS 

BIT 


EVSS 

TLNO 

P 

o 

o 

O 

o 












0 

0 

o 

o 


A10 

ni 

no 

EVDD 












SNOOP 

SIZ1 

SIZO 

TLN1 

N 

O 

o 

0 













o 

o 

0 

0 


A12 

EVSS 

All 













EVDD 

mi 

EVSS 

TMO 

M 

O 

0 

0 













o 

o 

o 

o 


A13 

EVDD 

IVDD 












THERM1 

IVSS 

EVDD 

TM1 

L 

O 

o 

O 

o 












o 

o 

0 

0 


A14 

EVSS 

IVSS 

EVDD 











THERMO 

IVDD EVSS 

AO 










223 PIN LOCATlONS-206 USED 








K 

O 

o 

o 






18x18 CAVITY DOWN PGA 





o 

o 

o 

O 


A15 

A16 

IVSS 







122 SIGNAL PINS 





CLA 

IVSS 

TM2 

A1 

J 

O 

o 

o 

o 






50 EVDD/EVSS 






o 

o 

o 

o 


A17 

A19 

IVDD 

EVDD 






34IVDD/IVSS 






EVDD 

IVDD 

A2 

A3 

H 

O 

O 

o 

o 






17 NO CONNECT 





o 

0 

O 

O 


A18 

EVSS 

IVDD 

IVSS 












IVSS 

IVDD 

EVSS 

A4 

G 

O 

o 

o 

o 












o 

0 

o 

O 


A20 

EVDD 

A23 

EVDD 












EVDD 

A6 

EVDD 

A5 

F 

o 

o 

O 

o 












o 

o 

o 

o 


A21 

EVSS 

A25 

EVSS 












IVSS 

A9 

EVSS 

A7 

E 

O 

o 

O 

o 












o 

o 

o 

o 


A22 

A26 

A28 

EVDD 










J 


IVDD 

D29 

D30 

A8 

D 

o 

O 

O 






O 

O 


o 




o 

o 

o 

o 


A24 

EVSS 

A30 






EVDD 

EVDD 


EVDD 




EVDD 

D27 

EVSS 

D31 

c 

o 

o 

o 

o 

o 


o 

o 

o 

o o 

o 

o 

o 


o 

o 

o 

o 

o 


A27 

EVDD 

DO 

D2 

IVDD 

IVSS 

IVSS 

IVDD 

IVSS IVDD 

IVSS 

IVDD 

IVSS 

IVDD 

D23 

D25 

EVDD 

D28 

B 

o 

o 

0 

o 

o 


o 

o 

o 

o o 

o 

o 

o 


o 

0 

o 

o 

o 


A29 

EVSS 

D1 

EVSS 

EVDD EVSS 

D8 

EVSS 

EVDD EVSS 

D16 

D18 

EVSS 

EVDD 

EVSS 

D22 

EVSS 

D26 

A 

0 

o 

o 

o 

o 


o 

O 

o 

o o 

o 

O 

o 


0 

o 

O 

o 

O 


A31 

D3 

D4 

D5 

D6 

D7 

D9 

DIO 

D11 D12 

D13 

D14 

D15 

D17 

D19 

D20 

D21 

D24 


1 

2 

3 

4 

5 


6 

7 

8 

9 10 

11 

12 

13 

14 

15 

16 

17 

18 


Pin Groups 

GND (VSS) 

VCC (VDD) 

Internal Logic 

C6, C7, C9, C11, CIS, F15, H4, H15,K3, 
K16, L3, Ml 6, R4, R6. R11, R13, S9, S10 

C5, C8, CIO, Cl2, Cl4, El5, H3, Hi6, J3, 
J16, L16, M3, R5, R8, R12, S8 

Output Drivers 

B2, B4, B6, B8, BIO, B13, B15, B17, D2, 

D17, F2, F4, FI7, H2. Hi 7, L2, L17, N2, NI7, 
Q2, Q9, Q17, S2, SI 5, S17 

B5, B9, B14, C2, C17, D8, DIO, D12, D15, 
E4, G2, G4, G15, G17, J4, Jl 5, L4, M2, Ml7, 
N15, P4, Q10, R2, R17, SI 6 
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2, 17, 24,26, 27, 31,46, 53, 64, 79, 90,106, 1,18, 32, 54, 63, 78, 89,105, 114, 127,141, 
113, 128, 142, 155, 169, 183, 197, 199 156, 170, 184, 198 

‘ 4,10, 42, 49, 58, 67,73, 84, 87,95,100,109, 6,12,40, 50, 60, 69,75, 82, 92, 97,102,111, 
117,122, 131,136,145,150,161,166, 175, 119, 124,133,138,147,152, 159,164, 173, 
180, 189, 194, 204 178, 187, 192, 202 
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13.3 MECHANICAL DATA 

Figure 13-1 illustrates the MC68060, MC68LC060 and MC68EC060 PGA package dimen¬ 
sions. Figure 13-2 illustrates the MC68060, MC68LC060, and MC68EC060 CQFP package 
dimensions. Due to space limitation, Figure 13-2 is represented by a general (smaller) pack¬ 
age outline rather than showing all 208 leads. 
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CASE NUMBER: 993A-01 
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D 206 PLACES 



0.020 (.51) # 

T 


0.008 (.20) ® 

T 


DIM 

MILLIMETERS 

INCHES 

MIN 

MAX 

MIN 

MAX 

A 

46.74 

47.75 

1.840 

1.880 

B 

46.74 

47.75 

1.840 

1.880 

C 

2.79 

3.05 

0.110 

0.140 

D 

0.41 

0.51 

0.016 

0.020 

G 

2.54 BSC 

0.100 

BSC 

K 

3.81 

4.32 

0.150 i 

i oTto 


NOTES: 

1. DIMENSIONS AND TOLERANCING PER 
ANSI Y14.5M 1982. 

2. CONTROLLING DIMENSION: INCH 


Figure 13-1. PGA Package Dimensions (RC Suffix) 
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MC68060 CQFP 
CASE NUMBER: 994-01 


4x52 TIPS 





MILLI^ 

lETERS 

INCHES 

DIM 

MIN 

MAX 

MIN 

MAX 

A 

26.86 

27.75 

1.057 

.1.093 

B 

26.86 

27.75 

1.057 

.1.093 

C 

— 

4.15 

— 

0.163 

D 

0.18 

0.27 

0.007 

0.011 

E 

3.00 

3.70 

0.118 

0.146 

F 

0.17 

0.23 

0.007 

0.009 


.0.50 

BSC 

0.020 BSC 
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0.25 

— 

0.010 

_ 
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0.13 
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0.005 
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K 
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0.55 

0.018 
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15.30 BSC 
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0.25 BSC 

0.010 BSC 
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r 1 7" 

1 7. 

R 

0.15 REF 

0.006 REF 

S 

30.60 BSC 

1.205 BSC 

U 

15.30 BSC 

0.602 BSC 

V 

30.60 BSC 

1.205 BSC 

AB 

0.95 REF 

0.037 REF 

AA 

1.80 REF 

0.071 REF 

Y 

15.30 BSC 

0.602 BSC 

Z 

0.12 

0.13 

0.005 

0.005 

61 

r 

7“ 

r 

7“ 


NOTES: 

1. DIMENSIONING AND TOLERANCING PER ANSI Y14.5M, 1982. 

2. CONTROLLING DIMENSION: MILLIMETER. INCHES ARE IN"( )". 

3. DATUM PLANE -H- IS LOCATED AT BOTTOM OF LEAD AND IS 
COINCIDENT WITH THE LEAD WHERE THE LEAD EXITS THE 
PLASTIC BODY AT THE BOTTOM OF THE PARTING LINE. 

4. DATUMS -A, -B-, AND -D- TO BE DETERMINED AT DATUM PLANE-H-. 

5. DIMENSIONS S AND V TO BE DETERMINED AT SEATING PLANE -C-. 

6. DIMENSIONS A AND B DEFINE MAXIMUM CERAMIC BODY DIMENSIONS 
INCLUDING GLASS PROTRUSION AND MISMATCH OF CERAMIC BODY 
TOP AND BOTTOM. 


Figure 13-2. QFP Package Dimensions (FE Suffix) 
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APPENDIX A 
MC68LC060 


The MC68LC060 is a derivative of the MC68060. The MC68LC060 has the same execution 
unit and MMU as the MC68060, but has no FPU. The MC68LC060 is 100% pin compatible 
with the MC68060. Disregard ali information concerning the FPU when reading this manual. 
The following difference exists between the MC68LC060 and the MC68060: 

• The MC68LC060 does not contain an FPU. When floating-point instructions are en¬ 
countered, a floating-point disabied exception is taken. 

• Bits 31-16 of the processor configuration register contain 0000010000110001, identi¬ 
fying the device as an MC68LC/EC060. 
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APPENDIX B 
MC68EC060 


The MC68EC060 is a derivative of the MC68060. The MC68EC060 has the same execution 
unit as the MC68060, but has no FPU or paged MMU, which embedded control applications 
generally do not require. Disregard information concerning the FPU and MMU when reading 
this manual. The MC68EC060 is pin compatible with the MC68060. The following differenc¬ 
es exist between the MC68EC060 and the MC68060; 

• The MC68EC060 does not contain an FPU. When floating-point instructions are en¬ 
countered, a floating-point disabled exception is taken. 

• Bits 31-16 of the processor configuration register contain 0000010000110001, identi¬ 
fying the device as an MC68LC/EC060. 

• The MDIS pin name has been changed to the JSO pin and is included for boundary scan 
purposes only. 

B.1 ADDRESS TRANSLATION DIFFERENCES 

Although the MC68EC060 has no paged MMU, the four TTRs (ITTO, ITT 1, DTTO, and DTT1) 
and the default transparent translation (defined by certain bits in the TCR) operate normally 
and can still be used to assign cache modes and supervisor and write protection for given 
address ranges. All addresses can be mapped by the four TTRs and the default transparent 
translation. 

B.2 INSTRUCTION DIFFERENCES 

The PFLUSH and PLPA instructions, the SRP and URP registers, and the E- and P-bits of 
the TCR are not supported by the MC68EC060 and must not be used. Use of these instruc¬ 
tions and registers in the MC68EC060 exhibits poor programming practice since no useful 
results can be achieved. Any functional anomalies that may result from their use will require 
system software modification (to remove offending instructions) to achieve proper operation. 

The PLPA instruction operates normally except that when an address misses in the four 
TTRs, instead of performing a table search operation, the access cache mode and write pro¬ 
tection properties are defined by the default transparent translation bits in the TCR. The 
address register contents are never changed since all addresses are always transparently 
translated. The PLPA instruction can only generate an access error exception only on super¬ 
visor or write protection violation cases. The PFLUSH instruction operates as a virtual NOP 
instruction. 

When the MOVEC instruction is used to access the SRP and URP registers and the E- and 
P-bits in the TCR, no exceptions are reported. However, those bits are undefined for the 
MC68EC060 and must not be used. 
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APPENDIX C 

MC68060 SOFTWARE PACKAGE 


The purpose of the M68060 software package (M68060SP) is to supply, for a target operat¬ 
ing system, system exception handlers and user library software that provide: 

• Software emulation for integer instructions not implemented in MC68060 hardware via 
the new unimplemented integer instruction exception. 

• System V ABI-compliant library subroutines to help avoid using unimplemented integer 
instructions. 

• IEEE floating-point support for the on-chip floating-point unit (FPU) as well as software 
emulation of floating-point instructions, data types, and addressing modes not imple¬ 
mented in MC68060 hardware. 

• System V ABI-compliant library subroutines to help avoid using unimplemented float¬ 
ing-point instructions. 

The design goals in implementing the M68060SP are as follows: 

• Position-independent code 

• Re-entrant code 

• Object code size of less than 64 Kbytes for the complete kernel release 

• No assembly-code-to-assembly-code conversion software required 

• Minimum assembly code compilation required for system integration 

• One-time port; future upgrades done by software patch instead of recompilation 

• Easily downloadable from a bulletin board 

The M68060SP is divided into five separate modules. This partitioning provides system in¬ 
tegrators flexibility in choosing portions of the M68060SP that are applicable to their system. 
For instance, a system using the MC68EC060 or MC68LC060 has no use for the floating¬ 
point related modules. The following modules are provided: 

1. Unimplemented integer instruction exception handler 

2. Unimplemented integer instruction library 

3. Full floating-point kernel exception handlers 

4. Partial floating-point kernel exception handlers 

5. Floating-point library 
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Each module has pre-defined addresses used by the target operating system as entry points 
into the M68060SP routines. These pre-defined addresses will remain unchanged to ensure 
that future releases of the M68060SP do not require recompilation. 

The three kernel modules require some system-dependent subroutines to be supplied by 
the target system. These modules also contain a call-out dispatch table. Each entry in the 
call-out dispatch table represents an external function needed by that module. The call-out 
dispatch table must be filled by the system integrator with the relative address (relative to 
the top of the module) of the desired external function. This module-relative addressing 
ensures full position independence. 

C.1 MODULE FORMAT 

Each module consists of the following parts: 

1. Call-out Dispatch Table 

2. Entry-point Dispatch Section 

3. Code section 

The call-out dispatch table is used by the module to reference external functions. The unim¬ 
plemented integer and floating-point library modules do not require call-out dispatch tables. 
For the other three modules, the call-out dispatch table contains a maximum of 32 call-out 
entries. Each entry is 4 bytes long; hence, the call-out dispatch table size is 128 bytes. This 
table must be supplied by the system integrator. Each entry must contain the relative 
addresses of external functions, relative to the top of the call-out table. 

For example, if the call-out dispatch table defines the first location to be the _mem_read 
entry and the third entry defines the _mem_write entry, the table appears as shown in Figure 
C-1. 


xref _mem_read, _mem_write 

xdef —top 

top: 

dc.1 _mem_read - _top 
dc . 1 _inem_write - _top 


dc.l $00000000 

* End of Call-out Dispatch Table. The module (pseudo-assembly module) must 

* immediately follow: 

Figure C-1. Cail-Out Dispatch Tabie Exampie 

The MC68060SP release has an example call-out dispatch table for each module. Since the 
call-out dispatch table Is system dependent, it Is placed in a file separate from the next two 
sections of the module. Care must be taken when porting the MC68060SP to ensure that 
each module is kept intact. 
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The next two sections of the module do not require system customizing. To provide these 
sections in a “black box”, they are packaged in “pseudo-assembly” files. The main advan¬ 
tage of this method of packaging is that changing the syntax of this pseudo-assembly file 
can be done by any word processor with global search and replace capability. Also, when it 
is time to update the MC68060SP, only these pseudo-assembly files need to be replaced, 
the system customized code does not need modification. 

Figure C-2 shows an example pseudo-assembly file. 

dc.l $60ff0000,$20920000,$60ff0000,$lE5cOOOO 
dc.1 $60ff0000,$0d040000,$60ff0000,$0eb80000 
dc.l $60ff0000,$24300000,$60ff0000,$22ca0000 


dc.l $00000000,$00000000,$00000000,$00000000 

Figure C-2. Example Pseudo-Assembly File 

The Entry-point Dispatch Section must immediately follow the call-out dispatch table (kernel 
modules only). The function entry points are implemented as address offsets from the top 
of the module. Each function entry point is eight bytes in width. Each entry point contains an 
unconditional branch to another location within the code section. This feature ensures that 
future releases of the module would not necessitate a recompile of the system-customized 
software envelope. 

For example, consider the case of the M68060SP floating-point kernel module. This module 
has a 128-byte call-out dispatch table. Assuming that a symbol _060FPSP_TOP points to 
the top of the module, and a jump to the third function of the module is needed, the system 
call is as such; 


bra _060FPSP_TOP+128+(2*8) 

To gain additional performance, it is possible to avoid the double-branch penalty through the 
Entry-point Dispatch Section by determining the branch target of each entry point into the 
associated code section function addresses. However, this may make it more difficult to 
upgrade to future releases without recompiling software envelopes that call into the 
M68060SP. 

The code section contains the actual M68060SP software. If the code section requires a call 
to an external function, it calculates the address of the external function given the informa¬ 
tion contained in the appropriate call-out entry. The code section is normally entered via a 
branch instruction from the entry-point dispatch section. 

Figure C-3 provides a visual example of the module interface. The symbol names outside 
the boxes represent global symbol names defined by the system integrator. Internal sym¬ 
bols used by the M68060SP source code are represented as labels inside the boxes. Note 
that the call-out code example contains approximate code and is shown to emphasize that 
module-relative address needs to be filled into the call-out dispatch table. 
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MODULE 



Table C-1 shows the code size of each module. 


Table C-1. Cali-Out Dispatch Table and Module Size 


Module Name 

Cali-Out Dispatch 

Entry-Point + Code 

Total Module 

Table Size 

Section Size 

Size 

Unimplemented Integer 

128 bytes 

8K-128 bytes 

8K bytes 

Unimplemented Integer Instruction Library 

0 bytes 

4K bytes 

4K bytes 

Full Floating-Point Kernel 

128 bytes 

56K-128 bytes 

56K bytes 

Floating-Point Library 

0 bytes 

34K bytes 

34K bytes 

Partial Floating-Point Kernel 

128 bytes 

35K-128 bytes 

35K bytes 


C.2 UNiMPLEMENTED INTEGER INSTRUCTIONS 

The MC68060 left some low-use integer instructions unimplemented to streamline internal 
operations. This results in overall system performance improvement at the expense of soft¬ 
ware emulation of the unimplemented integer instructions. The M68060SP provides user 
object-code compatibility by providing the code needed to emulate these instructions via the 
unimplemented integer instruction exception. The M68060SP also provides a software 
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library that can be used to avoid these unimplemented instructions for new programs that 
can be recompiled. 

The unimplemented integer instructions include 64-bit divide and multiply, move peripheral 
data, CMP2, CHK2, and CAS2. In addition, CAS used with a misaligned effective address 
is also unimplemented. Refer to the M68000 Family Programmer’s Reference Manual 
(M68000PM/AD) for details on the operation of these instructions. The unimplemented 


integer instructions 

are: 


DIVU.L 

<ea>,Dr:Dq 

64/32 => 32r,32q 

DIVS.L 

<ea>,Dr:Dq 

64/32 => 32r,32q 

MULU.L 

<ea>,Dr:Dq 

32*32 => 64 

MULS.L 

<ea>,Dr:Dq 

32*32 => 64 

MOVEP 

Dx,(d16,Ay) 

size = W or L 

MOVEP 

(d16,Ay),Dx 

size = W or L 

CHK2 

<ea>,Rn 

size = B, W, or L 

CMP2 

<ea>,Rn 

size = B, W, or L 

CAS2 

Dc1:Dc2,Du1:Du2,(Rn1):(Rn2) 

size = W or L 

CAS 

Dc,Du,<ea> 

size = W or L, misaiigned <ea> 


C.2.1 Integer Emulation Results 

Numerical and condition code results produced by the MC68060ISP (see C.2.2 Module 1: 
Unimplemented Integer Instruction Exception (MC68060ISP)) are equivalent to those in 
previous M68000 family processors. In addition, as with the MC68060 hardware, if any con¬ 
dition code bits are stated as undefined for the exceptional instruction, then they remain 
unchanged from the previous instruction. 

C.2.2 Module 1: Unimplemented Integer Instruction Exception 
(MC68060ISP) 

When the MC68060 encounters an unimplemented integer instruction, the MC68060 ini¬ 
tiates exception processing at vector number 61. A type $0, four-word stack frame is cre¬ 
ated. The stack frame’s stacked program counter (PC) points to the unimplemented integer 
instruction. 

The M68060SP determines the instruction that caused the exception and emulates the 
instruction using implemented integer instructions. This emulation includes the proper con¬ 
dition code effects as produced by the instruction if it had been implemented in hardware. 
No floating-point instructions are used within this module (to ensure that this module can be 
used for the MC68LC060 and MC68EC060). 

When emulating the unimplemented integer instructions, there are conditions that require 
the I\/I68060SP to emulate an exception. The M68060SP emulates an exception by cleaning 
up the stack to the conditions prior to executing the exception handler, converting the origi¬ 
nal stack frame to the appropriate stack frame, and then branching to those system-supplied 
exception handlers. 


MOTOROLA 


M68060 USER’S MANUAL 


C-5 



MC68060 Software Package 


C.2.2.1 UNIMPLEMENTED INTEGER INSTRUCTION EXCEPTION MODULE ENTRY 
POINTS. The Jsp_unimp function is implemented such that the unimplemented integer 
instruction exception vector table entry typically points directly to Jsp_unimp. If the system 
software chooses to perform operations prior to entering the Jsp_unimp function, it may do 
so as long as the system stack points to the exception stack frame at the time of entry. 

C.2.2.2 UNIMPLEMENTED INTEGER INSTRUCTION EXCEPTION MODULE CALL¬ 
OUTS. The call-outs _reaLtrace, _reaLchk, _reaLdivbyzero, and _reaLaccess are defined 
to provide the system integrator a choice of either having the module point directly to the 
actual trace, chk, divide-by-zero, and access error handler, or to an alternate routine that 
would fetch the address of the exception handler from the vector table prior to jumping to 
the actual handlers. The direct implementation is idea! for systems that do not anticipate any 
changes to the vector table and performance is more critical. The indirect approach of con¬ 
sulting the vector table is more accurate in that if the instruction were implemented, the 
actual handler’s address is fetched from the appropriate vector table entry before branching 
there. 

Other call-outs which are common to the floating-point kernel module are discussed in C.4 
Operating System Dependencies. These call-outs include the discussion of the 
_reaLaccess and other operating-system-dependent functions. 

The _isp_done call-out is provided as a means for the system to do any clean-up, if any is 
necessary, before executing the RTE instruction to return to normal instruction execution. 
The unimplemented integer instruction exception handler will either branch to this call-out or 
create an appropriate exception frame and branch to the call-outs _reaLtrace, _reaLchk, 
_reaLdivbyzero, or _reaLaccess routines as outlined previously. 

C.2.2.3 CAS MISALIGNED ADDRESS AND CAS2 EMULATION-RELATED CALL-OUTS 
AND ENTRY POINTS. The CAS instruction with misaligned address and CAS2 emulation 
is the most system dependent of all MC68060ISP code. The emulation code may require 
interaction with a system’s interrupt, paging and access error recovery mecha nisms. The 
emulatio n algorithm uses the MOVEC of the BUSCR register to assert the LOCK and 
LOCKE signals during emulation. The following is a description of the main steps in the em¬ 
ulation process: 

1. Decode instruction and fetch all data from registers as necessary. In addition, if any of 
the operand pages are non-resident, then they must be paged in and not be allowed 
to be paged out or marked invalid for any reason until the emulation process ends. For 
each operand address, the MC68060ISP calls _reaLlock_page() which must be pro¬ 
vided by the host operating system to “lock” the pages. This routine should also check 
to see if the address passed is valid and writable. If not, then an error result should be 
returned to the MC68060ISP. 

2. The MC680601SP then calls the “core” emulation code for either “cas” or “cas2”. The 
MC680601SP references the “core” routines by calling either the _reaLcas() or 
_reaLcas2() call-outs. If the emulation code provided is sufficient for a given system, 
then the system integrator can make these call-outs immediately re-enter the package 
by calling either _isp_cas() or Jsp_cas2() entry points.These entry points will perform 
the required emulation. If the “core” routines provided need to be replaced by a more 
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system-specific solution, then the new user-generated emulation code should supply 
the routines via the _reaLcas()/_real_cas2() call-outs, and should then re-enter the 
MCesoeOISP through the entry point Jsp_cas_finish() orJsp_cas2_finish() when 
complete. 

3. After emulation is completed, the pages which may have been “locked” from being 
paged out earlier must now be “unlocked”. To accomplish this, the MC68060ISP exe¬ 
cutes a _real_unlock_page() call-out for each operand. 

For most systems, the entry-points _isp_casO and Jsp_cas2() routines should provide suf¬ 
ficient emulation results. However, it is up to the system integrator to judge whether or not 
these routines are sufficient, or that a more system-specific solution is needed. The following 
is a description of some aspects of the _isp_cas() and _isp_cas2() emulation code. 

1. Interrupt levels 0-6 are immediately masked. If the appropriate pages have been 
paged in and have been checked for write permission in _real_lock_page(), then only 
physical bus errors can occur within this code sequence. The routine restores the pre¬ 
vious interrupt mask level upon completion of the algorithm. (Note: if a system, by de¬ 
sign, allows level 7 interrupts to occur while emulating the CAS or CAS2 instructions, 
then the operand data corruption may occur. Exte rnal ha rdware may be added to the 
system to physically mask all interrupts whenever LOCK is asserted.) 

2. The operand ATC is loaded for each operand using the PLPAW instruction. In addi¬ 
tion, any fresh cache entries corresponding to the operands are pushed from the 
cache using CPUSHL instruction. Note: the MC68040 processor initiated the pushes, 
if necessary, within the locked bus region. MC68060 hardware, however, pushes the 
cache lines, if necessary, outside of the locked bus region for TAS and aligned CAS 
instructions. The MC68060ISP emulates the MC68060 processor approach. 

3. The main algorithm steps are pre-fetched into the instruction cache if the cache is en¬ 
abled. The algorithm attempts to allow only operand data bus accesses during the 
locked bus instruction sequence. This strategy reduces the number of cycles that the 
LOCK signal will be asserted. 

4. Before performing the read(s)/write(s), the bus LOCK signal is asserted by the emula- 
tion co de by using the MOVEC of the BU SCR register. All reads and writes when 
LOCK is asserted will be precise. LOCK will not actually appear on the bus until the 
first bus read cycle. 

5. The LOCKE signal will be asserted for the final operand write of the emulation se¬ 
quence. 

6. The actual read(s)/write(s) are performed using the MOVES instruction for both user 
and supervisor accesses. The system DFC is set to the appropriate mode before ex¬ 
ecuting MOVES and PLPAW instructions. 
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Assuming that the system integrator elects to use the Jsp_cas() and Jsp_cas2() entry 
points for instruction emulation, three routines are made avai lable to the access error excep¬ 
tion handler to provide more options when a bus error (TEA) is encountered when in these 
critical routines: 

1 • _isp_cas_inrange(): Accepts an instruction address as an input argument and returns 
a failing or passing value corresponding to whether the address is within the 
_isp_cas() orJsp_cas2() code region. This function can be used within a system’s ac¬ 
cess error handler to determine if a PLPA or MOVES instruction has incurred a bus 
error (TEA asserted) within the Jsp_cas() or Jsp_cas2() code region. 

2. _isp_ cas_r estart(): If an access error handler encounters a recoverable physical bus 
error (TEA asserted) and the _isp_casjnrange() routine returns an “in-range” value, 
then the operand read/write sequence will be restarted throug h this e ntry point. Note 
that by design of the MC68060, any exception occurring while LOCK is asserted au¬ 
tomatically negates it. 

3. _isp_cas_ter minate (): If an access error handler encounters a non-recoverable phys¬ 
ical bus error (TEA asserted) and the_isp_casjnrange() routine returns an “in-range” 
value, it can re-enter the package through this entry point. The package creates a new 
access error frame. 

As long as the _reaLlock_page() routine operates properly, only physical bus errors caused 
by the PLPA or MOVES instructions can occur within the critical code sequence. It is the 
access error handler’s responsibility to determine whether or not it is appropriate to restart 
the locked sequence or to terminate the CAS or CAS2 emulation. More than likely, at the 
time of the bus error, all maskable interrupts have been masked. It is the responsibility of 
the access error handler to re-enable the interrupts if desired. 

For the recoverable bus error cases, the stacked PC of the access error frame can be 
replaced with the Jsp_cas_restart() address once the cause of the bus error has been 
removed. Code execution continues at the _isp_cas_restart() entry point, when the RTE of 
the access error handler is executed. 

For the non-recoverable bus error case, the stacked PC must be replaced with the 
Jsp_cas_terminate() address to ensure that the original CAS or CAS2 emulation stack 
frame is removed from the system stack, and system is placed in the same state just before 
the CAS or CAS2 emulation was attempted. Also, the Fault Address FSLW must be copied 
to the appropriate registers prior to executing the RTE of the access error handler. After the 
RTE instruction is executed, code execution resumes at the _isp_cas_terminate() entry 
point. When the access error handler is re-entered, the stacked PC contains the address of 
the CAS or CAS2 instruction, the Fault Address contains the passed Fault Address from the 
previous access error handling, and the FSLW contains the passed FSLW from the previous 
access error handling. Figure C-4 outlines the call-outs and entry-points associated with the 
CAS and CAS2 emulation. 
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* _real_cas(), _real_cas2(): MC68060ISP Call-out to provide choice 

* of using supplied _isp_cas() and _isp_cas2() routines or to 

* write an alternate routine more fitted for the system. 

* _isp_cas(), _isp_cas2(): CAS and CAS2 core routine entry point that 

* can be called from _real_cas() and _real_cas2() if the system wishes 

* to use the CAS and CAS2 emulation code provided with the package. 

* The flow is: 

* (exception) -> _isp_unimp -> _real_cas{2) -> _isp__cas{2> 

* _isp_cas_inrange(): Subroutine entry point provided by the 68060ISP 

* for use by the access error handler that reports if a given 

* address resides within the _isp_cas() or _isp_cas2() routines. 

* Inputs: 

* aO = instruction address in question 

* Outputs: 

* dO = 0 -> success; non-zero -> failure 

* _isp_cas_terminate(): Entry point provided by the MC68060ISP for 

* use by an access error handler to create an access error frame for 

* a process and to exit the CAS or CAS2 emulation gracefully. 

* Inputs: 

* aO = faulting address 

* dO = Fault Status Longword 

* _isp_cas_restart(): Entry point provided by the 68060ISP for use 

* by an access error handler to re-start _isp_cas() and _isp_cas2() 

* if a recoverable bus error occurs within the _isp_cas() and _isp_cas2() 

* routines. 

* _isp_cas_finish(), _isp_cas2_finish(): Entry point provided by the 

* MC68060ISP for use by system-specific implementations of cas. Enter 

* here to exit gracefully through the package. 

* The flow is: 

* (exception) ->_isp_unimp -> _real_cas{2} -> (new code) 

* -> _isp_cas{2}_finish 

* This requires close examination of the _isp_cas() and _isp_cas2() source 

* code. 

Rgure C-4. CAS and CAS2 Call-Outs and Entry Points 

C.2.3 Module 2: Unimplemented Integer Instruction Library 
(MC68060ILSP) 

The M68060SP provides a library version of the following unimplemented integer instruc¬ 
tions; 64-bit divide, 64-bit multiply, and CMP2. This version can be compiled with user appli¬ 
cations desiring the functionality of these instructions. Using the library method, an 
application does not have to incur the overhead of the unimplemented integer instruction 
exception. 

The routines are System V ABI compliant. Currently, the arguments are expected on the 
stack by the M68060SP library routines. For _divu64, _divs64, _mulu64, and _muls64, the 
results are not returned in a pair of data registers as with the actual instructions, but rather 
in a two-long-word memory array pointed to by a pointer argument provided by the caller. 
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The condition code register upon return from all of the library routines is correct. Figure C-5 
provides a C-code representation of the integer library routines in the M68060SP. 

/* 64-bit (32x32 -> 64) unsigned multiply routine */ 
void _mulu64(multiplier,multiplicand,result) 
unsigned int multiplier; 
unsigned int multiplicand; 

unsigned int ^result; /* array for result */ 

/* 64-bit (32x32 -> 64) signed multiply routine */ 
void _muls64(multiplier,multiplicand,result) 
int multiplier; 
int multiplicand; 

int ^result; /* array for result */ 

/* 64-bit (32/32 -> 32r:32q) unsigned divide routine */ 
void _divu64(divisor,dividend_hi,dividend_lo,result) 
unsigned int divisor; 

unsigned int dividend_hi, dividend_lo; 
unsigned int ^result; /* array for result */ 

/* 64-bit (32/32 -> 32r:32q) signed divide routine ■*■/ 
void _divs64(divisor,dividend_hi,dividend_lo,result) 
int divisor; 

int dividend_hi,dividend_lo; 

int ^result; /* array for result */ 

/* CMP2 using an "A"ddress or "D"ata register, size = byte. '*'/ 
void _cmp2_{D,A}b(rn,bounds) 
int rn; 

char ^bounds; /* pointer to byte bounds array */ 

/* CMP2 using an "A"ddress or ''D"ata register, size = word. */ 
void _cmp2_{D,A}w(rn,bounds) 
int rn; 

short ^bounds; /* pointer to word bounds array */ 

/* CMP2 using an "A"ddress or "D"ata register, size = longword. */ 
void _cmp2__{D, A} 1 (rn, bounds) 
int rn; 

int *bounds; /* pointer to longword bounds array */ 

Figure C-5. C-Code Representation of integer Library Routines 

For example, to use a 64-bit divide instruction, do a “bsr” or “jsr” to the entry-point defined 
by the MC68060ILSP entry table. A compiler-generated code sequence for unsigned multi¬ 
ply could resemble Figure C-6. 

The library routines also return the correct condition code register value. If this is important, 
then the caller of the library routine must make sure that the value is not lost while popping 
other items off of the stack. An example of using the CMP2 instruction is given in Figure C-7. 

The unimplemented integer instruction library module contains no operating system depen¬ 
dencies and does not require a call-out dispatch table. If the instruction being emulated is a 
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* mulu.l <ea>,Dh:Dl 

* mulu.l _multiplier,dl:dO 


subq.1 

#$8,sp 

; make room for result on stack 

pea 

(sp) 

; pass: result addr on stack 

move.1 

do , -(sp) 

; pass: multiplicand on stack 

move.1 

_multiplier,-(sp) 

; pass: multiplier on stack 

bsr.l 

_060LISP_TOP+$18 

; branch to multiply routine 

add. 1 

#$c,sp 

; clear arguments from stack 

move.1 

(sp)+,dl 

; load result[63:32] 

move.1 

(sp)+,dO 

; load result[31:0] 


Figure C-6. MUL Instruction Call Example 


* cmp2.1 <ea>,Rn 

* cmp2.1 _bounds,dO 


pea _bounds ; pass ptr to bounds 

move.1 dO,-(sp) ; pass Rn 

bsr.l _060LSP_TOP_+$48 ; branch to "cmp2" routine 

add.l #$8,sp ; clear arguments from stack 

Figure C-7. CMP2 Instruction Call Example 

divide and the source operand is a zero, then the library routine (as it is last instruction) exe¬ 
cutes an implemented divide using a zero source operand so that an integer divide-by-zero 
exception will be taken. Although the exception stack frame will not point to the correct 
instruction, the user can at least be able to record that such an event occurred. 

C.3 FLOATING-POINT EMULATION PACKAGE (MC68060FPSP) 

The MC68060 does not implement some floating-point instructions, addressing modes, and 
data types on-chip in order to streamline internal operations. This results in an overall sys¬ 
tem performance improvement at the expense of software emulation of these unimple¬ 
mented instructions, addressing modes, and data types. The M68060SP provides three 
separate modules that are related to floating-point operations. The first floating-point module 
is the full floating-point kernel module. This module is used for applications that require emu¬ 
lation of the full MC68881 floating-point instruction set, data-types, and IEEE-754 exception 
handling. The second floating-point module is the floating-point library. This library is pro¬ 
vided as a separate module for applications that need to avoid the latency incurred by the 
F-line exception processing for unimplemented floating-point instructions. However, this 
method requires recompiling of existing software to implement subroutine calls. The third 
floating-point module, the partial floating-point kernel module, is optional and is used prima¬ 
rily in systems that also integrate the floating-point library. The partial floating-point kernel 
module is similar in function to the full floating-point kernel except that it does not contain 
the unimplemented floating-point instruction exception handler. This module is provided for 
the purpose of saving memory space. Otherwise, the full floating-point kernel module must 
be used instead. 
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The floating-point emulation package provides the following services: 

1. Floating-point unimplemented instruction exception handler 

2. Floating-point unimplemented data-type exception handler 

3. Floating-point unimplemented effective address handler 

4. Floating-point arithmetic exception handlers 

5. Floating-point library 

Table C-2 lists a brief comparison among the M68000 family floating-point processors. 


Table C-2. FPU Comparison 


Is the default result stored in the destination register for exception-enabled register-to- 
register or memory-to-register operations? 

FPU 

INEX 

DIVZ 


SNAN 

MC68881/882 

Yes 

No 

No 

No 

MC68040 

Yes 

No 

No 

No 

MC68060 

Yes* 

No 

No 

No 

Is the default result stored for exception-enabled FMOVE OUT? 

FPU 

INEX 

DIVZ 

OPERR 


MC68881/882 

Yes 

— 

Yes 

Yes 

MC68040 

Yes 

-- 

Yes-i-* 

Yes-F* 

MC68060 

Yes+* 

— 

Yes-f-* 

Yes+* 


-I- Undefined result written by processor 

* Floating-point software package assistance needed to store the default result 


The unimplemented floating-point instructions, effective addresses, and data types that are 
handled by the M68060SP are outlined in Table C-3 and Table C-4. 


C-12 


M68060 USER’S MANUAL 


MOTOROLA 
































|\/IC68060 Software Package 


Table C-3. Unimplemented Instructions 


1 General Monadic Operations | 

FACOS 

FLOGN 

FASIN 

FLOGNP1 

FATAN 

FMOVECR 

FATANH 

FSIN 

FCOS 

FSINCOS 

FCOSH 

FSINH 

FETOX 

FTAN 

FETOXM1 

FTANH 

FGETEXP 

FTENTOX 

FGETMAN 

FTWOTOX 

FLOG 10 

FLOG2 

General Dyadic Operations | 

FMOD 

FREM 

FSCALE 

— 

Conditionals | 

FTRAPcc 

FDBcc 

FScc 

- 

Unimplemented Effective Address | 

FMOVEM.X (dynamic register list) 

FMOVEM.L #immediate of 

2 or 3 control regs 

F<op>.X #immediate,FPn 

F<op>.P #immediate,FPn 


Table C-4. Unimplemented Data Formats and Data Types 


Data Formats/Data Types 

SGL 

DBL 

EXT 

DEC 

Byte 

Word 

Long 

Normalized 

S 

S 

s 

u 

S 

S 

S 

Zero 

s 

s 

s 

u 

s 

s 

S 

Infinity 

s 



u 

— 

— 

— 

NAN 

s 


s 

u 

— 

— 

— 

Denormalized 

u 

u 

u 

u 

— 

— 

— 

Unnormalized 

— 

— 

u 

u 

— 

— 

— 


Where: 

S = Implemented Data Format, handled by the MC68060 
U = Unimplemented Data Format, handled by the M68060SP 


C.3.1 Floating-Point Emulation Results 

All numerical results and condition code settings produced by the M68060FPSP and visible 
to the user are identical to those produced by the MC68881/882 and MC68040 with the fol¬ 
lowing exception: the M68060FPSP transcendental calculation results are not the same as 
for the MC68881/882, because the algorithms used in the MC68881/882 (CORDIC) cannot 
be effectiveiy implemented in software. However, the error bound of the M68060FPSP tran¬ 
scendental routines (same as for the MC68040 routines) are equivalent or superior. 

For floating-point arithmetic instructions, the error bound is one-half unit in the last place of 
the destination format in the round-to-nearest mode, and one unit in the last place in the 
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Other rounding modes. Transcendental instructions have an error bound of less than 0.6 unit 
in the last place of double precision. The error bound for decimal conversions is 0.97 unit in 
the destination precision for the round-to-nearest mode and 1.47 units in the last digit of the 
destination precision for the other rounding modes. 

C.3.2 Module 3: Full Floating-Point Kernel 

The full floating-point kernel includes the following exception handlers: 

1. Floating-point unimplemented instruction handler 

2. Floating-point unimplemented data type handler 

3. Unimplemented effective address handler 

4. Floating-point arithmetic exception handlers 

When the full floating-point kernel is integrated into the system, the entire MC68881 floating¬ 
point coprocessor instruction set object-code compatibility is attained, and IEEE-754 trap 
reporting compliance is achieved. This module stands on its own and is ideal for systems 
whose applications were written with the full MC68881 instruction set in mind. 

C.3.2.1 FULL FLOATING-POINT KERNEL MODULE ENTRY POINTS. The JpspJline, 
_fpsp_unsupp and _fpsp_effadd are entry points supplied for the floating-point unimple¬ 
mented instruction, floating-point unimplemented data type and unimplemented effective 
address handlers respectively. The _fpsp_snan, _fpsp_operr, _fpsp_ovfl, _fpsp_unfl, 
_fpsp_dz, _fpspjnex entry points are supplied as the floating-point arithmetic exception 
handlers. These entry points are implemented such that the appropriate vector table entries 
typically point directly to these functions. If the system chooses to perform certain system 
functions prior to entering these entry points, the system can do so with the condition that 
the system stack pointer must point to the exception stack frame at the time of the function 
entry. Figure C-12 illustrates the relationship of the module to the vector table and system 
software envelope. 

C.3.2.2 FULL FLOATING-POINT KERNEL MODULE CALL-OUTS. The full floating-point 
kernel requires the following call-outs: _reaLfline, _real_fpu_disabled, _real_trace, 
_real_trap, _reaLbsun, _reaLsnan, _reaLoperr, _reaLovfl, _reaLunfl, _reaLdz, 
_reaLinex, _fpsp_done. In addition, C.4 Operating System Dependencies discusses the 
_reaLaccess call-out and other call-outs that are common to the unimplemented integer 
instruction exception module. 

C.3.2.2.1 The F-Line Exception Call-Outs. When the JpspJline function is entered, it 
checks the stack frame format and determines whether this is an unimplemented floating¬ 
point instruction, FPU disabled or F-line illegal exception. If it is determined that the FPU is 
disabled, the call-out _realjpu_disabled is taken. It is up to the system software to either 
emulate the instruction using integer instructions or simply turn on the FPU before returning 
to restart the instruction. If the instruction is not recognized as an MC68881 instruction, the 
call-out _realjline is taken. The system software is responsible for taking the appropriate 
action. If neither the FPU disabled or F-line illegal exception cases is true, then the 
M68060SP emulates the instruction. 
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C.3.2.2.2 System-Supplied Floating-Point Arithmetic Exception Handler Call-Outs. 

The call-outs _reaLbsun, _real_snan, _reaLoperr, _reaLovfl, _reaLunfl, _reaLd2, 
_realjnex are needed only if the system turns on the floating-point exceptions via the float¬ 
ing-point control register (FPCR) exception enable byte. These call-outs point to the arith¬ 
metic handlers that must be supplied for IEEE trap enabled operation. Documentation for 
these handlers are fully explained in Section 6 Floating-Point Unit. Additional information 
on how these call-outs are reached is found in C.3.2.3 Bypassing Module-Suppiied Fioat- 
ing-Point Arithmetic Handlers and C.3.2.4 Exceptions During Emulation. 

C.3.2.2.3 Exception-Reiated Cali-Outs. When in the process of emulating any of the float¬ 
ing-point exception handlers, there are conditions that require the M68060SP to emulate an 
access error, trace, or trap exception. The M68060SP does so by cleaning up the stack to 
the conditions prior to executing the exception handler, converting the original stack frame 
to the appropriate stack frame and then branching to those system-supplied exception han¬ 
dlers. 

The call-outs _reaLaccess, _reaLtrace, and _reaLtrap are defined to provide the system 
integrator a choice of either having the module point directly to the actual access error, trace 
and trap exception handlers or to an alternate routine that would calculate the exception 
handler address from the vector table prior to jumping to actual handlers. The direct imple¬ 
mentation is ideal for systems that do not anticipate any changes to the vector table, and for 
which performance is more critical. The indirect approach of consulting the vector table is 
more accurate in that if the instruction were implemented, the actual handler’s address is 
fetched from the appropriate vector table entry before branching there. 

C.3.2.2.4 Exit Point Caii-Outs. The _fpsp_done call-out is provided as a means for the 
system to do any clean-up, if necessary, before executing the RTE instruction to return to 
normal instruction execution. All the supplied floating-point handlers will either branch to this 
call-out or exit through the call-outs _reaLfline, _reaLfpu_disabled, _reaLtrace, _reaLtrap, 
_reaLaccess, _reaLbsun, _reaLsnan, _reaLoperr, _reaLovfl, _reaLunfl, _real_dz, and 
_realjnex exit points. 

C.3.2.3 BYPASSING MODULE-SUPPLiED FLOATING-POiNT ARITHMETiC 
HANDLERS. A system that does not require full IEEE trap enabled exception compliance 
or does not require the services of the exceptional operand, may choose to bypass the 
_fpsp_{ovfl,unfl,snan,operr,dz,inex} entry points. To better assess whether or not to write a 
customized floating-point arithmetic handler, it is important to know what the processor 
hardware does and what the M68060SP handlers do individually. 

The term “opciass” is used in the following paragraphs. An opciass zero instruction refers to 
a floating-point general instruction whose source operand(s) and destination operand are all 
floating-point data registers (no operands in memory). An opciass two instruction refers to a 
floating-point general instruction in which one source operand is in memory or an integer 
data register, but the destination is a floating-point data register. An opciass three instruction 
refers to an FMOVE instruction that has a memory or integer data register destination. 
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C.3.2.3.1 Overflow/Underflow. Floating-point overflow and underflow are nonmaskable 
exceptions on the MC68060 (as they were on the MC68040). When either occur, the corre¬ 
sponding exception is taken regardless, whether the user overflow or underflow enable bit 
is set in the FPCR or not. The purpose of these nonmaskable exceptions is to allow software 
to generate the default underflow and overflow results as produced by the MC68881/882. 

The M68060FPSP acts differently according to the four following cases; 

1. Overflow/Underflow disabled, overflow occurred, and inexact is enabled—the 
M68060FPSP exception handler, _fpsp_ovfl, calculates the default result and stores 
this value at the destination. Second, the exceptional operand value is calculated and 
restored, with exceptional status, into the FPU with an FRESTORE instruction. The 
overflow stack frame is then converted into an inexact stack frame. Finally, a branch 
is taken to the operating system-supplied call-out (_reaLinex) for the user enabled in¬ 
exact exception handler. 

2. Overflow/Underflow disabled, underflow occurred, inexact is enabled, and the result is 
inexact—the M68060FPSP exception handler, _fpsp_unfl, calculates the default re¬ 
sult and stores this value at the destination. Second, the exceptional operand value is 
calculated and restored, with exceptional status, into the FPU with an FRESTORE in¬ 
struction. The overflow stack frame is then converted into an inexact stack frame. Fi¬ 
nally, a branch is taken to the operating system-supplied call-out (_realjnex) for the 
user-enabled inexact exception handler. 

3. Overflow, underflow, and inexact disabled—the M68060FPSP exception handler, 
_fpsp_ovfl or _fpsp_unfl, calculates the default result rounded to the proper mode and 
precision, and stores this result at the destination. The handler then returns the pro¬ 
cessor to normal processing. 

4. Overflow or underflow enabled—the M68060FPSP exception handler, _fpsp_ovfl or 
_fpsp_unfl, calculates the default result and stores this value at the destination. Sec¬ 
ond, the exceptional operand value is calculated and restored, with exceptional status, 
into the FPU with an FRESTORE instruction. Next, a branch is taken to the operating 
system-supplied call-out (_reaL{ovfl,unfl}) for the user enabled overflow or underflow 
exception handler. At this point, the overflow/underflow exception frame is on the 
stack. The exceptional operand can be located in the FSAVE frame. The destination 
operand is not available. The source operand may not be available. The following 
short list details the information available to _reaL{ovfl,unfl} when the M68060FPSP 
passes control there: 

• Memory or data register destination 

—exception stack frame: the six-word post-instruction stack frame contains the 
PC of the next instruction and the effective address of the destination operand. 

—in the FSAVE frame: the exceptional operand which is the intermediate result 
rounded to the destination precision, with the 15-bit exponent biased as a nor¬ 
mal extended-precision number. The user ovfl/unfl handler must execute an 
“FSAVE” to retrieve this value. 

—at the destination location: default result (same as with exceptions disabled). 

—FPIAR: address of the instruction that underflowed/overflowed. 
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• Floating-point data register destination: 

—exception stack frame: the four-word pre-instruction stack frame contains the 
PC of the next instruction. 

—in the FSAVE frame: the exceptional operand which is the intermediate result 
mantissa rounded to extended precision, with an exponent bias of 
$3FFF-)-$6000 for underflow and $3FFF-$6000 for overflow rather than $3FFF. 
In cases of catastrophic overflow/underflow, the exceptional operand exponent 
is set to $0000. The user ovfl/unfl handler must execute an FSAVE to retrieve 
this value. 

—at the destination location: the default underflow/overflow result. 

—FPIAR: address of the instruction that underflowed/overflowed. 

—FPSR: the bits are set according to the default result. 

Note 

Unlike the MC68040, the MC68060 FPU hardware does not pro¬ 
vide the exceptional operand on overflow or underflow for use by 
an exception handler. Therefore, the M68060FPSP overflow 
and underflow handlers must emulate the entire faulted instruc¬ 
tion in order to calculate the exceptional operand for the user en¬ 
abled overflow or underflow handler. 

Finally, if the result of the floating-point multiplication unit is a normalized extended-precision 
number with a zero exponent, then the processor will incorrectly take an underflow excep¬ 
tion. The M68060SP detects and corrects this case. 

C.3.2.3.2 Signalling Not-A-Number, Operand Error. On the MC68060, the signalling not- 
a-number (SNAN) and operand error (OPERR) exceptions cause pre-instruction exceptions 
for opciass zero and two instructions and post-instruction exceptions for opciass three 
instructions. The processor takes exception vector number fifty-four for the SNAN exception 
and vector number fifty-two for the OPERR exception. The FSAVE frames for the exceptions 
are valid and contain the source operands converted to extended precision. 

SNAN and OPERR were non-maskable exceptions on the MC68040 for opciass three 
instructions with byte, word, or long-word destination formats. The exceptions were non¬ 
maskable so that the MC68040FPSP software could provide the default SNAN or OPERR 
results when the exceptions were disabled. With the MC68060, as with the MC68881/882, 
SNAN and OPERR are entirely maskable since the default trap disabled results are pro¬ 
vided by floating-point hardware. 
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M68060FPSP SNAN and OPERR exception handlers, _fpsp_snan and _fpsp_operr, will be 
provided for SNAN and OPERR enabled exceptions for the following reasons: 

• For opciass two pre-instruction exceptions using a single or double source format with 
an infinity, denorm, NAN, or zero source operand, the processor does not create the 
correct extended-precision value for the FSAVE frame. The MC68060FPSP handlers 
convert the value in the FSAVE frame to extended-precision format before passing con¬ 
trol to the user enabled SNAN or OPERR exception handlers (_reaL{snan,operr}). No 
parameters are passed to the user enabled SNAN or OPERR exception handlers from 
the M68060FPSP package since the package provides the illusion that it never existed. 

• For opciass three post-instruction exceptions, the processor does not store the default 
result to the destination memory or integer data register before taking the enabled ex¬ 
ception. The MC68881/882 stored the default result in this scenario. Therefore, to main¬ 
tain compatibility, the M68060FPSP SNAN and OPERR exception handlers calculate 
and store the default result before passing control to the user enabled SNAN and OP¬ 
ERR exception handlers (_reaL{snan,operr}). No parameters are passed to the user 
SNAN or OPERR exception handlers since the M68060FPSP provides the illusion that 
it never existed. 

A simple pseudo-code diagram for the SNAN and OPERR handlers is provided in the code 
sequence shown in Figure C-8. 

_fpsp_{snan,operr}() { 

if ((opciass == 0) II (opciass == 2)) { 

/* 

* if src operand is a sgl or dbl 

* zero,NAN,denorm, or infinity, 

* fix operand in FSAVE frame. 

*/ 

fix_FSAVE_op() ; 

bra.l _real_{snan,operr}(); 

} 

else {/* opciass 3 */ 

/* 

* save default result to memory 

* or integer register file. 

*/ 

save_default_result(); 
bra.l _real_{snan,operr}0; 

Figure C-8. SNAN/OPERR Exception Handier Pseudo-Code 

C.3.2.3.3 inexact Exception. Opciass zero and two exception instructions taking the inex¬ 
act exception cause pre-instruction exceptions, and opciass three instructions cause post¬ 
instruction inexact exceptions. The processor takes exception vector number forty-nine for 
the inexact exception. The FSAVE frame for the exception is valid and contains the source 
operand converted to extended precision. 

The inexact exception is a maskable exception on the MC68060 for the trap-disabled case. 
The floating-point hardware produces the correct result when the inexact exception enable 
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bit is clear in the FPCR. Therefore, no software assistance is required in this case to main¬ 
tain MC68881/882 compatibility. An M68060FPSP handler, JpspJnex, is provided for en¬ 
abled inexact exceptions for the following reasons: 

• For opciass two pre-instruction exceptions, the processor does not store the default re¬ 
sult to the destination floating-point register before taking the enabled inexact excep¬ 
tion. The MC68881/882 stored the default result in this scenario. Therefore, to maintain 
compatibility, the M68060FPSP inexact exception handler calculates and stores the de¬ 
fault result before passing control to the user enabled inexact exception handler 
(_realjnex). No parameters are passed to the user enabled inexact exception handler 
since the M68060FPSP handler provides the illusion that it never existed. 

• In addition, for opciass two pre-instruction exceptions using a single or double source 
format with an infinity, denorm, or zero source operand, the processor does not create 
the correct extended-precision value for the FSAVE frame. The correct extended-pre¬ 
cision value is also not created when the source format is a longword integer. The 
M68060FPSP inexact handler converts the value in the FSAVE frame to extended-pre¬ 
cision format for these cases before passing control to the user enabled inexact excep¬ 
tion handler (_realjnex). 

• For opciass three post-instruction exceptions, the processor does not store the default 
result to the destination memory or integer data register before taking the enabled in¬ 
exact exception. The MC68881/882 stored the default result in this scenario. Therefore, 
to maintain compatibility, the M68060FPSP inexact exception handler calculates and 
stores the default result before passing control to the user enabled inexact exception 
handler (_realjnex). No parameters are passed to the user enabled inexact exception 
handler since the M68060FPSP handler provides the illusion that it never existed. 

C.3.2.3.4 Divide-by-Zero Exception. Only opciass zero and two instructions can take the 
divide-by-zero floating-point (DZ) exception. The processor takes exception vector number 
fifty with a type zero stack frame for this case. The FSAVE frame for the DZ exception is 
valid and contains the source operand converted to extended precision. 

The divide-by-zero exception is a maskable exception on the MC68060 for the trap disabled 
case. The FPU produces the correct result when the DZ bit in the FPCR is clear. No 
M68060FPSP assistance is required to maintain MC68881/882 compatibility for DZ dis¬ 
abled. A handler, _fpsp_dz, is provided for enabled DZ exceptions. This M68060FPSP han¬ 
dler converts the FSAVE source operand to extended precision if the source operand is a 
zero in single or double format. The handler then passes control to the user enabled divide- 
by-zero exception handler (_real_dz). No parameters are passed to the user DZ exception 
handler from the M68060FPSP package since the package provides the illusion that it never 
existed. 

C.3.2.3.5 Branch/Set on Unordered Exception. The MG68060 processor provides the 
correct results and actions for both the branch/set on unordered (BSUN) exception enabled 
and disabled cases. Therefore, no M68060FPSP assistance is required for MC68881/882 
compatibility. 
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C.3.2.4 EXCEPTIONS DURING EMULATION. Unimplemented data type, unimplemented 
effective address, and unimplemented floating-point instruction exception software emula¬ 
tion by the M68060FPSP may determine that the instruction being emulated should take a 
BSUN, SNAN, OPERR, OVFL, UNFL, DZ, or INEX exception. These exceptions may either 
be enabled or disabled (see examples in Figure C-9). 


fsin.x fpO 

<non- f p> 
<non-fp> ^ 


- TAKES FLOATING-POINT UNIMPLEMENTED 
EXCEPTION IMMEDIATELY 


<non“fp> ^ _ 

<fp instruetion> 


(1) "fsin" software emulation determines that the sine operation should cause an underflow. 

(2) If UNFL is: 

• DISABLED: the default result is calculated and returned at point "a"; the “exception present" 
bit in the FPU is clear. 

• ENABLED: an fsave frame with the underflow exception set is restored into the FPU at point "a" 
with the "exception present" bit set. 

The actual underflow will occur as a pre-instruction exception at point "b". 


fdiv.x 

<non-fp> 

<non-fp> 


fpO, fpl 


TAKES FLOATING-POINT UNIMPLEMENTED 
DATA TYPE EXCEPTION HERE 


<non-fp> ^ 

<fp instruction> 


(1) fpO contains a denormalized number and fp1 contains an SNAN; the exceptionis taken as a pre¬ 
instruction exception at point "a". 

(2) "fdiv" software emulation determines that the divide should cause a signalling non exception. 

(2) If SNAN is: 

• DISABLED: The default result is calculated and returned at point "a"; the exception present" 
bit in the FPU is clear. 

• ENABLED: an fsave frame with the SNAN exception set is restored into the FPU at point "a" with 
the "exception present" bit set. The actual SNAN exception will then occur immediately as a pre¬ 
instruction exception when the unimplemented floating point data type handler 


Figure C-9. Disabled vs. Enabled Exception Actions 


C.3.2.4.1 Trap-Disabled Operation. If a newly found exception is disabied by the user, 
then the default result for that exception is returned as the result of emulation by the 
M68060FPSP. The handler then returns the processor to normal processing. 
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For example, the FSIN operation in Figure C-9(a) will take an unimplemented floating-point 
instruction exception. If FSIN emulation discovers that the result should cause an underflow, 
and underflow is disabled, then the fpO register is assigned the default underflow result value 
before program execution continues to the next integer or floating-point instruction. 

Note 

A “true" pre-instruction exception solution would have inserted 
an FSAVE frame of type underflow into the FPU so that the un¬ 
derflow processing would be delayed until the next floating-point 
instruction triggered a pre-instruction underflow exception. The 
approach taken by the M68060FPSP in this case avoids the 
overhead of the second exception. 

C.3.2.4.2 Trap-Enabled Operation, if an exception is enabled and the instruction is of 
opciass zero or two, then an FSAVE frame of that exception type is restored into the FPU 
by the M68060FPSP. Second, the stack frame is cleaned up to the point just before the orig¬ 
inal exception handler was entered. Next, the original exception stack frame is converted to 
a stack frame for the new exception type. Finally, the handler returns the processor to nor¬ 
mal processing. The new exception is then taken as a pre-instruction exception upon 
encountering the next floating-point instruction. 

From the previous FSIN example of Figure C-9(a), if the emulation encountered an under¬ 
flow condition and underflow was enabled, an FSAVE frame with the underflow exception 
bit set would be inserted into the FPU. An underflow pre-instruction exception would then be 
taken upon encountering the next floating-point instruction. 

This restoring procedure is used for enabled exceptions so that an exception will not enter 
through an unimplemented data type, unimplemented effective address, or unimplemented 
floating-point instruction exception and then exit through an SNAN, OPERR, OVFL, UNFL, 
DZ, or INEX exception handler for an opciass zero or two instruction. Some operating sys¬ 
tems may be confused by this type of flow change. 

Opciass three instruction emulation that encounters an enabled exception is physically 
unable to insert the appropriate exception frame into the FPU and return to normal process¬ 
ing to await the next floating-point instruction. So, the M68060FPSP converts the existing 
exception stack frame to a frame of the enabled exception’s type and inserts the exceptional 
state into the FPU with an FRESTORE. Then, the M68060FPSP package branches to the 
appropriate host operating system-supplied interface (_reaL{SNAN, OPERR, OVFL, UNFL, 
INEX}) for the enabled exception. This approach was also used with the MC68040FPSP. 

C.3.3 Module 4: Partial Floating-Point Kernei 

This module is identical to the full floating-point kernel in every aspect with the exception that 
the floating-point unimplemented exception handler code is not included. This module is typ¬ 
ically used with the floating-point library in a system that does not encounter MC68881 
instructions that are unimplemented in the MC68060. 
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C.3.4 Module 5: Floating-Point Library (M68060FPLSP) 

The M68060SP provides a library version of the unimplemented general monadic and 
dyadic floating-point instructions shown in Table C-3. These routines are System V ABI 
compliant as well as IEEE exception-reporting compliant. They are not, however, UNIX 
exception-reporting compliant. This library implementation can be compiled with user appli¬ 
cations desiring the functionality of these instructions without having to incur the overhead 
of the floating-point unimplemented instruction” exception. The floating-point library contains 
floating-point instructions that are implemented by the MC68060. The floating-point library 
requires the partial floating-point kernel or full floating-point kernel to be ported to the system 
for proper operation. 

In addition, the FABS, FADD, FDIV, FINT, FINTRZ, FMUL, FNEG, FSQRT, and FSUB 
functions are provided for the convenience of older compilers that make subroutine calls for 
all floating-point instructions. The code does nof emulate these instructions in integer, but 
rather simply executes them. 

All input variables must be pushed onto the stack prior to calling the supplied library rou¬ 
tine. For each function, three entry points are provided, each accepting one of the three 
possible input operand data types: single, double, and extended precision. For dyadic 
operations both input operands are defined to have the same operand data type. For 
instance, for a monadic instruction such as the FSIN instruction, the functions are: 
_fsins(single-precision input operand), _fsind(double-precision input operand), 
_fsinx(extended-precision input operand). For dyadic operations such as the FDIV instruc¬ 
tion, the entry points provided are: _fdivs(both single-precision input operands), _fdivd(both 
double-precision input operands, _fdivx(both extended-precision input operands). 


To properly call a monadic subroutine, the calling routine must push the input operand onto 
the stack first. For instance: 

■* This example replaces the "fsin.x fpl,fpO" instruction 

* Note that _fsinx is actually implemented as an offset from the 

* top of the Floating-point Library Module, 

fmove.x fpl,-(sp) ; push operand to stack 

bsr _fsinx ; result returned in fpO 

add.w #12,sp ; clean up stack 


To properly call a dyadic subroutine, the calling routine must push the second operand 
onto the stack before pushing the first operand onto the stack. For instance: 


* This example replaces the "fdiv.x fpl,fpO" instruction 

* Note that _fdivx is actually implemented as an offset from the 

* top of the Floating-point Library Module, 

fmove.x fpl,-(sp) ; push 2nd operand to stack 

fmove.x fpO,-(sp) ; push 1st operand to stack 

bsr _fdivx ; result returned in fpO 

add.w #24,sp ; clean up stack 


All routines return the operation result in the register fpO. It is the responsibility of the calling 
routine to remove the input operands from the stack after the routine has been executed. 
The result’s rounding precision and mode, as well as exception reporting, is dictated by the 
value of the FPCR upon subroutine entry. The floating-point status register (FPSR) is set 
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appropriately upon subroutine return. The floating-point address register (FPIAR) is unde¬ 
fined. 

This module contains no operating system dependencies. There is no call-out dispatch 
table. To report an exception, the emulation routine uses the FPCR exception enable byte 
to determine whether or not to report an exception. If the exception is enabled, the exception 
is forced using implemented floating-point instructions. 

For instance, if the instruction being emulated should cause a floating-point OPERR excep¬ 
tion, then the library routine, as its last instruction, executes an FMUL of a zero and infinity 
to force an OPERR exception. Although the exception stack frame will not point to the cor¬ 
rect instruction, the user can record that such an event occurred. 

C.4 OPERATING SYSTEM DEPENDENCIES 

When porting the unimplemented Integer, full or partial floating-point kernel modules, some 
routines need to be written outside and are not provided by the M68060SP. 

C.4.1 Instruction and Data Fetches 

In traditional UNIX systems, portability is promoted by the abstracting of reads/writes from 
and to user space into calls to the routines _copyin and _copyout see Table C-5. The 
MC68040FPSP provided one higher level of abstraction with the routines _mem_read and 
_mem_write. These routines were a superset of the UNIX routines in that they handled both 
user and supervisor accesses Figure C-10. 


Table C-5. UNIX Operating System Calls 


Function Call 

Parameters 

copyin 

(user_addr, super_addr, nbytes) 

copyout 

(super_addr, user_addr, nbytes) 


void inem_read (src_addr, dst_addr, nbytes) { 
if (SR[supervisor_bit]) { 

/* supervisor mode */ 
while (nbytes--) { 

mem[dst_addr+nbytes] = mem[src_addr+nbytes]; 

} 

} 

else /* user mode */ 

_copyin(src_addr, dst_addr, nbytes); 

Figure C-10. _mem_read Pseudo-Code 

This approach provided a high degree of portability for the MC68040FPSP. The installer 
simply had to replace the references to _copy{in,out} in _mem_{read,write} with the host 
operating system’s (UNIX or non-UNIX) corresponding calls. In addition, any pre-processing 
necessary before a potential read/write fault (user or supervisor) was confined to these rou¬ 
tines. As a result, several operating system types could be supported with only minor mod¬ 
ifications. 
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Since the MC68040FPSP obtained most of its necessary information from the complex 
stack frames, very few calls to _mem_{read,write} were required. For the M68060SP, less 
information is provided by the processor. Therefore, several accesses to/from user code 
and data space may be necessary for emulation. Providing the MC68040FPSP level of sub¬ 
routine abstraction in the M68060SP will slightly degrade performance. 

In order to compensate for this loss, the M68060SP adds to the list of operating system-sup¬ 
plied call-outs that read/write user/supervisor data/instruction memory. The current routines 
are _imem_read_{word,long} and _dmem_{read,write}_{byte,word,long}. These pro¬ 
vide a finer granularity than the traditional _mem_{read,write} which is also provided. Figure 
C-11 outlines the register usage of these routines. 

Unlike the MC68040, which stored all necessary operands and decoding information on the 
stack, the MC68060 processor does not always “touch” the entire instruction and operand 
before entering an exception handler. Therefore, unlike with the MC68040FPSP, the 
M68060SP memory read and write routines may encounter bad addresses. For example, 
the instruction FSIN.x ADDR,fpO will enter the M68060SP. When the M68060SP package 
executes a _dmem_read to fetch the extended-precision operand, the routine may return a 
failing value if ADDR points to inappropriate memory. 

If _mem_{read,write} returns a non-zero status value to the M68060SP, the M68060SP cre¬ 
ates an access error exception stack frame out of the existing exception stack frame and 
branches to the user-supplied call-out _reaLaccess. The _reaLaccess call-out must con¬ 
tain the actual access error handler, a short program that examines the vector table to find 
the actual access error handler address and branch to it, or an entirely separate access error 
handler for this specific case. 

The PC on the access error stack frame points to the instruction the caused the original 
exception. The stacked address will point to the address passed to _mem_{read,write} 
before it returned a failing value. The stacked fault status long word (FSLW) will have the 
SEE bit set. The other FSLW bits may or may not be defined, depending on the M68060SP 
release. The initial release of the M68060SP does not define the other FSLW bits. However, 
future releases may define these bits. The handler supplied by the operating system for 
_reaLaccess (most likely the system’s access error handler) should check for this bit and 
take appropriate action if set. An example action could be that the process executing the 
instruction that originally entered the M68060SP is terminated. 
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_dmein_write () : 

Writes to data memory while in supervisor mode. 

INPUTS: 

aO - supervisor source address 
al - user destination address 
dO - number of bytes to write 

$4(a6),bit5 - 1 = supervisor mode, 0 = user mode 
OUTPUTS; 

dl - 0 = success, !0 = failure 
_imem_read(), _dmem_read(): 

Reads from data/instruction memory while in supervisor mode. 
INPUTS: 

aO - user source address 

al - supervisor destination address 

dO - number of bytes to read 

$4(a6),bit5 - 1 = supervisor mode, 0 = user mode 
OUTPUTS: 

dl - 0 = success, 10 = failure 

_dmem_read_byte(), _dmem_read_word(), _dmem_read_long(): 

Read a data byte/word/long from user memory. 

INPUTS: 

aO - user source address 

$4(a6),bit5 - 1 = supervisor mode, 0 = user mode 
OUTPUTS: 

dO - data byte/word/long in dO 
dl - 0 = success, 10 = failure 

_dmem_write_byte(), dmem_write_word() , dmem_write_long() : 
Write a data byte/word/long to user memory. 

INPUTS: 

aO - user destination address 
dO - data byte/word/long in dO 

$4(a6),bit5 - 1 = supervisor mode, 0 = user mode 
OUTPUTS: 

dl - 0 = success, 10 = failure 


_imem_read_word(), _imem_read_long(): 

Read an instruction word/long from user memory. 

INPUTS: 

aO - user source address 

$4(a6),bit5 - 1 = supervisor mode, 0 = user mode 
OUTPUTS: 

dO - instruction word/long in dO 
dl - 0 = success, 10 = failure 

Figure C-11. Register Usage of {i,d}mem_{read,write}_{b,w,i} 
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C.4.2 Instructions Not Recommended 

Emulated instructions that use the pre-decrement and post-increment addressing mode on 
the system stack must not contradict the basic definition of a stack. An operation that uses 
input operands below the stack (using the pre-decrement addressing mode) exhibits poor 
programming structure since the instruction is using a value before it has been defined. In 
addition, instructions that place a result on the stack using the post-increment addressing 
mode exhibit poor programming structure since an unexpected exception such as an inter¬ 
rupt or an unimplemented instruction exception would corrupt the result. The M68060SP 
does not handle these instruction cases properly, and unpredictable behavior will be exhib¬ 
ited when executing code of this type. 

The M68060SP does not recover gracefully from these instruction cases because a perfor¬ 
mance penalty would be incurred to handle them properly. To avoid imposing this perfor¬ 
mance penalty on well-behaved systems, the task of avoiding these cases has been left 
outside the M68060SP. If the system absolutely requires that these cases be handled grace¬ 
fully, the system software envelope can pre-filter these cases prior to entering the 
M68060SP. Table C-6 outlines these instructions. 


Table C-6. Instructions Not Handled by the M68060SP 


Instruction 

Exception 

Address 

Mode 

div{u,s}.l (64-bit) 

Integer Unimplemented 

-(ssp), dr:dq 

mul{u,s}.! (64-bit) 

Integer Unimplemented 

-(ssp), dr:dq 

cas.{w,l} (mis) 

Integer Unimplemented 

dc;du,-(ssp) 

cas.{w,l} (mis) 

Integer Unimplemented 

dc:du,(ssp)+ 

f<op>.p (all) 

Floating-Point Unimplemented Data Type 

-(ssp), fpn 

f<op>.p 

Floating-Point Unimplemented Data Type 

fpn, (ssp)+ 

f<op>.{b,w,l,s,d,x} 

Floating-Point Unimplemented Instruction 

-(ssp), fpn 

fs<cc>.b 

Floating-Point Unimplemented Instruction 

-(ssp) 

fmovem.x 

Floating-Point Unimplemented Instruction 

-(ssp), dn 

fmovem.x 

Floating-Point Unimplemented Instruction 

dn, (ssp)-i- 

f<op>.x 

Underflow,SNAN 

fpn, (ssp)+ 

f<op>.{b,w,l} 

Enabled OPERR 

fpn, (ssp)+ 
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C.5 INSTALLATION NOTES 

This section provides a guide on how to install the M68060SP. The files provided in an 
M68060SP release are shown on Table C-7. 


Table C-7. Files Provided in an M68060SP Release 


File 

Description 

fpsp.sa 

Full floating-point kernel module 

pfpsp.sa 

Partial floating-point kernel module 

isp.sa 

Integer unimplemented exception handler module 

fpisp.sa 

Floating-point library module 

ilsp.sa 

Integer library module 

fskeleton.s 

Sample call-outs needed by fpsp.sa and pfpsp.sa 

iskeleton.s 

Sample call-outs needed by isp.sa 

os.s 

Sample call-outs needed by fpsp.sa, pfpsp.sa and 
isp.sa 

fpsp.doc 

Release documentation for fpsp.sa and pfpsp.sa 

isp.doc 

Release documentation for isp.sa 

fplsp.doc 

Release documentation for fpisp.sa 

ilsp.doc 

Release documentation for ilsp.sa 

fpsp.s 

Source code of fpsp.sa 

pfpsp.s 

Source code of pfpsp.sa 

isp.s 

Source code of isp.sa 

fpisp.s 

Source code of fpisp.sa 

ilsp.s 

Source code of ilsp.sa 


C.5.1 Installing the Library Modules 

The integer and floating-point library modules (files ilsp.sa and fpisp.sa) require a very sim¬ 
ple installation procedure. A symbolic label needs to be added to the module top so that call¬ 
ing routines can use this to reference the other entry-points supplied by these modules as 
an offset from the top of the module. It is the responsibility of the calling routine to enter the 
package through the proper offset relative to the top of the module. 

C.5.2 Installing the Kernel Modules 

The unimplemented integer instruction exception handler and full and/or partial floating¬ 
point kernel modules (files fpsp.sa, isp.sa, pfpsp.sa) may require additional steps. To aid in 
installation, three assembly language files are made available in the M68060SP release. 
These files contain the sample call-out routines and call-out dispatch tables for the unimple¬ 
mented integer instruction exception handler module (iskeleton.s file), full or partial floating¬ 
point kernel modules (fskeleton.s file), and call-outs common to both (os.s file). When mod- 
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ifying the call-out dispatch table, keep in mind that these need to be supplied and filled-in 
with module-relative, and not absolute addresses. 

The next step is to prepare the exception vector table. The appropriate vector table entries 
must be filled with the addresses of the appropriate entry points. Since the modified pseudo¬ 
assembly module contains symbols that indicate the top of the module, the appropriate vec¬ 
tor table entries must contain the symbol of the appropriate module top plus the pre-defined 
offset. Another alternative is to use the module code size information given in Table C-1 to 
concatenate the modules and use a single symbolic label to describe the combined module. 
Figure C-12 illustrates the relationship of the vector table to the M68060SP. 


OR 



NOTE: X_060SP represents a generic M68060SP handler entry point and is not intended to inaply a single shared handler entry 
point for all MC68060 exception handlers. 


Figure C-12. Vector Table and M68060SP Relationship 

The last step is to link everything. Be aware that the files must be linked such that the parts 
of the module that are in different files are kept together. Be aware that the included files 
are for a very simple installation procedure and may not be appropriate for all systems. For 
instance, the supplied _reaLtrace routine would be inappropriate for a system in which the 
trace vector table entry is dynamically changed. For that system, the _reaLtrace routine 
must include vector table query before jumping to the actual trace routine. 

C.5.3 Release Notes and Module Offset Assignments 

To obtain the most up-to-date offset assignments for the call-out dispatch table and the mod¬ 
ule Entry-point Dispatch Section assignments, four document files are provided with the 
M68060SP release. The files isp.doc, ilsp.doc, fpsp.doc, and fplsp.doc define the offsets for 
the unimplemented integer instruction exception handler, unimplemented integer subrou¬ 
tine, full (or partial) floating-point kernel and floating-point library modules respectively. The 
current module sizes are shown in Table C-1. If a module increases in code size or if addi¬ 
tional entry points are made available in future releases, they will be documented in these 
four files. 
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C.5.4 AESOP Electronic Bulletin Board 

Motorola’s AESOP electronic bulletin board contains the most current release of the 
M68060SP, as well as older releases of the M68060SP. The source code used to create the 
five pseudo-assembly files is provided for documentation purposes only and should not be 
used for generating a customized software package. Doing so would create versions of the 
package that is untested and unsupported by Motorola. Motorola will not create an assem- 
bly-to-assembly conversion software to provide a different assembler syntax than is already 
available. AESOP requires VT100 terminal emulation, 9600 Baud, 8 bits, no parity, and 1 
stop bit. The modem supports V.32bis and V.42bis and MNP5 protocols. The kermit protocol 
is needed to download from AESOP. AESOP can be reached at (800)843-3451 or (512)891- 
3650. 
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APPENDIX D 
MC68060 INSTRUCTIONS 


This appendix provides a quick reference to instructions of the MC68060 that differ in 
description to the instruction description found in the M68000 Family Programmer’s Refer¬ 
ence Manual (M68000PM/AD). 

To provide a quick summary of which instructions require software assistance from the 
M68060 software package (M68060SP), and to indicate differences of the MC68060 reiative 
to earlier members of the M68000 family, Table D-1 is provided. Table A-2 lists the M68000 
family instructions by mnemonics foiiowed by the descriptive name. Table D-3 provides aii 
assigned vector tabie entries up to, and including the MC68060. This may be useful for writ¬ 
ing handlers that apply to multiple members of the M68000 family of processors. 

Since some of the MC68060 instructions require software-assist from the MC68060SP, it is 
assumed that the MC68060SP has already been installed properly in the system. Given this 
assumption, most of the description found in the M68000 FamilyProgrammer’s Reference 
Manual applies to the MC68060. In general, instruction descriptions that apply to the 
M68000 family, MC68040 or M68040FPSP apply also to the MC68060 or MC68060SP, 
unless otherwise provided in this appendix. 


Table D-1. M68000 Family Instruction Set and Processor Cross-Reference 


Mnemonic 

MC68000/ 

MC68008 

MC68010 

MC68020 

MC68030 

MC68040 

MC68060 

MC68881/ 

MC68882 

MC68851 

CPU32 

ABCD 

X 

X 

X 

X 

X 

X 



X 

ADD 

X 

X 

X 

X 

X 

X 



X 

ADDA 

X 

X 

X 

X 

X 

X 



X 

ADDI 

X 

X 

X 

X 

X 

X 



X 

ADDQ 

X 

X 

X 

X 

X 

X 



X 

ADDX 

X 

X 

X 

X 

X 

X 



X 

AND 

X 

X 

X 

X 

X 

X 



X 

ANDI 

X 

X 

X 

X 

X 

X 



X 

AND! to OCR 

X 

X 

X 

X 

X 

X 



X 

ANDI to SR' 

X 

X 

X 

X 

X 

X 



X 

ASL, ASR 

X 

X 

X 

X 

X 

X 



X 

Bcc 

X 

X 

X 

X 

X 

X 



X 

BCHG 

X 

X 

X 

X 

X 

X 



X 

BCLR 

X 

X 

X 

X 

X 

X 



X 

BFCHG 



X 

X 

X 

X 




BFCLR 



X 

X 

X 

X 




BFEXTS 



X 

X 

X 

X 




BFEXTU 



X 

X 

X 

X 




BFFFO 



X 

X 

X 

X 
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Table D-1. M68000 Family Instruction Set and Processor Cross-Reference (Continued) 


MC68000/ 

MC68008 


MC68040 

MC68060 

MC68881/ 

MC68882 

MC68851 

X 

X 



X 

X i 



X 

X 1 
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Table D-1. M68000 Family Instruction Set and Processor Cross-Reference (Continued) 
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Table D-1. M68000 Family Instruction Set and Processor Cross-Reference (Continued) 


Mnemonic 



FTENTOX 


FTRAPcc 


FTST 


FTWOTOX 



MC68010 

MC68020 

MC68030 











fill 
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Table D-1. M68000 Family Instruction Set and Processor Cross-Reference (Continued) 


Mnemonic 

MC68000/ 

MC68008 

MC68010 

MC68020 

MC68030 

MC68040 

MC68060 

MC68881/ 

MC68882 

MC68851 

CPU32 

PLOAD' 




X,5 




X 


PMOVE1 




X 




X 


PRESTORE1 








X 


PSAVE' 








X 


PScc^ 








X 


PTEST' 




X 

X 



X 


PTRAPcc'l 








X 


PVALID 








X 


reset’ 

X 

X 

X 

X 

X 

X 



X 

ROL.ROR 

X 

X 

X 

.X 

X 

X 



X 

ROXL, 

ROXR 

X 

X 

X 

X 

X 

X 



X 

RTD 


X 

X 

X 

X 

X 



X 

RTE’ 


X 

X 

X 

X 

X 



X 

RTM 



X 



IBHI 

bhhi 



RTR 

X 

X 

X 

X 

X 

X 



X 

RTS 

X 

X 

X 

X 

X 

X 



X 

SBCD 

X 

X 

X 

X 

X 

X 



X 

See 

X 

X 

X 

X 

X 

X 



X 

Q. 

o 

I— 
CO 

X 

X 

X 

X 

X 

X 



X 

SUB 

X 

X 

X 

X 

X 

X 



X 

SUBA 

X 

X 

X 

X 

X 

X 



X 

SUBI 

X 

X 

X 

X 

X 

mem 



X 

SUBQ 

X 

X 

X 

X 

X 

mam 



X 

SUBX 

X 

X 

X 

X 

X 

X 



X 

SWAP 

X 

X 

X 

X 

X 

X 



X 

TAS 

X 

X 

X 

X 

X 

X 



X 










X 










X 

TRAP 

X 

X 

X 

X 

X 

X 



X 

TRAPcc 



X 

X 

X 

X 



X 

TRAPV 

X 

X 

X 

X 

X 

X 



X 

TST 

X 

X 

X 

X 

X 

X 



X 


X 

X 

X 

X 

X 

X 



X 




X 

X 

X 

X 





NOTES: 

1. Privileged (Supervisor) Instruction 

2. Not applicable to the MC68EC040, MC68LC040, MC68EC060, and MC68LC060. 

3. These are software-supported instructions on the MC68040 and MC68060. 

4. This instruction is not privileged for the MC68000 and MC68008. 

5. Not applicable to MC68EC030. 

6. All MC68060 and MC68040 Floating-point instructions require software assistance for unimplemented data types 
(MC68040 and MC68060) and unimplemented effective addresses (MC68060 only). 
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MC68060 Instructions 


Table D-2. M68000 Family Instruction Set 


1 Mnemonic 

Description 


Add Decimal with Extend 

ADD 

Add 

ADDA 

Address 

ADDI 

Add Immediate 

ADDQ 

Add Quick 

ADDX 

Add with Extend 

AND 

Logical AND 

ANDI 

Logical AND Immediate 

AND! to OCR 

AND Immediate to Condition Code Register 

ANDI to SR 

AND Immediate to Status Register 

ASL, ASR 

Arithmetic Shift Left and Right 

Bcc 

Branch Conditionally 

BCHG 

Test Bit and Change 

BCLR 

Test Bit and Clear 

BFCHG 

Test Bit Field and Change 

BFCLR 

Test Bit Field and Clear 

BFEXTS 

Signed Bit Field Extract 

BFEXTU 

Unsigned Bit Field Extract 

BFFFO 

Bit Field Find First One 

BFINS 

Bit Field Insert 

BFSET 

Test Bit Field and Set 

BFTST 

Test Bit Field 

BGND 

Enter Background Mode 

BKPT 

Breakpoint 

BRA 

Branch 

BSET 

Test Bit and Set 

BSR 

Branch to Subroutine 

BIST 

Test Bit 

CALLM 

CALL Module 

CAS 

Compare and Swap Operands 

CAS2 

1 Compare and Swap Dual Operands 

CHK 

Check Register Against Bound 

CHK2 

Check Register Against Upper and Lower Bounds 

CINV 

! Invalidate Cache Entries 

CLR 

! Clear 

CMP 

Compare 

CMPA 

Compare Address 

CMPI 

Compare Immediate 

CMPM 

Compare Memory to Memory 

CMP2 

Compare Register Against Upper and Lower Bounds 

cpBcc 

Branch on Coprocessor Condition 

cpDBcc 

Test Coprocessor Condition Decrement and Branch 

cpGEN 

Coprocessor General Function 

cpRESTORE 

Coprocessor Restore Function 

cpSAVE 

Coprocessor Save Function 

cpScc 

Set on Coprocessor Condition 

cpTRAPcc 

Trap on Coprocessor Condition 

DBcc 

Test Condition, Decrement and Branch 

DIVS, DIVSL 

Signed Divide 

DIVU, DIVUL 

Unsigned Divide 

EOR 

Logical Exclusive-OR 

EORI 

Logical ExclusIve-OR Immediate 

EORI to CCR 

Exclusive-OR Immediate to Condition Code Register 

EORI to SR 

Exclusive-OR Immediate to Status Register 

EXG 

Exchange Registers 

EXT, EXTB 

Sign Extend 
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MC68060 Instructions 


Table D-2. M68000 Family Instruction Set (Continued) 


Mnemonic 

Description 

FABS 

Floating-Point Absolute Value 

FSFABS, FDFABS 

Floating-Point Absolute Value (Single/Double Precision) 

FACOS 

Floating-Point Arc Cosine 

FADD 

Floating-Point Add 

FSADD, FDADD 

Floating-Point Add (Single/Double Precision) 

FASIN 

Floating-Point Arc Sine 

FATAN 

Floating-Point Arc Tangent 

FATANH 

Floating-Point Hyperbolic Arc Tangent 

FBcc 

Floating-Point Branch 

FCMP 

Floating-Point Compare 

FCOS 

Floating-Point Cosine 

FCOSH 

Floating-Point Hyperbolic Cosine 

FDBcc 

Floating-Point Decrement and Branch 

FDIV 

Floating-Point Divide 

FSDIV, FDDIV 

Floating-Point Divide (Single/Double Precision) 

FETOX 

Floating-Point e^ 

FETOXM1 

Floating-Point e^-1 

FGETEXP 

Floating-Point Get Exponent 

FGETMAN 

Floating-Point Get Mantissa 

PINT 

Floating-Point Integer Part 

FINTRZ 

Floating-Point Integer Part, Round-to-Zero 

FLOG 10 

Floating-Point LoglO 

FLOG2 

Floating-Point Log2 

FLOGN 

Floating-Point Loge 

FLOGNP1 

Floating-Point Loge^^"^^^ 

FMOD 

Floating-Point Modulo Remainder 

FMOVE 

Move Floating-Point Register 

fsmove.fdmove 

Move Floating-Point Register (Single/Double Precision) 

FMOVECR 

Move Constant ROM 

FMOVEM 

Move Multiple Floating-Point Registers 

FMUL 

Floating-Point Multiply 

FSMUUFDMUL 

Floating-Point Multiply (Single/Double Precision) 

FNEG 

Floating-Point Negate 

FSNEG,FDNEG 

Floating-Point Negate (Single/Double Precision) 

FNOP 

Floating-Point No Operation 

FREM 

IEEE Remainder 

FRESTORE 

Restore Floating-Point Internal State 

FSAVE 

Save Floating-Point Internal State 

FSCALE 

Floating-Point Scale Exponent 

FScc 

Floating-Point Set According to Condition 

FSGLDIV 

Single-Precision Divide 

FSGLMUL 

Single-Precision Multiply 

FSIN 

Sine 

FSINCOS 

Simultaneous Sine and Cosine 

FSINH 

Hyperbolic Sine 

FSQRT 

Floating-Point Square Root 

FSSQRT.FDSQRT 

Floating-Point Square Root (Single/Double Precision) 

FSUB 

Floating-Point Subtract 

FSSUB,FDSUB 

Floating-Point Subtract (Single/Double Precision) 

FTAN 

Tangent 

FTANH 

Hyperbolic Tangent 

FTENTOX 

Floating-Point 10^ 

FTRAPcc 

Floating-Point Trap on Condition 

FTST 

Floating-Point Test 

FTWOTOX 

Floating-Point 

ILLEGAL 

Take Illegal Instruction Trap 
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MC68060 Instructions 


Table D-2. M68000 Family Instruction Set (Continued) 


Mnemonic 

Description 

JMP 

Jump 

JSR 

Jump to Subroutine 

LEA 

Load Effective Address 

LINK 

Link and Allocate 

LPSTOP 

Low-Power Stop 

LSL, LSR 

Logical Shift Left and Right 

MOVE 

Move 

MOVEA 

Move Address 

MOVE from CCR 

Move from Condition Code Register 

MOVE from SR 

Move from Status Register 

MOVE to CCR 

Move to Condition Code Register 

MOVE to SR 

Move to Status Register 

MOVE USP 

Move User Stack Pointer 

MOVE16 

16-Byte Block Move 

MOVEC 

Move Control Register 

MOVEM 

Move Multiple Registers 

MOVEP 

Move Peripheral 

MOVED 

Move Quick 

MOVES 

Move Alternate Address Space 

MULS 

Signed Multiply 

MULU 

Unsigned Multiply 

NBCD 

Negate Decimal with Extend 

NEC 

Negate 

NEGX 

Negate with Extend 

NOP 

No Operation 

NOT 

Logical Complement 

OR 

Logical Inclusive-OR 

ORI 

Logical Inclusive-OR Immediate 

ORI to CCR 

Inclusive-OR Immediate to Condition Code Register 

ORI to SR 

Inclusive-OR Immediate to Status Register 

PACK 

Pack BCD 

PBcc 

Branch on PMMU Condition 

PDBcc 

Test, Decrement, and Branch on PMMU Condition 

PEA 

Push Effective Address 

PFLUSH 

Flush Entry(ies) In the ATCs 

PFLUSHA 

Flush Entry(ies) In the ATCs 

PFLUSHR 

Flush Entry(ies) in the ATCs and RPT Entries 

PFLUSHS 

Flush Entry(ies) in the ATCs 

PLOAD 

Load an Entry into the ATC 

PLPA 

Load Physical Address 

PMOVE 

Move PMMU Register 

PRESTORE 

PMMU Restore Function 

PSAVE 

PMMU Save Function 

PScc 

Set on PMMU Condition 

PTEST 

Test a Logical Address 

PTRAPcc 

Trap on PMMU Condition 

PVALID 

Validate a Pointer 

RESET 

Reset External Devices 

ROL, ROR 

Rotate Left and Right 

ROXL, ROXR 

Rotate with Extend Left and Right 

RTD 

Return and Deallocate 

RTE 

Return from Exception 

RTM 

Return from Module 

RTR 

Return and Restore 

RTS 

Return from Subroutine 
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MC68060 Instructions 


Table D-2. M68000 Family Instruction Set (Continued) 


1 Mnemonic 

Description 


Subtract Decimal with Extend 


Set Conditionally 


Stop 

SUB 

Subtract 

SUBA 

Subtract Address 

SUBI 

Subtract Immediate 

SUBQ 

Subtract Quick 

SUBX 

Subtract with Extend 

SWAP 

Swap Register Words 

TAS 

Test Operand and Set 

TBLS, TBLSN 

Signed Table Lookup with Interpolate 

TBLU, TBLUN 

Unsigned Table Lookup with Interpolate 

TRAP 

Trap 

TRAPcc 

Trap Conditionally 

TRAPV 

Trap on Overflow 

TST 

Test Operand 


Unlink 


Unpack BCD 
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MC68060 Instructions 


Table D-3. Exception Vector Assignments for the M68000 Family 


Vector 

Number(s) 

Vector 

Offset (Hex) 

Assignment 

0 

000 

Reset Initial Interrupt Stack Pointer 

1 

004 

Reset Initial Program Counter 

2 

008 

Access Fault 

3 

OOC 

Address Error 

4 

010 

Illegal Instruction 

5 

014 

Integer Divide-by-Zero 

6 

018 

CHK, CHK2 Instruction 

7 

01C 

FTRAPcc, TRAPcc, TRAPV Instructions 

8 

020 

Privilege Violation 

9 

024 

Trace 

10 

028 

Line 1010 Emulator (Unimplemented A-Line Opcode) 

11 

02C 

Line 1111 Emulator (Unimplemented F-Line Opcode) 

12 

030 

(Reserved) 

13 

034 

Coprocessor Protocol Violation (Defined for MC68020 and MC68030) 

14 

038 

Format Error 

15 

03C 

Uninitialized Interrupt 

16-23 

040-05C 

(Unassigned, Reserved) 

24 

060 

Spurious Interrupt 

25 

064 

Level 1 Interrupt Autovector 

26 

068 

Level 2 Interrupt Autovector 

27 

06C 

Level 3 Interrupt Autovector 

28 

070 

Level 4 Interrupt Autovector 

29 

074 

Level 5 Interrupt Autovector 

30 

078 

Level 6 Interrupt Autovector 

31 

07C 

Level 7 Interrupt Autovector 

32-47 

080-0BC 

TRAP #0-15 Instruction Vectors 

48 

OCO 

Floating-Point Branch or Set on Unordered Condition 
(Defined for MC68881, MC68882, MC68040, and MC68060) 

49 

0C4 

Floating-Point Inexact Result 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

50 

0C8 

Floating-Point Divide-by-Zero 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

51 

OCC 

Floating-Point Underflow 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

52 

ODO 

Floating-Point Operand Error 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

53 

0D4 

Floating-Point Overflow 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

54 

0D8 

Floating-Point Signaling NAN 

(Defined for MC68881, MC68882, MC68040, and MC68060) 

55 

ODC 

Floating-Point Unimplemented Data Type 
(Defined for MC68040 and MC68060) 

56 

OEO 

MMU Configuration Error (Defined for MC68030 and MC68851) 

57 

0E4 

MMU Illegal Operation Error (Defined for MC68851) 

58 

0E8 

MMU Access Level Violation Error (Defined for MC68851) 

59 

OEC 

(Unassigned, Reserved) 

60 

OFO 

Unimplemented Effective Address (Defined for MC68060) 

61 

0F4 

Unimplemented Integer Instruction (Defined for MC68060) 

62-63 

0F8-0FC 

(Unassigned, Reserved) 

64-255 

100-3FC 

User Defined Vectors (192) 


D-10 


M68060 USER’S MANUAL 


MOTOROLA 




MC68060 Instructions 


CRUSH 


Push and Possibly Invalidate Cache Line 


CRUSH 


(MC68060, MC68LC060, MC68EC060) 


Operation: If Supervisor State, Then 

If Data Cache, Then 

Push Selected Dirty Data Cache Lines 
If DPI bit of CACR = 0, Then 

Invalidate Selected Cache Lines 
Endif 
Endif 

If Instruction Cache, Then 

Invalidate Selected Cache lines 
Endif 
Endif 

Else TRAP 

Assembler 

Syntax: CPUSHL<caches>,(An) 

CPUSHP<caches>,(An) 

CPUSHA<caches> 

Where <caches> specifies the instruction cache, data 
cache, both caches, or neither cache. 

Attributes: Unsized 

Description: Pushes and possibly invalidates selected cache lines. The data cache, 
instruction cache, both caches, or neither cache can be specified. When the data 
cache is specified, the selected data cache lines are first pushed to memory (if they 
contain dirty data) and then invalidated if the DPI bit of the CACR is cleared. Otherwise, 
the selected data cache lines remain valid. Selected instruction cache lines are invali¬ 
dated. The CACR is accessed via the MOVEC instruction. 

Specific cache lines can be selected in three ways: 

1. CPUSHL pushes and possibly invalidates the cache line (if any) matching the 
physical address in the specified address register. 

2. CPUSHP pushes and possibly invalidates the cache lines (if any) matching the 
physical memory page in the specified address register. For example, if 4K-byte 
page sizes are selected and An contains $12345000, all cache lines matching 
page $12345000 are selected. 

3. CPUSHA pushes and possibly invalidates all cache entries. 
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MC68060 Instructions 


CRUSH 


Push and Possibly Invalidate Cache Line 
(MC68060, MC68LC060, MC68EC060) 


CRUSH 


Condition Codes: 

Not affected. 

Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 6 

5 

4 3 

2 1 0 

1 ^ 1 

1 ^ 

1 ^ 

1 ^ 

0 

1 

1 ^ 

1 ^ 

CACHE 

1 ^ 

SCOPE 

REGISTER 


Instruction Fields: 

Cache field—Specifies the Cache. 

00—No Operation 
01—Data Cache 

10— Instruction Cache 

11— Data and Instruction Caches 

Scope field—Specifies the Scope of the Operation. 

00—Illegal (causes illegal instruction trap) 

01—Line 
10—Page 
11^11 

Register field—Specifies the address register for line and page operations. For line 
operations, the low-order bits 3-0 of the address are don’t care. Bits 11-0 or 12-0 of 
the address are don’t care for 4K-byte or 8K-byte page operations, respectively. 
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MC68060 Instructions 


FRESTORE Restore Internal FRESTORE 

Floating-Point State 

(MC68060 only) 


Operation: If in Supervisor State 

Then FPU State Frame | Internal State 
Else TRAP 


Assembler 

Syntax: FRESTORE<ea> 

Attributes: Unsized 


Description: Aborts the execution of any floating-point operation in progress and loads 
a new floating-point unit internal state from the state frame located at the effective 
address. The state frame always contains three long words. The third byte from of the 
state frame specifies the frame format. The fourth byte of the state frame contains the 
exception vector. If the frame format is invalid, the FRESTORE aborts, and a format 
exception is generated. If the frame format is vaiid, the state frame is loaded, starting 
at the specified location and proceeding through higher addresses. 

The FRESTORE instruction does not normally affect the programmer’s model registers 
of the floating-point coprocessor, except for the NULL state frame. The FRESTORE 
instruction is used with the FMOVEM instruction to perform a fuil context restoration of 
the floating-point unit, including the floating-point data registers and system control reg¬ 
isters. To accomplish a complete restoration, the FMOVEM instructions are first exe¬ 
cuted to load the programmer’s model, followed by the FRESTORE instruction to load 
the internal state. 
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MC68060 Instructions 


FRESTORE Restore Internal FRESTORE 

Floating-Point State 
(MC68060 only) 


The current implementation of the MC68060 supports the following four state frames; 

NULL: This state frame has a frame format of $00. An FRESTORE operation with 
this state frame is equivalent to a hardware reset of the floating-point unit. 
The programmer’s model is set to the reset state, with nonsignaling NANs 
in the floating-point data registers and zeros in the floating-point control reg¬ 
ister, floating-point status register, and floating-point instruction address 
register. (Thus, it is unnecessary to load the programmer’s model before 
this operation.) 

IDLE: This state frame has a frame format of $60. An FRESTORE operation with 
this state frame causes the floating-point unit to be restored to the idle state, 
waiting for the initiation of the next instruction, with no exceptions pending. 
The programmer’s model is not affected by loading this type of state frame. 

EXCP: This state frame has a frame format of $E0. An FRESTORE operation with 
this state frame causes the floating-point unit to be restored to an excep¬ 
tional state. The exception vector field defines the type of exception that is 
pending. When in this state, initiation of any floating-point instruction with 
the exception of FSAVE or another FRESTORE causes the pending excep¬ 
tion to be taken.The floating-point unit remains in this state until an FSAVE 
instruction Is executed, then, it enters the idle state. The programmer’s 
model is not affected by loading this type of state frame. 

Floating-Point Status Register: Cleared if the state size is NULL; otherwise, not affected. 
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FRESTORE Restore Internal FRESTORE 

Floating-Point State 

(MC68060 only) 


Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 3 2 1 

0 

I ^ 

1 ^ 

1 ^ 


0 

1 ° 1 

1 1 

M 

1 ^ 1 

1 ^ 

EFFECTIVEADDRESS 

MODE REGISTER 


Instruction Fieid: 

Effective Address field—Determines the addressing mode for the state frame. Only 
postincrement or control addressing modes can be used as listed in the following table: 


Addressing Mode 

Mode 

Register 

Dn 

— 

-- 

An 

— 

— 

(An) 

010 

reg. number:An 

(An) + 

Oil 

reg. number:An 

-(An) 


— 

(die. An) 

101 

reg. number:An 

(ds.An.Xn) 

110 

reg. number:An 

(bd,An,Xn) 

110 

reg. number:An 

([bd,An,Xn],od) 

110 

reg. numbenAn 

([bd,An],Xn,od) 

110 

reg. number:An 


Addressing Mode 

Mode 

Register 

(xxx).W 

111 

000 

{xxx).L 

111 

001 

#<data> 

— 

— 




(die,PC) 

Ill 

010 

(d8,PC,Xn) 

111 

oil 

(bd,PC,Xn) 

111 

oil 

([bd,PC,Xn],od) 

111 

oil 

([bd,PC],Xn,od) 

111 

oil 
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MC68060 Instructions 


FSAVE 


Save Internal Floating-Point State 
(MC6S060 only) 


FSAVE 


Operation: If in Supervisor State 

Then FPU Internal State | State Frame 
Else TRAP 

Assembler 

Syntax: FSAVE<ea> 

Attributes: Unsized 

Description: FSAVE allows the completion of any floating-point operation in progress. It 
saves the internal state of the floating-point unit in a state frame located at the effective 
address. After the save operation, the floating-point unit is in the idle state, waiting for 
the execution of the next instruction. The first long word written to the state frame con¬ 
tains the frame format on the third byte. The state frame always contains three long 
words. 

Any floating-point operation in progress when an FSAVE instruction is encountered 
can be completed before the FSAVE executes, saving an IDLE state frame. An IDLE 
state frame is created by the FSAVE if no exceptions occurred: otherwise, an EXCP 
state frame is created. 
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Save Internal Floating-Point State 
(MC68060 only) 


MC68060 Instructions 


FSAVE 


FSAVE 


The following state frames apply to the MC68060. 

NULL: An FSAVE instruction that generates this state frame indicates that the 
floating-point unit state has not been modified since the last hardware reset 
or FRESTORE instruction with a NULL state frame. This indicates that the 
programmer’s model is in the reset state, with nonsignaling NANs in the 
floating-point data registers and zeros in the floating-point control register, 
floating-point status register, and floating-point instruction address register. 
(Thus, it is not necessary to save the programmer’s model.) 

IDLE: An FSAVE instruction that generates this state frame indicates that the 
floating-point unit finished in an idle condition and is without any pending 
exceptions waiting for the initiation of the next instruction. 

EXCP: An FSAVE instruction that generates this size state frame indicates that the 
floating-point unit encountered an exception while attempting to complete 
the execution of the previous floating-point instructions, or that an FRE¬ 
STORE of an EXCP frame occurred previously. 

The FSAVE does not save the programmer’s model registers of the floating-point unit; 
it saves only the user invisible portion of the machine. The FSAVE instruction may be 
used with the FMOVEM instruction to perform a full context save of the floating-point 
unit that includes the floating-point data registers and system control registers. To 
accomplish a complete context save, first execute an FSAVE instruction to suspend 
the current operation and save the internal state, then execute the appropriate 
FMOVEM instructions to store the programmer’s model. 
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MC68060 Instructions 


FSAVE 


Save Internal Floating-Point State 

(MC68060 only) 


Fioating-Point Status Register: Not affected. 
Instruction Format: 


FSAVE 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

6 4 3 2 1 

0 

I ^ 

1 1 

1 ^ 1 

1 ^ 

0 

1 ^ 1 

1 ^ 1 

1 ^ 1 

1 ^ 

1 ° 

EFFECTIVE ADDRESS 
MODEREGISTER 


Instruction Fieid: 

Effective Address field—Determines the addressing mode for the state frame. Only pre¬ 
decrement or control alterable addressing modes can be used as listed in the following 
table; 


Addressing Mode 

Mode 

Register 

Dn 


— 

An 

. — 

— 

(An) 

010 

reg. numbenAn 

(An) + 

— 

— 

-(An) 

100 

reg. numberrAn 

(die,An) 

101 

reg. number.An 

(d8,An,Xn) 

110 

reg. numberiAn 

(bcl,An,Xn) 

110 

reg. numberrAn 

([bd,An,Xn],od) 

110 

reg. numberrAn 

([bd,An],Xn,od) 

110 

reg. numberrAn 


Addressing Mode 

Mode 

Register 

(xxx).W 

111 

000 

(xxx).L 

111 

001 

#<data> 






(die,PC) 

— 

— 

(d8,PC,Xn) 

— 

— 

(bd,PC,Xn) 

— 

— 

([bd,PC,Xn],od) 

— 

— 

([bd,PC],Xn,od) 

— 

-- 
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MC68060 Instructions 


LPSTOP Low-Power Stop LPSTOP 

(MC68060, MC68LC060, MC68EC060) 

Operation: If Supervisor State 

Generate an LPSTOP Broadcast Cycle 
Immediate Data | SR 
“10110”|PST[4:0] 

STOP 
Else TRAP 

Assembler 

Syntax: LPSTOP #<data> 

Attributes: Size = (Word) Privileged 

Description: Moves the immediate operand into the status register (SR). The program 
counter (PC) is advanced to the next instruction and the processor stops fetching and 
executing instructions. 

An interrupt or reset exception causes the processor to resume instruction execution 
from an LPSTOP state. If an interrupt request is asserted with a higher priority than the 
current priority level set by the new SR value, an interrupt exception occurs: otherwise 
the interrupt request is ignored. An external reset always initiates reset exception pro¬ 
cessing. 

A trace exception occurs if the trace bit in the SR is enabled when the LPSTOP instruc¬ 
tion begins execution. 

A privilege violation is caused by attempting to clear the S-bit of the SR on LPSTOP. 

The MC68060 executes the LPSTOP instruction as follows: 

1. It synchronizes the pipelines. 

2. An LPSTOP broadcast cycle is generated (write cycle): 

TT1-TT0 = 3 
TM2-TM0 = 0 
SIZ1-SIZ0 = 2 
31-AO = $FFFFFFFE 
D15-D0 = immediate data 
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LPSTOP Low-Power Stop LPSTOP 

(MC68060, MC68LC060, MC68EC060) 

3. At the time of the bus cycle termination, (TA or TEA) the state of bus grant 
determines how the processor will leave the system bus while in the low-power 
stopped state. If the processor is granted the bus, it will drive the transfer 
attributes, address bus, data bus, and most control signals high while in the 
low-power stopped state. If the bus grant is removed from the processor, it will 
threestate all threestateable signals of the system bus at the conclusion of the 
bus write broadcast cycle. 

4. After the broadcast cycle is complete the processor will load the immediate 
operand into the SR and drive the PST lines signalling the low-power stopped 
state has been entered. 

5. Once the low-power stopped state has been entered, the internal processor 
clock is disabled (except to a small number of flip f lops to su pport interrupt and 
reset recognition) and all input signals except the RSTI and IPLx, may float. 
The processor clock (CLK) input may be stopped during the low-power 
stopped state for additional power saving. If this is done, CLK must be stopped 
in the low state. 

6. During entry into the low-power stopped state, the system bus must be quies¬ 
cent from the cycle after the broadcast cycle termination until the PST signals 
indicate the low-power stopped state. During exit from the low-power stopped 
state, the system bus must be quiescent and co nt rol sig nal inputs to the pro¬ 
cessor negated, beginning with the cycle RSTI, or IPLx is asserted until the 
PST signals indicate that the processor is in an exception processing state. 

Condition Codes: 

Set according to the immediate operand. 

Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

1 

1 

1 

1 

1 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

1 

1 

1 

0 

0 

0 


0 

0 

IMMEDIATE DATA 


Instruction Fields: 

Immediate field—Specifies the data to be loaded into the status register. 
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MC68060 Instructions 


MOVEC Move Control Register MOVEC 

(MC68060, MC68LC060 and MC68EC060) 


Operation: If Supervisor State 

Then Rc | Rn or Rn | Rc 
Else TRAP 


Assembler MOVEC Rc,Rn 
Syntax: MOVEC Rn.Rc 


Attributes: Size = (Long) 

Description: Moves the contents of the specified control register (Rc) to the specified 
general register (Rn) or copies the contents of the specified general register to the 
specified control register. This is aiways a 32-bit transfer, even though the control reg¬ 
ister may be implemented with fewer bits. Unimplemented bits are read as zeros. 


Condition Codes: Not affected. 


Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

0 

1 

0 

0 

1 

1 

1 

0 

0 

1 

1 

1 

1 

0 

1 

dr 

A/D 

REGISTER 

CONTROL REGISTER 


Instruction Fields: 

dr field—Specifies the direction of the transfer. 
0—Control register to general register. 

1 —General register to control register. 

A/D field—Specifies the type of general register. 
0—Data Register 
1—Address Register 
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MOVEC Move Control Register MOVEC 

(MC68060, MG68LC060 and MC68EC060) 

Register field—Specifies the register number. 

Control Register field—Specifies the control register. 


Hexi 

Control Register 

000 

Source Function Code (SFC) 

001 

Destination Function Code (DFC) 

002 

Cache Control Register (CACR) 

003^ 

MMU Translation Control Register (TC) 

004 

Instruction Transparent Translation Register 0 (ITTO) 

005 

Instruction Transparent Translation Register 1 (ITT1) 

006 

Data Transparent Translation Register 0 (DTTO) 

007 

Data Transparent Translation Register 1 (DTT1) 

008 

Bus Control Register (BUSCR) 

800 

User Stack Pointer (USP) 

801 

Vector Base Register (VBR) 

806® 

User Root Pointer (URP) 

807® 

Supervisor Root Pointer (SRP) 

808 

Processor Configuration Register (PCR) 


NOTES: 


1. Any other code causes an illegal instruction exception. 

2. The E and P bits are undefined for the MC68EC060. 

3. These registers are undefined for the MC68EC060. 
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PLPA 


Load Physical Address 


PLPA 


(MC68060, MC68LC060) 


Operation: If Supervisor State 

Then Logical Address {DFC.An} translated to Physical 
Address ^ An 
Else TRAP 

Assembler 

Syntax: PLPAR (An) 

PLPAW (An) 

Attributes: Unsized 

Description: Translates the logical address defined by tne contents of the destination 

function code register (DFC2-DFC0) and the address register (An31-An0), using full 
paged MMU functionality including TTRs, and generates a 32-bit physical address, 
which is loaded into An. All access error checks are performed during the translation, 
including in the checks the read/write instruction type, and an access error exception 
will be taken for faulting conditions. 

PLPA is a privileged instruction; attempted execution in user mode will result in a priv¬ 
ilege violation exception. 

As with normal address translation activity: 

If Data TTR hit 

Then Use TTR translation and An stays the same 
Else if E bit of TC Register = 0 or MDIS pin asserted 
Then Use Default TTR translation and An stays the same 
Else if E bit of TC Register =1 and MDIS pin negated and Data ATC hit 
Then use ATC translation and An = Physical Address 
Else if E bit of TC Register =1 and MDIS pin negated and Data ATC miss 
Then Tablewalk 

If Valid Page Descriptor Encountered 

Then update Data ATC and An = Physical Address 
Else Take Access Error Exception 
EndlF 

Condition Codes: 

Not affected. 
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MC68060 Instructions 


PLPA 


Test a Logical Address 
(MC68060, MC68LC060) 


PLPA 


Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 1 0 


1 

1 ^ 1 

1 ^ 

0 

1 ^ 1 

0 1 

1 1 

1 ^ 

R/W 

0 

1 0 

1 ^ 



Instruction Fields: 

R/W field—Specifies simulating a read or write bus transfer. 

0—Write 
1 —Read 

Register field—Specifies the address register containing the effective address for the 
instruction. 
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MC68060 Instructions 


PLPA 


Load Physical Address 
(MC68EC060 Only) 


PLPA 


Operation: If Supervisor State 

Then No Operation 
Else TRAP 


Assembler 

Syntax: PLPAR (An) 

PLPAW (An) 

Attributes: Unsized 

Description: This instruction must not be executed on an MC68EC060. 


Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 1 0 

1 

1 ^ 1 

1 ^ 

1 ^ 

1 ^ 1 

1 1 

1 ° i 

1 

1 

R/W 

0 

1 ^ 1 

1 

ADDRESS REGISTER 


Instruction Fields: 

R/W field—Specifies simulating a read or write bus transfer. 

0—Write 
1—Read 

Register field—Specifies the address register containing the effective address for the 
instruction. 
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MC68060 Instructions 


PFLUSH Flush ATC Entries PFLUSH 

(MC68EC060 Only) 


Operation: If Supervisor State 

Then No Operation 
Else TRAP 

Assembler 

Syntax: PFLUSH (An) 

PFLUSHN (An) 

Attributes: Unsized 


Description: This instruction must not be executed on an MC68EC060. 


Instruction Format: 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 

4 3 

2 1 0 

1 

1 

1 

I ^ I 

0 

1 ^ 

1 ^ 1 

1 ^ 

0 

0 

1 ° 1 

OPMODE 

ADDRESS REGISTER 


Instruction Fields: 

Opmode field—Specifies the flush destination. These bits are defined for the MC68060 
and MC68LC060, not for the MC68EC060. 

Register field—Specifies the address register containing the effective address for the 
instruction entry. 
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A 

access error 11-3,11-4 
recovery 8-25 
exception 8-5 

acknowledge termination ignore state 
capability 7-4, 7-74 
address bus (A31-A0) 2-3, 7-1, 7-12 
address error exception 8-7 
address registers 3-2 
address translation cache 1-9, 4-1, 4-24, 
8-6, 7-47, 10-12 
addressing modes 1-14 
AESOP electronic bulletin board C-29 
alternate bus master 2-3, 2-4, 2-8 
alternate function code registers 3-5 
signal 2-13, 7-35 

B 

B5 signal 2-11, 7-53 
BG s ignal 2-10 
BGR signal 2-10 

bit manipulation instructions 10-19 
BKPT instruction 7-36 
boundary scan 
chain 9-10 

_register 9-7 

BR signal 2-10 

branch cache 1-7, 5-14, 8-29 

branch instruction 10-21 

branch prediction error 8-29 

branch/set on unordered exception C-19 

breakpoint acknowledge cycle 7-36, 8-12 

breakpoint instructions 8-11 

BS3-BS0 2-7, 7-6 

BSD L Description 9-17 

BTT signal 2-10, 7-58 

burst-inhibited line transfers 7-15 


bus arbitration 7-52 
BB p rotocol 7-53 
BTT protocol 7-58 
MC68040-arbitration protocol 7-53 
MC68060-arbitration protocol 7-58 
states 7-56 
bus clock (BCLK) 7-3 
bus control register (BUSCR) 1-13, 7-4 
bus controller 1-10 
bus error 7-46, 8-5 
bus operation speed 7-3 
bus serialization 7-52 
BYPASS instruction 9-4, 9-6 
bypass register 9-15 
byte enable signals 7-7 

C 

cache 8-27, 10-12 
coherency 5-1,5-10 
copyback mode 5-7 
inhibited 5-7 
line format 5-2 
mode 4-7, 4-25, 11-5 
writethrough mode 5-7 
cache control register (CACR) 1-13, 5-5, 
11-3 

CAS/C AS2 instructions 7-29, 7-31,11-1 

CPIS s ignal 2-11, 5-6 

CIOU T signal 2-7 

CLA signal 2-4, 7-32 

CLAMP instruction 9-4, 9-6 

CLK sig nal 2-14, 7-1 

CLKEN signal 7-1 

condition codes register (CCR) 3-3 

context switch 11-5 

copyback 11 -4 

CPUSH instruction 5-13, D-11 
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D 

data bus (D31-D0) 2-4, 7-1, 7-12 
byte selection 7-7 
data cache 1-10 
data formats 1-14 
data registers 3-2 
debug command interface 9-25 
debug pipe control mode 9-24 
commands 9-27 
default cache mode 4-5 
default transparent translation 11-2, B-1 
divide-by-zero exception C-19 
double bus fault 7-51, 8-6 
dynamic bus sizing 7-5 
dynamic random access memory (DRAM) 
7-32,11-15 

E 

effective address calculation 10-14 
emulator interrupt exception 9-32 
emulator mode 9-31 
entering 9-31 
exiting 9-32 
exception 

access error 8-5 
address error 8-7 
bus error 8-5 
divide-by-zero 6-32 
double bus fault 8-6 
floating-point 6-19 
format error 8-11 
inexact result 6-33 
instruction trap 8-7 
interrupt 8-12 
operand error 6-26 
overflow 6-28 
priority 8-17 
privilege violation 8-10 
reset 2-12, 8-14 
stack frame 8-3 
trace 8-10 
underflow 6-30 
unimplemeted integer 8-8 
vector table 8-4 
exception processing 8-1 
execution times 10-26 


flowchart 8-1 
interrupt 8-13 
return 8-19 
execution times 

bit manipulation instructions 10-19 
branch instruction 10-21 
exception processing 10-17,10-22, 
10-26 

floating-point instructions 10-24 
MOVE instruction 10-14 
multiprecision instructions 10-22 
shift/rotate instructions 10-19 
single-operand instruction 10-18 
standard instruction 10-16 
execution unit 2-13 

external bus arbiter 2-6, 2-10, 7-29, 7-52, 
7-65 

EXTEST instruction 9-4 

F 

fault address 8-22 

fault status long word (FSLW) 8-22, 8-25 
floating-point 
data formats 6-7 
data registers 6-3 
disabled exception 8-9 
exceptions 6-19 
instructions 10-24, C-11 
state frame 6-35 

unimplemented instruction exception 8-8 
unsupported data type exception 8-8 
floating-point control register (FPCR) 6-3 
floating-point instruction address register 
(FPIAR) 6-7 

floating-point status register (FPSR) 6-4 
floating-point unit (FPU) 1-8 
programming model 6-2 
format error exception 8-11 
FRESTORE instruction D-13 
FSAVE instruction D-16 
functional signal groups 2-3 

H 

HALT instruction 9-30 
HIGHZ instruction 9-4, 9-6 
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I 

IDCODE instruction 9-4, 9-5 
illegal instruction exception 8-9 
immediate instruction 10-17 
imprecise exception mode 11-6 
indirect descriptor 4-12 
instruction D-1 

execution times 10-1 
illegal 8-9 
JTAG 9-3 
LPSTOP D-19 
MOVE 16 2-4, 2-5 
MOVEC D-21 
RESET 2-12 

timing assumptions 10-10 
TLNx 2-5 

instruction cache 1-9 
instruction fetch 
pipeline 8-17 
unit 1-4, 1-7, 3-2 
instruction pipe unit 5-1 
instruction restart model 7-52 
instruction set 1-15 
instruction shift register 9-3 
instruction trap exception 8-7 
integer unit 1-7, 1-8, 3-1 
execution unit 2-13 

interrupt acknowledge cycle 2-13, 7-32 
autovector 7-35 
normal termination 7-35 
spurious 7-35 

interrupt exception 7-34, 8-12 
interrupt level 8-3, 8-12 
interrupt priority level 2-12 
interrupt priority mask 7-32, 8-12 
interrupts 

interrupt acknowledge transfer 2-13 
IPEND2-12 

IPEND signal 2-12, 7-33 
IPLx signals 2-12, 7-4, 7-32, 8-12 

J 

JTAG 2-15 

disabling 9-15 
idcode register 9-7 
instructions 9-3 


mode 9-1 

test data registers 9-7 
signal 9-15 
states 9-2 

L 

LEA, PEA, MOVEM instructions 10-22 

line read transfers 7-15 

line wr ite transfer 7-25 

LOCK s ignal 2-6 

LOCKE signal 2-6 

locked transfers 2-6 

LPSAMPLE instruction 9-4, 9-5 

LPSTOP 9-15 

broadcast cycle 7-39 
instruction 7-38, 8-11, D-19 

M 

M68060 family 1-3 

M68060 software package (M68060SP) 
11-1, 11-2, C-1, D-1 
installation C-27 
MC68020 7-5, 11-3 
MC68030 7-5, 11-3 
MC68040 11-1,11-6 

acknowledge termination protocol 7-76 
MC68040V 

LPSTOP broadcast cycles 2-4 
MC68060 

block diagram 1 -5 
features 1 -4 

MC68150 dynamic bus sizer 7-5 
MC68EC040 11-2 
MC68EC040V 

LPSTOP broadcast cycles 2-4 
MC68EC060 1-3, B-1 
MC68LC04011-2 
MC68LC060 1-3, A-1 
MDIS signal 2-12, 4-1 
memory management unit (MMU) 1-9, 8-6 
features 4-1 

programming model 4-3 
status register 11 -4 
misaligned operands 7-9, 7-31 
MOVE instruction 

execution times 10-14 
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MOVEC instruction 4-30, 5-6, 7-4, 7-29, 
11-2, 11-4, D-21 
MOVES instruction 10-22 

N 

native-MC68060 acknowledge termination 
protocol 7-76 

O 

operand error C-17 

operand execution pipeline 1-4, 3-1,8-1, 
10-1 

operand pipe unit 5-1 
operands 

misaligned 7-9 
operating system C-23 
overflow 6-16 

P 

page descriptor 4-12 
PFLUSH instruction 4-3, 4-30, B-1 
PLPA instruction 4-30, 11-4, B-1 
pointer table descriptors 4-12 
power supply 2-16 
precise exception mode 11-6 
privilege violation exception 8-10 
processor configuration register 1-13, 3-5, 
8-8, 11-2 

program counter 3-3, 8-3, 8-21 
programming model 1-11 
FPU 6-2 

integer unit portion 3-2 
MMU 4-3 
supervisor 1-13 
user 1-13 
PSTx signals 2-13 
PTEST instruction 11 -4 
PULSE instruction 9-30 
push buffer 5-13, 8-27 

R 

R/W signal 2-6 
read transfer 7-12 
read-modify-write transfer 7-28 
register 
A6-A0 3-2 


CCR 5-5 
D7-D0 3-2 
FP7-FP0 6-3 
FPCR 6-3 
FPIAR 6-7 
FPSR 6-4 
PCR 8-8 

reset 2-12, 7-71, 11-2 
reset exception 8-14 
RESET instruction 7-73 
retry bus operation 7-48 
root table descriptors 4-12 
rounding 

algorithm 6-13 
modes 6-4 
precision 6-3 

RSTI signal 2-12, 7-4, 7-71, 8-14 
RSTO signal 2-12, 8-15 
RTE instruction 8-3, 9-32 

S 

SAM PLE/PRELOAD instruction 9-4, 9-5 
SAS signal 2-8 
shift/rotate instructions 10-19 
signals 

A31-A0 2-3 
5 ^ 2-13 
BB2-11 
BG 2-10 
BGR2-10 
BR 2-10 
BSx 2-7 
BTT2 -10 
GDIS 2-11 
CIOUT 2-7 
CLA 2-4 
CLK 2-14 
CLKEN 2-15 
D31-D0 2-4 
IPEND2-12 
IPLX2-12 
1:DUK2-6 
LOCKE 2-6 
MDIS2-12 
PSTx 2-13 
RSTI 2-12 
RSTO 2-12 
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R/W2-6 
SAS 2-8 
SIZx 2-6 
SNOOP 2-9 
TA 2-8 
TBI 2-9 
TCI 2-9 
TEA 2-9 
TIP 2-8 
TLNx 2-5 
TMx 2-4 
T]RA2-9 
TS 2-8 
TTx2-4 
UP Ax 2-5 

single-operand instruction 10-18 
SIZx signals 2-6, 7-10 
SNAN 6-25, C-17 
SNOOP signal 2-9, 7-68 
snooping 1-10, 7-68 
SRP register 4-3 
stack frame 
exception 8-3 

floating-point post-instruction 8-20 
stack frame 

eight word 8-21 
four word 8-19 
six word 8-20 

status register (SR) 1-11, 3-3, 3-4, 5-15, 
7-32, 8-1, 10-22 
STOP instruction 8-11 
store buffer 8-27 
superscalar 10-1 

supervisor stack pointer 3-3, 8-3, 11-1 

T 

TA signal 2-8, 8-9 

table search accesses 4-19, 8-27 

TAP controller 2-15 

T^ signal 2-9 

TCI s ignal 2-9 

TEA signal 2-9, 8-9 

test access port 9-1 

THERM1, THERMO pins 2-16 


thermal characteristics 12-1 

thermal management 11-17 

TIP signal 2-8 

TLNx signals 2-5 

TMx signals 2-4 

TRA signal 2-9 

trace 

exception 8-10 
mode 8-18, 11-5 
transfer 

burst-inhibited line 7-15 
line read 7-15 
line write 7-25 
read 7-12 

read-modify-write 7-28 
write 7-20 

translation control register (TCR) 1-3,1-13, 
4-4, 11-2, 11-3 

transparent translation registers (TTRs) 1-3, 

_ 4-2, 4-6, 4-27 

TS signal 2-8 
TTx signals 2-4 

U 

underflow 6-16 

unimplemented A-line exception 8-8 
unimplemented effective address exception 
8-8 

unimplemented F-line exception 8-9 

unimplemented instruction exceptions 8-8 

unimplemented integer exception 8-8 

unimplemented integer instructions C-5 

UPAx signals 2-5 

URP register 4-3 

user page attributes 4-6, 4-26 

user stack pointer 3-2 

V 

vector base register (VBR) 1-13, 3-4, 8-3 
virtual memory 11-3 

W 

write buffer 5-13, 8-27 
write transfer 7-20 
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